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Foreword 

ISO (the International Organization for Standardization) is a worldwide 
federation of national Standards bodies (ISO member bodies). The work 
of preparing International Standards is normally carried out through ISO 
technical committees. Esch member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. ISO 
collaborates closely with the International Electrotechnical Commission 
(1 EC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard ISO 7206-8 was prepared by Technical Committee 
ISO/TC 150, Implants for surgery, Subcommittee SC 4, Bone and joint 
replacemen ts. 

ISO 7206 consists of the following Parts, under the general title Implants 
for surgery - Partial and total hip jein t prostheses: 

- Part 1: Classification and designation of dimensions 

- Part 2: Articulating surfaces made of metallic, ceramic and plastics 
ma terials 

of stemmed fernoral - Part 3: Determination of endurante properties 
componen ts without application o f torsion 

- Part 4: Determination of endurante properties of stemmed fernoral 
componen ts with applica tion of torsion 

- Part 5: Determination of resistance to static load of head and neck 
region of stemmed fernoral components 

- Part 6: Determination of endurante properties 
gion of stemmed femora I components 

- Part 7: Endurante 
without application 

performan ce of stemmed fernoral componen ts 
of torsion 

of head and neck re- 
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- Part 8: Endurante Performance of stemmed fernoral components 
with application of torsion 

- Part 9: Determination of resistance to torque of head fixation of 
stemmed fernoral components 

- Part IO: Requiremen ts, classification and designation o f dimensions 
of bores and cones for prostheses with a modular head 
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