International
Standard
ISO 7249
Textiles — Fibres — Determination First edition
of burning behaviour by oxygen 2024-02
index
Textiles — Fibres — Détermination du comportement au feu au
moyen de l'indice d’oxygéne
Documents
Ref b .
Iseoe;gzgt?z%lgz(eer:’) © 1SO 2024 Document Sharing Hub

Full document details: ISO 7249-2024


http://www.avadocuments.com/doc/iso-7249-2024
http://www.avadocuments.com/doc/iso-7249-2024

ISO 7249:2024(en)

COPYRIGHT PROTECTED DOCUMENT

© 1S0 2024

All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below
or ISO’s member body in the country of the requester.

ISO copyright office

CP 401 o Ch. de Blandonnet 8

CH-1214 Vernier, Geneva

Phone: +41 22 749 01 11

Email: copyright@iso.org

Website: www.iso.org
Published in Switzerland

Documents

© IS0 2024 - All rights reserved .
Document Sharing Hub

ii
Full document details: ISO 7249-2024


http://www.avadocuments.com/doc/iso-7249-2024
http://www.avadocuments.com/doc/iso-7249-2024

ISO 7249:2024(en)

Contents Page

FOT@WOTM. ...ttt iv

1
2
3
4 Principle
5 APPATATULS ... 2
6

Preparation of the teSt SPECIIMEIIS .............. et
6.1 Test specimens for SEAPLE FIDTES ...
6.2 Test specimens for filament yarns
6.3 MarKing Of LEST SPECIIMEIIS ...
7 Preconditioning and CONAItIONINE ...t 6
7.1 AtmOSPhere fOr CONATTIONINE .. ...t 6
7.2 P COMAITIOMIIIEZ e
7.3 Conditioning........cc...
7.4 Test specimens storage
8 Procedure for determination of oxygen index (OI) ... 7
8.1 TEST @NIVITOIIITIEIIT ..o 7
8.2 Initial volume fraction Of OX YOI ...t 7
8.3 Test specimen mounting
8.4 Gas CONEIOl UNTT AAJUSEIMIEIIT ...
8.5 TEST SPECIMEI IGIITEION ..ok

8.6 Burning behaviour observation and recording.........
8.7  Volume fractions of oxygen successive selection
8.8 Preliminary volume fraction of oxygen determination

8.9 Volume fraction of OXYZEN CRANZES. ...
9 Calculation and eXpressSion Of FE@SUIES ... 9

9.1 Calculation of oxygen index (OI)

9.2 DeterMUINATION OF K .....ooiiiieiee st 9

9.3  Verification of step size of oxygen volume fraction changes. ... 10

9.4 Example of test results

9.5 Pl CESTON
10 TESTETE@POTT ...kttt 11
Annex A (informative) Example of Simple SPINIING ... 12
Annex B (informative) Typical example of teSE reSULES ... 14
Annex C (informative) PreciSion @XPerimenIts ... oo 16
BIDIIOGIAPIY ... 17

Documents

© IS0 2024 - All rights reserved .
Document Sharing Hub

iii
Full document details: ISO 7249-2024


http://www.avadocuments.com/doc/iso-7249-2024
http://www.avadocuments.com/doc/iso-7249-2024

ISO 7249:2024(en)

Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 38, Textiles, Subcommittee SC 23, Fibres and
yarn.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Textiles — Fibres — Determination of burning behaviour by
oxygen index

WARNING — The use of this document can involve hazardous materials, operations and equipment.
It does not purport to address all of the safety or environmental problems associated with its use. It
is the responsibility of users of this document to take appropriate measures to ensure the safety and
health of personnel and the environment prior to application of the document.

1 Scope

This document specifies a test method for the determination of burning behaviour of textile fibres by oxygen
index.

This document is only used for the purpose of testing burning behaviour of textile fibres under conditions
of this test, controlling quality of the products, or studying the factors causing the fire of some particular
textile fibres. It is not used for assessing fire risk in their actual use.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 139, Textiles — Standard atmospheres for conditioning and testing

ISO 2060, Textiles — Yarn from packages — Determination of linear density (mass per unit length) by the skein
method

[SO 2061, Textiles — Determination of twist in yarns — Direct counting method
[SO 4589-1, Plastics — Determination of burning behaviour by oxygen index — Part 1: General requirements

ISO 4589-2:2017, Plastics — Determination of burning behaviour by oxygen index — Part 2: Ambient-
temperature test

ISO 4880, Burning behaviour of textiles and textile products — Vocabulary

[SO 6741-3:1987, Textiles — Fibres and yarns — Determination of commercial mass of consighnments — Part 3:
Specimen cleaning procedures

3 Terms and definitions
For the purpose of this document, the terms and definitions given in ISO 4589-1 and 1SO 4880 apply.

[SO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp/ui

— IEC Electropedia: available at https://www.electropedia.org/
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4 Principle

A test specimen is fixed vertically in a transparent chimney with upward flowing oxygen mixture gas. The
top end of the test specimen is ignited and its burning behaviour is observed. The burning length or burning
duration is compared with the given criterion.

The minimum oxygen concentration is estimated by a series of experiments at different volume fractions of
oxygen.

5 Apparatus

The usual laboratory apparatus and, in particular, the following shall be used.
5.1 Test chimney, as specified in ISO 4589-2:2017, 5.1.

5.2 Test specimen holder, to support a test specimen vertically, which is fixed on the axial central
position of the test chimney.

The clamping position is at least 15 mm away from the nearest point where the test specimen can burn.

It is recommended that the frame of the test specimen holder is smooth to minimize induction of turbulence
in the rising flow gas.

5.3 Gas supplies, shall comprise pressurized sources of oxygen and nitrogen or other gases mixed with
oxygen.

When using gas flow meter to control the oxygen concentration (volume fraction), gas supplies shall
comprise pressurized sources of oxygen and nitrogen, both with a purity not less than 99,99 %.

When using oxygen analyser to control the oxygen concentration (volume fraction), gas supplies shall
comprise pressurized sources of oxygen and/or nitrogen not less than 98 % (mass fraction) pure and/or
clean air [containing 20,9 % (volume fraction) oxygen], as appropriate.

5.4 Gas control devices, with a suitable gas flow meter or oxygen analyser measures the oxygen
concentration (volume fraction) in the gas mixture with an accuracy of +0,5 %.

When the gas flow rate within the test chimney is (40 + 2) mm/s at temperature [10 °C, 30 °C], the precision
of concentration adjustment is +0,1 %.

There are needle valves, calibrated orifices, gas pressure regulators, pressure gauges, flow meters on every
gas supply line.

Itis equipped with a calibrated flow meter to indicate the flow rate of gas through the test chimney is within
the required limits.

Equipment shall be regularly calibrated in accordance with ISO 4589-2:2017, Annex A.

A typical test system for oxygen index is shown in Figure 1 or Figure 2.

Other apparatus specified in ISO 4589-2:2017, 5.4, may be used for the test provided that equivalent results
are obtained.
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1  nitrogen supply 9  calibrated mass flow meter
2 oxygen supply 10 oxygen analyser
3 gas pressure regulator of nitrogen 11 calibrated mass flow controller of mixture gas
4  gas pressure regulator of oxygen 12 diffuser
5  gas pressure gauge of nitrogen 13 wire-mesh debris screen
6  gas pressure gauge of oxygen 14 test specimen holder
7  calibrated mass flow controller of nitrogen 15 test specimen
8  calibrated mass flow controller of oxygen 16 test chimney

Figure 1 — A typical apparatus for determination of oxygen index with one calibrated mass flow
meter for nitrogen supply and oxygen supply
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