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INTERNATIONAL STANDARD I S 0  730/3-1982 (E) 

Agricultural wheeled tractors - Three-point linkage - 
Part 3 : Category 4 

1 Scope 

This International Standard specifies the requirements for the 
attachment of implements or equipment to the rear of 
agricultural wheeled tractors by means of a three-link hitch in 
association with a power lift. 
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2 Field of application 

This part of IS0 730 applies to agricultural wheeled tractors 
with a maximum power at  the drawbar from 135 to 300 kW 
when determined in accordance with IS0 7891 1. 

The category 4 L and category 4 H dimensions apply to tractors 
with the power take-off located, respectively, below and above 
the rear axle centre line. 

3 References 

IS0 7301 1, Agricultural wheeled tractors - Three-point 
linkage - Part 1 : Categories 1, 2 and 3. 

I SO 7891 1 , Agricultural tractors 
Power tests. 
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4 Definitions 

4.1 General 

See IS0  7301 1. 

Test procedures - Part 1 : 

4.2 Components of the linkage 

See IS0 73011. 

4.3 Dimensional characteristics of the linkage 

See IS0 73011. except definition 21; for the purposes of this 
part of IS0 730, the following definition applies : 

21 mast adjustment') : The usable range of movement 
of the mast in a vertical plane. It is measured as the max- 
imum and minimum heights of the lower hitch points above 
the ground between which a mast of height either 686 mm 
(category 4 LI or 1 100 mm (category 4 HI can be adjusted 
to any inclination between the vertical and IOo to the ver- 
tical towards the rear. 

5 Dimensions2) 

5.1 Hitch points and zone around the hitch points 

The dimensions concerning the hitch points shall be as given in 
table 2 and those concerning the zone around the hitch points 
shall be given as in table 1. 

5.2 Lift, power lift, and levelling adjustments 

The ranges of lift, power lift and levelling adjustments shall be 
as given in table 3. 

6 Power lift capacity 

A minimum lift force of 30 000 N and an additional 55 N '0 r 
each drawbar power unit (kilowatt) above 135 kW drawbar 
power of the tractor shall be available at  a distance of 610 mm 
to the rear of the hitch points. 

NOTE - The above mentioned values relate to 90 % of the hydraulic 
relief valve pressure setting and the recommended mast height, and 
should be available through the full power range. 

When determining the lift force, a minimum angle of IOo bet- 
ween the vertical and the mast shall be observed (see figure 1 ). 

1)  Adjustment of the mast controls the pitch of the implement. Specifying the mast adjustment to be provided enables the tractor designer to deter- 
mine the minimum acceptable adjustment of the length of the top link in relation to the points of attachment of the linkage; it also permits the imple- 
ment designer to determine the range of operating depths of the implement over which pitch adjustment can be obtained. 

2) Dimensions are based on the assumption that the tractor manufacturer's normal wheel equipment is fitted. 

1 

Full document details: ISO 730-3-1982

http://www.avadocuments.com/doc/iso-730-3-1982
http://www.avadocuments.com/doc/iso-730-3-1982

