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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with I1SO, also take part in the
work. 1SO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an Inter-
national Standard requires approval by at least 75% of the member
bodies casting a vote. .

International Standard ISO 7419 was prepared by Technical Committee
ISO/TC 177, Caravans.

This second edition cancels and replaces the first edition
(ISO 7419:1984), of which it constitutes a technical revision.

Annex A forms an integral part of this International Standard.
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INTERNATIONAL STANDARD

ISO 7419:1991(E)

Leisure accommodation vehicles — Ventilation requirements

1 Scope

This International Standard specifies the minimum
natural ventilation requirements for leisure accom-
modation vehicles. It provides a test method, the
results of which establish the maximum permissible
level of the CO, content of the atmosphere in living
compartiments of the leisure accommodation ve-
hicles. It specifies fixed free areas, or a calculation
method for them, to provide sufficient ventilation that
will ensure this level is not exceeded. Additional
special requirements for motor caravans are given
in 1ISO 8377-1".

The test method included in the annex is a means
of verifying the adequacy of the system of ventilation
provided, giving a means of assessing its efficiency
by national legislative authorities or other third par-
ties to ensure compliance with this International
Standard. It applies only to ventilation provided by
the naturasl movement of air through fixed
ventilators. It takes account of liquefied petroleum
gas appliances and oil-fired heating appliances that
may be installed, the latter requiring additional ven-
tilation in accordance with ISO 7420.

NOTE 1  This International Standard is one of a series
for the habitation aspects of leisure accommodation ve-
hicles.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this International Standard. At the time of publi-
cation, the editions indicated were valid. All stan-
dards are subject to revision, and parties to
agreements based on this International Standard
are encouraged to investigate the possibility of ap-
plying the most recent editions of the standards in-

dicated below. Members of IEC and ISO maintain
registers of currently valid International Standards.

ISO 7418:1989, Leisure accommodation vehicles —
Vocabulary.

ISO 7420:1987, Leisure accommodation vehicles —
Oil-fired heating systems.

ISO 7421:1991, Leisure accommodation vehicles —
Liquefied petroleum gas systems.

3 Definitions

For the purposes of this International Standard, the
definitions given in ISO 7418 apply.

4 Level of air purity

The carbon dioxide (CO,) content of the air within a
living compartment of a leisure accommodation ve-
hicle shall not exceed 1 %, when tested in accord-
ance with annex A, over the background level.

5 Fixed natural ventilation

5.1 Main ventilation

The total effective fixed free area of ventilation to
comply with the requirements of clause 4 shall not
be less than either

— the sum of the calculated values given in column
A of table 1, or

— the sum of the fixed values given in column B of
table 1

at the discretion of the manufacturer.

1) 1SO 8377-1, Leisure accommaodation vehicles — Motor caravans — Part 1: Habitation requirements (to be published).
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