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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO’s adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.org/
iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 156, Corrosion of metals and alloys, in
collaboration with the European Committee for Standardization (CEN) Technical Committee CEN/
TC 262 Metallic and other inorganic coatings, including for corrosion protection and corrosion testing of
metals and alloys, in accordance with the Agreement on technical cooperation between ISO and CEN
(Vienna Agreement).

This second edition cancels and replaces the first edition (ISO 7539-10:2013), which has been technically
revised. The main changes compared with the previous edition are as follows:

— the specimen preparation, i.e. how RUB specimens are machined, bent and fastened, has been
revised in Clause 5 and Annexes A and B;

— the experimental procedure of how specimens are tested in a multiple immersion test with different
periods or in a serial immersion test has been revised in Clause 6;

— the post-exposure evaluation of how specimens are observed has been revised in Clause 7;

— information has been added for the test report in Clause 8;

— Figures A.1, A.2 and B.3 and Table B.1 have been revised;
— new Figures A.3 and B.4 have been added to illustrate the RUB specimen before and after fastening.
Alist of all parts in the ISO 7539 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Corrosion of metals and alloys — Stress corrosion
testing —

Part 10:
Reverse U-bend method

WARNING — This document can involve hazardous materials, operations and equipment. It is
the responsibility of the user of this document to consult and establish appropriate safety and
health practices and to determine the applicability of regulatory limitations prior to use.

1 Scope

This document specifies procedures for designing, preparing and using reversed U-bend (RUB) test
specimens for investigating the susceptibility of the metal to stress corrosion cracking. The term
“metal” as used in this document includes alloys.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 7539-1, Corrosion of metals and alloys — Stress corrosion testing — Part 1: General guidance on testing
procedures

IS0 8407, Corrosion of metals and alloys — Removal of corrosion products from corrosion test specimens

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 7539-1 apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

4 Principle

The RUB test is a particularly severe test for assessing susceptibility to stress corrosion cracking.
The test is intended primarily for application to metals with high corrosion resistance, such as Ni-
based alloys, with the advantage, compared to methods such as the conventional U-bend test, of
having significantly less stress relaxation. It is used primarily as a screening test for tubing, piping,
plate, bar and other products including welded materials. It may also be used as an acceptance test for
performance in service subject to agreement between the parties.

The principle of the test is to introduce very severe stresses in a high corrosion resistance metal, with
minimum relaxation, in order to enhance the likelihood of inducing stress corrosion cracking.

The test involves exposing a piece of metal of a semi-circular section bent back on itself (i.e. reversed
bent) into a U-shape to the corroding medium and holding it in a manner that ensures that there are
initial tensile stresses in excess of the yield strength over a large proportion of the Bner surface. The

ocuments

] Document Sharinngub
© IS0 2020 - All rights reserved

Full document details: ISO 7539-10-2020


http://www.avadocuments.com/doc/iso-7539-10-2020
http://www.avadocuments.com/doc/iso-7539-10-2020

ISO 7539-10:2020(E)

test is accelerated by the presence of complex bi-axial stresses that may or may not exist in service. In
the act of forming specimens, varying amounts of cold work may be introduced, and this deformation
can influence the stress corrosion cracking tendency as compared to that of the material in the original
condition.

The test is normally performed in a laboratory by exposing the specimens to simulated service
conditions.

A further objective of the test is to compare and evaluate the influence of different material parameters.

The principal advantages of the test are its simplicity and its ability to provide a rapid screening. If
conventional U-bend or C-ring specimens are used for screening tests in a high temperature solution of
573 K or higher, marked stress relaxation occurs and a long testing time is needed for the evaluation.
However, the stress relaxation in RUB specimens is smaller than that in conventional U-bend and C-ring
specimens, due to the bi-axial stresses in RUB specimens. Therefore, screening tests can be done within
a relatively short time through the use of RUB specimens.

A disadvantage is that the stress state is complicated and is difficult to quantify with accuracy. If an
accurate stress state is desired, an alternative method should be used.

Wide variations in test results can be obtained for a given metal and environment even when testing
nominally identical specimens and the replication of tests is frequently necessary.

If specimens are prepared from tubing of different dimensions or are subjected to different stressing
procedures, test results can be even more variable.

5 Specimens

5.1 General

RUB specimens are prepared from pieces of production tubing, piping and other hollow cylindrical
products cut into half longitudinally or from a plate, bar or other products formed into a semi-circular
shape along the axial direction. The specimens should be cut by sawing or other such methods that do
not affect the material properties. Then they should be shaped into their dimensions by machining. The
side face of the specimens should be deburred and then finished by sequentially coarse-to-fine grinding
using abrasive papers or cloths to a surface finish such as P600 (see ISO 3366 or 1SO 21948) without
increasing the temperature of the specimens.

Two-stage stressing consisting of bending and fastening with a loading bolt should be performed for RUB
specimens. Elastic-stress relief should be avoided during fastening RUB specimens with a loading bolt.

5.2 Preparation of RUB specimens

5.2.1 Tubing and piping

A variety of tube dimensions and specimen sizes can be employed. The tube is cut to selected specimen
lengths and then sectioned axially to produce specimens with a semi-circular section.

The tubing shall retain its original surface finish.

If heat treatment is added, final heat treatment shall be performed before the reverse U-bending process
(and pre-straining, if this is adopted).

5.2.2 Other products

A variety of bar stock, plate and other forged or rolled material or welded material can be employed.
These materials shall be machined into a plate after final heat treatment and pressed into a semi-
circular shape between inner and outer formers. The surface of the specimens shall be finished by
sequentially coarse-to-fine grinding using abrasive papers or cloths up to a surface finish sQfryelf§ents
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