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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies {(ISO member bodies). The work of preparing Internationat
Standards is normally carried out through I1SO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with 1SO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1SO Council. They are approved in accordance with 1SO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard ISO 7539-4 was prepared by Technical Committee ISO/TC 156,
Corrosion of metals and alloys.

1ISO 7539 consists of the following parts, under the general title Corrosion of metals
and alloys — Stress corrosion testing :

—  Part 1: General guidance on testing procedures

—  Part 2: Preparation and use of bent-beam specimens

— Part 3: Preparation and use of U-bend specimens

— Part 4: Preparation and use of uniaxially loaded tension specimens
—  Part 5: Preparation and use of C-ring specimens

— Part 6: Preparation and use of pre-cracked specimens

— Part 7: Slow strain rate testing

—  Part 8: Preparation and use of welded specimens
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Introduction

This part of ISO 7539 is one of a series giving procedures for designing, preparing and
using various forms of test specimen to carry out tests to establish a metals resistance

to stress corrosion.
Each of the standards in the series needs to be read in association with ISO 7539-1.

This helps in the choice of an appropriate test procedure to suit particular cir-
cumstances as well as giving guidance towards assessing the significance of the

results of the tests.
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