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Foreword

ISO (the International  Organization for Standardization)  is  a worldwide federation of national  standards bodies (ISO
member bodies).  The work of preparing International  Standards is normally carried out through ISO technical
committees.  Each member body interested in  a subject for which a technical  committee has been established has
the right to be represented on that committee.  International  organizations,  governmental  and non-governmental,  in
l iaison with  ISO,  also take part in  the work.  ISO collaborates closely with  the International  Electrotechnical
Commission (IEC)  on  al l  matters of electrotechnical  standardization.

Draft International  Standards adopted by the technical  committees are circulated to the member bodies for voting.
Publication as an International  Standard requires approval  by at least 75 % of the member bodies casting a vote.

International  Standard ISO 7588-1  was prepared by Technical  Committee ISO/TC 22,  Road vehicles,
Subcommittee SC 3,  Electrical  and electronic equipment.

This first edition  of ISO 7588-1  cancels and replaces ISO 7588:1 983,  which has been technically revised.

ISO 7588 consists of the following parts,  under the general  ti tle Road vehicles — Electrical/electronic switching
devices:

— Part 1 :  Relays and flashers

— Part 2:  Electronic devices

— Part 3:  Microrelays

Annexes A and B of this part of ISO 7588 are for information only.
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Road vehicles — Electrical/electronic switching devices —

Part 1 :
Relays and flashers

1  Scope

This part of ISO 7588 specifies dimensional  characteristics and the functional  al location of relay and flasher

terminals intended for road vehicles.

Annex A gives additional  information on  the dimensions of socket apertures and annex B gives additional

information on  the different terminal  functional  al location of flasher unit systems.

2 Normative references

The fol lowing standards contain  provisions which,  through reference in  this text,  constitute provisions of this part of

ISO 7588.  At the time of publication,  the editions indicated were valid.  Al l  standards are subject to revision,  and

parties to agreements based on this part of ISO 7588 are encouraged to investigate the possibi l i ty of applying the

most recent editions of the standards indicated below.  Members of IEC and ISO maintain  registers of currently valid

International  Standards.

ISO 8092-1 :1 996,  Road vehicles — Connections for on-board electrical  wiring  harnesses — Part 1 :  Tabs for single-
pole connections — Dimensions and specific requirements.

ISO 8092-2:—1 ),  Road vehicles — Connections for on-board electrical  wiring  harnesses — Part 2:  Definitions,  test
methods and general  performance requirements.

3 Definitions

For the purposes of this part of ISO 7588,  the definitions given in  ISO 8092-2 apply.

4 Dimensions and other requirements

4.1  General

Dimensional  characteristics and other requirements are specified in  4.2 to 4.4.

NOTE — All  corresponding  dimensions also apply i f less than  five tabs are fi tted.

The dimensions of socket apertures given in  annex A are for information only.

The functional  al location of relay terminals is specified in  clause 5 and that of flasher terminals is shown in  annex B.

____________________

1 )  To be publ ished.  (Revision  of ISO 8092-2:1 996)
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4.2 Positioning zones of the tabs and socket apertures

4.2.1  Location of tabs and apertures — True position

See figure 1 .

Dimensions in  mi l l imetres

Figure 1

4.2.2 Dimensional  l imits of the tabs

See figure 2.

The tabs shall  be in  accordance with  ISO 8092-1 ,  size 6,3 ¥  0,8,  and shall  not have shoulders.

Dimensions in  mi l l imetres

Figure 2
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