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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with I1SO, also take part in the work. 1ISO
collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the ISO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard 1SO 7606 was prepared by Technical Committee ISO/TC 8,
Shipbuilding and marine structures.
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INTERNATIONAL STANDARD

ISO 7606 : 1988 (E)

Shipbuilding — Inland navigation vessels —

Draught scales

1 Scope

This International Standard specifies types, dimensions, loca-
tions, indication method and colour requirements for the
draught scales used on inland navigation vessels.

2 Types

Depending on their components, the following types of
draught scales are set:

— type 1, determining the draught by signs and digits (see
figure 1);

— type 2, determining the draught by digits (see figure 2).

Whether of type 1 or 2, draught scales shall conform to the in-
ternational regulations valid for given navigation areas.

3 Dimensions

3.1 Measurement base and scale division

The lower edge of the keel or of the hull shall be taken as the
measurement base.

Draught scales shall be marked both by decimetres and every
two centimetres. Each odd (or each even) decimetre shall be
numbered.

3.2 Dimensions of signs and digits

Basic dimensions of signs and digits shall be in compliance with
those indicated in figures 1 and 2. The true dimensions of signs

Full document details: ISO 7606-1988

and digits shall be determined based on plans or else signs and
digits shall be placed directly on the shell-plating in compliance
with their projection from a template.

NOTE — The dimensions of signs and digits and their spacing
indicated in figures 1 and 2 are the dimensions of their projection on the
centreline plane.

3.3 Location

Draught scales are situated on the vessel’s hull depending on
the vessel length, its draught and the navigation area.

Vertically, the draught scales shall be located 100 mm to
300 mm above the plane of maximum draught and 0 to 300 mm
below the plane of light draught, taking account of the
allowable trim; draught scales, where not contiguous at the
stern, shall have sufficient overlap.

Horizontally, the draught scales shall be located on the stem
and sternpost: where no sternpost is fitted such draught scales
shall be located at or near the stern.

3.4 Dimensional accuracy

The dimensional accuracy of signs and digits from the lower
edge of the keel up to their lower edge shall be:

+ 2 mm for vessels of length between perpendiculars less
than 50 m;

* 3 mm for vessels of length between perpendiculars equal
to or more than 50 m.

3.5 Dimensional tolerance

The tolerance on the height of signs and digits shall be not

more than + 1 mm. Documents
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