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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 7617-2 was prepared by Technical Committee ISO/TC 45, Rubber and rubber products, Subcommittee
SC 4, Products (other than hoses).

This third edition cancels and replaces the second edition (ISO 7617-2:1994), which has been technically
revised.

ISO 7617 consists of the following parts, under the general title Plastics-coated fabrics for upholstery : 

— Part 1: Specification for PVC-coated knitted fabrics

— Part 2: Specification for PVC-coated woven fabrics

— Part 3: Specification for polyurethane-coated woven fabrics
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Plastics-coated fabrics for upholstery —

Part 2:
Specification for PVC-coated woven fabrics

1 Scope

This part of ISO 7617 specifies requirements for coated fabrics for upholstered furniture, manufactured by
applying to one side of a woven cloth a substantially continuous coating of a suitably plasticized polymer of vinyl
chloride, or a copolymer the major constituent of which is vinyl chloride. Such coatings are known as poly(vinyl
chloride) (PVC) coatings. The present specification covers two grades (A and B) of PVC-coated woven fabric.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

ISO 105-A02:1993, Textiles — Tests for colour fastness — Part A02: Grey scale for assessing change in colour

ISO 105-B01:1994, Textiles — Tests for colour fastness — Part B01: Colour fastness to light: Daylight

ISO 105-B02:1994, Textiles — Tests for colour fastness — Part B02: Colour fastness to artificial light: Xenon
arc fading lamp test

ISO 105-X12:2001, Textiles — Tests for colour fastness — Part X12: Colour fastness to rubbing

ISO 176:1976, Plastics — Determination of loss of plasticizers — Activated carbon method

ISO 1421:1998, Rubber- or plastics-coated fabrics — Determination of tensile strength and elongation at break

ISO 2231:1989, Rubber- or plastics-coated fabrics — Standard atmospheres for conditioning and testing

ISO 2286-1:1998, Rubber- or plastics-coated fabrics — Determination of roll characteristics — Part 1: Methods
for determination of length, width and net mass

ISO 2411:2000, Rubber- or plastics-coated fabrics — Determination of coating adhesion

ISO 4674-1:2003, Rubber- or plastics-coated fabrics — Determination of tear resistance — Part 1: Constant
rate of tear methods

ISO 5978:1990, Rubber- or plastics-coated fabrics — Determination of blocking resistance

ISO 7854:1995, Rubber- or plastics-coated fabrics — Determination of resistance to damage by flexing

3 Technical requirements

3.1 Physical requirements

The material shall comply with the appropriate requirements of Table 1.
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