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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies {ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1SO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard I1ISO 7884-1 was prepared by Technical Committee ISO/TC 48,
Laboratory glassware and related apparatus.

Users should note that all International Standards undergo revision from time to time
and that any reference made herein to any other International Standard implies its
latest edition, unless otherwise stated.

© International Organization for Standardization, 1987 @
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INTERNATIONAL STANDARD

1ISO 7884-1: 1987 (E)

Glass — Viscosity and viscometric fixed points —

Part 1 :

Principles for determining viscosity and viscometric fixed

points

0 Introduction

International Standard 1SO 7884, Glass — Viscosity and
viscometric fixed points, consists of the following separate
parts :

Part 1: Principles for determining viscosity and viscometric
fixed points.

Part 2: Determination of viscosity by rotation viscometers.

Part 3: Determination of viscosity by fibre elongation
viscometer.

Part 4: Determination of viscosity by beam bending.

Part 5: Determination of working point by sinking bar
viscometer.

Part 6 : Determination of softening point.

Part 7: Determination of annealing point and strain point by
beam bending.

Part 8: Determination of (dilatometric) transformation
temperature.

1 Scope and field of application

This part of 1ISO 7884 gives rules for characterizing glass as a
liquid (or liquid-analogue deformable)} material with respect to
its dynamic viscosity 57 and viscosity-temperature relationship,
if it behaves as a Newtonian fluid.

NOTE — Non-Newtonian behaviour may be observed sometimes in
opaque glasses, vitreous enamels or highly crystallizing glasses (glass
ceramics).

2 Reference

IEC Publication 584-1, Thermocouples — Part 1: Reference
tables.

dN-s
* 1dPas =1——=1P
m2

(P is the symbol for poise}
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3 Definitions

For the purposes of this part of ISO 7884, the following defini-
tions apply.

3.1 viscosity: The property of resistance to flow under
stress. In the case of Newtonian behaviour, the rate of defor-
mation is proportional to the stress.

Following internationally used convention, the preferred unit
for the viscosity of glass is the S| sub-unit decipascal second
{dPa-s) *.

3.2 Ranges of viscosity

With respect to practical application, three ranges of viscosity
measurement can be distinguished :

a) melting range: up to 103 dPa-s
b) working range: about 103 to 108 dPa-s

¢) annealing range: about 1013 to 1015 dPa-s

3.3 Viscometric fixed points

It is convenient to specify the following five temperatures to
characterize the viscosity-temperature behaviour of a glass.

NOTE — The expression "'fixed point’ does not denote any relation-
ship to thermodynamical fixed points.

3.3.1 working point ¥ : The temperature corresponding to
a viscosity

ny = 104 dPa-s

to be determined by one of the methods described in
ISO 7884-2 or ISO 7884-5.

3.3.2 softening point Y: The temperature determined by
the method described in 1SO 7884-6. The corresponding
viscosity is estimated by the following equation:

nf2=2,1x1o7x(—€'2?—0—) Y
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where
¢ is the density of the glass in grams per cubic centimetre;
o is the surface tension in millinewtons per metre.

Foro = 2,5 g/cm3 and ¢ = 300 mN/m the viscosity is
nyp = 107.6 dPa-s

In most cases 774, lies close to that value; it shall be used if the
values of ¢ and ¢ are unknown. In extreme cases 74, ranges
from 107.5 to 108 dPa-s.

The softening point can also be determined by the method
described in 1SO 7884-2.

3.3.3 annealing point Y3: The temperature determined in
accordance with the method described in ISO 7884-7.

NOTE — From the beam bending method a non-equilibrium viscosity
of 10132 dPa-s is assigned to the annealing point.

From various measurement techniques, a non-equilibrium viscosity of
10%3 to 1013.2 dPa-s has been found to approximate to the viscosity at
the annealing point.

3.3.4 strain point ¥;4: The temperature determined in accor-
dance with the method described in 1SO 7884-7.

NOTE — From the beam bending method a non-equilibrium viscosity
of 10147 dPa-s is assigned to the strain point.

From various measurement techniques, a non-equilibrium viscosity of
1045 10 10%4.7 dPa-s has been found to approximate to the viscosity at
the strain point.

3.3.5 transformation temperature ty: The temperature
determined in accordance with the method described in
ISO 7884-8.

NOTE — From the dilatometric method a non-equilibrium viscosity of
about 1013.3 dPa-s is assigned to the transformation temperature.

An exact refation to the annealing point Yy, does not exist.

4 Viscosity-temperature relationship

4.1 The Vogel, Fulcher and Tammann equation

For the purpose of interpolation the viscosity-temperature rela-
tionship is conveniently described by the equation of Vogel,
Fulcher and Tammann {(the VFT-equation) :

B

Ign =A +
gn G

. (2)

The numerical value of the dynamic viscosity 7 shall be inserted
in decipascal seconds (dPa-s}, and the temperature ¢ in
degrees Celsius (°C).

The constants 4, B and C are characteristic for the glass under
test (see 4.2).
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NOTE — The order of magnitude of the constants for technical glasses
is as follows :

A = —100 (decadic logarithm of viscosity in decipascal seconds)
B =103°C
C = 102°C

4.2 Determination of the constants

Three pairs of measured temperatures and equilibrium
viscosities / = 1, 2, 3, covering the range of the measurement
and separated sufficiently from each other, are chosen to
calculate the constants of the VFT-equation by means of equa-
tions (3) to (5):

(192 - 191) - (193 - 191) . (Ig 3 — Ig 772)

C=0 +
VT -0 Ugns—Ign ) — W5 — ) - (g1, — Ig 77)
(3)

_lgny- 9 - C) = Igny- (¥ - C)
A= P .4
B=(%-Clign, — A ... (5)

As a proof of the evaluation, calculate the constant B once
more using i = 2 or 3.

4.3 Temperature coefficient of viscosity

The temperature coefficient of the viscosity of a glass is defined
by equation (6) :

1 d
Uy= - ——L )
n d¢

Using the VFT-equation, the temperature coefficient U,7 is
given by equation (7):

2,303 B
= 7
T - 02 )

4.4 Error characterization

The deviation of a measured point from a fitted temperature-
viscosity curve (e.g. found by a regression analysis) can be
expressed either by a viscosity difference Algn or by a
temperature difference AY. These differences are related to one
another by equation (8):

Algn = ~0,4343 U, AY U

where U, is the mean temperature coefficient of viscosity in the
corresponding range of temperature.

Annex A contains values for estimating the influence of errors
in viscosity or temperature determination.

4.5 Viscosity-temperature plot

The graphical representation of the viscosity-temperature rela-
tionship is usually performed by plotting the logarithm of
viscosity as ordinate against the temperature as abscissa (linear).
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