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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 7887 was prepared by Technical Committee ISO/TC 147, Water quality, Subcommittee SC 2, Physical,
chemical and biochemical methods.

This third edition cancels and replaces the second edition (ISO 7887:1994), which has been technically

revised.
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INTERNATIONAL STANDARD ISO 7887:2011(E)

Water quality — Examination and determination of colour

WARNING — Persons using this International Standard should be familiar with normal laboratory
practice. This standard does not purport to address all of the safety problems, if any, associated with
its use. It is the responsibility of the user to establish appropriate safety and health practices and to
ensure compliance with any national regulatory conditions.

IMPORTANT — It is absolutely essential that tests conducted in accordance with this International
Standard be carried out by suitably qualified staff.

1 Scope
This International Standard specifies four different methods, designated A to D, for the examination of colour.

The previously most employed method for assessment of water colour in water treatment plants, limnological
surveys, etc. was based on the hexachloroplatinate scale (Reference [1]). Methods C and D are harmonized
with this traditional procedure (References [2][3]).

Method A involves examination of apparent colour by visually observing a water sample in a bottle. This gives
only preliminary information, for example for use in field work. Only the apparent colour can be reported.

Method B involves determination of the true colour of a water sample using optical apparatus and is applicable
to raw and potable water and to industrial water of low colour. A subclause on interferences is included.

Method C involves determination of the true colour of a water sample using optical apparatus for comparison
with hexachloroplatinate concentration at wavelength, 1 =410 nm. A subclause on interferences is included.

Method D involves determination of colour by visual comparison with hexachloroplatinate standard solutions
and can be applied to raw and drinking water. A subclause on interferences is included.

Methods A and B are appropriate if the colour hue of the sample differs from the hue of the matching solution.

NOTE 1 Under certain circumstances, strongly coloured water samples require dilution before examination or
determination. However, this can alter the physical-chemical conditions leading to a change in colour.

NOTE 2 An internal quality control procedure for all methods specified in this International Standard is given in
Annex A. Precision data are given in Annex B.

When stating the result, the procedure used (methods A to D) is also recorded.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3696, Water for analytical laboratory use — Specification and test methods
ISO 5667-3, Water quality — Sampling — Part 3: Preservation and handling of water samples

ISO 10523, Water quality — Determination of pH
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

apparent colour of water

colour due to dissolved substances and undissolved suspended matter, determined in the original water
sample without filtration or centrifugation

3.2
colour of water
optical property that causes the changing of the spectral composition of transmitted visible light

3.3

dissolved organic carbon

DOC

sum of organically bound carbon present in water originating from compounds passing through a membrane filter of
0,45 um pore size, including cyanate and thiocyanate

[1ISO 8245:1999,[61 3.4]

NOTE DOC in natural waters often originates from natgural organic matter (NOM), a complex mixture of compounds
formed as a result of the breakdown of animal and plant material in the environment. The composition of the mixture is
strongly dependent on the environmental source. Spectroscopic methods are often used to characterize the dissolved
organic matter in natural waters (Reference [4]). The ratio of UV absorbance and DOC concentration (specific UV-
absorption, SUVA) has proved to be useful for optimization of water treatment processes.

34
specific colour
ratio between the true colour of a sample and its concentration of dissolved organic carbon

3.5
true colour of water

colour due only to dissolved substances, determined after filtration of the water sample through a membrane
filter of pore size 0,45 ym

4 Method A: Visual examination

4.1 Sampling bottles
Colourless bottle, see ISO 5667-3.

Maintain all glassware that comes into contact with the sample in a scrupulously clean condition by washing
with hydrochloric acid [¢(HCI) ~ 2 mol I-1] or with surfactant cleaning solution which is recommended for
laboratory use. Finally rinse with water for washing (5.4.2) and allow to drain.

4.2 Sampling and samples
Collect samples in bottles (4.1) and carry out the colour test as soon as possible. If storage is unavoidable, the

samples can be stored for up to 5 days in the dark at 4 °C + 2 °C. Prevent extensive aeration during storage,
especially in cases where colour-changing redox reactions are likely to occur.

4.3 Procedure

Shake the sample to solubilize any matter that can dissolve.

Documents

Document Sharing Hub
2 © 1S0O 2011 — All rights reserved

Full document details: ISO 7887-2011


http://www.avadocuments.com/doc/iso-7887-2011
http://www.avadocuments.com/doc/iso-7887-2011

