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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 7981-2 was prepared by Technical Committee ISO/TC 147, Water quality, Subcommittee SC 2, Physical, 
chemical and biochemical methods. 

ISO 7981 consists of the following parts, under the general title Water quality — Determination of polycyclic 
aromatic hydrocarbons (PAH): 

 Part 1: Determination of six PAH by high-performance thin-layer chromatography with fluorescence 
detection after liquid-liquid extraction 

 Part 2: Determination of six PAH by high-performance liquid chromatography with fluorescence detection 
after liquid-liquid extraction 
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Introduction 

Polycyclic aromatic hydrocarbons (PAH) are present in nearly all types of waters. These substances are 
adsorbed on solids (sediments, suspended matter) as well as dissolved in the liquid phase. 

Some PAH are known or suspected to cause cancer. The maximum acceptable levels of PAH in waters 
intended for human consumption are given in European Legislation [1] [2] [3] [4]. 

The sum of the mass concentrations of the six PAH specified in this part of ISO 7981 usually is about 
0,01 µg/l to 0,05 µg/l in ground water, up to 1 µg/l in surface water, and up to 1 000 µg/l in waste water. 
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Water quality — Determination of polycyclic aromatic 
hydrocarbons (PAH) — 

Part 2: 
Determination of six PAH by high-performance liquid 
chromatography with fluorescence detection after liquid-liquid 
extraction 

WARNING — Some compounds being measured are presumed to be carcinogenic. Acetonitrile and 
hexane are harmful. 

Persons using this part of ISO 7981 should be familiar with normal laboratory practise. This standard 
does not purport to address all of the safety problems, if any, associated with its use. It is the 
responsibility of the user of this part of ISO 7981 to establish appropriate safety and health practices 
and to ensure compliance with any national regulatory conditions. 

IMPORTANT — It is absolutely essential that tests conducted according to this part of ISO 7981 be 
carried out by suitably trained staff. 

1 Scope 

This part of ISO 7981 specifies the determination of six selected PAH in drinking, mineral and table waters 
and ground and surface waters in mass concentrations above 0,005 µg/l, by high-performance liquid 
chromatography with fluorescence detection after liquid-liquid extraction. The six PAH are: fluoranthene, 
benzo[b]fluoranthene, benzo[a]pyrene, benzo[k]fluoranthene, indeno[1,2,3-cd]pyrene, and benzo[ghi]perylene 
(see Table 1). 

With some modification, this method is also applicable for the analysis of moderately polluted waste waters. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 8466-1, Water quality — Calibration and evaluation of analytical methods and estimation of performance 
characteristics — Part 1: Statistical evaluation of the linear calibration function 

3 Principle 

Since PAH can to a large extent be adsorbed on particulate matter, the whole sample is analysed. 

NOTE For the analysis of surface water, a differentiation between dissolved and undissolved PAH can be desirable, 
but this is not relevant for drinking water. 
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PAH are extracted from the water sample by liquid-liquid extraction. The extract is evaporated to dryness and 
the residue is taken up in a solvent and analysed. 

Extracts of surface waters and other contaminated water samples should be cleaned on silica (8.4) prior to 
analysis. 

PAH are then separated by high performance liquid chromatography (HPLC) on suitable stationary phases 
under isocratic conditions, identified and quantified by means of fluorescence detection at a constant 
combination of excitation and emission wavelengths. 

Table 1 — Polycyclic aromatic hydrocarbons determinable by this method 

Name Chemical 
formula Molar mass Carbon 

fraction CAS-number Structure 

  g/mol    

Fluoranthene C16H10 202,26 95,0 206-44-0 

 

Benzo[b]fluoranthene C20H12 252,32 95,2 205-99-2 

 

Benzo[a]pyrene C20H12 252,32 95,2 50-32-8 

 

Benzo[k]fluoranthene C20H12 252,32 95,2 207-08-9 

 

Indeno[1,2,3-cd]pyrene C22H12 276,34 95,6 193-39-5 

 

Benzo[ghi]perylene C22H12 276,34 95,6 191-24-2 

 
 

4 Interferences 

4.1 Interferences with sampling and extraction 

Use sampling containers made of materials (preferably of glass or steel) that do not affect the sample during 
the contact time. Avoid plastics and other organic materials during sampling, sample storage or extraction. 

If automatic samplers are used, avoid the use of silicone or rubber material for the tubes. If present, make 
sure that the tubes are as short as possible. Rinse the sampling line with the water to be sampled before the 
test sample is taken. ISO 5667-2 and ISO 5667-3 can be used for guidance. 
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