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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 8007-2 was prepared by Technical Committee, ISO/TC 47, Chemistry, Subcommittee
SC 7, Aluminium oxide, cryolite, aluminium fluoride, sodium fluoride, carbonaceous products for the aluminium
industry.

ISO 8007 consists of the following parts, under the general title, Carbonaceous materials used in the production of
aluminium — Sampling plans and sampling from individual units:

[0 Part 1: Cathode blocks
[0 Part 2: Prebaked anodes
Part 3, which is in preparation, will give procedures for sampling sidewall blocks.

Annex A of this part of ISO 8007 is for information only.
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Carbonaceous materials used in the production of aluminium —
Sampling plans and sampling from individual units —

Part 2:
Prebaked anodes

1 Scope

This part of ISO 8007 specifies procedures for the creation and execution of a sampling plan for prebaked anodes
from a large consignment or from a batch.

NOTE The term "batch"” can be substituted by the term "lot" if desired.
This part of ISO 8007 also specifies the preferred locations for taking test samples from individual anodes.

Cathode blocks and prebaked anodes are considered separately. Procedures for sampling cathode blocks are
given in ISO 8007-1.

For advice on safety, the reader is referred to ISO 3165:1976, Sampling of chemical products for industrial use —
Safety in sampling.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of this
part of ISO 8007. For dated references, subsequent amendments to, or revisions of, any of these publications do not
apply. However, parties to agreements based on this part of ISO 8007 are encouraged to investigate the possibility of
applying the most recent editions of the normative documents indicated below. For undated references, the latest
edition of the normative document referred to applies. Members of ISO and IEC maintain registers of currently valid
International Standards.

ISO 3534 (all parts), Statistics — VVocabulary and symbols.

ISO 5022:1979, Shaped refractory products — Sampling and acceptance testing.

3 Definitions

For the purposes of this part of ISO 8007, the definitions given in ISO 3534 (all parts) and ISO 5022 apply.

4 Sampling plans for large consignments or for batches
4.1 General

The sampling plan may be defined in terms of an acceptable quality level (AQL). It may be applied when the parties
concerned have agreed to do so and have therefore, by common consent, made a choice between the various
options described in this part of ISO 8007. The parties shall also agree on the various properties to be measured
(for example, density and electrical resistivity) so that the sampling plan is suitable for its ultimate purpose of
providing representative samples for subsequent testing.
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