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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 8058 was prepared by Technical Committee ISO/TC 20, Aircraft and space vehicles,
Subcommittee SC 9, Air cargo and ground equipment.

This second edition cancels and replaces the first edition (ISO 8058:1985), which has been technically revised.

Annex A of this International Standard is for information only.
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Introduction
This International Standard specifies thermal efficiency requirements for air cargo insulated containers of all sizes.

This International Standard does not in any way cancel or reduce the status of the specifications which determine
airworthiness, industry, ground handling or any other characteristics of the units.

In preparing this International Standard for compatibility and guidance purposes, the requirements of
ISO 1496-2:1996, Series 1 freight containers — Specification and testing — Part 2: Thermal containers, have been
taken into account as far as procedures for measuring the thermal efficiency are concerned.
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INTERNATIONAL STANDARD ©ISO ISO 8058:1999(E)

Air cargo — Insulated containers — Thermal efficiency
requirements

1 Scope

This International Standard specifies the minimum operational requirements for thermal efficiency to ensure that
perishable cargoes in insulated standard airborne containers are kept in prime condition during the ground handling
and air transportation cycle for a maximum period of 36 h.

It is applicable to all insulated air cargo containers irrespective of their size and designation. It does not provide
details concerning refrigerated or heated containers and/or the methods and equipment used to obtain the required
thermal effect, such as cryogenic, gaseous or liquid fluids, or mechanical compressors/heaters.

NOTES

1 The term "perishable cargo" refers, for example, to dairy produce, fruit, vegetables, flowers, frozen foods, meat, fish, etc.,
requiring maintenance of specific temperature ranges during door-to-door transportation involving air transport.

2 It should be noted that throughout this document environmental (atmospheric) temperatures are expressed in commercial
values of degrees Celsius/Fahrenheit (°C/°F) and technical (scientific) temperatures are expressed in the International
Standard measure, kelvin (K). A temperature conversion table is given for convenience in annex A.

2 Normative reference

The following standard contains provisions which, through reference in this text, constitute provisions of this
International Standard. At the time of publication, the edition indicated was valid. All standards are subject to
revision, and parties to agreements based on this International Standard are encouraged to investigate the
possibility of applying the most recent edition of the standard indicated below. Members of IEC and ISO maintain
registers of currently valid International Standards. ‘

ISO 11242:1996, Aircraft — Pressure equalization requirements for cargo containers.

3 Design considerations

3.1 In the design of the container, careful consideration shall be given to the contribution of conduction,
convection, radiation and air leakage to the overall thermal efficiency of the unit. At the same time, an optimum
balance between insulation, structure, cost and weight shall be a constant design goal.

3.2 The overall temperature range for perishable commodities may be anywhere between +20 °C (+68 °F) and
—25 °C (- 13 °F) during the transport cycle.

3.2.1 During this period of door-to-door transportation, the container may be subjected to outside ambient
temperature with extremes of +45 °C (+ 113 °F) and —50 °C (- 58 °F) and a relative humidity of up to 100 %.

3.2.2 For design purposes, the container shall perform its protective function within an outside temperature
variation, AT, within the range of temperature exposure extremes stated in 3.2.1, of 53 °C (95 °F) so as to allow for
temperature drops and rises occurring between origin and destination in the air transport cycle.
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