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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www​.iso​
.org/iso/foreword​.html.

This document was prepared by Technical Committee ISO/TC 181, Safety of toys.

A list of all parts in the ISO 8124 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/members​.html.
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Introduction

This document is intended to reduce the risks and health hazards to children when chemical toys are 
used as intended or in a foreseeable way, bearing in mind the behaviour of children.

When using these chemical toys, potential risks should be kept to a minimum by the inclusion of 
appropriate information drawing attention to possible hazards, risks and other problems.

The Chemical Abstract Service Registry Numbers (CAS) and European Inventory of Existing Chemical 
Substances Numbers (EINECS) given in various tables are provided for information purposes only.

Products covered by this document may be subject to legal requirements specific to the jurisdiction 
in which they are sold and conformity with the requirements in this document cannot be relied on to 
ensure compliance with those requirements. 
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Safety of toys —

Part 11: 
Chemical toys (sets) other than experimental sets

1	 Scope

This document specifies requirements and test methods for the substances and materials used in 
chemical toys (sets) other than experimental sets. These substances and mixtures are:

—	 those classified as dangerous by the Globally Harmonized System of Classification and Labelling of 
Chemicals (GHS)[1];

—	 substances and mixtures which in excessive amounts could harm the health of the children using 
them and which are not classified as dangerous by the GHS; and

—	 any other chemical substance(s) and mixture(s) delivered with the chemical toy.

Additionally, requirements are specified for markings, warnings, safety rules, contents lists, 
instructions for use and first aid information.

This document applies to:

—	 plaster of Paris (gypsum) moulding sets;

—	 oven-hardening plasticised PVC modelling clay sets;

—	 polystyrene granules sets;

—	 embedding sets;

—	 adhesives, paints, lacquers, varnishes, thinners and cleaning agents (solvents) supplied or 
recommended in model sets.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 3104, Petroleum products — Transparent and opaque liquids — Determination of kinematic viscosity 
and calculation of dynamic viscosity

ISO 3219, Plastics — Polymers/resins in the liquid state or as emulsions or dispersions — Determination of 
viscosity using a rotational viscometer with defined shear rate

ISO 3696, Water for analytical laboratory use — Specification and test methods

ISO 22854, Liquid petroleum products — Determination of hydrocarbon types and oxygenates in automotive-
motor gasoline and in ethanol (E85) automotive fuel — Multidimensional gas chromatography method

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

INTERNATIONAL STANDARD� ISO 8124-11:2019(E)
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ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https:​//www​.iso​.org/obp

—	 IEC Electropedia: available at http:​//www​.electropedia​.org/

3.1
chemical toy
toy intended for the direct handling of chemical substances and mixtures and which is used in a manner 
appropriate to a given age-group and under the supervision of an adult

[SOURCE: ISO 8124-2:2014, 3.1]

3.2
experimental set
chemical toy (3.1) in which the experimental and explorative character in playing with single chemical 
substances and mixtures is guided by strict instructions that dominate over the creative ideas of the user

3.3
plaster of Paris (gypsum) moulding set
toy containing moulds into which a mixture of water and gypsum is poured and allowed to harden

Note 1 to entry: The gypsum consists predominantly of calcium sulfate hemihydrate CaSO4 · 0,5 H2O.

Note 2 to entry: Plaster of Paris (gypsum) moulding sets are used, for example, for preparing figures and plates.

3.4
oven-hardening plasticised PVC modelling clay set
toy to be used for creating all kinds of figures, brooches and fashion jewellery, prepared by hardening 
in the oven at temperatures of 100 °C to 130 °C

3.5
polystyrene granules set
toy to be used in substitution of ceramic materials to create decorative articles or models by fusion of a 
polymer by heating in an oven up to a maximum of 180 °C

3.6
embedding set
toy to be used to preserve certain products in a transparent material

3.7
model set
product used to assemble and coat models which are supplied with or recommend adhesives (3.8), 
paints or lacquers (3.9 and 3.10), varnishes (3.11), thinners and cleaning agents (3.12)

Note 1 to entry: Examples for these models include motorcars, aeroplanes, houses and ships.

3.8
adhesive
non-metallic substance capable of joining materials by surface bonding (adhesion) and the bond 
possessing adequate internal strength (cohesion)

3.9
water-based paint or lacquer
water-based pigmented material which, when applied in a liquid form to a surface, eventually forms a 
dry adherent film or coating

3.10
solvent-based paint or lacquer
solvent-based pigmented material which, when applied in a liquid form to a surface, eventually forms a 
dry adherent film or coating

﻿
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3.11
varnish
low-viscosity lacquer

3.12
thinners and cleaning agents
solvents
products which are intended to obtain the required viscosity of paints and lacquers and to clean tools 
and brushes

4	 Plaster of Paris (gypsum) moulding sets

4.1	 Marking

See D.2 and D.3.

The primary packaging shall, in addition to the marking required in Clause 9, bear the following:

“Warning! Not suitable for children under (*) years. For use under adult supervision. Read the 
instructions before use, follow them and keep them for reference.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 5 years.

4.2	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of eye contact: Wash out eye with plenty of water, holding eye open. Seek immediate medical 
advice.”

—	 “If swallowed: Wash out mouth with water, drink some fresh water. Do not induce vomiting. Seek 
immediate medical advice.”

4.3	 Safety rules

The instructions for use shall, in addition to the rules required in 9.4, contain the following safety rules:

—	 “Do not place the material in the mouth.”

—	 “Do not inhale dust or powder.”

—	 “Do not apply to the body.”

5	 Oven-hardening plasticised PVC modelling clay sets

5.1	 Chemical substances

See D.4.

These modelling clay sets shall consist of PVC (polyvinylchloride) and plasticisers and may contain 
modifiers, fillers (e.g. China clay) and colourants. Only plasticisers given in Table 1 shall be used.

The mass fraction of plasticisers in the mixture shall not exceed 30 %.

The vinyl chloride monomer content shall be below 1 mg/kg.
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Table 1 — Plasticisers in oven-hardening plasticised PVC modelling clay sets

Chemical substance CAS number
Adipic acid polyesters various
Alkylsulfonic acid esters (C12 to C20) of phenol 91082–17–6
Di(isononyl) cyclohexane-1,2-dicarboxylate (DINCH) 166412–78–8
Tributyl acetylcitrate 77–90–7
Tris(2-ethylhexyl) acetylcitrate 144–15–0

During heating of these materials at the maximum permitted temperature and duration, the limits 
given in Table  2 shall not be exceeded for the emission of the listed toxic substances when tested 
according to 10.3.

Table 2 — Limits for the emission of substances from oven-hardening plasticised PVC modelling 
clay sets and polystyrene granules sets during heating

Substance
Limit
mg/kg

Benzene 5
Toluene 15
Xylenes 25

5.2	 Marking

See D.2 and D.3.

The primary packaging shall, in addition to the marking required in Clause  9, bear the following 
warning:

“Warning! Not suitable for children under (*) years. For use under adult supervision. Read the 
instructions before use, follow them and keep them for reference.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 8 years.

5.3	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of accidental overheating and inhalation of poisonous gases: Remove person to fresh air and 
seek immediate medical advice.”

5.4	 Safety rules

The instructions for use shall, in addition to the rules required in 9.4, contain the following safety rules:

—	 “Do not place the material in the mouth.”

—	 “Do not exceed a hardening temperature of 130 °C or harmful gases may be produced.”

—	 “Do not exceed a hardening time of 30 minutes.”

—	 “The hardening process is not part of the function of the toy and should be carried out by the 
supervising adult.”

—	 “Use a domestic oven thermometer, e.g. bimetal, to measure the temperature.”
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—	 “Do not use a glass thermometer.”

—	 “Do not heat the material and cook food at the same time in a domestic oven.”

—	 “Do not use a microwave oven.”

6	 Moulding sets

6.1	 Polystyrene granules sets

6.1.1	 Chemical substances

These sets shall contain uncoloured and coloured polystyrene granules in accordance with Table 3.

Table 3 — Polystyrene

Chemical substance CAS number EINECS number
Polystyrene with monomer content of styrene ≤ 500 mg/kg 9003–53–6 —

6.1.2	 Marking

See D.2 and D.3.

The primary packaging shall, in addition to the marking required in Clause  9, bear the following 
warnings:

“Warning! Not suitable for children under (*) years. For use under adult supervision. Read the 
instructions before use, follow them and keep them for reference.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 10 years.

6.1.3	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of accidental overheating and inhalation of poisonous gases: Remove person to fresh air and 
seek immediate medical advice.”

6.1.4	 Safety rules

The instructions for use shall, in addition to the rules required in 9.4, contain the following safety rules:

—	 “Do not exceed a melting temperature of 180 °C.”

—	 “The melting process is not part of the function of the toy and should be carried out by the 
supervising adult.”

—	 “Use a domestic oven thermometer, e.g. bimetal, to measure the temperature.”

—	 “Do not swallow material.”

—	 “Do not heat the material and cook food at the same time in a domestic oven.”

—	 “Do not use a glass thermometer.”

—	 “Do not exceed the maximum recommended processing period.”

—	 “Do not use a microwave oven.”

﻿
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6.2	 Embedding sets

6.2.1	 General

See D.5.

Only preservatives permitted in foodstuffs and/or cosmetics, except those preservatives which are 
only allowed in cosmetic products that are rinsed off after use, shall be used.

NOTE 1	 Examples of information on preservatives permitted in cosmetics in Europe and the United States are 
provided in References [4] and [5].

Other substances classified as dangerous substances (see Reference [1]) shall not be used in 
embedding sets.

NOTE 2	 Substances such as gelatine or agar could be utilized with suitable preservation.

6.2.2	 Packaging

See D.2.

The name(s) of any preservative(s) used shall be indicated on the primary packaging.

6.2.3	 Marking

See D.3.

The packaging shall, in addition to the marking required in Clause 9, bear the following warnings:

“Warning! Not suitable for children under (*) years. For use under adult supervision. Read the 
instructions before use, follow them and keep them for reference.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 5 years.

6.2.4	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “If swallowed: Wash out mouth with water, drink some fresh water. Do not induce vomiting. Seek 
immediate medical advice.”

6.2.5	 Safety rules

The instructions for use shall, in addition to the rules required in 9.4, contain the following safety rule:

—	 “Do not place the preserved material in the mouth.”

7	 Adhesives, paints, lacquers, varnishes, thinners and cleaning agents (solvents) 
supplied or recommended in model sets

7.1	 General

Adhesives, paints, lacquers, varnishes, thinners and cleaning agents (solvents) supplied in model sets 
shall conform with the requirements in Clause 7. The instructions included in the set shall mention only 
adhesives, paints, lacquers, varnishes, thinners and cleaning agents (solvents) that conform with the 
requirements in Clause 7.
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7.2	 Adhesives

7.2.1	 Water-based adhesives

7.2.1.1	 General

See D.5.

Water-based adhesives shall consist of water and basic materials. Only basic materials given in Table 4 
shall be used. Additionally, water-based adhesives may contain special materials given in Table  5 or 
Table 7, preservatives, fillers and modifiers.

Only preservatives permitted in foodstuffs and/or cosmetics, except those preservatives which are 
only allowed in cosmetic products that are rinsed off after use, shall be used.

NOTE	 Examples of information on preservatives permitted in cosmetics in Europe and the United States are 
provided in References [4] and [5].

Table 4 — Basic materials for water-based adhesives and water-based paints or lacquers

Chemical substance CAS number EINECS number
Acrylic homo and copolymers — —
Hydrophilic polyurethane containing neither free isocyanate 
groups nor aromatic amino-compounds — —

Polymers and copolymers of monomers permitted for materials 
intended to come into contact with foodstuffs — —

Polyvinyl homo and copolymers — —
Poly(vinyl alcohol) 9002–89–5 209–183–3
Polyvinylpyrrolidone homo and copolymers — —

The basic materials shall be appropriate for food contact. The migration solvent shall be water, grade 3 
according to ISO 3696. The contact time shall be approximately 60 min at approximately 40 °C.

7.2.1.2	 Liquid adhesives for paper and wood

7.2.1.2.1	 General

Special materials for adhesives for paper and wood shall be in accordance with Table 5.

Table 5 — Special materials for adhesives for paper and wood and water-based paints and 
lacquers

Chemical substance CAS number EINECS number
Cellulose ethers (e.g. carboxymethylcellulose, methylcellulose) 9004–67–5 —
Dextrin 9004–53–9 232–675–4
Gum arabic 9000–01–5 232–519–5
Starch or modified starch 9005–25–8 232–679–6

Special additives for adhesives for paper and wood shall be in accordance with Table 6.
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Table 6 — Special additives for liquid adhesives for paper and wood

Chemical substance CAS number EINECS number
Butyl glycolate (Butyl hydroxyacetate)a 7397–62–8 230–991–7
Caprolactamb 105–60–2 203–313–2
Glycerol 56–81–5 200–289–5
Polyacrylamide 9003–05–8 —
Poly(acrylic acid) 9003–01–4 —
Polyethylene glycol 25322–68–3 —
Poly(methacrylic acid) 25087–27–7 —
Polypropylene glycol 25322–69–4 —
Sodium salts of fatty acids (C14 upwards) — —
Sorbitol 50–70–4 200–061–5
2-(2-Butoxyethoxy)ethyl acetatec 124–17–4 204–685–9
Xylitol 87–99–0 201–788–0
a	 The mass fraction of butyl glycolate shall not exceed 3 %.
b	 The mass fraction of caprolactam shall not exceed 5 %.
c	 The mass fraction of 2-(2-butoxyethoxy)ethyl acetate shall not exceed 3 %.

The polymers given in Table 6 shall be appropriate for food contact. The migration solvent shall be water 
grade 3 according to ISO 3696. The contact time shall be approximately 60 min at approximately 40 °C.

7.2.1.2.2	 Packaging

See D.2.

The capacity of the containers for water-based adhesives in a set shall not be more than 100 ml. The 
name(s) of any preservative(s) used shall be indicated on the primary packaging.

7.2.1.2.3	 Marking

See D.3.

The adhesive container shall, in addition to the marking required in Clause  9, bear the following 
warnings:

“Warning! Not suitable for children under (*) years. For use under adult supervision.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 5 years.

7.2.1.2.4	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of skin contact: Wash affected area with plenty of water.”;

—	 “In case of eye contact: Wash out eye with plenty of water, holding eye open. Seek immediate medical 
advice.”

7.2.1.3	 Adhesive sticks and pastes for paper

7.2.1.3.1	 General

Special materials for adhesive sticks and pastes for paper shall be in accordance with Tables 5, 6 and 7.
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Table 7 — Special material for adhesive sticks and pastes for paper

Chemical substance CAS number EINECS number
Acrylic homo and copolymers — —
Hydrophilic polyurethane containing neither free isocyanate 
groups nor aromatic amino-compounds — —

Polymers and copolymers of monomers permitted for materials 
intended to come into contact with foodstuffs — —

Polyvinyl homo and copolymers — —
Poly(vinyl alcohol) 9002–89–5 209–183–3
Polyvinylpyrrolidone homo and copolymers — —
Dextrin 9004–53–9 232–675–4
Starch or modified starch 9005–25–8 232–679–6

The special materials shall be appropriate for food contact. The migration solvent shall be water grade 3 
according to ISO 3696. The contact time shall be approximately 60 min at approximately 40 °C.

7.2.1.3.2	 Packaging

The mass of the adhesive stick in a set shall not exceed 50 g.

7.2.1.3.3	 Marking

See D.3.

The packaging, if any, or the adhesive stick container shall, in addition to the marking in Clause 9, bear 
the following warning:

“Warning! Not suitable for children under (*) years. For use under adult supervision.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 3 years.

7.2.1.3.4	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of skin contact: Wash affected area with plenty of water.”;

—	 “In case of eye contact: Wash out eye with plenty of water, holding eye open. Seek immediate medical 
advice.”

7.2.2	 Solvent-based adhesives

7.2.2.1	 General

Solvent-based adhesives consist of basic material specified in Tables 4, 5 and 7 and basic materials from 
the relevant subclauses under 7.2.2. Further, they consist of substances from Tables 6 and 11 with the 
limits given there and may additionally contain fillers, modifiers and plasticisers. Plasticisers shall be 
appropriate for food contact (or be in accordance with Table 12).

The mass fraction of plasticiser in these adhesives shall not exceed 8 %. The mass fraction of modifiers 
shall not exceed 3 %.

For solvent-based adhesives containing petroleum fractions, the mass fraction of n-hexane shall not 
exceed 0,5 %.
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The final mixture containing petroleum fractions shall not be classified with H372.

NOTE	 The classifications are detailed in the GHS[1].

7.2.2.2	 Multi-purpose adhesives

Basic materials for multi-purpose adhesives shall be in accordance with Table 8.

Table 8 — Basic materials for multi-purpose adhesives

Chemical substance CAS number EINECS number
Acrylic homo and copolymers — —
Cellulose nitrate 9004–70–0 —
Polyvinyl homo and copolymers — —
Vinyl acetate homo and copolymers — —

7.2.2.3	 Contact adhesives

Basic materials for contact adhesives shall be in accordance with Table 9.

Table 9 — Basic materials for contact adhesives

Chemical substance CAS number EINECS number
Polymers and copolymers of monomers permitted for materials 
intended to come into contact with foodstuffs — —

Poly(chlorobutadiene) 9010–98–4 —
Polyurethane 73561–64–5 —

7.2.2.4	 Special adhesives

See D.4.

Basic materials for special adhesives shall be in accordance with Table 10.

Table 10 — Basic materials for special adhesives

Chemical substance CAS number EINECS number
Acrylic homo and copolymers — —
Polymers and copolymers of monomers permitted for materials 
intended to come into contact with foodstuffs — —

Polystyrene 9003–53–6 —
Vinyl chloride copolymers — —

The basic materials shall be appropriate for food contact. The migration solvent shall be water, grade 3 
according to ISO 3696. The contact time shall be approximately 60 min at approximately 40 °C.
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Table 11 — Solvents in solvent-based adhesives

Chemical substance/mixture CAS number EINECS number
Acetone (Dimethyl ketone) 67–64–1 200–662–2
Cyclohexanea 110–82–7 203–806–2
Pentan-3-one (Diethyl ketone) 96–22–0 202–490–3
Ethyl acetate 141–78–6 205–500–4
Ethanol (Ethyl alcohol) 64–17–5 200–578–6
Isopropyl acetate 108–21–4 203–561–1
Propan-2-ol (Isopropyl alcohol) 67–63–0 200–661–7
Methyl acetate 79–20–9 201–185–2
Butan-2-one (Methyl ethyl ketone) 78–93–3 201–159–0
3-Methylbutan-2-one 
(Methyl isopropyl ketone) 563–80–4 209–264–3

n-Butyl acetate 123–86–4 204–658–1
n-Propyl acetate 109–60–4 203–686–1
1-Methoxypropan-2-olb 107–98–2 203–539–1
1,1-Dimethoxyethane 534–15–6 208–589–8
Petroleum fraction (35 to 160) °Cc 64742–89–8 265–192–2
Hydrocarbons, C9 –C16, hydrotreated, dearomatized 93763–35–0 297–854–1
a	 The mass fraction of cyclohexane shall not exceed 3 %.
b	 The mass fraction of 1-Methoxypropan-2-ol shall not exceed 20 %.
c	 The mass fraction of benzene shall not exceed 0,1 %.

If the product contains petroleum fraction (35 to 160)  °C, the viscosity of the product shall exceed 
20,5 mm2/s when tested in accordance with ISO 3104 or ISO 3219.

Table 12 — Plasticisers in solvent-based adhesives and solvent-based paints, lacquers, thinners 
and cleaning solvents

Plasticiser CAS number
Tributyl acetylcitrate 77–90–7
Tri(2-ethylhexyl) acetylcitrate 144–15–0
Alkyl sulfonic acid esters (C12 to C20) of phenol 91082–17–6
Adipic acid polyesters various
Di(isononyl) cyclohexane-1,2-dicarboxylate 
(DINCH) 166412–78–8

2,2-Bis(4-hydroxyphenyl)propane diglycidyl ether (BADGE), bis(hydroxyphenyl)methane diglycidyl 
ether (BFDGE) and Novolac glycidyl ethers (NOGE), together with their derivatives, shall not be used as 
modifiers for adhesives.

NOTE	 BADGE — 2,2-bis(4-hydroxyphenyl)propane diglycidyl ether, Bisphenol-A diglycidyl ether [1675–54–3];

BFDGE — bis(hydroxyphenyl)methane diglycidyl ether, Bisphenol-F diglycidyl ether [39817–09–9];

NOGE — Novolac glycidyl ethers [28064–14–4] and [9003–36–5].

7.2.2.5	 Packaging

The content of the container in a set shall not exceed 15 g.
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7.2.2.6	 Marking

See D.2 and D.3.

The primary packaging of the set shall, in addition to the marking required in Clause  9, bear the 
following warnings:

“Warning! Not suitable for children under (*) years. For use under adult supervision. Read the 
instructions before use, follow them and keep them for reference.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 8 years.

The individual container shall be marked according to 8.3.

7.2.2.7	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of skin contact: Wash affected area with plenty of water.”;

—	 “In case of eye contact: Wash out eye with plenty of water, holding eye open. Seek immediate medical 
advice.”;

—	 “In case of inhalation: Remove person to fresh air.”

7.2.2.8	 Safety rules

The instructions for use shall, in addition to the rules required in 9.4, contain the following safety rules:

—	 “Keep away from ignition sources.”;

—	 “Do not allow adhesive to come into contact with the skin, the eyes and the mouth.”;

—	 “Do not swallow material.”;

—	 “Do not inhale fumes.”

7.3	 Water-based paints or lacquers

7.3.1	 General

See D.5.

Water-based paints or lacquers shall consist of water and basic materials. Only basic materials given in 
Table 4 shall be used. Additionally, water-based paints or lacquers may contain special materials given 
in Table 5 and organic solvents and film-forming agents given in Table 13 or Table 6, colouring agents, 
preservatives, fillers and modifiers.

The mass fraction of organic solvents and film-forming agents shall not exceed 6 %.

Only preservatives permitted in foodstuffs and/or cosmetics, except those preservatives which are 
only allowed in cosmetic products that are rinsed off after use, shall be used.

NOTE	 Examples of information on preservatives permitted in cosmetics in Europe and the United States are 
provided in References [4] and [5]. 
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Table 13 — Organic solvents and film-forming agents

Chemical substance/mixture CAS number EINECS number
Di(2-methylpropyl)ester of aliphatic dicarboxylic acids (C20 to C33)a — —
Ethanol (Ethyl alcohol) 64–17–5 200–578–6
Mixture of aliphatic esters and alcohols (C12 to C14)a — —
1-Methoxypropan-2-ol 107–98–2 203–539–1
Propan-1,2-diol (Propylene glycol) 57–55–6 200–338–0
2-Methylpentane-2,4-diol (Hexylene glycol) 107–41–5 203–489–0
Propan-2-ol (Isopropyl alcohol) 67–63–0 200–661–7
a	 Maximum mass fraction of 2 % as film-forming agents.

7.3.2	 Packaging

See D.2.

The content of the container in a set shall not exceed 100 ml.

The name(s) of any preservative(s) used shall be indicated on the primary packaging.

7.3.3	 Marking

See D.3.

The packaging or the container shall, in addition to the marking required in Clause 9, bear the following 
warning:

“Warning! Not suitable for children under (*) years. For use under adult supervision. Read the 
instructions before use, follow them and keep them for reference.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 5 years.

7.3.4	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of skin contact: Wash affected area with plenty of water.”;

—	 “In case of eye contact: Wash out eye with plenty of water, holding eye open. Seek immediate medical 
advice.”;

—	 “In case of inhalation: Remove person to fresh air.”

7.3.5	 Safety rules

The instructions for use shall, in addition to the rules required in 9.4, contain the following safety rules:

—	 “Do not allow material to come into contact with the eyes.”;

—	 “Do not place material in the mouth.”;

—	 “Do not inhale vapours.”
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7.4	 Solvent-based paints, lacquers, thinners and cleaning solvents

7.4.1	 General

Solvent-based paints and lacquers shall consist of solvents and basic materials. Only basic materials 
given in Table 14 and solvents given in Table 13 and Table 15 shall be used. Paints and lacquers shall 
not have a mass fraction of more than 2 % of 2-methylpropan-1-ol or n-butanol and not more than 20 % 
1-Methoxypropan-2-ol. Additionally, solvent-based paints and lacquers may contain colourants, fillers 
and modifiers. The mass fraction of modifiers shall not exceed 3 %.

For solvent-based paints and lacquers prepared with nitrocellulose the mass fraction of plasticiser shall 
not exceed 5 %.

Plasticisers shall be appropriate for food contact (see Reference [9]) or be in accordance with Table 12.

Thinners and cleaning solvents shall contain only substances and mixtures given in Tables 13 and 15 
except film-forming agents. 2-Methylpropan-1-ol, n-butanol and 1-Methoxypropan-2-ol shall not be 
used in thinners and cleaning agents.

For solvent-based paints, lacquers, thinners and cleaning solvents containing petroleum fractions 
the n-hexane mass fraction shall not exceed 0,5  %. n-hexane shall only occur in these solvents as a 
contaminant of petroleum fractions.

The final mixture containing petroleum fractions shall not be classified with H372.

NOTE	 The classifications are detailed in the GHS[1].

Pressurized containers (aerosols) shall not be used for paints, lacquers, thinners or cleaning solvents.

Table 14 — Basic materials

Chemical substance CAS number EINECS number
Acrylic polymers — —
Alkyd polymers — —
Nitrocellulose 9004–70–0 —

Table 15 — Solvents

Chemical substance/mixture CAS number EINECS number
Glycerol triacetate 102–76–1 203–051–9
2-Methylpropan-1-ol (isobutanol) 78–83–1 201–148–0
Butan-2-one (Methyl ethyl ketone) 78–93–3 201–159–0
1-Methoxypropan-2-ol 107–98–2 203–539–1
1-Methoxypropan-2-yl acetate 108–65–6 203–603–9
Butan-1-ol (n-butanol) 71–36–3 200–751–6
3-Methoxybutyl acetate 4435–53–4 224–644–9
Petroleum fraction (35 to 160) °C 64742–89–8 265–192–2
Hydrocarbons, C9 – C16, hydrotreated, dearomatized 93763–35–0 297–854–1

If the product contains petroleum fraction (35 to 160) °C, the viscosity of the product shall exceed 
20,5 mm2/s when tested in accordance with ISO 3104 or ISO 3219.

7.4.2	 Packaging

The maximum content of the container in a set shall not exceed:

—	 15 ml for liquids with a flash point < 23 °C and initial boiling point > 35 °C;
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—	 50 ml for liquids with a flash point ≥ 23 °C.

NOTE	 For information regarding packaging and labelling, including child-resistant fastenings, see 
References [1] and [3].

7.4.3	 Marking

See D.2 and D.3.

The primary packaging shall, in addition to the marking required in Clause  9, bear the following 
warning:

“Warning! Not suitable for children under (*) years. For use under adult supervision. Read the 
instructions before use, follow them and keep them for reference.”

(*) The age is to be specified by the manufacturer, authorized representative or importer. It shall not be 
below 8 years.

7.4.4	 First aid information

The instructions for use shall, in addition to the general first aid information in 9.2 d), contain the 
following:

—	 “In case of skin contact: Wash affected area with plenty of water.”;

—	 “In case of eye contact: Wash out eye with plenty of water, holding eye open. Seek immediate medical 
advice.”;

—	 “If swallowed: Wash out mouth with water, drink some fresh water. Do not induce vomiting. Seek 
immediate medical advice.”

7.4.5	 Safety rules

The instructions for use shall, in addition to the rules required in 9.4, contain the following safety rules:

—	 “Keep away from ignition sources.”;

—	 “Do not allow product to come into contact with the skin and the eyes.”;

—	 “Do not place material in the mouth.”;

—	 “Do not inhale vapours.”

8	 Marking

8.1	 General

Markings shall be visible, easily legible, indelible and in the national language(s) of the country of sale.

If the container is too small to carry all the necessary information an additional instruction leaflet shall 
be supplied with the package.

8.2	 Marking of the primary packaging

See D.2.
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