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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 48, Laboratory equipment, in collaboration
with the European Committee for Standardization (CEN) Technical Committee CEN/TC 332, Laboratory
equipment, in accordance with the Agreement on technical cooperation between ISO and CEN (Vienna
Agreement).

This second edition cancels and replaces the first edition (ISO 8655-6:2002), which has been technically
revised. It also incorporates the Technical Corrigendum ISO 8655-6:2002/Cor .1:2008), which has been
technically revised.

The main changes are as follows:

— expanded uncertainty of the test equipment in Table 1 and 2 has been revised in conjunction with
ISO/TR 20461;

— Annex B has been deleted;

— new Clause 4 “General requirements” has been added;

— Formula (2) has been added based on 1SO 4787131,

Alist of all parts in the ISO 8655 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.

This corrected version of ISO 8655:6:2022 incorporates the following corrections:

. Values in the key to Formula (4) are updated to include commas,
. Values in Table A.1 are updated to include commas.
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Introduction

The ISO 8655 series addresses the needs of:

— manufacturers, as a basis for quality control including, where appropriate, the issuance of
manufacturer’s declarations;

— calibration laboratories, test houses, users of the equipment and other bodies as a basis for
independent calibration, testing, verification and routine tests.

The tests specified in the ISO 8655 series are intended to be carried out by trained personnel.
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INTERNATIONAL STANDARD ISO 8655-6:2022(E)

Piston-operated volumetric apparatus —

Part 6:
Gravimetric reference measurement procedure for the
determination of volume

1 Scope

This document specifies a gravimetric reference measurement procedure for the determination of
volume of piston-operated volumetric apparatus (POVA). The procedure is applicable to complete
systems comprising the basic apparatus and all parts selected for use with the apparatus, disposable or
reusable, involved in the measurement by delivery (Ex) or contained (In).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 3696:1987, Water for analytical laboratory use — Specification and test methods

ISO 8655-1:2022, Piston-operated volumetric apparatus — Part 1: Terminology, general requirements and
user recommendation

[SO 8655-2:2022, Piston-operated volumetric apparatus — Part 2: Pipettes
ISO 8655-3, Piston-operated volumetric apparatus — Part 3: Burettes

ISO 8655-4, Piston-operated volumetric apparatus — Part 4: Dilutors

ISO 8655-5, Piston-operated volumetric apparatus — Part 5: Dispensers

ISO 8655-9, Piston-operated volumetric apparatus — Part 9: Manually operated precision laboratory
syringes

ISO/IEC Guide 2, Standardization and related activities — General vocabulary

ISO/IEC Guide 99, International vocabulary of metrology — Basic and general concepts and associated
terms (VIM)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 8655-1, ISO/IEC Guide 2 and
[SO/IEC Guide 99 apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/
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4 General requirements

When performing calibrations according to the reference measurement procedure described in
this document, all provisions and requirements of this document shall be followed or exceeded (e. g.
performing 30 instead of 10 replicates per volume). If one or more of those requirements are not
followed, conformity to this document shall not be claimed.

5 Test equipment

5.1 General

Measurements by the following equipment (balance, thermometers, hygrometer, barometer) shall be
traceable to the International System of Units (SI) and shall meet the uncertainty requirements of this
document.

NOTE An example of the calculation of the expanded uncertainty of the gravimetric reference procedure is
given in ISO/TR 20461[10],

5.2 Balance

The balance used for testing shall be chosen according to the minimum requirements specified in
Table 1, depending on the nominal volume of the apparatus under test. The balance parameters are
defined so that the expanded uncertainty in use is less than one-fourth of the maximum permissible
systematic error of the apparatus.

Table 1 — Minimum requirements for balances

Nominal volume of appa- . - Expanded uncertainty in
ratus under test (V) Resolution (d) Repeatability (s)? use U (k = 2)2
mg mg mg
0,001¢ 0,006%¢ 0,012¢¢
0.5ul<V<20ul 0,01 0,03¢ 0,06¢
20 ul < V<200 pul 0,01 0,025 0,05
200 pl < V<10 ml 0,1 0,2 0,4
10 ml< V<1000 ml 1 2 4
1000ml<V<2000ml 10 10 40

a2 The repeatability and expanded uncertainty in use value, in this table, apply in the volume determination of a single
channel apparatus. When a single-channel balance is used exclusively for volume determination of multichannel pipettes
the repeatability and expanded uncertainty in use values are double the values of this table. See also Footnote d.

b Expanded uncertainty in use can be estimated according to Reference [2] or Reference [11] at the value of the nominal
volume. Expanded uncertainty in use shall include non-corrected errors as well as possible drift and environmental
effects to balance sensitivity. Regular sensitivity adjustments are recommended to improve balance sensitivity. Expanded
uncertainty in use may be taken from the balance calibration certificate or calculated separately (see example in
ISO/TR 20461). Expanded uncertainty in use can be estimated from the expanded uncertainty of calibration by considering
additional contributions as described above, where applicable

¢ Single-channel balance.

d  Multi-channel balance, only valid for multi-channel pipettes. Multi-channel balances of 0,01 mg readability may be
used to test multi-channel pipettes with nominal volumes below 20 pl only if the expanded uncertainty in use is less than
one-fourth of the maximum permissible systematic error of the apparatus.

¢ For single-channel pipettes of nominal volumes of less than 2 pl, a balance with repeatability and an expanded
uncertainty better than the values in the table shall be used so that the expanded uncertainty in use is less than one-fourth
of the maximum permissible systematic error of the apparatus.
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