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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through I1SO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard 1SO 8782-3 was prepared by Technical Committee ISO/TC 94, Personal safety — Protective
clothing and equipment, Subcommittee SC 3, Foot protection.

ISO 8782 consists of the following parts, under the general title Safety, protective and occupational footwear for
professional use: '

— Part 1: Requirements and test methods

— Part 2: Specification for safety footwear

— Part 3: Specification for protective footwear

— Part 4: Specification for occupational footwear

— Part 5: Additional requirements and test methods

— Part 6: Additional specifications for safety footwear

— Part 7: Additional specifications for protective footwear

— Part 8: Additional specifications for occupational footwear
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Safety, protective and occupational footwear
for professional use —

Part 3:
Specification for protective footwear

1 Scope

This part of ISO 8782 specifies, by reference to 1SO 8782-1, basic and additional (optional) requirements for
protective footwear for professional use.

2 Normative reference

The following standard contains provisions which, through reference in this text, constitute provisions of this part of
1SO 8782. At the time of publication, the edition indicated was valid. All standards are subject to revision, and
parties to agreements based on this part of ISO 8782 are encouraged to investigate the possibility of applying the
most recent edition of the standard indicated below. Members of IEC and ISO maintain registers of currently valid
International Standards.

ISO 8782-1:1998, Safety, protective and occupational footwear for professional use — Part 1: Requirements and
test methods.

3 Definition
For the purposes of this part of ISO 8782, the following definition applies.

341

protective footwear for professional use

footwear incorporating protective features to protect the wearer from injuries which could arise through accidents in
the working sectors for which the footwear was designed, fitted with toecaps designed to give protection against
impact when tested at an energy level of 100 J

4 Design and classification

NOTE The designs of footwear covered by this part of ISO 8782 are illustrated in figure 1.

Footwear shall be classified in accordance with table 1.

Table 1 — Classification of footwear

Code designation Classification

Footwear made from leather and other materials, excluding all-rubber or
all-polymeric footwear

All-rubber (i.e. entirely vulcanized) or all-polymeric (i.e. entirely moulded)

footwear
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