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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html

This document was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 2,
Mechanical behaviour.

This third edition cancels and replaces the second edition (ISO 899-1:2003), of which it constitutes a

minor revision to update the normative references in Clause 2. It also incorporates the Amendment
[SO 899-1:2003/Amd.1:2015.

Alist of all parts in the ISO 899 series can be found on the ISO website.

Documents

. Document Sharing Hub
v © ISO 2017 - All rights reserved

Full document details: ISO 899-1-2017


http://www.avadocuments.com/doc/iso-899-1-2017
http://www.avadocuments.com/doc/iso-899-1-2017

INTERNATIONAL STANDARD ISO 899-1:2017(E)

Plastics — Determination of creep behaviour —

Part 1:
Tensile creep

1 Scope

This document specifies a method for determining the tensile creep of plastics in the form of standard
test specimens under specified conditions such as those of pretreatment, temperature and humidity.

The method is suitable for use with rigid and semi-rigid non-reinforced, filled and fibre-reinforced
plastics materials in the form of dumb-bell-shaped test specimens moulded directly or machined from
sheets or moulded articles.

The method is intended to provide data for engineering-design and research and development purposes.
Data for engineering-design purposes requires the use of extensometers to measure the gauge length
of the specimen. Data for research or quality-control purposes may use the change in distance between
the grips (nominal extension).

Tensile creep can vary significantly with differences in specimen preparation and dimensions and in
the test environment. The thermal history of the test specimen can also have profound effects on its
creep behaviour (see Annex A). Consequently, when precise comparative results are required, these
factors are intended to be carefully controlled.

If tensile-creep properties are used for engineering-design purposes, the plastics materials are intended
to be tested over a broad range of stresses, times and environmental conditions.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 291, Plastics — Standard atmospheres for conditioning and testing
IS0 472, Plastics — Vocabulary
ISO 527-1:2012, Plastics — Determination of tensile properties — Part 1: General principles

ISO 527-2, Plastics — Determination of tensile properties — Part 2: Test conditions for moulding and
extrusion plastics

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 472 and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http://www.electropedia.org/

— ISO Online browsing platform: available at http://www.iso.org/obp
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31
creep
increase in strain with time when a constant force is applied

3.2

initial stress

o

tensile force per unit area of the initial cross-section within the gauge length

Note 1 to entry: It is given by the formula

F
o=—
A

where

F isthe force, in newtons;

A is the average initial cross-sectional area within the narrow (gauge) section of the specimen, in square
millimetres.

Note 2 to entry: It is expressed in megapascals.

3.3

extension

(AL):

increase in the distance between the gauge marks, expressed in millimetres, at time ¢

Note 1 to entry: It is given by the formula

(AL), =L, — L,

where

L is the gauge length, in millimetres, at any given time t during the test;

Lo is the original gauge length, in millimetres, of the specimen after application of a preload but prior to
application of the test load.

34

nominal extension

(AL*)e

increase in the distance between the grips (increase in grip separation)

Note 1 to entry: It is given by the formula

*

* &
(ALY, =L, - LY,

where

L*: is the distance between the grips at any given time t during the test, in millimetres;

L*op istheinitial distance between the grips, expressed in millimetres, holding the specimen after application
of a preload but prior to application of the test load.
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