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Foreword 
IS0 (the International Organization for Standardization) is a worldwide federation of 
national standards bodies (IS0 member bodies). The work of preparing International 
Standards is normally carried out through IS0 technical committees. Each member 
body interested in a subject for which a technical committee has been established has 
the right to be represented on that committee. International organizations, govern- 
mental and non-governmental, in liaison with ISO, also take part in the work. IS0 
collaborates closely with the International Electrotechnical Commission (IEC) on all 
matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are circulated to 
the member bodies for voting. Publication as an International Standard requires 
approval by a t  least 75 % of the member bodies casting a vote. 

International Standard IS0 9040 was prepared by Technical Committee ISO/TC 97, ln- 
formation processing systems. 
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IS0 9040 : 1990 (E) 

Introduction 
This International Standard is one of a set of standards produced to facilitate the 
interconnection of computer systems. It is related to other International Standards in 
the set as defined in the Reference Model for Open Systems Interconnection (IS0 
7498). The Reference Model subdivides the area of standardization into a series of 
layers of specification, each of manageable size. 

The purpose of this International Standard (IS0 9040) is to define the service provided 
In the Application Layer by the Virtual Terminal 

The Virtual Terminai Basic Class Service is provided by the Virtual Terminai Basic 
Class Protocol specified in IS0 9041 and making use of services available from the 
Association Control Service Element (ACSE) in the Application Layer and the Pres- 
entation Service. 

Basic Class Service. 

a 

vii 
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INTERNATIONAL STANDARD IS0 9040 : 1990 (E) 

Information technology - Open Systems Interconnection - 
Virtual Terminal Basic Class Service 

1 Scope 
This International Standard defines, in an abstract way, the 
externally visible Basic Class Virtual Terminal Service within 
the OS1 Application Layer in terms of 

a) a model defining the interaction between users of the 
service; 

b) the primitive actions and events of the service; 

c) the parameter data associated with each primitive action 
and event; 

d) the relationship beîween, and the valid sequences of, 
these actions and events. 

Theservice defined in this International Standard is that which 
is provided by the OS1 Basic Class Virtual Terminal Protocol 
(in conjunction with the Association Control Service Element 
and the Presentation Service) and which may be used by any 
user including other Application Service Elements. The rela- 
tionship between the standards for Virtual Terminal Service, 
Virtual Terminal Protocol, ACSE, Presentation Layer Service 
and the user of the Virtual Terminal Service is shown in 
figure 1, 

This International Standard also defines two standard default 
virtual terminal environment profiles and describes the form of 
registered virtual terminal environment profiles and control 
objects. Virtual terminai environment profiles define sets of 
virtual terminal environment parameters for use in the estab- 
lishment ofvirtual terminal associations and subsequent nego- 
tiation. This International Standard also defines a structure of 

VT-user Virtual Terminal Service 
provides service 

Virtual Terminal 
Protocol 

based on service provided 
by ACSE service 

ACSE 
and Presentation Service 

Presentation 
Protocol 

Figure 1 - Relationship of this International Standard 
to other OS1 Application Layer Standards 

ASN.1 Object Identifiers for the objects defined in this Interna- 
tional Standard and for use in a register of Virtual terminal 
objects. 

This International Standard does not specify individual im- 
plementations or products, nor does it constrain the implemen- 
tation of entities and interfaces within a computer system. 
There is, therefore, no requirement for conformance to this 
International Standard. 

This international Standard applies to interactive applications 
requiring terminal oriented communication expressed in terms 
of the transmission and manipulation of graphical images 
having the following characteristics: 

e) the images are composed of character-box graphic ele- 
ments organised into a one, two or three dimensional struc- 
ture; 

9 attributes may be associated with any graphic element to 
quaiiiy its mode of display. 

Control information for the communication can be modelled 
using virtual terminal control objects, and multiple devices can 
be modelled using virtual terminai device objects linked to the 
other virtual terminal objects. 

2 Normative references 
The following standards contain provisions which, through 
reference in this text, constitute provisions of this international 
Standard. At the time of publication, the editions indicated 
were valid. Ali standards are subject to revision, and parties to 
agreements based on this International Standard are encour- 
aged to investigate the possibility of applying the most recent 
editions of the standards indicated below. Members of I EC and 
IS0 maintain registers of currently valid International Stand- 
ards. 

IS0 646:1983, Information processing - IS0 7-bit Coded 
Character Set for Information Interchange. 

IS0 2022:1986, Information processing - IS0 7-bit and &bit 
Coded Character Sets - Code extension techniques. 

IS0 2375: 1 985, Data Processing - Procedure for registration 
of escape sequences. 

IS0 6429:1988, Information processing - Control functions for 
7-bit and 8-bit coded character sets. 

Full document details: ISO 9040-1990

http://www.avadocuments.com/doc/iso-9040-1990
http://www.avadocuments.com/doc/iso-9040-1990


IS0 9040 : 1990 (E) 

IS0 7498: 1 984, Information processing systems - Open Sys- 
tems Interconnection - Basic Reference Model. 

ISO/rn 8509:1987, Information processing systems - Open 
Systems Interconnection - Service conventions. 

IS0 8649 1 988, Information processing systems - Open Sys- 
tems Interconnection - Service definition for Association Con- 
trol Service Elements. 

IS0 8824: 1 987, Information processing systems - Open Sys- 
tems Interconnection - Specification for Abstract Syntax No- 
tation One (ASN. l). 

IS0 8825: 1 987, Information processing systems - Open Sys- 
tems Interconnection - specification of Basic Encoding Rules 
for Abstract Syntax Notation One (ASN, 1). 

IS0 9041 -1 :1990, Information technology - Open Systems 
Interconnection - Virtual Terminal Basic Class Protocol - Part 
1: Specification. 

IS0 9834-4 'I, Information Processing Systems - Open Sys- 
tems Interconnection - Procedures for Specific OS1 Registra- 
tion Authorities - Pari 4: Register of WE-profiles 

ISO 9834-5 '1, Information processing Systems - open sys- 
tems Interconnection - Procedures for Specific OS1 Registra- 
tion Authorities - Part 5: Register of W Control Object Defini- 
tions 

The international Register of Coded Character Sets to be used 
with Escape Sequences. 2, 

3 Definitions 

3.1 Global OS1 definitions 

This international Standard is based on the concepts de- 
veloped in IS0 7498 and makes use of the following terms 
defined In it: 

a) application entity; 
b) Application Layer; 
c) service data unit; 
d) service access point. 

It also makes use of the following terms defined In ISO/TR 
8509: 

e) service primitive; 
t) service provider; 
g) primitive; 
h) request (primitive); 
i) indication (primitive); 
j) response (primitive); 
k) confirm (Primitive); 

I) confirmed service; 
m) non-confirmed service; 
n) provider-initiated service. 

3.2 Association Control Service Element 
definitions 

This international Standard makes use of the following terms 
defined in is0 8649: 

a) application association; 
b) application entity title; 
c) application control service element (ACSE). 

3.3 Virtual Terminal Service definitions 

For the purpose of this international Standard, the foliowing 
definitions apply: 

3.3.1 VT-user: A user of the Virtual Terminal Service. 

3.3.2 Application VT-user: The unique VT-user which can 
update the FDCO; if either VT-user can update this control 
object then neither VT-user has this designation. 

3.3.3 Terminai VT-user: If oneVT-user has the designation 
Application VT-userthen the peer VT-user has the designation 
Terminal VT-user. 

3.3.4 character-repertoire: A set of objects which can be 
represented by primary attribute values; one such object, 
represented by its primary attributevalue, can occupy an array 
element in a display object when the character-repertoire is in 
use for that array element. A control object of character-string 
category also has an associated repertoire. 

3.3.5 character-box graphic element: An atomic element 
of a character-repertoire where use of the repertoire has been 
agreed through negotiation by the VT-users. 

3.3.6 primary attribute: The attribute of an array element of 0 
a display object which is a coded representation of the char- 
acter-box graphic element assigned to that array element. 

3.3.7 secondary attribute: The secondary attributes of an 
array element comprise the character-repertoire, see 3.3.4, 
and the rendition attributes. 

3.3.8 rendition attributes: Those secondary attributes of an 
array element which qualify the character-boxgraphic element 
and provide information specifying how it is intended to be 
presented. 

3.3.9 explicit modal default: The value for a secondary 
attribute, defined in a WE, which is used by the text operation 
to update an array element if no other value is provided or 
already present; may also be used by the erase operation. 

1) Tobepublished. 
2) Available from the European Computer Manufacturers Association (ECMA), 114 rue du Rhône, CH-1204 ûenève,Switzerland. 
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3.3.10 display object: An abstract object, defined in this 
International Standard, for modelling the exchange of graphic 
information. It consists of a number of components, see 13.1. 

3.3.1 1 array element: That part of adisplay object which can 
hold one character-box graphic element including its primary 
and secondary attribute values. 

3.3.12 primitive display pointer: A set of one to three 
coordinate values which identify a particular element in a 
display object. 

3.3.13 extended display pointer: A set of two to four coor- 
dinate values which identify a particular array element in a 
block defined on a display object. 

3.3.14 display pointer: Used to refer to either the primitive 
display pointer or the extended display pointer; whether or not 
blocks are in use determines which is implied. 

0 3.3.15 logical pointer: A set of two or three coordinate 
values which identify a particular array element In a field 
deflned on a display object. 

NOTE -The primitive display pointer and extended display pointer do 
not both exist simultaneously. However, when a logical pointer exists, 
it is in addition to either a display pointer or an extended display 
pointer. 

3.3.16 control object: An abstract object, of a type defined 
in generic terms in this International Standard, for modelling 
the exchange of unstructured information of a single type. 

NOTE - The primary application of a control object is for modelling 
the exchange of information of a control nature, as understood by the 
VT-users; the VT Service does not constrain the interpretation of this 
information. 

3.3.17 device object: An abstract object used to model 
certain logical characteristics of real devices, and to link the 
various objects of a virtual terminal environment together 
and/or to real devices. 

3.3.18 object updating device: A real device capable of 
generating values which (possibly after undergoing a transfor- 
mation) are used by one of the peer VT-users to update either 
a display object or control object (or possibly both). 

3.3.1 9 VT-association: An application association between 
two peer VT-users. 

3.3.20 VT-environment WE): A set of parameters that 
together define the data structuring and operational charac- 
teristics for a particular VT-association. The VTE exists only 
during the lifetime of that VT-association. The parameters of 
the set are mutually related by a directed graph structure. The 
VTE may be modified during the existence of the VT-associ- 
ation by negotiation. 

3.3.21 current-VTE: The single W E  which exists during the 
Data Handling phase or the Negotiation Quiescent phase; in 
the Data Handling phase it is a fuli-WE whereas in the 
Negotiation Quiescent phase it is not a full-WE. 
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3.3.22 draft-VTE: TheVTE, if any, under negotiation. During 
negotiation, the draft-WE is not necessarily a full-VTE. 

3.3.23 VTE-parameter: An individual parameter of a WE. 
Each VTE-parameter is given a unique name in the service 
which is used as the identifier for the VTE-parameter. 

3.3.24 full-VTE: A VTE that is a complete directed graph of 
VTE-parameters in which all node parameters and terminal 
leaf parameters implied by all existing nodes from the root of 
the tree have values. 

3.3.25 VT-context-value: A collective term for the set of 
object instances, their assigned values and the current-WE 
for a particular VT-association. A VT-context-value exists only 
during the lifetime of the VT-association and is normally 
changing continuously during this time interval. 

3.3.26 reset-context: The VT-context-value which will re- 
sult after a VT-BREAK service. This context value is the 
context after the last successful current-WE establishment; 
all objects will have their initial values. If no full-VTE has been 
established, there is no reset-context. 

3.3.27 WAVAR access-right: An access-right which can be 
held by at most one VT-user at any time. It is used to ensure 
that control and display objects cannot be updated by both 
VT-users simultaneously. 

3.3.28 access-rule: A characteristic defined for an object in 
aVTE which determineswhichVT-users can updatetheobject 
at a particular time. 

3.3.29 net-effecting: The conversion of a sequence of 
items, representing the content of one or more update oper- 
ations (see 24.3), into a different, usually shorter sequence, 
which results in the same final states of the objects being 
updated. 

3.3.30 concatenatlon: The connection of a sequence of 
queued update items (see 24.3) to form asingle, new, queued 
update item. 

3.3.31 segmentation: The division of a single, queued up- 
date item (see 24.3) into a sequence of new, queued update 
Items. 

3.3.32 A-mode (Asynchronous mode): A mode of oper- 
ation using two display objects, one of which is updatable by 
the VT-user which initiated the VT-association and the other 
by the peer VT-user. 

3.3.33 S-mode (Synchronous mode): A mode of operation 
using one two-way-alternate dialogue supporting one display 
object; at any time, the display object may only be updated by 
the single W-user which owns the WAVAR access-right. 

3.3.34 service: A distinct part of the total VT Service that is 
composed of a sequence of primitives taken from the set 
{request primitive, indication primitive, response primitive, 
confirm primitive}. 
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3.3.35 sequenced service: A Service for which an indica- 
tion (or confirm) primitive resulting from a corresponding re- 
quest (or response) primitive is initiated in sequence with all 
previously initiated sequenced indications (or confirms) and 
their corresponding requests (or responses), 

3.3.36 non-sequenced service: A Service for which an 
indication (or confirm) primitive resulting from a corresponding 
request (or response) primitive is not necessarily initiated in 
sequence with all previously initiated indications (or confirma- 
tions) and their corresponding requests (or responses). 

3.3.37 conditionally sequenced service: A Service for 
which 

a) certain values for parameters of the service primitives 
result In sequenced operation, and 

b) other valuesfor parameters of the service primltives resuit 
In non-sequenced operation. 

3.3.38 destructive service: A service that may cause the 
loss of information conveyed in previously initiated services 
without notification of this loss to either VT-user. Only non-se- 
quenced services may be destructive, but not all non-se- 
quenced services are destructive. 

3.3.39 non-destructive service: A service that does not 
cause the loss of information conveyed in previously initiated 
services without notification to the W-users. 

3.3.40 service parameter: A parameter defined as part of a 
primitive within a VT service. 

3.3.41 update-window: A mechanism associated with dis- 
play object addressing which defines a range of coordinate 
values for an array below which an update operation cannot 
be performed. The absolute coordinate values in the range 
may increase in value during operation, but cannot decrease. 

3.3.42 update-window-size: A positive, non-zero integer 
that defines the number of contiguous array elements within 
an update-window. 

3.3.43 trigger: Where a control object has the trigger char- 
acteristic, any update to that control object causes delivery of 
queued updates and, in S-mode, transfers the WAVAR ac- 
cess-right to the peer W-user. 

3.3.44 WE-profile: A pre-defined set of VTE-parameter 
values making up a WE. 

NOTE - Some VTE-profiles are pararneterised such that values for 
profile arguments must be supplied by the VT-users. 

3.3.45 default WE-profile: A WE-profile, defined in annex 
A, that is used to establish a W E  in the absence of a VT-user 
specified VTE-profile at VT-association establishment. 

3.3.46 registered WE-profile: A VTE-profile registered in a 
register of VTObjectsadministered by aRegistration Authority 
established as defined in IS0 9834-4. it has assigned to it a 
unique ASN.l OBJECT IDENTIFIER value. 

3.3.47 registered control object: A control object regls- 
tered in a register of VT Objects administered by a Registration 
Authority established as defined in IS0 9834-5. It has as- 
signed to it a unique ASN.1 OBJECT IDENTIFIER value. 

3.3.48 privately defined WE-profile: A VTE-profile whose 
use has been agreed privately by means outside the scope of 
this Internationai Standard; it is neither a default VTE-profile 
nor a registered VTE-profile. 

3.3.49 WE-proflle argument: An argument of a parame- 
terised VTE-profile which must be given a value to enable a 
full-WE to be made from the WE-profile. It can be a normal 
VTE-profile argument or a special VTE-profile argument. Each 
registered WE-profile defines the applicable arguments and 
their semantics. 

3.3.50 normal WE-profile argument: A VTE-profile argu- 
ment which corresponds exactly to a WE-parameter and 
assumes the same identifier. A VTE-profile may also speciiy 
that other VTE-parameters are also defined by the value of 
such an argument. 0 
3.3.51 special WE-profile argument: A WE-profile argu- 
ment which does not correspond to a VTE-parameter (i.e., is 
not from the directed graph and has no standard identifier) but 
has a valid use as defined in the VTE-profile definition. 

3.3.52 multiple interaction negotiation (MIN): A process 
which enables a draft-WE to be modified or extended in 
stages to create a new full-WE acceptable to the service 
provider and both VT-users. 

3.3.53 MIN-initiator: The VT-user that initiated the VT- 
START-NEG service which was successful in causing the tran- 
sition to Negotiation Active phase. 

3.3.54 MIN-acceptor: The VT-user that accepted the VT- 
START-NEG service which was successful in causing the tran- 
sition to Negotiation Active phase. 

3.3.55 block: A structure element of the display object. A 
block is a rectangular area which supports relative addressing 
(relative to the origin of the block) for a sub-area within a 
Y-array. 

3.3.56 field: A structure element of the display object. A field 
provides one-dimensional logical addressing over a desig- 
nated subset of the array elements of a Y-array of a display 
object. 

3.3.57 field-element: A rectangular area of a Y-array of a 
display object forming part of afield. 

3.3.58 Field Definition Control Object (FDCO): A type of 
control object which holds the definition of fields for a display 
object as Field Definition Records. 

3.3.59 Field Definition Record (FDR): Holds the status and 
definition of one field. 
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3.3.60 Field Entry instruction Control Object (FEICO): A 
type of control object which holds data entry instructions as 
Field Entry Instruction Records. 

3.3.61 Field Entry Pilot Control Object (FEPCO): A type of 
control object which holds data entry pilots as Field Entry Pilot 
Records. 

3.3.62 Field Entry Instruction Record (FEIR): Holds a set 
of data entry rules as Fieid Entry instructions (FEls). 

3.3.63 Field Entry Pilot Record (FEPR): Holds a data entry 
pilot consisting of field entry event, fieid entry conditions and 
a sequence of fieid entry reactions. 

3.3.64 Field Entry Instruction (FEI): Applies a rule for con- 
trolled data entry into a field. 

3.3.65 Field Entry Event (FEE): An event which may occur 
during controlled data entry and cause an entry reaction. 

0 3.3.66 Field Entry Condition (FEC): A condition of the data 
entry which taken with an entry event predicates an entry 
reaction. 

3.3.67 Field Entry Reaction (FER): A reaction to an entry 
event and entry condition defined in terms of operations on 
other objects in the virtual terminal service. 

3.3.68 Transmission Policy Control Object (TPCO): A 
type of control object which holds variable values which deter- 
mine how field contents are transmitted after a controlled data 
entry. 

3.3.69 Context Control Object (CCO): A type of control 
object which provides the local context of the VT-user at 
certain stages of the data entry dialogue. 

3.3.70 Reference Information Object (RIO): A container for 
information, separate from any display object, which can be 
referred to during a communication. 

3.3.71 Termination Conditions Control Object (TCCO): A 
type of control object which holdstermination conditions effec- 
tive on the operation of one or more device objects linked to 
it. 

3.3.72 termination-event: A locally defined atomic event 
related to input from an object updating device (for example, 
entering a character, pressing a function key, setting a flag) 
which the VT-users agree (through negotiation) to designate 

input data to be delivered to the peer VT-user. 
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ECMA 

i RV 

IS0 

MIN 
os1 
QOS 
VT 
VTE 

European Computer Manufacturers 

International Reference Version 

International Organization for 

Multiple Interaction Negotiation 
Open Systems Interconnection 
Quality of Service 
Virtual Terminal 
Virtual Terminal Environment 

Association 

(of IS0 646) 

Standardization 

4.2 Modes of operation 
A-Mode Asynchronous Mode 
S-Mode Synchronous Mode 

4.3 VTE model components 
ACS 
CCA 
cco 
CDS 
CO 
css 
DSD 
DO 
ECO 
FDCO 
FD R 
FEC 
FEE 
FEI 
FEICO 
FEiR 
FEPCO 
FEPR 
FER 
RIO 
TCCO 
TCO 
TPCO 

Access Control Store 
Conceptual Communication Area 
Context Control Object 
Conceptual Data Store 
Control Object 
Control, Signal and Status store 
Data Structure Definition 
Display Object 
Echo Control Object 
Field Definition Control Object 
Field Definition Record 
Field Entry Condition 
Field Entry Event 
Field Entry Instruction 
Field Entry Instruction Control Object 
Field Entry instruction Record 
Field Entry Pilot Control Object 
Field Entry Pilot Record 
Field Entry Reaction 
Reference Information Object 
Termination Conditions Control Object 
Termination Control Object 
Transmission Policy Control Object 

4.4 Access-rules 4 Abbreviations 

4.1 General 

NSAC Not Subject to Access Control 
WACA Write Access Connection (VT-association) 

ACSE Association Control Service Element WACl Write Access Connection (VT-association) 
ASN.l Abstract Syntax Notation One Initiator 
BNF Backus-Naur Form WAVAR Write Access VARiabie 

Acceptor 
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5 Conventions h) the means to exchange priority information to gain the 
immediate attention of a VT-user; 

i) the means to terminate information transfer destructively 
and resynchronize the activity of the VT provider; 

j) a facility for defining blocks in a display object [Blocks 
functional unit]; 

k) a facility for defining fields in a display object [Fields 
functional unit, also uses feature in n)]; 

I) additional Optional access-rules for control objects in S- 
mode [Enhanced Access-rules functional unit]; 

m) means to control the asymmetry inherent in typical use 
of these features [uses the feature in I)]; 

n) afacility for defining control objects with content consist- 
ing of multipledata elements or a single partially- updateable 
structured data element [Structured Control Objects func- 
tional unit]; 

O) a facility for controlling data entry to fields using new 
standard types of control object [uses the feaure in n)]; 

p) a facility for storing and using update information in 
Reference Information Objects [RIOS functional unit]; 

q) afacility for establishing a VT-association with the capa- 
bility to switch between the modes of operation when the 
VTE is changed. 

.3 VT Environment (WE) and VTE-parameters 

The transfer and manipulation of graphic data takes place 
within a VT-environment (WE) defined by a logically consist- 
ent set of VTE-parameter values. Certain VTE-parameters are 
related in that a value for one VTE-parameter can constrain 
the existence of or permissible values for another VTE-par- 
ameter. These relationships are partly expressed by a directed 
graph for the VTE-parameters and partly by explicit definition. 

One and only one full-VTE exists during data transfer. A full- 
VTE may be modified or replaced if negotiation facilities are 
available. 

h 

This International Standard uses the descriptive conventions 
contained in the IS0 Service Conventions (iSO/TFi 8509). 

Additional conventions used are 

a) a character string enclosed in angle brackets, i.e. <xxx>, 
denotes the equivalent IS0 646 mnemonic; 

b) a character string of the form n...N, where n is usually O 
or 1 , denotes the set of integers greater than or equal to n, 
i.e., no limit is defined in this International Standard; 

c) an informal notation analogoustoASN.1 is used in places, 
with apparently similar terms; where exact ASN.l notation 
or terminology is intended, the usage will be introduced by 
reference to ASN.1; 

d) a syntax derived from Backus-Naur Form (BNF) is used 
for VTE-profile definitions; this is explained in annex A. 

6 General features 
Clauses 6 and 7 give an Overview of the Virtual Terminal 
Service defined in this international Standard. 

6.1 Introduction 

The Basic Class Virtual Terminai Service supports the inter- 
active transfer and manipulation of graphic data by VT-users. 
This graphic data is structured in a manner which models the 
class of character-box oriented terminais. The basic structur- 
ing of graphic elements is limited to images consisting of 
character-box graphic elements arranged in a one, two or 
three dimensional array. Optional functional units provide 
additional structuring capabilities. Two modes of operation are 
defined for Basic Class, S-mode and A-mode. 

6.2 Features of the Virtual Terminal Basic 
Class Service 

The Virtual Terminal Basic Class Service offers the following 
services to the VT-user: 

a) the means to establish a VT-association between two 
peer VT-users for the purpose of enabling virtual terminai 
Information exchange; 

b) the means to negotiate the VT functional units required; 

c) the means to negotiate a consistent set of VTE-parame- 
ters; 

d) the means to transfer and manipulate structured data in 
a way that is independent of the local representation of 
information used by each VT-user and that is independent 
of the way in which supporting communications media are 
used; 

e) the means to control the integrity of the communication; 

9 the means to terminate the VT-association either unilat- 
erally or by mutual agreement; 

g) the means to support either synchronous (S-mode) or 
asynchronous (A-mode) operation between the VT-users; 

6.4 Virtual Terminal Environment Profiles 

The Basic Class VT Service provides for the use of virtual 
terminal environment profiles (WE-profiles) which are sets of 
VTE-parameters and VTE-parameter values for use in the 
negotiation of the VTE (see clause 11 and annex A). 

6.5 Dialogue Control 

The integrity of VT communication is maintained by Dialogue 
Control service facilities (by applying access-rules, delivery 
control and delivery acknowledgement, see clauses 9 and 24), 
and service primitive sequencing rules which provide integrity 
by detecting and resolving collisions (see clause 27). 
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7 Communication facilities 

7.1 Establishment facility 

The Establishment facility provides a service that establishes 
a VT-association and an initial VTE for that VT-association 
when a VT-user first invokes the Basic Class VT Service. 

7.2 Termination facility 

The Termination facility provides services which enable a 
VT-user to terminate aVT-association either in an orderly and 
non-destructive manner or in an immediate and potentially 
destructive manner. It also provides a service which enables 
the VT service provider to notify the VT-users when a VT-as- 
sociation is terminated in a potentially destructive way. 

7.3 Negotiation facility 

@ The Negotiation facility provides services which enable peer 
VT-users to select, modify and replace the current-VTE. 

An initial VTE is established during VT-association estab- 
lishment based on the VTE-profile specified. If the VT-user 
does not specify a VTE-profile during VT-association estab- 
lishment, a default VTE-profile is used to establish the initial 
VTE. This VTE may subsequently be modified or replaced 
depending on the type of negotiation facilities available. 

The type of negotiation facility available to the VT-users is 
determined by the VT functional units selected during VT- 
association establishment. In addition to the VTE-profile se- 
lection facility available during VT-association establishment, 
there are two other types of negotiation, i.e., switch profile 
negotiation and multiple interaction negotiation. 

7.4 Data Transfer facility 

The Data Transfer facility provides a service which enables a 
VT-user to update the contents of display and/or control ob- 
jects to which the VT-user is currently permitted update ac- 
cess. 

7.5 Delivery Control facility 

The Delivery Control facility provides services which enable a 
VT-user to control, synchronise and optionally request ac- 
knowledgement of, the release to the peer VT-user of updates 
entered previously using the Data Transfer facility. This in- 
cludes the (negotiable) ability to "quarantine" (i.e., hoid back) 
such updatesfrom such release until the release is requested. 

7.6 Dialogue Management facility 

In S-mode, the Dialogue Management facility enables the 
VT-users to request or cede ownership of the WAVAR access- 
right. 

In A-mode, the Dialogue Management facility is not available. 

IS0 9040 : 1990 (E) 

7.7 Interrupt facilities 

The Interrupt facilities are available in both modes of operation 
but can only be used in the Data Handling phase. There is a 
destructive interrupt facility and a non-destructive interrupt 
facility. 

The destructlveinterrupt facility allowsaVT-user to interrupt 
a previously initiated sequence of updates to display and 
control objects, discard all updates currently being exchanged 
and resume exchanging updates after the VT providers have 
resynchronized their activities. 

The non-destructive interrupt facility allows VT-users to 
exchange priority information but without destroying non- 
priority information; it can be used as an "attention" signalling 
mechanism (via appropriately defined control objects, see 
clause 14). 
3 .Y' 
8 Modes of operation 

Clauses 8, 9 1 O and 1 1 define general aspects of the Virtual 
Terminal Service. 

The Virtual Terminal Basic Class Service supports two modes 
of operation. Each mode is characterised by its form of dia- 
logue control. The initial mode of operation is selected when 
theVT-association isestablished. The ability to change modes 
on the establishment of a new WE is also selected when the 
VT-association is established. 

8.1 S-mode 

S-mode (synchronous mode) has the following charac- 
teristics: 

a) one or other VT-user may own the WAVAR access-right; 
ownership may be passed between the two VT-users; 

b) only a single display object is supported with a single 
two-way-alternate dialogue. Update access to this dlsplay 
object is controlled by the WAVAR access-ruie, see 
clause 9; 

c) the VT-users may define and make use of termination 
condition parameters in device objects; 

d) the access-rules available for any control object are as in 
clause 9, table 1. 

8.2 A-mode 

A-mode (asynchronous mode) has the following charac- 
terist ics: 

a) the WAVAR access right is not available; 

b) two display objects are supported, each with a monoi- 
ogue. One display object has access-rule WACl and can 
only be updated by the VT-user which initiated the VT-asso- 
ciation; the other display object has access-rule WACA and 
can only be updated by the VT-user which accepted the 
VT-association; 
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c) the VT-users may define and make use of echo control 
objects and termination condition parameters in device ob- 
jects; 

d) the access-rules available for any control object are as in 
clause 9, table 1 : 
e) Dialogue Management servlce primitives do not apply. 

Each display object is assigned an access-rule which deter- 
mines whether and when each VT-user is permitted to update 
that display object. Each control object is assigned an access- 
rule or combination of access-rules which determine whether 
and when each VT-user is permitted to update that control 
object. The possible access-rules are 
- no-access : neither VT-user may update the object; 
- WACl : the object may be updated only by the VT-user 

which initiated the VT-association; 
- WACA :the object may be updated only by the VT-user 

which accepted the VT-association; 
- WAVAR : the object may be updated only by the 

VT-user owning the WAVAR access-right; 
- WAVAR & WACl : the object may be updated only by 

the VT-user which initiated the VT-asociation, and only 
when iî owns the WAVAR access-right; 

- WAVAR & WACA : the object may be updated only by 
the VT-user which accepted the VT-asociation, and 
only when it owns the WAVAR access-right: 

- NSAC : the object may be updated by either VT-user 
ai any time. 

In S-mode, the single display object always has access-rule 
WAVAR. In A-mode, one display object has access-rule WACl 
and the other has access-rule WACA. 

NOTES 

1 A display object cannot have an access-rule which is a combina- 
tion of multiple access rights. However, other special access condi- 
tions can apply to a dlsplay object, e.g., due to data entry conditions 

2 Use of the extended access-rules given by the Enhanced Access- 
rulesfunctional unit is independent of actual use of the other functional 
units aithough certain of the other functional units may require this 
functional unit to be present. 

applied by special control objects. 

The access-rules which may be assigned to control objects in 
each mode are listed in table 1. 

In S-mode, most services may only be initiated when the 
WAVAR access-right is held, see 27.4. Communication fa- 
cilities are available which allow a VT-user to request or cede 
ownership of the WAVAR access-right, see clause 33. 

1 O VT functional units 

The Basic Class Virtual Terminal Service provides a number 
of optional capablilities called Functional Units. The VT func- 
tional units required are selected during VT association estab- 
lishment. 

8 

Table 1 - VT Access-rule and Mode correspond- 
ence wlth Enhanced Accessrules functional unit 

Access-rules 

no-access 

WACl 

WACA 

WAVAR 

WAVAR&WACI 

WAVAR&WACA 

NSAC 

NOTES 

S-mode 

(1) YES 

(1) YES 

(1) YES 

YES (2) 

(1) YES 

(1) YES 

YES 

Amode 

(1) YES 

YES (2) 

YES (2) 

NO 

NO 

NO 

YES 

1 Available with Enhanced Access-rules functional unit. 
2 Display object can only have a value from this set. 

The optional functional units available in the VT service are 
a) Switch Profile Negotiation: 
b) Multiple Interaction Negotiation; 
c) Negotiated Release; 
d) Urgent Data; 
e) Break; 
9 Enhanced Access-rules; 
g) Structured Control Objects; 
h) Blocks: 
i) Fields; 
i\ Reference Information Obiects. 

teraction Negotiation unit can be Oi: 
The 
selected only if the Switch Profile Negotiation functional unit is 
also selected. 

Although formally independent, use of the Fields functional 
unit requires a control object which requires the Structured 
Control Objects functional unit. 

All provisions in this International Standard which are not part 
of one of the optional functional units are part of the Kernel 
functional unit and are always available. 

10.1 Negotiation functional units 

The Virtual Terminal Basic Class Service provides negotiation 
services to enable the creation and modification of the single 
W E  in a manner acceptable to the service provider and both 
VT-users. Negotiation is available as part of the establishment 
facility. Additional negotiation services are optionally available 
(dependent on the functional units selected during association 
establishment) which provide two forms of negotiation, a 
single interaction switch profile negotiation and a multiple 
interaction negotiation. 
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At VT-association establishment, acurrent-VTE is established 
using theVTE-profile based negotiation function embedded in 
the VT-ASSOCIATE service. This current-VTE may or may not 
be a full-WE. If the initiating VT-user does not specify a 
VTE-profile with the VT-ASSOCIATE (to supply the basis for 
negotiating the current-WE), the service selects a default 
VTE-profile appropriate to the mode of operation, see annex 
A. Depending on the functional unlts selected, this current- 
W E  may or may not be subsequently modified using negotia- 
tion services. If the initial current-VTE is not a full-VTE, it is 
necessary to use the negotiation facility to establish afull-VTE 
before the Data Handling phase may be entered. 

The negotiation services do not modifythe current-WE unless 
the negotiation reaches a satisfactory conclusion. During an 
instance of negotiation, agreements on VTE-parameter values 
are recorded in a temporary W E  definition known as the 
draft-VTE. In the case of single interaction profile switch 
negotiation, a draft-WE only has a transitory existence. How- 
ever, for multiple interaction negotiation, the concept is more 
significant, i.e., the draft-VTE contains the new VTE as it is 
buili up over an extended time intetvai. 

10.1.1 Switch Profile Negotiation 

The single interaction Switch Profile Negotiation is provided 
by a single confirmed service, VT-SWITCH-PROFILE. This form 
of negotiation is similar to that provided in VT-ASSOCIATE and 
takes the form of a proposal made by one VT-user using a 
WE-profile and, where required, offered VTE-profile argu- 
ment values. The WE-profile chosen is not negotiable but 
offered WE-profile argument values may be adjusted by both 
the service provider and the accepting VT-user (in that order) 
to obtain an agreed set of WE-parameter values, but only 
within the range of freedom offered by the service initiator. 
Adjustment of VTE-parameter values by this service is con- 
strained to those parameters defined using VTE-profile argu- 
ments in the WE-profile specification. 

10.1.2 Multiple Interaction Negotiation 

Multiple Interaction Negotiation (MIN) is initiated and termi- 
nated by confirmed services thus ensuring the agreement of 
both the VT-users and the service provider to the proposed 
action. 

MIN is provided to enable the negotiation of a set of WE-par- 
ameter values comprising a full-VTE in a series of steps (the 
intermediate steps do not necessarily form a complete or 
consistent full-WE). 

MIN negotiation is supported by four services: 

a) INVITE: a VT-user invites the peer VT-user to propose 
values for VTE-parameters; 

b) OFFER: a VT-user proposes values or value ranges to 
the peer W-user; this may be in response to an INVITE or 
as a counter-offer to a previous OFFER; 

c) ACCEPT: a VT-user accepts ail or a subset of the VTE- 
parameter values proposed by the peer W-user in an 
OFFER; 

d) REJECT: a VT-user rejects WE-parameter values pro- 
posed by the peer VT-user in an OFFER. 

Using these services, independent sequences of MIN service 
primitives may be used to negotiate values for varying group- 
ings of WE-parameters. Valid MIN sequences and the rules 
for use of the MIN services are defined in 30.3. 

NOTE - The stages of a MIN negotiation may be independent or may 
depend on the results of earlier stages. 

When MIN is terminated, either 

- the draft-VTE replaces the original current-VTE and is 
available for use, or 

- the draft-VTE is discarded and the situation prior to the 
entry to MIN is restored; this may be with no full-VTE in 
existence. 

Definitions of service phases associated with MIN are given in 
clause 27. 

10.2 Negotiated Release functional unit 

The Negotiated Release functional unit enables a VT-user to 
reject a request by the peer VT-user to release a W-associ- 
ation and return to the phase of the VT service in effect before 
the release request. 

If this functional unit is not selected, a release request cannot 
be rejected. 

10.3 Urgent Data functional unit 

The Urgent Data functional unit provides a capability to allow 
a small amount of information to be conveyed from one 
VT-user to its peer in an urgent manner, possibly bypassing 
previous information exchanges. This functional unit is used 
to enhance support for the non-destructive interrupt facility, 
see7.7,20.1.4(note2) andB.16.2. 

10.4 Break functional unit 

The Break functional unit supports the destructive interrupt 
facility, see 7.7 and clause 34. 

10.5 Enhanced Access-rules functional unit 

The Enhanced Access-rules functional unit extends the ac- 
cess-rules available for control objects. In A-mode, the rule 
no-access is added. in S-mode, the rules WACI, WACA, WAVAR 
& WACI, WAVAR & WACA and no-access are added, see 
table 1. 

If this functional unit is not selected the current-WE cannot 
contain COS which use these additional values of CO-access. 

Table 1 lists the available access-rules in both modes of 
operation with and without this functional unit. 
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10.6 Structured Control Objects functional unit 

The Structured Control Objects functional unit allows a par- 
ametrically defined control object to have more than one data 
element where the category of each data element need not be 
identical. This functional unit allows independent updating of 
the individual data elements. It also allows a control object 
defined non-parametrically (either In this International Stand- 
ard or In a WE-profile or as a registered control object) to be 
partially updated in a way defined specifically for that control 
object. 

If this functional unit is not selected, the current-WE cannot 
contain control objects requiring the above capability. 

10.7 Blocks functional unit 

The Blocksfunctional unit provides block structuring capability 
for a display object in a WE. Actual use of the Capability is 
optional, being selected for a display object by a WE-par- 
ameter. 

If this functional unit is not selected the current-WE cannot 
contain display objects with this capability. 

10.8 Fields functional unit 

The Fields functional unit provides field structuring capability 
for a display object in a WE. Actual use of the Capability is 
optional, being selected for a display object by a WE-par- 
ameter. 

If this functional unit is not selected the current-WE cannot 
contain display objects with this capability. 

10.9 Reference Information Objects 
functional unit 

The Reference Information Objects functional unit allows this 
particular form of control object to be used in a WE. 

If this functional unit Is not selected, the current-WE cannot 
contain Reference Information Objects. 

11 VT Environment Profiles (VTE- 
prof i I es) 

A WE-profile is a set of WE-parameters with predefined 
values for some or all of these WE-parameters. A WE-profile 
can have a number of WE-profile arguments which are used 
to provide values for any WE-parameters in the WE-profile 
which are not given pre-defined values. 

Other options can be defined in the WE-profile as being 
subject to special WE-profile arguments, but a WE-profile 
definition cannot extend the provisions of this International 
Standard (e.g., new WE-parameters not in this International 
Standard cannot be defined in this way). 

In orderto construct afull-WEfrom such aWE-profile, explicit 
values must be negotiated for all WE-profile arguments (un- 
less the WE-profile itself defines a default value). 

WE-profiles are used to define control object and device 
object semantics. 

Two default WE-profiles are defined for this service. The 
default WE-profiles, one for S-mode and the other for A- 
mode, are defined in annex A together with a description of 
the notation used for defining VTE-profiles and WE-profile 
arguments. 

NOTES 

1 VTE-profiles provide an efficient method for defining the values of 
a number of VTE-parameters simultaneously. They also provide a 
means of promoting interoperability by registering well known VTE- 
profiles which have been designed for a particular purpose. 

2 IS0 9834-4 contains the registration procedures for the IS0 
Registration Authority for VTE-profiles. Widely applicable VTE- 
profiles will be registered and maintained by that Registration Auth- 
ority. The purpose of this reglstiy is to promote interoperability and 
provide ease of reference. 

Other WE-profiles may be definedfor usewith the WService. 
These WE-profiles may be registered with other registration 
authorities as appropriate fortheir level of visibility. In addition, 
private WE-profiles may be defined and used outside the 
scope of ISO. 

12 The W E  Model 
Clauses 12 to 24 inclusive define the W E  Model in terms of 
which the Virtual Terminal Service is defined. 

W-users communicate by means of a shared conceptual 
communication area (CCA) containing a number of abstract 
objects and object type definitions. Information exchange is 
modelled by one W-user updating the contents of the CCA 
and the changed state of the CCAthen being made accessible 
to the peer W-user. The VT-users update the CCA via the 
services provided by the service provider (see figure 2). 

The CCA, containing the abstract objects used for describing 
the W service, has no physical existence. 

VT-user D VT-user P 
I 

I 
I 

VT Service Provider 1 
Conceptual Communication Area 

Figure 2 - Service model 
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The CCA contains the following components: 

a) a CDS containing one or two display objects; 

b) a CSS containing zero or more control objects which may 
be used not only for device control but also for signalling and 
status information and for any other purposes agreed out- 
side the scope of the standard; 

c) an ACS which records which VT-user, if any, owns the 
WAVAR access-right; 

d) zero, one or more device objects each of which repre- 
sents a mapping between a display object and a real device 
and provides WE-parameters which enable some control 
over this mapping. A device object is linked to one display 
object and to one or more control objects; clause 16 de- 
scribes the concept in more detail; 

e) a DSD that contains the object type definitions for the 
display objects, device objects, control objects (see clauses 
13, 14 and 16) and other negotiated VTE-parameters which 
form the principal part of the current-VTE definition. 

Figure 3 illustrates these components of the CCA and their 
relationships (i.e., linking together) and also indicates how 
display objects and control objects can be mapped onto real 
devices via related device objects. 

The contents of the DSD are initialised to correspond to the 
current-WE at VT-association establishment time and may 
only be changed subsequently by negotiation. The contents 
of the remaining sub-areas are open to change when the 
VT-association is in existence and negotiation is not in pro- 
gress. 

NOTES 

1 The model described thus far is symmetrical. In actual use, 
however, the communication facilities provided by this model may be 
used in an asymmetrical manner. The method for assigning asymme- 
trical roles in practice uses the access-rules WACl and WACA, which 
are available in S-mode as well as A-mode when the Enhanced 
Access-rules functional unit is in use, see clauses 8 and 9. 

Assignment of one of these access-rules to a RIO (clause 15) or any 
control object (clause 20 and clause 14) can have implicit semantics 
relating to the ‘ownership’ or ‘location’ of the object. 

An asymmetry to the VT-users‘ view of the use of device objects can 
be assigned by means of the device-default-CO-access VTE-par- 
ameter (clause 23) but this asymmetry of device object use has no 
meaning to the VT service provider. 

2 Clauses 24 onwards define the communication facilities and the 
primitives which VT-users use to modify the CCA. This International 
Standard does not preclude local mechanisms or “macro” operations 
which combine primitives at a local interface. 

REAL DEVICE 

I - Object linking parameters - Information flow paths 

Control flow paths 

This is an example 
of an A-mode mapping 

Figure 3 - CCA components, linking and mapping 
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13 Display Objects 
This International Standard does not define the semantics 
associated with the structure of a Display Object (DO), nor the 
relationship between this structure and the real device. Such 
semantics, i.e., the meaning of the update operations which 
are performed on the display object structure, depends on the 
WE-profile used (see clause B.11). 

The Kernel functional unit of the Basic Class Virtual Terminai 
Service defines a basic structure for the display object. This 
basic structure is significantly extended if use of the Blocks or 
Fields functional units is selected for a particular DO, see 
13.1.2and 13.1.3. 

This ordering rule applies to the operations defined in 19.2. 

Blocks are deemed to be in use for a particular DO if VTE-par- 
ameter block-definition-capability is "yes" for that DO. Fields 
are deemed to be in use for a particular DO if WE-parameter 
~eld-definition-bil~ty is "yes" for that DO (see 18. l ) ,  

13.1 Structure 

A DO has the following components: 

a) a one, two or three dimensional character array of array 
elements, each capable of holding one character box 
graphic element from a repertoire of such elements (see 13.2 
and 18.2.4); 

b) a display pointer, see 13.1 . 1 . 1 ; 

c) a set of modal attribute values, see 13.1.1.2; 

d) a set of global attribute values, see 13.1.1.3; 

e) possibly, a logical pointer, see 13.1.4; 

9 possibly, sets of field modal attribute values, see 13.1 -3.2. 

13.1.1 Character array 

Each array dimension has a set of integer coordinate values 
l...n so that the lower bound is 1. An upper bound may be 
defined or the array dimension may be declared unbounded 
(no limit to the value of n). There are no restrictions on 
combinations of bounded and unbounded dimensions. 

The dimensions are named X, Y, and Z. X is the lowest order 
dimension. A set of array elements identified by a contiguous 
set of x-coordinate values 1 ... n (where n is the bound of X if X 
is bounded) at a particular value of y is known as an X-array. 
Y is the next higher order dimension. A set of contiguous 
y-coordinate values l...n (where n is the bound of Y if Y is 
bounded) at a particular value of z identifles a set of X-arrays 
known as a Y-array. Z is the highest order dimension. A set 
of contiguous z-coordinate values 1 ... n (where n is the bound 
of Z if 2 is bounded) identifles a set of Y-arrays known as the 
2 array (see also clause B. 11). 

The dimensions determine the ordering of all the addresses of 
the display object in that address (x,y,z) is less than (precedes) 
(x',y',z') precisely if 

dthlxzcz' 
pc z = z '  md y c y '  
pc z=z '  y=y '  md X<X'. 

13.1.1.1 Display Pointer 

The display pointer is either a primitive display pointer or an 
extended display pointer. The primitive version applies when 
blocks are not in use. The extended version applies when 
blocks are in use. The primitive display pointer consists of 
a set of (one, two or three) coordinate values which identifies 
a particular array element or can identify a position immedi- 
ately after a bounded X-array where there is no array element 
(see 19.1 .la 1)- The extended display pointer consists of a 
set of coordinate values (p,q, b,z), where q and z are only used 
if the y and z dimensions respectively are defined. it (usuaiiy) 
identifies an array element, as defined in 13.1.2. The initiai 
value for either pointer when a VTE is first brought into use 
(initialized) is 1 for ail applicable coordinate values. 

13.1.1.2 Modal Attributes 

The set of modal attributes consists of a value for each of the 
secondary attributes (see 13.2). Each value is either "null" or 
is an explicit value for the attribute from the set of values 
negotiated for this attribute. These values are used as defined 
in 19.2. The initiai values, when a W E  is first brought into use 
(initialized), are "null" for ail attributes. 

13.1 .1.3 Global Attrlbutes 

The set of global attributes consists of a value for each of the 
secondary attributes (see 13.2) except character repertoire. 
Each value is either "nuil" or is an explicit value for the attribute 
from the set of values negotiated for this attribute. These 
values are used as defined in 19.2. The initiai values when a 
VTE is first brought into use (initialized) are "nuil" for ail 
attributes. 

13.1.2 Block definition 

A block is a rectangular sub-area of a Y-array specific to that 
Y-array. it has an origin designated by an (x,y) coordinate 
value and a width in X and a depth in Y denoted as Dx, Dy 
respectively, Any edge of a block can coincide with any edge 
of the Y-array but cannot go outside the bounds of X and Y. 
Dx and Dy must be positive and non-zero. When the biock-de- 
finition-capability is used, the X dimension and, if defined, the 
Y dimension must be bounded. 

if the Y-dimension is not defined for the display object, the 
Y-array and ail blocks are implicitly one X-array deep, and ail 
references to Y dimension must be amended accordingly. 

A block establishes an addressing sub-domain of the Y-array 
which contains some subset of the array elements of the 
Y-array. Within the block the contained array elements are 
addressed using p and q coordinate values which are inter- 
preted as relative to the origin of the block. The p and q 
coordinates are subject to the addressing constraints nego- 
tiated for the X and Y dimensions respectively of the unstruc- 
tured DO. 

The subset of an X-array which is contained within a block is 
termed an X-subarray or P-array. 
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b2atzl 

A number of blocks can be defined in each Y-array. The 
maximum number is a negotiable parameter of the DO and 
can be unbounded. The block structure on a Y-array is inde- 
pendent of that on any other Y-array. The blocks of a Y-array 
are addressed by a pseudo-dimension known as the B dimen- 
sion, with b used to denote the coordinate value. 

Figure 4 illustrates the block concept. 

The address of a block is a value (b,z), the address of a 
X-subarray (P-array) in a block is (q,b,z) and of an array 
element within a block is (p,q, b,z), where q and z are used only 
if Y and Z dimensions respectively are defined. The address 
(p,q,b,z) identifies the array element (x,y,z) where 

x = x o  t p - 1 
y = Y0 + q - 1 

and (Xo,Yo) is the origin of the block (b,z). 

Extended addresses, i.e., including the block coordinate, are 
ordered by an extension of the ordering algorithm in 13.1.1. 
Address (p,q,b,z) is less than (precedes) (p’,q’,b,z’) precisely a if 

allharzcz’ 
PI Z = Z ’  ânr;r b c b ’  
pc Z=Z’ ând b=b’  ânr;r y c y ’  
p~ Z = Z ’  b = b  ând y=y ’  x<x’. 

Blocks can overlap. Thus, an array element of the Y-array can 
be addressed and updated by more than one block addressing 
mechanism, but has single values for primary and secondary 
attributes. See also 13.1 -3. 

If blocks are in use for a DO, extended addressing always 
applies and an array element cannot be addressed (or up- 
dated) using extended addressing unless it is contained within 
at least one block. See also 13.1.4 and 19.3. 

. 

Operations are defined in 19.1.2 and 19.2.1.5for creating and 
deleting blocks and for other update operations using blocks. 

z = z l  

Y 
dimensior 

v 

X dimension 

NOTES 

1 The creation or deletion of one or more blocks does not affect the 
content of any array element which is always that resulting from the 
latest update made by any mechanism, see 19.2.1.5. 

2 In contrast to fields, see 13.1.3, no explicit storage is included in 
the model for block definition information. 

13.1.3 Field definition 

A field is a logical sub-area of a Y-array; it is an addressing 
domain with one-dimensional addressing which is inde- 
pendent of the actual form of the field in terms of its structure 
on the underlying display object. When the field-definition-ca- 
pability is used, the X dimension and, if defined, the Y dimen- 
sion must be bounded. Additional attribute capabilities are 
available with fields. 

A single field is constructed of a sequence of one or more 
non-overlapping rectangular sub-areas of a particular Y-array 
known as field-elements; these are defined in a similar way to 
blocks but are formally distinct from blocks (they do not appear 
on the B dimension for the Y-array). The logical ordering of the 
field-elements is determined by the field definition not the 
position on the Y-array. See also 13.1 -3.1. 

A field can be of any shape within the bounds of the Y-array 
but may not overlap another field. A field may overlap one or 
more blocks. Thus an array element of the Y-array can be 
addressed and updated by one field and by one or more block 
addressing mechanisms, but has single values for primary and 
secondary attributes. 

A number of fields can be created on ay-array. The maximum 
number is a negotiable parameter for the DO and can be 
unbounded. The field structure on a Y-array is independent of 
that on any other Y-array. The fields of a Y-array are ad- 
dressed by a pseudo-dimension known as the F dimension, 
with f used to denote the coordinate value. Each value off can 
potentially address one complete fieid, however many field- 

Y array 
at zl 

7 7  Dx 

bm at zl 

otigin 
of block 

bl  atzl  

Figure 4 - Illustration of Block concept 

6 dimension 
for Y-array 

at zl 

b-bound 
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elements It contains (but at any particular time the field may 
be "non-extant", see 20.3.3.5). 

The 'logical' addressing of array elements within a field is 
denoted by the pseudo-dimension K with k used to denote a 
coordinate value on this. See also 13.1.3.1, 

Figure 5 llustrates the field concept. 

Fields are addressed using the logical pointer, see 13.1.4. The 
address of a field is a value (f,z) and the address of an array 
element within a field is (k,f,z), where z is used only if the Z 
dimension is defined. The relative k coordinate Is interpreted 
such that value 1 (the minimum) addresses the origin position 
of the first field-element of the field in the field definition. The 
maximum value for k is the total number of array elements 
contained in all the field-elements in the fieid. (A field cannot 
be "unbounded".) 

NOTE 1 -The z coordinate of the logical pointer is independent of the 
display pointer for the underlying display object. Thus, when switching 
between logicaladdressing and either block addressing or addressing 
the underlying display object, the values of the respective pointers are 
preserved. 

Logical addresses are ordered as follows: address (k,f,z) is 
less than (precedes) (k',f ,z') precisely if 

I 

X dimension 
z=z1 

14 

aWlarzcz' 
pc z = z '  ând f < f '  
pc Z = Z '  ând f = f '  ând kck'.  

NOTE 2- The presenceof explicit navigation path links, see 20.3.3.4, 
has no effect on the ordering as defined by the above algorithm and 
as used by operations which refer to this ordering. 

The relationship between the k coordinate values and the (x,y) 
coordinates of the array elements contained in a fieid is 
defined in 13.1.3.1. 

Field definitions are held in a FDCO associated with the DO, 
see 14.2 and 20.3.3. Fields are Created, Modified or Deleted 
by update operations on the FDCO, see 20.3.3.5. A particular 
(z,9 value may or may not have an associated defined fieid at 
any particular time. 

Operations are defined in clause 19 for update operations 
using fields. 

In addition to the normal access control applied by the display 0 
object access-rule, further rules for the control of updates by 
the terminal VT-user can be applied using the FEICO and 
FEPCO types of control object, see 19.3 and clause 20. 

Y array 
at zl 

I 
c 1 

increasing k - 

I L 

- 1  
I 
I 
I 

\ ) 1 ---E fieidfp 
at zl 

ogical K addressing between I 
slements (by increase or 
jecrease of k) 

bound 
of k 

~~~ 

Figure 5 - Illustration of Field concept 
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When field-definition-capability is selected for a DO, update 
access to the DO other than by the logical pointer (13.1.4) is 
subject to the VTE-parameter access-outside-fieelds (1 8.2.2); 
see also 19.3. 

13.1.3.1 Logical addressing by K dimension 

The following defines the structure of a field and defines the 
relationship of the logical addressing of the contained array 
elements by the K dimension to the (x,y) coordinates on the 
underlying Y-array (display pointer addressing). 

The field-elements of a field are similar in shape to blocks, 
having a width in the X-dimension and a depth in the Y-dimen- 
sion, see 13.1.3. For the purpose only of defining the K-dimen- 
sion, a pseudo-dimension referred to as the S-dimension is 
introduced. The field-elements are arranged on this in the 
order in which they are defined in the field extent in the FDR 
(20.3.3.3), and are considered to have S coordinate values 
from 1 to some value Sm determined by the number of field- 
elements (may be 1). S coordinatevalues do not appear in any 
pointer and no means of explicitly changing s coordinate value 
is provided. 

The K-dimension in effect links through all the field-elements 
of one field in increasing S coordinate value. Thus, k=l corre- 
sponds to (1,l ,s=l) and increasing k values move along the 
first x-subarray to its bound (Xm,l ,s=l). Unless this is the last 
X-subarray in the field-element, an automatic next-x-subarr- 
ray operation, to (1 ,y:=ytl,s=l), occurs. Decreasing k values 
will causethe reverse move. At the bound (Xm,ym,S) of the last 
x-subarray in a field-element (not being the last field-element 
of the field), an automatic 'next-field-element' operation oc- 
curs, i.e., to (l,l,s:=stl). Decreasing kvalues move from the 
origin (1 ,l,s) of one field-element (not being the first) with an 
automatic 'previous-field-element'operation to (Xm,ym,S:=S-l), 
i.e., to the maximum values of x and y. The bound of K is when 
x and y reach their maximum values in the last field-element 
Sm. See also 8.1 8.2. 

13.1.3.2 Modal Attributes for Fields 

When field-definition-capability is selected for a DO, there is a 
capability for associating with each field a set of secondary 
attribute values known as the field modal attributes, Each 
set consists of avaluefor each of the secondary attributes (see 
13.2). Each value is either "null" or is an explicit value from the 
set of values negotiated for this attribute. These field modal 
attribute values are set or used by certain operations on fields 
as defined in clause 19. 

NOTE - Although field modal attributes are not formally part of the 
FDRS which otherwise define the fields, it is implicit that a set of field 
modal attributes can be stored for eveiy FDR which can be in an 
'active" or 'inactive" state, see 20.3.3. 

13.1.3.3 Logical Pointer 

When fields are in use for a DO, an additional form of pointer 
is brought into use, the logical pointer. This has the form 
(k,f,z) where z is present only if Z dimension is defined. The 
initial value for the pointer when a VTE is first brought into use 
(initialized) is 1 for all applicable coordinate values. 

The display pointer (in primitive or extended form) and logical 
pointer are independent of each other and a change to one 
does not affect the value of the components of the other. Thus, 
when changing between logical addressing and either block 
addressing or addressing the underlying display object, the 
values of the respective pointers are preserved. 

NOTES 

1 When fields are in use for a DO, an array element which is not in 
the address domain of any field (when mapped onto underlying 
physical coordinates) cannot be addressed by the logical pointer and 
thus cannot be updated by any logical operation. 

2 An array element for which the condition in note 1 above is satisfied 
and which is not within a block cannot be addressed or updated. 

13.2 Attributes 

At any given time, an array element is either empty (Le., it has 
no primary attribute value currently assigned to it) or it contains 
a primary attribute value selecting a character-box graphic 
element from a repertoire of such elements. 

Each array element also has a number of secondary 
attributes: 
- character-repertoire; 
- font; 
- emphasis; 
- foreground-colour; 
- background-colour. 

The last four are referred to as the rendition attributes. 

Each rendition attribute is independent of other rendition at- 
tributes and can have multiplevalues negotiated for its use. 

The rendition attribute font is subservient to character-reper- 
toire in that a separate set of font values for each repertoire 
can be negotiated with semantics specific to that repertoire. 

The rendition attribute emphasis may have asubstructure; the 
individual subattributes may be individually updatable. 

If the primary attribute in an array element has a value as- 
signed, then all secondary attributes necessarily have values 
assigned. If the primary attribute has no value assigned, each 
rendition attribute may or may not have a value, inde- 
pendently, and the character-repertoire secondary attribute 
has no value assigned. 

Each array element, with its content of primary and secondary 
attributes, is self-contained and completely independent of all 
other array elements. 

NOTES 

1 The interpretation of any empty array element and the effect of 
any rendition attribute values, and in particular its physical repre- 
sentation on any real device, e.g. a display or printer, are not defined 
in this International Standard. 

2 This International Standard does not further define the form of the 
emphasis attribute or whether any component subattributes are indi- 
vidually updatable. It includes VTE-parameters to enable a VTE- 
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profile to define a farm for this attribute and provide profiie arguments 
far precise assignment in a VTE see 18.2.6 and clause 23. 

3 The additional facilities described in 13.1 do not alter the property 
that each array element of the display object has a single value for the 
primary attribute and each secondary attribute independently of the 
values in any other array elements (this value may be undefined). 
They do provide additional ways in which these values can be set. 

14 Control objects 

Control objects (COS) enable VT-users to handle control infor- 
mation related to virtual terminal functions and to real devices. 
This International Standard defines WE-parameters deter- 
mining the syntax of control objects, that is, their range of 
values and permitted update operations, see 20.1, 

The semantics of a control object, i.e., the interpretation of 
update operations in relation to real devices, is determined by 
the CO-type-identifier WE-parameter, see 20.1.1. This spe- 
cifies the semantics of the CO as being defined by one of the 
following: 

a) within this international Standard; 

b) in a WE-profile; 

c) as part of a registered control object; 

d) by means known to both VT-users outside the scope of 
this international Standard. 

When a W-association is established, the control objects 
defined in the WE-profile selected are the control objects 
available in the initiai WE. Subsequent negotiation may 

e) replace the curreyt W E  (thus making a new set of control 
objects, as defined in the new WE-profile, available), 

9 add new control dbjects to the current WE, 
or 

g) alter the characteristics of existing control objects. 

A default control object is implicitly defined when each device 
object is defined. This default control object contains eight 
booieans and may be defined as having a trigger mechanism, 
see clauses 16 and B.4. 

Each control object is assigned an unambiguous name within 
the scope of the WE. This name is used to Identify the control 
object when Its information field is to be updated or its WE- 
parameters are to be negotiated. A default control object is 
referenced using the name of the device object with which it 
is associated. 

A control object may be linked to a device object (see clauses 
16 and 23). 

14.1 CO structure facilities and related 
restrictions 

14.1.1 Access-rules 

A control object has an access-ruiedetermining which W-user 
may update it and when, see clause 9. The Enhanced Access- 
rules functional unit determines the available set of access- 
rules which can be assigned to control objects as defined in 
table 1. 

A control object also has an update priority, see 24.5. The 
Enhanced Access-rules functional unit determines the values 
of WE-parameter CO-priority which can be assigned, see 
20.1.4 and table 1 O. 

if the CO-priorityvalue is "normal", the control object may also 
have the "trigger" characteristic. An update to a CO with the 
trigger characteristic causes delivery of queued updates and 
(in S-mode) transfers the WAVAR access-right to the peer 
W-user. 

14.1.2 CO information structure 

The Structured Control Objects functional unit determines the 
capability available for defining structure in the information 
content of a CO. 

In general, the structure of the information field of a control 
object may be defined either in terms of WE-parameters or 
by reference to a separate definition which then accompanies 
the definition of the information field semantics. This separate 
definition can be contained within this International Standard 
or can be external to it, for example, in an international register. 

When the information structure is defined parametricaily it 
comprises a number of data elements; the number and the 
type and size of each data element are WE-parameter values 
and thus can be changed by negotiation. Data elements thus 
defined may be individually updated without simultaneously 
updating other data elements of the same object. 

The number of data elements can exceed one only if the 
Structured Control Objects functional unit is selected for the 
W-association. 

a 

When the information structure is not defined parametricaliy a 
changes to the elements of the structure cannot be negotiated; 
the structure definition may allow individual updating of ele- 
ments. The information structure of the CO must be defined 
parametricaily if the Structured Control Objects functional unit 
is not selected. 

14.2 Standard control objects for fields and 
controlled data entry 

This International Standard defines a number of standard 
types of control object which are used with the Fields functional 
unit. These are listed below with a brief overview of their use. 
Use of these COS also requires the Structured Control Objects 
functional unit to be selected, see clause 1 O. Clause 20 defines 
the WE-parameters for these control objects and givesfurther 
details of their use. Annex B givesfurther explanatory material. 

Two functional units are relevant to general control object 
capabilities, the Enhanced Access-rules functional unit and 
the Structured Control Objects functional unit. 

16 
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FDCO. FDRs can also link to records in FEICO and FEPCO, 
see below, to apply conditionsfor controlled dataentrytothe 
fields. The access-rule for the FDCO determines the role-as- 
signment, if any, known to the service, see clause 12; 

b) Field Entry Instructions Control Object FEICO: op- 
tional, but useful only if a FDCO is present, see a); contains 
Field Entry Instructions (FEIs) which can be linked to a field 
by the FDR of the field; 

c) Field Entry Pilots Control Object FEPCO: mandatory 
if a FEICO is present, see b), otherwise optional, but useful 
only if a FDCO is present, see a); contains data entry pilots 
each consisting of a Field Entry Event (FEE), Field Entry 
Conditions (FECs) and asequence of Field Entry Reactions 
(FERS) and which can be linked to a field by the FDR of the 
field; 

d) Context Control Object CCO: optional but useful only 
if a FDCO is present, see a) ; It enables an initial starting point 
for data entry to be indicated and similarly the point at which 
termination of data entry occurred, with the reason for termi- 
nation (if a FEPCO is in use); 

e) Transmission Policy Control Object TPCO: optional 
but useful only if a FDCO is present, see a); contains general 
instructions relating to the notification of field updates which 
are used as the default for all fields but which for any field 
can be over-ridden by its FDR. 

For a display object for which field-definition-capability is se- 
lected, exactly one FDCO must be defined, at most one CCO 
and TPCO can be defined, and one or more FElCOs and 
FEPCOs can be defined; FEPCOs are not directly associated 
with FElCOs but at east one FEPCO must be present if any 
FElCOs are present. The various COS for a display object 
should be linked to it as recommended in 23.4; 6.18.14 
illustrates this. B. 18.4 and B. 18.5 give further explanation of 
the use of data entry COS. 

14.3 Standard control object for dynamic 
termination conditions 

This International Standard defines a standard type of CO, the 
Termination Conditions Control Object TCCO, which can 
hold dynamic termination conditions. it is available in either 
mode of operation. Its use requires the Structured Control 
Objects functional unit to be selected. A number of instances 
of the type can be used in a VTE, each with a WE-unique 
CO-name value. The termination conditions in such a CO can 
be updated at any time when a VT-user has update access to 
it. If one or more device objects link to such a CO then all the 
termination WE-parameters in these device objects become 
ineffective. However, the TCCO is overridden for a device 
object if that device object is linked to a FDCO, see 14.2 and 
23.4. See clause 20 for further definition. 

14.4 Standard control object for notifying 
termination 

This International Standard defines astandard type of CO, the 
Termination Control Object TCO, which is used to notify the 
Application VT-user of the reason input was terminated and 
made available bytheTerminalVT-user. It is available in either 
mode of operation and does not require the Structured Control 

Objects functional unit. It may be used in conjunction with 
termination events specified in eitherthe termination VTE-par- 
ameters in a device object or termination events specified in 
a TCCO. See clause 20 for further definition. 

14.5 Standard control object for echo control 

This International Standard defines a standard type of control 
object, the Echo Control Object ECO, which may be used 
in A-mode to notify the remote VT-user whether echoing is on 
or off (echoing is the responsibility of theTerminai VT-user and 
this control object only provides an indication of whether the 
Application VT-user wants the Terminal VT-user to echo or 
not). This control object does not require the Structured Con- 

bjectsfunctional unit. See clause 2Ofor further definition. 
&Il7 
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eference Information Objects 

A Reference Information Object (RIO) is a specific type of 
structured control object which contains object update infor- 
mation for reference while a VTE is in use. The nature of this 
CO type is defined in this clause. Later clauses define the 
VTE-parameter values for this object type and operations on 
such objects; these are an extension to the set of operations 
defined for other COS defined in this International Standard, 
see clause 1 O. 

15.1 Structure 

A RIO is a container for update information that may be 
referenced during VT operation. It is structured into a number 
of smaller accessible units called RIO-records, each designed 
to contain an independently addressable element of such 
information. 

A RIO-record may contain any valid content for a VT-DATA 
request, i.e., an arbitrary sequence of updates to display 
objects and control objects (including RIO updates) and ex- 
ecute- or call- record operations (see 22.4.1 and 22.4.2) on 
thesame or adifferent RIO; nesting is permitted but loopsmust 
not occur. A Rio-record can exist but be empty. 

A RIO has an access-rule which is agreed as part of the 
definition of a RIO in a WE. It conforms to the general 
provisions for control objects. 

15.2 Generation and use of RIOS 

One or more RIOS can be included in a VTE only if the 
Reference Information Objects functional unit is selected. This 
functional unit is independent of any other VT functional unit. 

WE-parameters to define a RIO in aVTE are defined in clause 
21. They conform to the general CO VTE-parameters in clause 
20. 

The initial content of a RIO can be defined in a Profile, called 
into a profile from a register of predefined RIOS, possibly by a 
profile argument, or can be called directly from the register into 
a W E  during negotiation. Initial content of a RIO derived in 
this way is implicit in its definition and cannot be negotiated. 
The initial content can be empty. 
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/ The initial contents of a RIO can be modified or new contents 
added (using VT-DATA) only if an access-rule other than no- 
access is assigned to the RIO; the definition of the RIO may 
forbid or restrict such an assignment. 

Operations to update a RIO and to make use of its contents 
are defined In clause 22; these are extensions to the update 
operation as defined for other control objects. 

16 Device objects 

Device objects provide W-users with a mechanism for spec- 
ifying certain real device related characteristics to aid in map- 
ping information eontained in display objects to/from real 
devices. Device objects also serve to relate devices to display 
objects and any control objects which may have been selected 
as part of a W E  (see clause 14) to assist in the operation of 
the device. 

Device objects are selected in the initial W E  when estab- 
lishing a W-association when they exist in the selected WE- 
profile. 

Subsequent negotiation may cause a different set of device 
objects to be selected if a new WE-profile is used. Negotiation 
may also define new device objects using WE-parameters 
(see clause 23) or alter the characteristics of existing ones. 

A device object has a single name which is unambiguous 
within the scope of the WE. 

Device objects are not updated directly using the Data Trans- 
fer facility. The WE-parameters of a device object are in- 
tended to influence the mapping between a display object and 
a real device. 

A default control object is associated with each device object. 
This control object does not use the normal control object 
WE-parameters (clause 20) but has pre-defined charac- 
teristics and certain specific WE-parameters in the device 
object (see clause 23). For update purposes, this control 
object is referenced by the name of the device object. 

17 VTE Parameters and directed graph 

17.1 Directed graph of WE-parameters 

The WE-parameters are structured as a directed graph as 
specified in figures 6 and 7. These figures also indicate those 
WE-parameters which may have multiple occurrences. 

For explanatory purposes, some sub-trees of the graph are 
shown with a "root" for which there is no actual parameter 
defined in this International Standard. These "phantom" roots 
are indicated by [...I and, of course, cannot be given values. 

The individual parameters of the directed graph are defined in 
clauses 18, 20, 23 and 24 except for mode, class and func- 
tional units which are not WE-parameters but are service 
parameters of the W-ASSOCIATE service, i.e., VT-mode, 
VT-class and VT-functional-units respectively, (see 28.1.3). 

NOTE - The directed graph does not show the dependency of certain 
VTE-parameters on VT functional units. 

17.2 VTE consistency rules 

A full-VTE is required to have values for VTE-parameters as 
foilows: 

a) a value for any WE-parameter whose existence is im- 
plied by a "parent" WE-parameter at a higher node in the 
graph or as defined in this International Standard; this value 
may be supplied as a default if one is defined; 

b) values for multiple occurrence VTE-parameters whose 
existence is implied by a "parent" WE-parameter at a higher 
node in the graph or as defined in this International Standard; 
a value may be supplied as a default if one is defined; 

c) excluding values for WE-parameters whose non-exist- 
ence is implied by the value of a parameter at a higher order 
node in the graph or as defined in this international Standard. 0 
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see figure 7 

Co-name 
Co-type-identifier 
Co-access 
Co-priority 
co-trigger 
Co-st ru ct u re 

- - [device-objects] 

type-of- 

-control 
- -delivery- 

NOTES 

1 The notation below indicates that theVTE- 
parameter may have multiple Oocurremes. 

2 The notation [. . .] is used to indicate 
nodes in the graph which are part of a VTE 
definition but are not VTE-parameters, see 
17.1. 

3 The notation {. . .} is used to indicate 
parameters which are service parameters not 
VTE-parameters, see 17.1. 

I Co-element-id 
Co-category 

L_ co-repertoire- 
M G t m e n t 1 - t -  -assignment 

L- co-size 

Figure 6 - Directed graph of WE-parameters - part 1 
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