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Steel tubes — Continuous character marking
and colour coding for material identification

Tubes et éléments tubulaires en acier — Marquage par caractéres et couleurs
codifiées pour identification des matériaux

mnllll“lM

2

Reference number
D &€ fithiéfts

Document Sharing Hub

mmllm...,"“
m““"""u..,"””

Full document details: ISO 9095-1990


http://www.avadocuments.com/doc/iso-9095-1990
http://www.avadocuments.com/doc/iso-9095-1990

ISO 9095 : 1990 (E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the work. 1SO
collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the ISO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard 1SO 9095 was prepared by Technical Committee 1SO/TC 5,
Ferrous metal pipes and metallic fittings.

Annex A of this International Standard is for information only.
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Introduction

This International Standard has been prepared to provide an additional identification
system for use on steel pipe materials employed in the manufacture of piping systems
where continuous marking along the entire length of the tube is a special requirement
(as an alternative to the normal practice of marking at one end of the tube or on a label
attached to the tube).

It requires that all tubes be continuously and clearly marked with the details required by
the relevant product standard. A simple colour code, in the form of a stripe, is also
used to identify different groups of materials. The colour coding can also be used to
mark fittings and components. The material groups have been chosen to minimize the
probability of failure if, by error, a different material within the same group were used
instead of the specified material. The groups are defined according to their nominal
chemical composition or specified mechanical properties.

The marking of materials during manufacture as specified in this International Standard
does not affect in any way the use of colour coding for the identification of the con-
tents of piping systems in service. Where confusion might occur, the user shouid en-
sure that the colour marking applied in accordance with this International Standard is
obliterated after final inspection of the installation.

This International Standard forms a proposal to unify the different systems of con-
tinuous marking practised throughout the world.
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