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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to 
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see 
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 107, Metallic and other inorganic coatings, 
in collaboration with the European Committee for Standardization (CEN) Technical Committee CEN/
TC 262, Metallic and other inorganic coatings, in accordance with the Agreement on technical cooperation 
between ISO and CEN (Vienna Agreement).

This second edition cancels and replaces the first edition (ISO 9220:1988), which has been technically 
revised.

The main changes are as follows:

—	 addition of two further calibration methods in 5.2, 8.2, and 8.3;

—	 deletion of technically outdated content concerning instability of SEMs and analogue photos or 
concerning the operation of SEMs [removal of old Subclauses 6.11, 6.12, 6.13, 8.4, 9.2.1, 9.2.2, 9.3, 
A.2.3, A.3.2, A.3.3, A.3.4, and A.3.7; revision of item e) in Clause 12];

—	 discussion of influences of imaging parameters on measurement uncertainty (new 6.11);

—	 revision of Clause 10 and addition of Annex B with precision data from round robin tests;

—	 revision of Annex A to (re-) align it with ISO 1463:2021;

—	 adding a bibliography with informative references.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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INTERNATIONAL STANDARD ISO 9220:2022(E)

Metallic coatings — Measurement of coating thickness — 
Scanning electron microscope method

1	 Scope

This document specifies a destructive method for the measurement of the local thickness of metallic 
and other inorganic coatings by examination of cross-sections with a scanning electron microscope 
(SEM). The method is applicable for thicknesses up to several millimetres, but for such thick coatings it 
is usually more practical to use a light microscope (see ISO 1463). The lower thickness limit depends on 
the achieved measurement uncertainty (see Clause 10).

NOTE	 The method can also be used for organic layers when they are neither damaged by the preparation of 
the cross-section nor by the electron beam during imaging.

2	 Normative references

There are no normative references in this document.

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1
local thickness
mean of the thickness measurements, of which a specified number is made within a reference area

[SOURCE: ISO 2064:1996, 3.4]

4	 Principle

A test specimen is cut, ground, and polished from a cross-section of the coating for materialographic 
examination by a scanning electron microscope. The measurement is made on the digital image 
generated by the SEM using either the tools of the SEM’s operating software or by importing the image 
file together with its calibration data into an image processing software and using that software’s tools.

5	 Instrumentation

5.1	 Scanning electron microscope

Suitable instruments are available commercially.

5.2	 Tools to calibrate the length measurement function of the SEM software

Suitable tools are required for the calibration of the length measurement function of the SEM’s 
software, e.g. a stage micrometre, or a graticule, or a piece from a silicon wafer with a regular pattern 
of (cylindrical) metallic bumps with a certified distance of the cylinder axes, or spherical polymer 
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particles of certified diameter in the range of a few tenths of a micrometre to a few micrometres can be 
used, all of which are commercially available. They should have an uncertainty of less than 5 %.

6	 Factors influencing the measurement results

6.1	 Surface roughness

If the coating or its substrate is rough relative to the coating thickness, one or both of the interfaces of 
the coating cross-section can be too irregular to permit accurate measurement of the average thickness 
in the field of view. In this case, it can be helpful to use software solutions, which can identify the 
boundary lines of the coating and either determine its area and divide it by the image width or place 
automatically, for example, 100 measurement lines in order to calculate an average coating thickness.

6.2	 Taper of cross-section

If the plane of the cross-section is not perpendicular to the plane of the coating, the measured thickness 
will be greater than the true thickness. For example, an inclination of 10° to the perpendicular will 
contribute a 1,5 % error.

NOTE	 This source of error is also known as cosine error in the small-angle approximation.

6.3	 Specimen tilt

Any tilt of the specimen (plane of cross-section) with respect to the SEM beam can result in an 
inaccurate measurement.

NOTE 1	 If the tilt of the test specimen is different from that used for calibration, inaccuracies can result.

NOTE 2	 This source of error is also known as cosine error in the small-angle approximation.

6.4	 Coating deformation

Detrimental deformation of the coating can be caused by excessive temperature or pressure during the 
mounting and preparation of cross-sections of soft coatings or coatings that melt at low temperatures, 
and by excessive abrasion of brittle materials during preparation of cross-sections.

6.5	 Rounding of edges of the coating

If the edge of the coating cross-section is rounded, i.e. if the coating cross-section is not completely flat 
up to its edges, the observed thickness can differ from the true thickness. Edge rounding can be caused 
by improper mounting, grinding, polishing, or etching (see 6.6 and A.2).

6.6	 Plating a protection layer

Overplating of the test specimen, i.e. plating a protection layer onto the test specimen, serves to protect 
the coating edges during preparation of cross-sections and thus to prevent an inaccurate measurement. 
Removal of the coating material during surface preparation for overplating can cause a low thickness 
measurement.

6.7	 Etching

Optimum etching will produce a clearly defined and narrow dark line at the interface between the two 
materials. A wide or poorly defined line can result in an inaccurate measurement.

NOTE	 Etching is usually applied for the microscopic method (see ISO 1463) and can be useful for relatively 
thick coatings in the SEM, too, especially when individual layers from the same material need to be distinguished 
and there is no or too weak material contrast in the back scattered electron image (see 6.9). For (very) thin 
coatings, etching has often a negative effect on the measurement uncertainty.
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