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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any
patent rights identified during the development of the document will be in the Introduction and/or on
the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT), see the following URL: Foreword — Supplementary information.

The committee responsible for this document is ISO/TC 43, Acoustics, Subcommittee SC 1, Noise.

This second edition cancelsand replaces the first edition (IS0 9295:1988), which has been technically revised.
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Introduction

Some machinery and equipment emit high-frequency noise which might be broad-band noise (e.g. paper
noise of high-speed printing) or narrow-band noise and discrete tones (e.g. noise of switching power
supplies and video display units or medical devices).

This International Standard specifies methods for the determination of the sound power levels in the
frequency range covered by the octave band centred at 16 kHz. The measured levels are not frequency-
weighted. The principal objective of this International Standard is to prescribe methods for determining
the sound power levels and frequencies of tones which are contained within the 16 kHz octave band.
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Acoustics — Determination of high-frequency sound power
levels emitted by machinery and equipment

1 Scope

This International Standard specifies four methods for the determination of the sound power levels
of high-frequency noise emitted by machinery and equipment in the frequency range covered by the
octave band centred at 16 kHz, which includes frequencies between 11,2 kHz and 22,4 kHz. They are
complementary to the methods described in ISO 3741 and ISO 3744. The first three methods are based on
the reverberation test room technique. The fourth method makes use of a free field over a reflecting plane.

The test conditions which prescribe the installation and operation of the equipment are those specified
in ISO 3741 or ISO 3744 as applicable.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 3741, Acoustics — Determination of sound power levels and sound energy levels of noise sources using
sound pressure — Precision methods for reverberation test rooms

ISO 3744, Acoustics — Determination of sound power levels and sound energy levels of noise sources using
sound pressure — Engineering methods for an essentially free field over a reflecting plane

ISO 6926, Acoustics — Requirements for the performance and calibration of reference sound sources used
for the determination of sound power levels

[SO 9613-1, Acoustics — Attenuation of sound during propagation outdoors — Part 1: Calculation of the
absorption of sound by the atmosphere

3 Terms and definitions

For the purpose of this document, the terms and definitions given in ISO 3741 and 1SO 3744 apply.

4 Conformity requirements

A method for the measurement of high-frequency noise is in conformance with this International
Standard if it satisfies all the mandatory requirements of one of the four methods described herein
specified in Clauses 6 to 9, and if the information recorded and reported is as specified in Clauses 12 and
13, respectively.

5 Requirements for measurements in a reverberation test room

5.1 General

This International Standard describes three methods using the reverberation test room technique of
[SO 3741. The first and the second methods are usually called “direct methods” because they use directly
measured or calculated reverberation times. The third method is a so-called “comparison method”.
A calibrated reference sound source is used from which the sound power levels of the equipment are

determined by comparison. Documents
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All three methods require a determination of the mean time-averaged sound pressure level in the
reverberant field.

As instrumentation and basic measurement techniques are the same for all three methods, they are
summarized in 5.3 to 5.7. Additional requirements specific to each method are given separately. For
additional requirements on instrumentation, see ISO 3741.

5.2 Meteorological conditions

The air absorption in the reverberation test room varies with temperature and humidity, particularly
at frequencies above 1 000 Hz. The temperature, 6, in degrees Celsius (°C) and the relative humidity, hy,
expressed as a percentage, shall be controlled during the sound pressure level measurements.

The product, hy x (6 + 5 °C), shall not vary by more than +10 % during the measurements.

For equipment whose noise emissions intentionally vary with ambient temperature (e.g. by varying the
speeds of air moving devices), the room temperature during the test measurement shall be 23 °C £ 2 °C
or, if the room temperature is outside these limits, the fan shall be adjusted to the speed for an ambient
temperature of 23 °C £ 2 °C.

The following conditions are recommended:

— Static pressure: 86 kPa to 106 kPa;
— Temperature: 15°Cto 30 °C;
— Relative humidity: 40 % to 70 %.

NOTE As indicated in Tables 1 and 2 for the temperature range of 18 °C to 27 °C, higher temperatures and
higher humidity will tend to minimize the effects of atmospheric absorption.

5.3 Instrumentation

The sound measuring system, including the microphone, should have a flat frequency response for
random incident sound in the 16 kHz octave band. The microphone response shall be corrected to give
a flat frequency response within in the 16 kHz octave band. The tolerances after correction shall be
within 1,0 dB in the frequency range of 11,2 kHz to 22,4 kHz.

NOTE1 To meet this requirement, a microphone with a diameter of 13,2 mm or less is usually required.

When the noise of the equipment under test is broad-band in character without any significant discrete
tone, an analyser with a bandwidth of one-third-octave or less shall be used. When the noise of the
equipment under test contains discrete tone(s), a narrow-band analyser, which provides bandwidths of
less than one-third-octave in width, shall be used to determine the frequency of the tone(s).

NOTE 2 For narrow-band analysis, an analyser with a bandwidth equal to, or less than, one twelfth octave
is appropriate. Digital analysers using fast Fourier transform (FFT) or equivalent techniques can be useful,
particularly when the analyser combines narrow-band analysis and averaging.

5.4 Installation and orientation of microphone

The microphone shall be mounted at the end of a rotating boom traversing a circle with a diameter of at
least 2 m. In order to reduce the influence of the direct field on the measured sound pressure level, the
microphone shall be mounted pointing in such a way that the normal to its diaphragm is parallel to the
axis of rotation with the microphone diaphragm perpendicular to direction of the equipment under test.
The period of rotation shall be as required by ISO 3741.

Longer paths and traversing periods than the minimum values can be used to reduce the background noise
of the drive mechanism, and to minimize modulation of any discrete tone(s) due to the moving microphone.
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