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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard 1SO 9327-2 was prepared by Technical Committee ISO/TC 17, Steel, Subcommittee SC 10,
Steel for pressure purposes.

This first edition, together with parts 1 and 3 to 5 of ISO 9327, cancels and replaces ISO 2604-1:1975.

ISO 9327 consists of the following parts, under the general title Steel forgings and rolled or forged bars for pressure
purposes — Technical delivery conditions:

[0  Part 1: General requirements

0O Part 2: Non-alloy and alloy (Mo, Cr and CrMo) steels with specified elevated temperature properties
[0  Part 3: Nickel steels with specified low temperature properties
00 Part 4: Weldable fine grain steels with high proof strength
[0 Part 5: Stainless steels
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Steel forgings and rolled or forged bars for pressure purposes —
Technical delivery conditions —

Part 2:
Non-alloy and alloy (Mo, Cr and CrMo) steels with specified elevated

temperature properties

1 Scope

1.1 This part of ISO 9327 applies to forgings and rolled or forged bars in thicknesses up to 250 mm (partly up to
500 mm) manufactured from the steels listed in Table 1 and to be delivered according to the specifications given in
ISO 9327-1.

1.2 This part of ISO 9327 covers the following data:

a) in Table 1 the limits for
O the chemical composition according to the cast analysis;
0 the tensile properties at room temperature;
O the impact properties;
O theindications on the usual heat treatment condition at the time of delivery;
b) in Table 2 the permissible product analysis tolerances on the limiting values given for the cast analysis;
c) in Table 3 the minimum elevated temperature proof strength values (see C.4 of ISO 9327-1:1998);
d) in Table 4 the estimated average stress rupture properties;
e) in Table 5 the estimated average strength values for 1 % plastic strain.
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