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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matter of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards adopted
by the technical committees are circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 9506-2 was prepared by the Technical Committee ISO/TC 184, Industrial automation systems and
integration, Subcommittee SC 5, Architecture, communications and integration frameworks.

This second edition of ISO 9506-2 cancels and replaces the first edition (ISO 9506-2:2000), of which it constitutes

a technical revision. It incorporates several technical corrections to ISO 9506-2:2000. The first edition of

ISO 9506-2:2000 included corrections published in ISO/IEC 9506-2/Cor.1:1995 and in ISO/IEC 9506-2/Cor.2:1995,
the additional services published in ISO/IEC 9506-2/Amd.1:1993, and in ISO/IEC 9506-2/Amd.2:1995,

and the material published in ISO/TR 13345.

ISO 9506 consists of the following parts, under the general title Industrial automation systems — Manufacturing
Message Specification:

— Part 1: Service definition
— Part 2: Protocol specification
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Introduction

This part of ISO 9506 provides a wide variety of services useful for various manufacturing and process control
devices. It is designed to be used both by itself and in conjunction with Companion Standards that describe the
application of subsets of these services to particular device types.

The services provided by the Manufacturing Message Specification (MMS) range from simple to highly complex.

It is not expected that all of these services will be supported by all devices. The subset to be supported is limited in
some cases by Companion Standards, and in all cases may be limited by the implementor. Characteristics important
in selection of a subset of services to be supported include:

a) applicability of the service to the device;

b) the complexity of services and requirements;

c) the complexity of provision of a particular class of service via the network versus the complexity of the
device.

Security Considerations

When implementing MMS in secure or safety critical applications, features of the OSI security architecture may
need to be implemented. This International Standard provides simple facilities for authentication (passwords) and
access control. Systems requiring a higher degree of security will have to consider features beyond the scope of
this International Standard. This International Standard does not provides facilities for non-repudiation.

Complexity of Services and Requirements

Some MMS services are quite complex and should be considered advanced functions. Devices used in very simple
applications often will not require such advanced functions, and hence will not support such MMS services.

Keywords
Application Interworking OSI Reference Model
Application Layer Protocol Process Control System
Information Processing Systems Programmable Controller
Manufacturing Communications Network Programmable Device
Manufacturing Message Specification Robotics Control System
Numerical Control System Virtual Manufacturing Device

Open Systems Interconnection
General

This part of ISO 9506 is one of a set of standards produced to facilitate the interconnection of information
processing systems. It is positioned within the application layer of the Open Systems Interconnection Environment
as an Application Service Element (ASE) with respect to other standards by the Basic Reference Model for Open
Systems Interconnection (ISO 7498).

The aim of Open Systems Interconnection is to allow, with a minimum of technical agreement outside the
interconnection standards, the interconnection of information processing systems:

a) from different manufacturers;

b) under different managements;

c) of different levels of complexity;
d) of different ages.

Purpose

The purpose of this part of ISO 9506 is to define the Manufacturing Message Specification Protocol. It is most
closely related to and lies within the field of application of the Manufacturing Message Specification Service
Definition, ISO 9506-1. It uses services provided by the communication system that it employs for transferring its
PDUs.
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The MMS protocol is structured so that subsets of protocol can be defined. The variations and options available
within this part of ISO 9506 are essential to enable a Manufacturing Message Specification to be provided for a
wide variety of applications. Thus, a minimally conforming implementation will not be suitable for use in all
possible circumstances. It is important, therefore, to qualify all references to this part of ISO 9506 with statements
of the options provided or required with statements of the intended purpose of provision or use.

NOTE The services of this part of ISO 9506 are generic, and intended to be referenced by Companion Standards, each of
which is directed to a more specific class of application. The services of this part of ISO 9506 may also be used in a
stand-alone manner (without the use of Companion Standards).

It should be noted that, as the number of valid protocol sequences is very large, it is not possible with current
technology to verify that an implementation will operate the protocol defined in this part of ISO 9506 correctly
under all circumstances. It is possible by means of testing to establish confidence that an implementation correctly
operates the protocol in a representative sample of circumstances.

Edition

This part of ISO 9506 differs from the first edition of ISO 9506-2 by correcting several protocol errors related to
the ASN.1 type definitions and modelling structures. It also corrects several typographical errors in that document.

This part of ISO 9506 differs from ISO/IEC 9506-2:1990 in the following ways:

a) The material in ISO/IEC TR 13345 to specify subsets of protocol for MMS has been incorporated into this
part of ISO 9506.
b) All the material of Amendments 1 and 2 have been incorporated into the document, as well as the

Technical Corrigenda.

c) The formal object model used in ISO 9506-1 provides some type definitions for the protocol specified in
this part of ISO 9506. Hence, an IMPORT statement occurs in the ASN.1 module.

d) The services and protocol present in the Companion Standards already published, ISO/IEC 9506-3,
ISO/TEC 9506-4, and ISO/IEC 9506-6, have been incorporated into the base standard.

As a result of this incorporation, the need for separate abstract syntaxes for each of the Companion
Standards has been removed. All Companion Standards can now operate in the single abstract syntax of
the base standard, although using other abstract syntaxes remains a possibility for backward compatibility.
The separate definition of a module in Clause 19 of the first edition of ISO/IEC 9506-2 is no longer
needed and this clause has been removed.

e) The communication requirements of MMS have been generalized so that MMS is described with respect to
an abstract set of services needed for its support. The relation between this abstract set of services and the
services provided by the suite of OSI communication protocols is specified in an annex. This opens the
possibility of having MMS operating correctly over alternate communication systems (such as reduced
stack implementations) as long as the equivalent of these abstract services are provided.

f) The restrictions on the characters that can be used as an Identifier have been relaxed to allow an Identifier
to begin with a numeric character and, by extension, to consist solely of numeric characters.

g) Many (but not all) occurrences of VisibleString have been replaced by a new production MMSString that
provides the option of using an arbitrary string of characters taken from ISO 10646. Similarly, these more
general strings may also be used as Identifiers. A new parameter CBB has been added to provide for
negotiation of the use of these more general strings.

h) A new service, ReconfigureProgramlInvocation, has been introduced into the clause on Program Invocation
management. This service provides a technique of dynamically changing the constituent Domains of a
running Program Invocation.

i) A new field was added to the object model of the Named Variable and the Named Type. This field may be
used to describe the semantics associated with the Named Variable or Named Type. The field is either
predefined or it has its value established as the name of the Named Type used to construct it in the
DefineNamedVariable or DefineNamedType service. This field can be reported with the
GetVariableAccessAttributes or GetNamedTypeAttributes service if Sem a new parameter CBB, has been

negotiated.
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1) The material of the document has been reorganized to provide more and shorter clauses.

k) The Real Data type has been removed from the document.

1) The Scattered Access has been removed from the base document and placed in an informative annex.
m) In accordance with the recommendations in ISO/IEC 8824-1, all occurrences of EXTERNAL in the

protocol have been replaced with CHOICE { EXTERNAL, EMBEDDED PDV }.

n) The PICS of the first edition has been replaced by a clause providing configuration and initialization
information. This clause provides initialization prescriptions for some fields (relatively few) of the VMD
and subordinate objects, and provides a tabular report for initialization values of other fields as supplied by
the implementor. A new annex (annex B) has been added that provides an ASN.1 module suitable for
communicating the information contained in these tables.

Protocol

Because of the use of the ASN.1 object modelling technique, the protocol now exists in three separate modules, one
that is part of the object model contained in ISO 9506-1, and two modules defined in this part of ISO 9506 that
describes the content and structure of all valid PDUs. Despite the fact that the ASN.1 formulation appears different
in some cases, nevertheless the PDUs produced through application of the first edition of ISO 9506 are identical
with those produced by this edition. For this reason, this edition continues to be identified by the major version
number one. (The minor version number has been changed to reflect all the new additions to the document.)

There are two exceptions to this statement that should be noted.

a) Syntactic extensions defined by the companion standards are now identified by new parameter CBBs
instead of a separate abstract syntax. Therefore, for any use of MMS involving companion standard
facilities, there is a change in the Initiate PDU. However, if the companion standard facilities are not used,
the Initiate PDU remains the same as that defined by the first edition.

b) Some small changes have been made to the tagging in the ChangeAccessControl service (part of
Amendment 2) to bring it into alignment with corresponding protocol in the GetNameList and Rename
services.

c) Encoding of the PDUs using PER (ISO/IEC 8825-2) may not be completely compatible with PDUs

generated by the first edition of ISO/IEC 9506:1990; this is because replacement of a type by a CHOICE
containing that type will result in a different encoding using PER; BER encoding for these two situations is
identical. Thus, if the PDUs contain any elements that are EXTERNAL, according to item m) above, they
will be replaced by a CHOICE resulting in a different PER encoding.

ASN.1 Modules

The ASN.1 modules defined in ISO 9506 may be obtained from the SC 4 Secretariat in computer readable format.
The modules are available in two forms: as published and with the IF - ENDIF brackets removed.

To obtain these files use the Internet location:  <http://forums.nema.org:8080/~iso_tc184 sc5>
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INTERNATIONAL STANDARD ISO 9506-2:2003 (E)

Industrial automation systems — Manufacturing Message
Specification —

Part 2:
Protocol specification

1 Scope

The Manufacturing Message Specification is an application layer standard designed to support messaging
communications to and from programmable devices in a Computer Integrated Manufacturing (CIM) environment.

1.1 Specifications
This part of ISO 9506 specifies:

a) procedures for a single protocol for the transfer of data and control information from one application entity
to a peer application entity in the MMS-context;

b) the means of selecting the services to be used by the application entities while communicating in the
MMS-context;

c) the structure of the Manufacturing Messaging Specification Protocol Data Units used for the transfer of
data and control information.

1.2 Procedures
The procedures are defined in terms of

a) the interactions between peer application entities through the exchange of Manufacturing Message
Specification Application Protocol Data Units;

b) the interactions between an MMS-provider and the MMS-user in the same system through the exchange of
MMS primitives;
c) the interactions between an MMS-provider and the abstract services provided by the underlying

communication system.
1.3 Applicability

These procedures are applicable to instances of communication between systems that support MMS within the
application layer of the OSI Reference Model, and that require the ability to interconnect in an open systems
interconnection environment.

1.4 Conformance

This part of ISO 9506 also specifies conformance requirements for systems implementing these procedures. This
part of ISO 9506 does not contain tests to demonstrate compliance with such requirements.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.
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ISO/IEC 646:1991,

ISO/IEC 7498-1:1994,

ISO 7498-2:1989,

ISO 7498-3:1997,

ISO 8571 (all parts),

ISO/IEC 8649:1996,

ISO/IEC 8650-1:1996,

ISO 8822:1994,

ISO/IEC 8824-1:1998,

ISO/IEC 8824-2:1998,

ISO/IEC 8825-1:1998,

ISO/IEC 8825-2:1998,

ISO 9506-1"

ISO/IEC 9545:1994,

ISO/IEC 10646-1:2000

ISO/IEC 10731:1994,

ANSI/IEEE 754:1985,

Information technology - I1SO 7-bit coded character set for information interchange

Information technology - Open Systems Interconnection - Basic Reference Model:
The Basic Model

Information processing systems - Open Systems Interconnection - Basic Reference Model:
Security Architecture

Information technology - Open Systems Interconnection - Basic Reference Model:
Naming and addressing

Information processing systems - Open Systems Interconnection - File Transfer,
Access and Management

Information technology - Open Systems Interconnection - Service definition for the
Association Control Service Element

Information technology - Open Systems Interconnection - Connection-oriented
protocol for the Association Control Service Element: Protocol specification

Information technology - Open Systems Interconnection - Presentation service
definition

Information technology - Abstract Syntax Notation One (ASN.1): Specification of
basic notation

Information technology - Abstract Syntax Notation One (ASN.1): Information object
specification

Information technology - ASN.1 encoding rules: Specification of Basic Encoding
Rules (BER), Canonical Encoding Rules (CER, and Distinguished Encoding Rules
(DER)

Information technology - ASN.1 encoding rules: Specification of Packed Encoding
Rules (PER)

Industrial automation systems - Manufacturing Message Specification - Part 1:
Service definition

Information technology - Open Systems Interconnection - Application Layer
structure

Information technology - Universal Multiple-Octet Coded Character Set (UCS) -
Part 1: Architecture and Basic Multilingual Plane

Information technology - Open Systems Interconnection - Basic Reference Model -
Conventions for the definition of OSI Services

IEEE Standard for Binary Floating-Point Arithmetic

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

NOTE The definitions contained in this clause make use of abbreviations defined in clause 4.
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3.1 Reference Model definitions

ISO 9506-2:2003(E)

This part of ISO 9506 is based on the concepts developed in the Basic Reference Model for Open Systems
Interconnection (ISO 7498), and makes use of the following terms defined in that International Standard:

a} application-entity;

b} application-process;

c) application service element;
d) open system;

3.2 Service Convention definitions

e)
f)
h)

(N) - protocol;
(N) - protocol-data-unit;
(N) - layer;

system,

This part of ISO 9506 makes use of the following terms defined in the Conventions for the definition of OSI
Services (ISO/IEC 10731) as they apply to the Manufacturing Message Specification:

a) confirm;
b) indication;
c) primitive;
d) request;

e)
f)

2)
h)

3.3 Abstract Syntax Notation definitions

response;
service primitive;
service provider;

service user.

This part of ISO 9506 makes use of the following terms defined in the Abstract Syntax Notation One (ASN.1)

Specification (ISO/IEC 8824):

a) value;

b) type;

c) simple type;

d) structure type;

e) component type;

f) tag;

g tagging;

h) type (or value) reference name;
i) character string type;
1) boolean type;

k) true;

1) false;

m) integer type;

n) bitstring type;
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0)
p)
C))
r)
s)
t)
u)

aa)

ab)

octetstring type;

null type;

sequence type;
sequence-of type;
tagged type;

choice type;
selection type;

real type;

object identifier type;
module;

production;

ASN.1 encoding rules;
ASN.1 character set;

external type.
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3.4  Other definitions
For the i)urposes of this document, the following terms and definitions also apply.

341

AA-specific (Application Association specific):

an adjective used to describe an object whose name has a scope that is a single application association (i.e. the
name may be referenced only on the application association over which the object was defined).

3.4.2
attribute:
a data element, having a defined meaning, together with a statement of the set of possible values it may take.

343
Called MMS-user:
the MMS-user that issues the Initiate.response service primitive.

3.4.4
Calling MMS-user:
the MMS-user that issues the Initiate.request service primitive.

3.4.5
Client:
the peer communicating entity that makes use of a VMD for some particular purpose via a service request instance.

3.4.6
conformance building block (CBB):
an atomic unit used to describe MMS conformance requirements.

3.4.7
data:
any representation to which meaning is or might be assigned (e.g. characters).

3.4.8
Domain:
an abstract object that represents a subset of the capabilities of a VMD that is used for a specific purpose.

3.4.9

Domain-specific:

an adjective used to describe an object whose name has a scope that is a single Domain (i.e. the name can be
referenced over all application associations established with the VMD that may reference this Domain).

3.4.10

download:

the process of transferring the content of a Domain, including any subordinate objects, via load data to an
MMS-user.

3.4.11
event management:
the management of event conditions, event actions, event enrollments, and event condition lists.

3.412
file:
an unambiguously named collection of information having a common set of attributes.

3.4.13

file operation:

the transfer of files between open systems, the inspection, modification, or replacement of part of a file's content, or
the management of a file and its attributes.

3.4.14
filestore:
an organized collection of files, including their attributes and names, residing at a particular open system.
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3.4.15
information:
the combination of data and the meaning that it conveys.

3.4.16

invalid PDU:

a PDU that does not comply with the requirements of this part of ISO 9506 with respect to structure, meaning, or
both.

3.4.17

journal:

a set of recorded, time-tagged event transitions, variable data, and/or comments, that may be logically ordered
during retrieval.

3.4.18

local matter:

a decision made by a system concerning its behaviour in the Manufacturing Message Specification that is not
subject to the requirements of this part of ISO 9506.

3.4.19
Manufacturing Message Protocol Machine (MMPM):
an abstract machine that carries out the procedures specified in this part of this part of ISO 9506.

3.4.20

MMS-context:

a specification of the service elements of MMS and semantics of communication to be used during the lifetime of
an application association.

3.4.21
MMS-provider:
that part of the application entity that conceptually provides the MMS service through the exchange of MMS PDUs.

3.4.22
MMS-user:
that portion of the application process that conceptually invokes the Manufacturing Message Specification.

3.4.23
monitored event:
a detected change in the state of an event condition.

3.4.24
network-triggered event:
a trigger that occurs due to an explicit solicitation by a client.

3.4.25

operator station:

an abstract object representing equipment associated with a VMD that provides for input/output interaction with an
operator. :

3.4.26
predefined object:
an object that is instantiated through the use of some mechanism other than an MMS service.

3.4.27

Program Invocation:

an abstract object representing a dynamic element that most closely corresponds to an execution thread in a
multi-tasking environment, composed of a set of Domains.

3.4.28
protocol error:
a PDU that does not comply with the requirements of this part of ISO 9506.

.
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3.4.29
Receiving MMPM:
the MMPM that receives an MMS PDU.

3.4.30
Receiving MMS-user:
the MMS-user that receives an indication or confirmation service primitive.

3.4.31
remote device control and monitoring:
the manipulation or inspection of the state of a device attached to the responder of a service request.

3.4.32
Requesting MMS-user:
the MMS-user that issues the request service primitive for a service.

3.4.33
Responding MMS-user:
the MMS-user that issues the response service primitive for a service.

3.4.34

semaphore:

a conceptual lock associated with a logical or physical resource that permits access to that resource only by an
owner of the lock.

3.4.35
semaphore management:
the control of semaphores.

3.4.36
Sending MMPM:
the MMPM that sends an MMS PDU.

3.4.37
Sending MMS-user:
the MMS-user that issues a request or response service primitive.

3.4.38
Server:
the peer communicating entity that behaves as an agent for a VMD for a particular service request instance.

3.4.39
standardized object:
an object instantiation whose definition is provided in ISO 9506-1 or in an MMS Companion Standard.

3.4.40

type:
an abstract description of a set of values that may be conveyed by the value of a variable.

3.4.41

upload:

the process of transferring the content of a Domain, including any subordinate objects, via load data from a remote
user, in such a manner as to allow subsequent download.

3.4.42
valid PDU:
a PDU that complies with the requirements of this part of ISO 9506 with respect to structure and meaning.

3.4.43
variable:
one or more data elements that are referred to together by a single name or description.
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3.4.44
variable access:
the inspection or modification of variables or components of variables defined at a VMD.

3.4.45

Virtual Manufacturing Device (VMD):

an abstract representation of a specific set of resources and functionality at a real manufacturing device and a
mapping of this abstract representation to the physical and functional aspects of the real manufacturing device.

3.4.46

VMD-specific :

an adjective used to describe an object whose name has a scope that is a single VMD (i.e. the name may be
referenced by all application associations established with the VMD).

4 Abbreviations

AA application association

ACSE Association Control Service Element

AE application entity

AP application process

APDU application protocol data unit

ASE application service element

ASN.1 Abstract Syntax Notation One

CBB conformance building block

CIS Configuration and Initialization Statement

FRSM file read state machine
MMPM  Manufacturing Message Protocol Machine

MMS Manufacturing Message Specification
OSI Open Systems Interconnection

PDU protocol data unit

ULSM upload state machine

VMD Virtual Manufacturing Device

5 Conventions
5.1 Service Conventions

This part of ISO 9506 uses the descriptive conventions contained in the Conventions for the definition of OSI
Services (ISO/IEC 10731). The model defines the interactions between the MMS-user and the MMS-provider.
Information is passed between an MMS-user and an MMS-provider by service primitives that may convey
parameters.

5.2 Base of Numeric Values

This part of ISO 9506 uses a decimal representation for all numeric values unless otherwise noted.
5.3 Notation

This part of ISO 9506 uses the abstract syntax notation defined in ISO/IEC 8824 (ASN.1 Specification). In keeping
with the intent and requirements of the ASN.1 Standard, all type reference symbols begin with an upper case letter.
All value references begin with a lower case letter.

5.4 Supporting Productions

Supporting productions introduced in the various clauses of this part of ISO 9506 are described where they are
referenced if they are used primarily in one place. When supporting productions are referenced multiple times from
different places, they are collected at the end of the most relevant clause. In any case, an index of productions with
page numbers may be found at the end of this part of ISO 9506.

.
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5.5 Pass-through Parameters

Many of the parameters of the various MMS services are passed from the request primitive via the service's request
PDU to the indication primitive or from the response primitive via the service's response PDU to the confirm
primitive, without other action being taken by the MMS-provider relative to the parameter.

5.5.1 Pass-through Request Parameters

The type identified by the type reference name shall be the parameter of the same name from the service's request
primitive, and shall appear as the parameter of the same name in the service's indication primitive, if issued. The
value of the parameter in the request primitive, indication primitive, and the request PDU are semantically
equivalent.

If the parameter is optional and omitted from the request service primitive, it shall be absent in the request PDU. If
an optional parameter is absent in the request PDU, it shall be absent in the indication service primitive.

If a parameter has a default in the request PDU and this default value is provided in the request service primitive,
the parameter may be absent in the request PDU. If a parameter has a default value in the request PDU and this
parameter is absent in the request PDU, the parameter shall specify the default value in the indication service
primitive.

5.5.2 Pass-through Response Parameters

The type identified by the type reference name shall be the parameter of the same name from the service's response
primitive, and shall appear as the parameter of the same name in the service's confirm primitive, if issued. The
value of the parameter in the response primitive, confirm primitive, and the response PDU shall be semantically
equivalent.

If the parameter is optional and it is omitted from the response service primitive, it shall be absent in the response
PDU. If an optional parameter is absent in the response PDU, it shall be absent in the confirm service primitive.

If a parameter has a default in the response PDU and this default value is provided in the response service primitive,
the parameter may be absent in the response PDU. If a parameter has a default value in the response PDU and this
parameter is absent in the response PDU, the parameter shall specify the default value in the confirm service
primitive.

5.5.3 Enumerated Values in Parameters

For those parameters in the service description that have enumerated values, the value specified for the
corresponding protocol parameter shall be the value of the same name (see 5.5) from the service primitive
containing the parameter. The values conveyed in the service primitive, resulting PDU, and the service primitive
that results from receipt of the service primitive shall be semantically equivalent.

NOTE The correspondence between such values is identified in this part of ISO 9506 through the use of the same names in
the service primitives and protocol. In the service specification, such values are specified in all upper case characters.
In the protocol specification, the case of the name is chosen so as to satisfy ASN.1 syntax requirements, with the name
in upper case characters following the usage in the protocol in a comment.

5.6 Negative Confirmation

Most confirmed MMS services provide for negative confirmation in the case that an error occurs in the processing
of the service request by the responding MMS-user. Such negative confirmation shall be indicated by a Result(-)
parameter and an "ErrorType" parameter in the service's response primitive. A Result(-) parameter and an
"ErrorType" parameter that is semantically equivalent to those parameters in the response primitive shall appear in

the confirm service primitive.

The abstract syntax for a negative confirmation shall be the ErrorPDU of the service, with the "error" field derived
from the "Problem" parameter in the response service primitive.

5.7 Modifiers to a Service Request

MMS services allow modifiers to be used with instances of service requests.
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In instances of requests of services that make use of modifiers, the modifiers specified in a RequestPDU shall be
semantically equivalent to and in the same order as those modifiers specified in the request service primitive. The
indication primitive shall contain a list of modifiers that is semantically equivalent to, and in the same order as the
modifiers in the RequestPDU.

5.8 Presentation of Errors

For each service presented in the body of this part of ISO 9506, the errors that may result from the use of that
service are not presented with the protocol for the service. Errors are specified in a separate clause.

5.9 Calling and Called MMS-user

This part of ISO 9506 makes use of the terms Calling and Called MMS-user. The Calling MMS-user is the
MMS-user that issues the Initiate.request service primitive. The Called MMS-user is the MMS-user that issues the
Initiate.response service primitive.

NOTE The use of the term "called" in MMS is not the same as the general usage of the term in OSI. The MMS usage of the
term "called" corresponds to the OSI usage of the term "responding”. This distinction has been introduced in order to
avoid confusion with the Requesting/Responding MMS-user definition given below.

5.10 Sending and Receiving MMS-user and MMPM

This part of ISO 9506 makes use of the terms Sending and Receiving MMS-user. The Sending MMS-user is the
MMS-user that issues a request or response service primitive. The Receiving MMS-user is the MMS-user that
receives an indication or confirmation service primitive.

NOTE It is important to note that, in the course of completion of a confirmed MMS service, both MMS-users will be senders
and receivers at one time. The first MMS-user sends the request and receives the confirmation, while the second
MMS-user receives the indication and sends the response.

This part of ISO 9506 makes use of the terms Sending and Receiving MMPM. The Sending MMPM is the MMPM
that sends an MMS PDU. The Receiving MMPM is the MMPM that receives an MMS PDU.

5.11 Requesting and Responding MMS-user

This part of ISO 9506 makes use of the terms Requesting and Responding MMS-user. The Requesting MMS-user
is the MMS-user that issues the request service primitive for a service, while the Responding MMS-user is the
MMS-user that issues the response service primitive for a service.

NOTE It is important to note that the use of the term Responding MMS-user differs from the use of the term Responding
entity in ACSE and other standards. In those standards, the term is used to reference the entity that responds to a
connection request.

5.12 Client and Server of a Service

This part of ISO 9506 makes use of the terms Client and Server in order to describe the model of the MMS VMD.
The Server is defined as the peer communicating entity that behaves as a VMD for a particular service request
instance. The Client is the peer communicating entity that makes use of the VMD for some particular purpose via a
service request instance. The VMD model is primarily useful in describing the actions of the Server, and thus in
describing the commands and responses that a Client may use. A real end system may adopt the Client role, or the
Server role, or both during the lifetime of an application association.

5.13 ASN.1 Definitions

The ASN.1 definitions provided in this part of ISO 9506, clauses 7 to 23, are part of the ASN.1 Module
"ISO-9506-MMS-1". The ASN.1 definitions provided in this part of ISO 9506, Annex A, are part of the ASN.1
Module “MMS-Environment-1”. The ASN.1 definitions provided in this part of ISO 9506, Annex B, are part of
the ASN.1 Module “MMS-SCI-Module-1”. The ASN.1 definitions provided in this part of ISO 9506, Annexes C,
D, and E, are part of the ASN.1 Module “ISO-9506-1A”. The beginning and closing statements indicating that
each ASN.1 definition provided is a part of its respective module is omitted in order to make reading of the
document easier. Each ASN.1 definition provided implicitly contains the statement:

.
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Modul eNane DEFINITIONS ::= BEG N

at the beginning of the definition and contains the keyword "END" at the end of the definition, where ModuleName
is the name of the ASN.1 Module of which the definition forms a part.

NOTE 1S0-9506-MMS-1 represents major revision number 1 of the MMS core abstract syntax provided by this part of ISO
9506.

5.14 Protocol Subset Notation

The notation introduced by this part of ISO 9506 has the form of a preprocessor language in which ASN.1 is
embedded. It is very similar in concept to the macro preprocessor for the C language. There are only three
commands used in this notation:

- IF ( <list of arguments> )
- ELSE
- ENDIF.

The IF command requires an argument list enclosed in parentheses; the arguments are the names of the
conformance building blocks, either service or parameter. One or more such arguments must appear. If there is
more than one argument, the arguments are separated by one or more spaces. The argument is treated as a boolean
variable that has the value true if the corresponding service or parameter building block is supported as a result of
the MMS Initiate exchange. If there is one argument, the lines following the IF statement up to the ELSE statement
or to the matching ENDIF statement (if no ELSE statement appears) are to be included in the resulting ASN.1
definition if and only if the conformance building block so named in supported. If there is more than one argument,
the lines following the IF statement are to be included if any of the conformance building blocks in the argument
list is supported. (This can be thought of as a 'logical OR' function of the conformance building blocks.)

IF statements may be nested to any depth; the effect of

IF (x)
IF (y)

is to include the lines following these commands if and only if both x and y are true, that is if conformance block x
and conformance block y are both included. (This can be thought of as a 'logical AND' function of the
conformance building blocks.)

The ELSE statement may appear to allow ASN.1 statements to be included if a conformance building block is not
true. Its use is similar to the normal use of ELSE in programming languages.

The ENDIF statement is used to end the scope of an IF statement or ELSE statement. Each IF statement must have
a matching ENDIF statement.

5.15 Determination of the effective protocol

The protocol effective for any specific combination of service and parameter CBBs can be determined by the
following procedure:

a) For each service CBB and parameter CBB declared or negotiated by the Initiate exchange, set the
corresponding argument equal to true.

b) Process the entire ASN.1 module specified in this part of ISO 9506. For each IF statement, evaluate the
argument.

i) If any of the elements in the argument is true, retain the statements following the IF statement
up to a matching ENDIF or ELSE statement, if present. Discard the statements following the
ELSE statement up to the matching ENDIF.

ii) If all the elements of the argument are false, discard the statements following up to the
matching ELSE or ENDIF. If an ELSE statement is present, retain the statements following it to
the matching ENDIF.
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iii) Discard the IF statement, its matching ENDIF, and the ELSE, if present. The result should be
an ASN.1 module devoid of IF, ELSE, and ENDIF statements.

¢) In each production replace any occurrence of a comma followed immediately by a right brace with a
right brace; i.e., delete such commas.

d) Form an ASN.1 working module of productions containing only the first production (i.e. the
production MMSpdu from clause 7).

e) Add to the ASN.1 working module any productions referenced in the working module that are not
already contained in that module.

f) Repeat step e) until no new productions are added.

The resulting ASN.1 module is the module that is effective for this combination of CBBs. Receipt of a PDU that is
not consistent with this module should result in a reject.

6 Elements of Protocol Procedure

This clause describes the elements of protocol procedure related to the sending and receiving of MMS PDUs and
their relation to service primitive events at the MMS-user to MMS-provider boundary.

6.1 Descriptive Conventions

The figures in this clause use a standard state diagram descriptive mechanism. The following text summarizes this
mechanism. All state diagrams are shown from the viewpoint of the MMS-provider.

Each state is represented by a box. The name of the state is shown inside the box. Each arrow represents a
transition into or out of a state. The head of the arrow points to the output state, which is the state entered as a
result of the transition.

Each transition is labelled with the input action that causes the transition, and the output actions to be taken upon
the transition. The inputs are shown above the outputs, and are separated from the outputs by a solid horizontal
line.

Service primitives to which a "+" is appended indicate a service primitive containing a Result(+) parameter.
Service primitives to which a "-" is appended indicate a service primitive containing a Result(-) parameter.

6.2 Entering and Leaving the MMS Environment

The initiate, conclude, and abort services provide the mechanisms for entering and leaving the MMS environment.
The model for these services (which describes allowable sequences of events) is described in ISO 9506-1, clause 8.

6.3 Operating in the MMS Environment

Once in the MMS environment, there may be a number of services outstanding at any instant in time. ISO 9506
describes the state diagram for each such service request instance independently.

NOTE Other clauses of this part of ISO 9506 define additional limitations on allowable sequences of service primitives, and
may further restrict the MMS-user.

6.3.1 Confirmed MMS Services

This clause describes the state transitions for all confirmed services that may be invoked within the MMS
environment. This set of services consists of all services that are requested through the use of the
Confirmed-RequestPDU.

The state transition diagrams in Figure 1 and Figure 2 are applicable for each of these services, and are applied
separately to each instance of each service request. Multiple concurrent service request instances may be
outstanding at any given instant in time, subject to sequencing rules stated in other clauses of this International
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All PDUs associated with the execution of a single MMS confirmed service instance (these PDUs are the
Confirmed-RequestPDU, the Confirmed-ResponsePDU, the Confirmed-ErrorPDU, the Cancel-RequestPDU, the
Cancel-ResponsePDU, the Cancel-ErrorPDU, and the RejectPDU) shall be sent in the same presentation context.

Requester
Idle

3 2 Service 5
Pending

Canceling
Requester

Figure 1 - Confirmed Service Request as seen by the Service

Requester
Transitions:
1- x.request 2- Confirmed-ResponsePDU(x)
Confirmed-RequestPDU(x) x.confirm+
3- Confirmed-ErrorPDU(x) 4 - cancel.request
x.confirm- Cancel-RequestPDU
5- Cancel-ResponsePDU and Confirmed-ErrorPDU(x)
cancel.confirm+ and x.confirm-
6 - Cancel-ErrorPDU

cancel.confirm-

6.3.1.1 The Service Requester

The order of receipt of the Cancel-ResponsePDU and Confirmed-ErrorPDU(x) in transition 5 of 6.3.1 shall not be
relevant.

This subclause depicts the progression of a confirmed MMS service request from the service requester's point of
view. Before the service request primitive is issued, the service is considered to be in the "Requester Idle" state.
Upon receipt of a request primitive for any of the MMS confirmed services, the MMS-provider sends a
Confirmed-RequestPDU (specifying the invoke ID that unambiguously identifies the service request instance on the
application association) and enters the state "Service Pending Requester".

Upon receipt of a Confirmed-ResponsePDU specifying the service previously requested and the invoke ID that
specifies the service instance, the MMS-provider issues a confirmation service primitive (specifying the service
type and the invoke ID previously requested) to the MMS-user containing a Result(+) parameter. A state transition
into the "Requester Idle" state then occurs.

Upon receipt of a Confirmed-ErrorPDU specifying the previously requested service and the invoke ID that specifies
the service instance, the MMS-provider issues a confirmation service primitive (specifying the service type and the
invoke ID previously requested) to the MMS-user containing a Result(-) parameter. A state transition into the
"Requester Idle" state then occurs.
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Upon receipt of a cancel request service primitive from the MMS-user, the MMS-provider sends a
Cancel-RequestPDU containing the invoke ID of the service request to be cancelled (this information is obtained
from the cancel request primitive parameters). The state "Cancelling From Requester" is then entered.

The state "Cancelling From Requester" is exited upon receipt of any one of four possible input actions. These are
described below.

If a Cancel-ErrorPDU is received that specifies an invoke ID that matches the proper instance of the cancel service
request, the MMS-provider issues a cancel confirm service primitive to the MMS-user containing a Result(-)
parameter and returns to the "Service Pending Requester" state. In this case, the cancel request is considered to
have failed.

In the case of a successful cancel request, the following events occur:

a) a Cancel-ResponsePDU is received whose invoke ID matches the proper instance of the cancel service
request;
b) a Confirmed-ErrorPDU is received which specifies the service type of the service being cancelled and the

invoke ID matches that of the service being cancelled;

c) the MMS-provider issues a cancel confirm service primitive to the MMS-user containing the Result(+)
parameter and a confirm service primitive for the service being cancelled containing a Result(-) parameter
(and specifying the cause as cancellation);

d) the MMS-provider transitions to the "Requester Idle" state.

If a Confirmed-ResponsePDU is received that specifies the service type of the service being cancelled and the
invoke ID matches that of the service being cancelled, the MMS-provider issues a confirm service primitive
containing a Result(+) parameter for the service that was in the process of being cancelled. In this case, the cancel
request is considered to have failed, and a Cancel-ErrorPDU will be received for the cancel service invocation.

NOTE 1 This case generally occurs when the Confirmed-ResponsePDU for the service being cancelled and the
cancel-RequestPDU are issued simultaneously by the two MMS-users in a two-way simultaneous dialogue.

If a Confirmed-ErrorPDU is received that specifies the service type of the service being cancelled whose invoke 1D
matches that of the service being cancelled, and the cause for the error is not error class SERVICE-PREEMPT and
error code CANCEL, the MMS-provider issues a confirm service primitive containing the Result(-) parameter for
the service that was in the process of being cancelled. In this case, the cancel request is considered to have failed,
and a Cancel-ErrorPDU will be received for the cancel service invocation.

NOTE 2 This case generally occurs when the Confirmed-ErrorPDU for the service being cancelled and the
Cancel-RequestPDU are issued simultaneously by the two MMS-users in a two-way simultaneous dialogue.

The handling of erroneous cancels is described in 6.4.

.
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Responder
Idle

Service 6
Pending

Canceling
Responder

Figure 2 - Confirmed Service Request as seen by the Service Responder

Transitions:

1- Confirmed-RequestPDU(x) 2- x.response+
x.indication Confirmed-ResponsePDU(x)

3- X.response- 4- Cancel-RequestPDU
Confirmed-ErrorPDU(x) cancel.indication

5- Cancel.response-
Cancel-ErrorPDU

6- Cancel.response+ and x.reponse-

Cancel-ResponsePDU and Confirmed-ErrorPDU(x)

6.3.1.2 The Service Responder

The order in which the Cancel.response+ and x.response- service primitives are issued in transition 6 of Figure 2
shall not be relevant.

Figure 2 depicts the progression of a confirmed MMS service request from the service responder's point of view.
Before the service Confirmed-RequestPDU is received, the service is considered to be in the "Responder Idle" state.
Upon receipt of a Confirmed-RequestPDU for any of the confirmed services identified above, the MMS-provider
issues an indication primitive (specifying the particular service being requested and an invoke ID that specifies the
service instance) and enters the state "Service Pending Responder”.

Upon receipt of a response service primitive containing a Result(+) parameter (specifying the service previously
indicated and an invoke ID that specifies the service instance), the MMS-provider sends a
Confirmed-ResponsePDU (specifying the service type and the invoke ID from the response primitive). A state
transition into the "Responder Idle" state then occurs.

Upon receipt of a response service primitive containing a Result(-) parameter (specifying the service previously
indicated and an invoke ID that specifies the service instance), the MMS-provider sends a Confirmed-ErrorPDU
(specifying the service type and the invoke ID from the response primitive). A state transition into the "Responder
Idle" state then occurs.

Upon receipt of a Cancel-RequestPDU specifying the invoke ID of the matching service instance, the
MMS-provider issues a cancel indication service primitive specifying the invoke ID of the service request to ID ocuments
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cancelled (this information is obtained from the Cancel-RequestPDU parameters). The state "Cancelling Service
Responder" is then entered.

NOTE 1 Actions to be taken upon receipt of a Cancel-RequestPDU whose invoke ID does not match any outstanding service
instance are specified in 6.4.

The state "Cancelling Service Responder” is exited upon receipt of either one of two possible input actions. These
are described in the next two paragraphs.

When a cancel request succeeds at the responding MMS-user, the following sequence of events occurs:

a) the responding MMS-user issues a cancel response specifying the invoke ID of the matching service
instance and containing a Result(+) parameter to the MMS-provider, and issues a response service
primitive containing a Result(-) parameter (specifying the error class SERVICE-PREEMPT and error code
CANCEL) for the service being cancelled;

b) the MMS-provider sends a Cancel-ResponsePDU and a Confirmed-ErrorPDU specifying the service
instance cancelled (with error class SERVICE-PREEMPT and error code CANCEL);

c) the MMS-provider returns to the "Responder Idle" state.

The MMS-user shall not issue a cancel response service primitive containing a Result(+) parameter without also
issuing a response service primitive containing a Result(-) parameter that specifies the error class
SERVICE-PREEMPT and error code CANCEL. Conversely, the MMS-user shall not issue a response service
primitive containing a Result(-) parameter that specifies the error class SERVICE-PREEMPT and error code
CANCEL without also issuing a cancel response service primitive containing a Result(+) parameter. Hence, these
two events logically occur together.

If a cancel response specifying the invoke ID of the matching service instance containing a Result(-) parameter is
received, the MMS-provider sends a Cancel-ErrorPDU and returns to the "service pending" state. In this case, the
cancel request is considered to have failed.

NOTE 2 The handling of erroneous cancel requests and invalid PDUs is described in 6.4.

6.3.2 Unconfirmed MMS Services

This clause describes the operation of unconfirmed MMS services. This set of services is defined as those services
that make up the UnconfirmedService choice defined in clause 7.

The state transition diagrams in Figure 3 and Figure 4 are applicable for each of the above identified services, and
are applied separately to each instance of each service request.

Requester
Idle

Figure 3 - Unconfirmed Service as
seen by the Service Requester

Transition:
1- y.request
Unconfirmed-PDU(y)
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6.3.2.1 The Service Requester

Figure 3 depicts the progression of an unconfirmed MMS service from the service requester's point of view. Before
the service request primitive is issued, the service is considered to be in the "Requester Idle" state. Upon receipt of
a request primitive for any of the above unconfirmed services, the MMS-provider sends an Unconfirmed-PDU
(specifying the particular service being requested) and transitions back to the "Requester Idle" state.

For unconfirmed MMS services, no response PDU or error PDU will be received. Further, it is not possible to
cancel an unconfirmed MMS service.

Responder
Idle

Figure 4 - Unconfirmed Service as
seen by the Service Responder

Transition:

l- Unconfirmed-PDU(y)

y.indication
6.3.2.2 The Service Responder

Figure 4 depicts the progression of an unconfirmed MMS service from the service responder's point of view.
Before the Unconfirmed-PDU is received, the service is considered to be in the "Responder Idle" state. Upon
receipt of a request primitive for any of the above unconfirmed services, the MMS-provider issues an indication
service primitive (specifying the particular service being requested based upon information in the
Unconfirmed-PDU received) and transitions from the "Responder Idle" state to the "Responder Idle" state (into the
same state).

For unconfirmed MMS services, the MMS-user may not issue any response primitive. Further, it is not possible to
cancel an unconfirmed MMS service.

6.3.3 The Cancel Service

The Cancel service, while it is a confirmed service, does not operate in the same manner as other confirmed
services. When the Cancel service is invoked, no new state machine is created. Rather, the state machine of the
service being cancelled is affected. A Cancel service request cannot be cancelled by another invocation of the
Cancel service. The invoke ID specified in the Cancel service request may not be that of another invocation of the
Cancel service, since the Cancel service only operates on those services that make up the ConfirmedServiceRequest
choice defined in clause 7.

At any given instant, only one Cancel service invocation may be outstanding for any given service request instance.
An invocation of the Cancel service does not affect the limit on the number of service requests that may be
outstanding at any given instant as negotiated by the initiate service. Cancel service requests are not counted in
determining if the limit has been reached.

The operation of the Cancel service is described in the previous clauses of this document describing the service
requester and service responder for MMS confirmed services.

6.4 Handling of Error Conditions

Upon receipt of an invalid PDU, the MMS-provider shall issue a reject indication service primitive to the
MMS-user identifying the error detected, and shall send a RejectPDU to the system from which the invalid PDU
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was received. In this case, no state change shall occur. If the invalid PDU is determined to be an invalid
RejectPDU, a RejectPDU shall not be sent.

Upon receipt of a Cancel-RequestPDU that attempts to cancel an unknown service request, for example, when the
invoke ID specified is not an outstanding confirmed service, the MMS-provider shall send a Cancel-ErrorPDU to
the sender of the Cancel request. In this case, the MMS-user is not notified of the erroneous cancel attempt.

NOTE 1 It is possible for a Cancel-RequestPDU and a Confirmed-ResponsePDU or Confirmed-ErrorPDU for the service
requested to be cancelled to be issued concurrently by the two communicating MMS-users. Thus, one side considers
the service to have completed, while the other considers it to be awaiting cancellation. In this case, the Cancel request
fails and the service completes normally.

Upon receipt of a Cancel-ErrorPDU, where the state machine referred to by the invoke ID of the service to be
cancelled is in the "Requester Idle" state, the MMS-provider issues a cancel confirm- service primitive to the
MMS-user.

NOTE 2 This case occurs when a Confirmed-ResponsePDU or Confirmed-ErrorPDU for the service to be cancelled passes a
Cancel-RequestPDU for that service.

6.5 The Reject Service and RejectPDU

The reject service is used to notify an MMS-user of a protocol error that has occurred. The operation of this service
is described in ISO 9506-1, clause 7.

NOTE The actions to be taken by an MMS-user upon receipt of a reject indication service primitive are a local matter. It is
important to note that, as a result of the possibility that a request, response, or error may be rejected, the two
MMS-users involved in a dialogue may not have a common understanding of the state of outstanding transaction
objects (see ISO 9506-1, clause 7). The abort service may be used at any time by an MMS-user to terminate the
MMS-environment and the application association.

7 MMS PDU

This clause describes the PDUs used to operate the MMS protocol. The mapping of these PDUs to underlying
services is described in clause 24. The mapping of MMS services to these PDUs is described in clauses 8 to 23.
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Fi | eRenane- Error,

Fi | eDel et e- Request, Documents
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Fi | eDel et e- Response,

Fi | eDi rect ory- Request,

Fil eDi rectory- Response,

Def i neScat t er edAccess- Request,

Def i neScat t er edAccess- Response,

Scatt eredAccessDescri pti on,

Get Scatt eredAccessAttri but es- Request,
Get Scatt eredAccessAttri but es- Response FROM
| SO 9506- M- 1A { iso standard 9506 part(2) mms-annex-versionl(3) }
AccessCondi ti on,

Addi t i onal CBBOpt i ons,

Addi t i onal Support Opti ons,

Addr ess,

Al ar mMAckRul e,

Control - State,

Domai nSt at e,

EC- St at e,

EC- d ass,

EE- Dur ati on,

EE- Ol ass,

Event Ti ne,

Jour nal - Vari abl e,

Logi cal St at us,

Modi fi er,

normal Priority,

nor mal Severity,

Par amet er Support Opti ons,

Physi cal St at us,

Priority,

Program nvocati onSt at e,

Runni ng- Mode,

Ser vi ceSupport Opti ons,

Severity,

Transitions,

TypeDescri ption,

ULSt at e,

VDSt at e

FROM MVB- (bj ect - Modul e- 1

{ iso standard 9506 part (1) nms-object-nodel-versionl(2) };

MVBpdu :: = CHO CE {

confirned- Request PDU [0] IMPLICIT Confirmed- Request PDU,
confirned- ResponsePDU [1] IMPLICIT Confirnmed- ResponsePDU,
confirned- Err or PDU [2] IMPLICIT Confirmed-ErrorPDU,

IF ( unsolicitedStatus informati onReport eventNotification )
unconf i r med- PDU [3] IMPLICIT Unconfirned- PDU,

ELSE
unconfi r med- PDU [3] I'MPLICIT NULL,

ENDI F
rej ect PDU [4] IMPLICIT Reject PDU,

I F (cancel)
cancel - Request PDU 5] I MPLICI T Cancel - Request PDU,
cancel - ResponsePDU 6] I MPLICI T Cancel - ResponsePDU,
cancel - Err or PDU 7] IMPLICI T Cancel - Err or PDU,

ELSE
cancel - Request PDU 5] I'MPLICIT NULL,
cancel - ResponsePDU 6] I MPLICI T NULL,
cancel - Err or PDU 7] I'MPLICIT NULL,

ENDI F
initiate-Request PDU 8] IMPLICIT Initiate-Request PDU,
initiate-ResponsePDU 9] IMPLICIT Initiate-ResponsePDU,
initiate-ErrorPDU 10] IMPLICIT Initiate-ErrorPDU,
concl ude- Request PDU 11] I MPLICI T Concl ude- Request PDU,
concl ude- ResponsePDU 12] I MPLICI T Concl ude- ResponsePDU,
concl ude- Er r or PDU 13] I MPLICI T Concl ude- Error PDU

There are fourteen types of PDUs in MMS. The Initiate-RequestPDU, the Initiate-ResponsePDU, the
Initiate-ErrorPDU, the Conclude-RequestPDU, the Conclude-ResponsePDU, the Conclude-ErrorPDU, the
RejectPDU, the Cancel-RequestPDU, the Cancel-ResponsePDU, and the Cancel-ErrorPDU are defined in clause 8.
The remaining PDU types are defined in 7.1 to 7.4.

71 The Confirmed-RequestPDU

Confirmed- Request PDU : : = SEQUENCE ({
i nvokel D Unsi gned32,
I F (attachToEvent Conditi on attachToSemaphore )
listOfModifiers SEQUENCE OF Mbdi fier OPTI ONAL,
ENDI F

servi ce ConfirnedServi ceRequest,
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IF ( csr cspi ),
servi ce- ext [ 79] Request-Detail OPTI ONAL
ENDI F
-- shall not be transmitted if value is the val ue
-- of a tagged type derived from NULL

}

The Confirmed-RequestPDU is a sequence containing four elements, an unsigned integer, an optional list of
modifiers, a ConfirmedServiceRequest, and a Request-Detail.

The i nvokel Dshall be a 32-bit unsigned integer, which shall unambiguously identify a service request among all
outstanding confirmed service requests from a particular MMS-user on a given application association. At any
instant in time, there shall be at most one service request outstanding from a particular MMS-user on an application
association for any given i nvokel D. The value of the i nvokel Dshall be the value provided by the MMS-user
in the request service primitive (see ISO 9506-1, clause 5). The i nvokel Dprovided in the
Confirmed-ResponsePDU and Confirmed-ErrorPDU allows the MMS-provider and the MMS-user to correlate
these PDUs with the appropriate service request.

Thel i st Of Modi fi er s shall be used to prescribe modifiers to the execution of service requests. A modifier
specifiedina |l i st Of Modi fi er s shall be successfully executed before the next modifier in the

i st OF Modi fi ers orbefore execution of the service request. The order of the modifiers in the list is therefore
important. Ifthe | i st Of Modi fi er s is not present, service request execution may begin immediately upon
receipt of the request and without pre-conditions.

The ConfirmedServiceRequest shall be used to identify a confirmed service and the argument for that confirmed
service. This parameter is further described in 7.1.1.

The effect of a modifier is modelled by the service invocation state machine provided in clause 6. Definitions of
modifiers may be found in the protocol descriptions in the following clauses of this part of ISO 9506.

711 ConfirmedServiceRequest

ConfirmedServi ceRequest ::= CHO CE {
IF ( status )
st at us
[0] IMPLICIT Status-Request
ELSE
st at us
[0] IMPLICIT NULL
ENDI F

I F ( get NaneList )
, get NaneLi st

[1] I MPLICIT Cet NaneLi st - Request
ELSE

, get NaneLi st
[1] IMPLICIT NULL
ENDI F

IF ( identify )
, identify
[2] ITMPLICIT Identify-Request

ELSE
, identify
[2] TMPLICIT NULL
ENDI F
IF ( renane )
, r enane
[3] IMPLICIT Renane- Request
ELSE
, r enane
[3] IMPLICIT NULL
ENDI F
IF ( read )
, read
[4] IMPLICIT Read- Request
ELSE
, read
[4] IMPLICIT NULL
ENDI F
IF ( wite )
., wite
[5] IMPLICIT Wite-Request
ELSE
, wite
[5] I MPLICIT NULL
ENDI F
IF ( vham vadr ) Documents
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I F ( getVariabl eAccessAttributes )
, get Vari abl eAccessAttri butes
[ 6] GetVariabl eAccessAttributes-Request
ELSE
, get Vari abl eAccessAttri butes
[6] IMPLICIT NULL
ENDI F

ELSE

, get Vari abl eAccessAttri butes
[6] IMPLICIT NULL

ENDI F

IF ( vham)
IF ( vadr )
I F ( defineNamedVari abl e )
, defineNanmedVari abl e
[7] I'MPLICIT DefineNanedVari abl e- Request
ELSE
, def i neNanmedVari abl e
[7] IMPLICI T NULL
ENDI F
ELSE
, def i neNanedVari abl e
[7] IMPLICI T NULL
ENDI F
ELSE
, def i neNanmedVari abl e
[7] IMPLICI T NULL
ENDI F
IF ( vsca )
-- [8] is reserved for a service defined in Annex E
IF ( defineScatteredAccess )
, defineScatteredAccess
[8] IMPLICIT DefineScatteredAccess- Request
ELSE

, defineScatteredAccess
[8] I'MPLICIT NULL
ENDI F
-- [9] is reserved for a service defined in Annex E
IF ( getScatteredAccessAttributes )
, getScatteredAccessAttributes
[9] GetScatteredAccessAttributes-Request
ELSE

, getScatteredAccessAttributes
[9] I'MPLICIT NULL
ENDI F
ELSE
, defineScatteredAccess
[8] I'MPLICIT NULL,
get Scatt eredAccessAttri butes
[9] IMPLICIT NULL
DI F

N

F ( vnam)

F ( del eteVari abl eAccess )

del et eVari abl eAccess

[10] IMPLICIT Del eteVari abl eAccess- Request

E
|
|

ELSE

, del et eVari abl eAccess
[10] IMPLICIT NULL

ENDI F

ELSE
, del et eVari abl eAccess
[10] IMPLICIT NULL

ENDI F
IF (.vlis)
F ( vnam)

|
I F (:defineNanedVari abl eLi st )
, defineNamedVari abl eLi st
< [11] IMPLICI T DefineNanedVari abl eLi st - Request
ELSE"
, defi neNanedVari abl eLi st
©[11] IMPLICI T NULL
ENDI F
I F ( get NanedVari abl eLi stAttributes )
, get NanmedVari abl eLi st Attri butes
S [12] Get NamedVari abl eLi st Attri but es- Request
ELSE
, get NanmedVari abl eLi st Attri butes
[12] IMPLICIT NULL
ENDI F

I F ( del eteNanedVari abl eLi st )
, del et eNanmedVari abl eLi st

[13] IMPLICIT Del et eNanedVari abl eLi st - Request
ELSE
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, del et eNanmedVari abl eLi st
[13] IMPLICIT NULL
ENDI F

ELSE
, def i neNanmedVar i abl eLi st
[11] IMPLICI T NULL,
get NanmedVari abl eLi st Attribute
[12] IMPLICI T NULL,
del et eNanedVari abl eLi st
[13] IMPLICIT NULL
ENDI F
ELSE
, def i neNanmedVar i abl eLi st
[11] IMPLICI T NULL,
get NanedVari abl eLi st Attri butes
[12] IMPLICI T NULL,
del et eNanedVari abl eLi st
[13] IMPLICIT NULL
ENDI F
ENDI F
IF ( vham)
I F ( defineNanedType )
, defineNanmedType
[14] I MPLICI T Defi neNamedType- Request
ELSE
, defineNanmedType
[14] IMPLICI T NULL
ENDI F

I F ( get NanedTypeAttributes )
, get NamedTypeAttri butes
[ 15] Get NanedTypeAttri but es- Request
ELSE
, get NamedTypeAttri butes
[15] I'MPLICIT NULL
ENDI F

I F ( del eteNanedType )
, del et eNamedType

[16] I MPLICIT Del et eNamedType- Request
ELSE

, del et eNanedType
[16] I MPLICIT NULL
ENDI F

ELSE
, defineNanmedType
[14] IMPLICIT NULL,
get NamedTypeAttri butes
[15] I'MPLICIT NULL,
del et eNamedType
[16] IMPLICIT NULL

ENDI F
I F ( i nput )
, put
[17] IMPLICIT I nput - Request
ELSE
, i nput
[17] IMPLICIT NULL
ENDI F
IF ( output )
, output
[18] | MPLI CI T Qut put - Request
ELSE
, output
[18] IMPLICIT NULL
ENDI F

IF ( takeControl )
, t akeCont r ol
[19] IMPLICA T TakeControl - Request
ELSE
, t akeContr ol
[19] IMPLICIT NULL
ENDI F

IF ( relinquishControl )
, reli nqui shContr ol

ELSE
, relinquishControl

[20] I MPLICI T NULL
ENDI F

I F ( defineSenaphore )
, defineSemaphore

[21] I MPLICIT DefineSemaphor e- Request
ELSE

, defineSemaphore

[20] IMPLICI T RelinquishControl - Request
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[21] IMPLICI T NULL
ENDI F
I F ( del et eSenaphore )
, del et eSenmaphore
[ 22] Del et eSemaphor e- Request
ELSE

, del et eSemaphore
[22] IMPLICIT NULL
ENDI F
I F ( report SemaphoreStatus )
, r epor t Semaphor eSt at us
[ 23] Report Semaphor eSt at us- Request
ELSE
, r eport Sermaphor eSt at us
[23] IMPLICIT NULL
ENDI F
I F ( reportPool SemaphoreSt atus )
,  reportPool Semaphor eSt at us
S [24] IMPLICA T Report Pool Semaphor eSt at us- Request
ELSE
,  reportPool Semaphor eSt at us
[24] IMPLICI T NULL
ENDI F

I F ( reportSemaphoreEntryStatus )
, r epor t Semmaphor eEnt r ySt at us

[25] I MPLICIT Report Semaphor eEnt rySt at us- Request
ELSE

, r epor t Semmaphor eEnt r ySt at us
[25] IMPLICIT NULL
ENDI F

IF ( initiateDownl oadSequence )
, InitiatebDownl oadSequence
[26] IMPLICIT InitiatebDownl oadSequence- Request,
downl oadSegmnent
[27] IMPLICI T Downl oadSegmnent - Request,
t er mi nat eDownl oadSequence
[28] I MPLICIT Term nat eDownl oadSequence- Request
ELSE

, i niti at eDownl oadSequence
[26] IMPLICIT NULL,
downl oadSegment
[27] IMPLICI T NULL,
t er m nat eDownl oadSequence
[28] IMPLICIT NULL
ENDI F
IF ( initiateUpl oadSequence )
, InitiateUpl oadSequence
[29] IMPLICIT InitiateUpl oadSequence- Request,
upl oadSegnent
[30] IMPLICIT Upl oadSegnent - Request ,
t er mi nat eUpl oadSequence
[31] IMPLICIT Term nat eUpl oadSequence- Request
ELSE

, initiateUpl oadSequence
[29] I'MPLICI T NULL,
upl oadSegnent
[30] ITMPLICIT NULL,
t er mi nat eUpl oadSequence
[31] I'MPLICIT NULL
ENDI F
I F ( request Domai nDownl oad )
, r equest Domai nDownl oad
S [32] I MPLICIT Request Dormai nDownl oad- Request
ELSE
, r equest Domai nDownl oad
[32] IMPLICIT NULL
ENDI F

I F ( request Donmai nUpl oad )
,  request Domai nUpl oad

[33] IIMPLICA T Request Domai nUpl oad- Request
ELSE

,  request Donai nUpl oad
[33] IMPLICIT NULL
ENDI F

I'F ( | oadDomai nCont ent )
, | oadDonmi nCont ent

[34] I MPLICI T LoadDomrai nCont ent - Request
ELSE

, | oadDonai nCont ent

[34] IMPLICIT NULL
ENDI F
I F ( storeDomai nContent )
, st or eDomai nCont ent
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[35] IMPLICIT StorebDonai nCont ent - Request
ELSE
,  storeDomai nCont ent

[35] IMPLICIT NULL
ENDI F

IF ( del eteDonmain )
, del et eDonai n
[36] I MPLICIT Del et eDonmai n- Request
ELSE
, del et eDomai n
[36] IMPLICIT NULL
ENDI F

IF ( getDomai nAttributes )
, get Domai nAttri but es
[37] IMPLICIT GetDonai nAttri but es- Request
ELSE
, get Domai nAttri but es
[37] IMPLICIT NULL
ENDI F

IF ( createProgram nvocation )
, creat eProgram nvocati on

[38] IMPLICIT CreateProgram nvocati on- Request
ELSE

, createPrograni nvocation
[38] IMPLICI T NULL
ENDI F

I F ( del eteProgram nvocation )
, del et eProgram nvocation

[39] IMPLICIT Del et eProgram nvocat i on- Request
ELSE

, del et eProgram nvocati on
[39] IMPLICIT NULL

ENDI F
IF ( start )
, start
[40] IMPLICIT Start-Request
ELSE
, start
[40] IMPLICIT NULL
ENDI F
IF ( stop )
, stop
[41] IMPLICIT Stop-Request
ELSE
, stop
[41] IMPLICIT NULL
ENDI F
IF ( resune )
, resune
[42] I MPLICI T Resune- Request
ELSE
, resune
[42] I MPLICIT NULL
ENDI F
IF ( reset )
, reset
[43] IMPLICI T Reset-Request
ELSE
, reset
[43] IMPLICIT NULL
ENDI F
IF ( kill )
. kill
[44] IMPLICIT Kill-Request
ELSE
. kill
[44] I MPLICIT NULL
ENDI F

I F ( getProgram nvocati onAttributes )
, getProgram nvocationAttri butes
S [45] I MPLICIT GetProgram nvocati onAttri butes- Request
ELSE
, getProgram nvocati onAttri butes
[45] I MPLICIT NULL
ENDI F

IF ( obtainFile )
, obtainFile

[46] IMPLICI T CObtainFil e- Request
ELSE

, obtainFile
[46] I MPLICIT NULL

ENDIF o
IF ( defineEventCondition ) [) t
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, def i neEvent Condi ti on
[47] I MPLICIT DefineEvent Conditi on- Request
ELSE

, defi neEvent Condi ti on
[47] IMPLICIT NULL
ENDI F

IF ( del eteEvent Condition )
, del eteEvent Condi tion

[ 48] Del et eEvent Condi ti on- Request
ELSE

, del et eEvent Condi ti on
[48] I MPLICIT NULL
ENDI F

IF ( getEventConditionAttributes )
,  getEventConditionAttributes
[49] Get Event Conditi onAttri butes-Request
ELSE
, get Event Condi ti onAttri butes
[49] IMPLICIT NULL
ENDI F
I F ( reportEvent ConditionStatus )
, report Event Condi ti onSt at us
[ 50] Report Event Condi ti onSt at us- Request
ELSE
, repor t Event Condi ti onSt at us
[50] IMPLICIT NULL
ENDI F

IF ( alterEvent ConditionhMnitoring )
, al t er Event Condi ti onMbni t ori ng

[51] IMPLICIT AlterEvent ConditionMonitoring-Request
ELSE

, alterEvent ConditionMnitoring
[51] IMPLICI T NULL
ENDI F

IF ( triggerEvent )
, triggerEvent

[52] IMPLICIT TriggerEvent - Request
ELSE

, triggerEvent
[52] IMPLICIT NULL
ENDI F

IF ( defineEventAction )
, def i neEvent Acti on
[53] IMPLICIT DefineEvent Acti on- Request
ELSE
, def i neEvent Acti on
[53] IMPLICIT NULL
ENDI F
IF ( del eteEvent Action )
, del et eEvent Acti on
[ 54] Del et eEvent Act i on- Request
ELSE
, del et eEvent Acti on
[54] IMPLICIT NULL
ENDI F

IF ( getEventActionAttributes )
, get Event Acti onAttri butes

[ 55] Get Event ActionAttri but es- Request
ELSE

, getEventActionAttributes
[55] I'MPLICIT NULL
ENDI F

I F ( reportEvent Acti onStatus )
, reportEvent ActionSt at us

[ 56] ReportEvent Acti onSt at us- Request
ELSE

, reportEvent ActionSt at us
[56] IMPLICIT NULL
ENDI F
IF ( defineEvent Enrol | nent )
, def i neEvent Enr ol | nent
[57] I MPLICIT DefineEvent Enrol | nent - Request
ELSE
, defi neEvent Enrol | nent
[57] IMPLICIT NULL
ENDI F
IF ( del eteEventEnrol | ment )
, del et eEvent Enr ol | nent
[ 58] Del et eEvent Enrol | ment - Request
ELSE
, del et eEvent Enr ol | nent
[58] IMPLICIT NULL
ENDI F
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IF ( alterEventEnrollnent )
, al t er Event Enrol | nent
[59] IMPLICIT AlterEvent Enrol | nent - Request
ELSE
, al ter Event Enrol | nent
[59] IMPLICIT NULL
ENDI F

IF ( reportEventEnrol |l ment Status )
, repor t Event Enr ol | ment St at us

[ 60] Report Event Enrol | ment St at us- Request
ELSE

, reportEvent Enrol | nent St at us
[60] IMPLICIT NULL
ENDI F

IF ( getEventEnrollmentAttributes )
,  getEventEnrollnentAttributes

[61] IMPLICIT GetEvent Enrol |l nent Attri but es- Request
ELSE

., getEventEnroll nentAttributes
[61] IMPLICI T NULL
ENDI F
I'F ( acknow edgeEvent Noti fication )
, acknow edgeEvent Noti fication
[62] I MPLICIT Acknow edgeEvent Noti fi cati on- Request
ELSE
, acknowl edgeEvent Noti fi cation
[62] IMPLICI T NULL
ENDI F
IF ( getAl arnSumrary )
, get Al ar nSummar
[63] IMPLICIT Get Al ar nSunmar y- Request
ELSE
, get Al ar nSunmary
[63] IMPLICIT NULL
ENDI F

IF ( getAl arnEnroll ment Sunmary )
, get Al arnEnr ol | nent Summary

[64] I MPLICIT Get Al arnEnrol | nent Summar y- Request
ELSE

,get Al arnEnr ol | nent Summary
[64] I MPLICI T NULL
ENDI F

IF ( readJournal )
, readJournal

[65] I MPLICI T ReadJour nal - Request
ELSE

, readJournal
[65] IMPLICIT NULL
ENDI F
IF ( witedournal )
, writeJournal
[66] IMPLICIT Witedournal - Request
ELSE
, writeJournal
[66] I MPLICIT NULL
ENDI F
IF ( initializedournal )
, initializeJdournal
[67] IMPLICIT Initializedournal - Request
ELSE
, initializeJdournal
[67] IMPLICIT NULL
ENDI F
IF ( reportJournal Status )
, repor t Jour nal St at us
[ 68] ReportJournal St atus- Request
ELSE

report Jour nal St at us
[68] IMPLICIT NULL
ENDI F

IF ( createdournal )
,  createJour nal

[69] IMPLICIT Createdournal - Request
ELSE

, creat eJour nal
[69] IMPLICIT NULL
ENDI F
I F ( del eteJournal )
, del et eJour nal
[70] I MPLICIT Del et eJournal - Request
ELSE
, del et eJour nal
[70] IMPLICIT NULL

.
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ENDI F
IF ( getCapabilityList )
, getCapabilitylList
[71] I MPLICI T Get CapabilitylList-Request
ELSE

, getCapabilitylList
[71] IMPLICI T NULL
ENDI F
-- choices [72] through [77] are reserved for use by services
~ -- defined in annex D

72] I MPLICI'T NULL
ENDI F

IF ( fileRead )
, fileRead
[73] IMPLICIT Fil eRead- Request
ELSE
, fil eRead
[73] IMPLICIT NULL
ENDI F

IF ( fileC ose )
, filed ose
[74] IMPLICIT Fil ed ose- Request
ELSE
, filed ose
[74] I MPLICI T NULL
ENDI F

IF ( fil eRenane )
, fil eRenane

[75] IMPLICIT Fil eRename- Request
ELSE

, fil eRenane
[75] I MPLICI T NULL
ENDI F

IF ( fileDelete )
, fileDelete

[76] IMPLICIT Fil eDel et e- Request
ELSE

, fileDelete

[76] IMPLICIT NULL
ENDI F
IF ( fileDirectory )
, fileDirectory

[77] IMPLICIT FileDirectory-Request
ELSE
, fileDirectory

S [77] IMPLICIT NULL

ENDI F

IF ( csr cspi
, additional Service
<~ [78] Additional Service- Request
ENDI F’
o -- choice [79] is reserved
I F ( get Dat aExchangeAttri butes )
, get Dat aExchangeAttri butes
© [80] CetDataExchangeAttri butes-Request
-- Shall not appear in minor version 1
ENDI F
I F ( exchangeData )
, exchangeDat a
[81] I MPLICI T ExchangeDat a- Request
-- Shall not appear in minor version 1
ENDI F
I F ( defineAccessControl List )
, def i neAccessControl Li st
[82] IMPLICIT DefineAccessControl Li st-Request
-- Shall not appear in minor version 1 or 2
ENDI F
IF ( getAccessControl ListAttributes )
,  getAccessControl Li stAttributes
[ 83] Get AccessControl Li stAttributes-Request
-- Shall not appear in minor version 1 or 2
ENDI F
I'F ( reportAccessControl |l edCbjects )
report AccessControl | edChj ects
[84] I MPLICIT ReportAccessControl | edObj ect s- Request
-- Shall not appear in minor version 1 or 2
ENDI F
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I F ( del eteAccessControl List )
, del et eAccessControl Li st
[85] IMPLICIT Del et eAccessControl Li st - Request
-- Shall not appear in minor version 1 or 2
ENDI F
I F ( changeAccessControl )
,  changeAccessContr ol
[86] I MPLICIT ChangeAccessContr ol - Request
-- Shall not appear in minor version 1 or 2
ENDI F

The ConfirmedServiceRequest type shall identify the service type and the argument for that service. The context
tags provided identify the service type. Definitions for each individual service specify the form of the argument for
the service through definition of a type that is referenced by the ConfirmedServiceRequest production. Each of the
services in the ConfirmedServiceRequest choice is a confirmed service.

7.1.2 AdditionalService-Request

Addi ti onal Servi ce- Request ::= CHO CE {
IF ( csr)
IF ( vMDStop )
vIMDSt op
[0] IMPLICIT VMDSt op- Request
ELSE
vIMDSt op
[0] IMPLICIT NULL
ENDI F

IF ( vMDReset )
, vMDReset
[1] IMPLICI T VMDReset - Request

ELSE
,  VMDReset
[1] IMPLICI T NULL
ENDI F
IF ( select )
, select
[2] IMPLICIT Sel ect-Request
ELSE
, select
[2] IMPLICIT NULL
ENDI F
IF ( alterProgram nvocati onAttributes )
, alterPl
[3] IMPLICIT AlterProgram nvocati onAttri butes-Request
ELSE
, alterPl
[3] IMPLICI T NULL
ENDI F
ELSE
, vMDSt o
[0] IMPLICIT NULL,
vMDReset
[1] IMPLICI T NULL,
sel ect
[2] IMPLICIT NULL,
alterPl
[3] IMPLICIT NULL
ENDI F
IF ( cspi )
IF ( initiateUnitControl Load )
, I nitiateUCLoad
[4] IMPLICIT InitiateUnitControl Load- Request
ELSE

, initiateUCLoad
[4] IMPLICIT NULL

ENDI F
I'F ( unitControl LoadSegnent )
, uCload
[5] IMPLICIT UnitControl LoadSegnent - Request
ELSE
, uClLoad
[5] I'MPLICIT NULL
ENDI F

I'F ( unitControl Upl oad )
,  uCuUpl oad
[6] IMPLICIT UnitControl Upl oad- Request

ELSE
, uCUpl oad
[6] I MPLICIT NULL Documents
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ENDI F
IF ( startUnitControl )
, startuC
[7] IMPLICIT StartUnitControl-Request
ELSE
, start UC
[7] I'MPLICI T NULL
ENDI F

IF ( stopUnitControl )
, st opUC
[8] IMPLICIT StopUnitControl-Request
ELSE
, st opUC
[8] I'MPLICIT NULL
ENDI F

IF ( createUnitControl )
, creat eUC
[9] IMPLICIT CreateUnitControl - Request

ELSE
, creat eUC
[9] IMPLICIT NULL
ENDI F
I F ( addToUnit Control )
, addToUC
[10] I MPLICI T AddToUnit Control - Request
ELSE
, addTouC

[10] I MPLICIT NULL
ENDI F

I'F ( renpveFronlnitControl )
, renoveFr onUC
[11] I MPLICI T RenoveFromnit Control - Request
ELSE
, removeFr onC
[11] IMPLICI T NULL
ENDI F

IF ( getUnitControl Attributes )
, get UCAttri butes
[12] IMPLICIT GetUnitControl Attri butes-Request
ELSE
, get UCAttri butes
[12] IMPLICIT NULL
ENDI F

IF ( loadUnitControl FronFile )
, | oadUCFronFi |l e

[13] IMPLICIT LoadUnit Control FronFil e- Request
ELSE

, | oadUCFronFi |l e
[13] IMPLICI T NULL
ENDI F

IF ( storeUnitControl ToFile )
, storeUCToFile

[14] IMPLICIT StoreUnitControl ToFi | e- Request
ELSE

, st or eUCToFi | e
[14] I MPLICI T NULL
ENDI F

IF ( deleteUnitControl )
, deleteUC
[15] I MPLICIT Del et eUnitControl - Request
ELSE
, del et eUC
[15] IMPLICIT NULL
ENDI F

I F ( defineEvent ConditionList )
, def i neECL
[ 16] DefineEvent Conditi onLi st- Request
ELSE
, def i neECL
[16] I MPLICIT NULL
ENDI F

I F ( del eteEvent ConditionList )
, del et eECL

[17] Del et eEvent Condi ti onLi st - Request
ELSE

, del et eECL
[17] I MPLICI T NULL
ENDI F

I F ( addEvent Condi ti onLi st Ref erence )
, addECLRef erence
[18] I MPLICI T AddEvent Condi ti onLi st Ref er ence- Request

ELSE
, addECLRef erence D t
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[18] IMPLICIT NULL
ENDI F
I F ( renpveEvent Condi ti onLi st Ref erence )
, renoveECLRef erence
[19] I MPLICI T RenoveEvent Condi ti onLi st Ref er ence- Request
ELSE

, renoveECLRef er ence
[19] I MPLICI T NULL
ENDI F

IF ( getEventConditionListAttributes )
, getECLAttributes
[ 20] Get Event Conditi onLi st Attri but es- Request
ELSE
, get ECLAttri but es
[20] I'MPLICIT NULL
ENDI F
I F ( reportEvent ConditionListStatus )
, report ECLSt at us
S [21] IMPLICI T ReportEvent Conditi onLi st St at us- Request
ELSE
, report ECLSt at us
[21] IMPLICI T NULL
ENDI F

IF ( alterEvent ConditionListMnitoring )
, al t er ECLMoni t ori ng

[22] IMPLICIT AlterEvent ConditionLi stMnitoring-Request
ELSE

, alterECLMonitoring
[22] I MPLICI T NULL
ENDI F

ELSE
, initiateUCLoad
[4] IMPLICIT NULL,

uClLoad

[5] I'MPLICIT NULL,
uCUpl oad

[6] IMPLICIT NULL,
start UC

[7] I'MPLICIT NULL,
st opUC

[8] I'MPLICIT NULL,
creat elUC

[9] IMPLICIT NULL,
addToUC

[10] IMPLICIT NULL,
renovekFr omJC

[11] IMPLICI T NULL,
get UCAttri butes

[12] IMPLICIT NULL,
| oadUCFronFil e

[13] IMPLICIT NULL,
st or eUCToFi | e

[14] IMPLICI T NULL,
del et eUC

[15] IMPLICIT NULL,
defi neECL

[16] IMPLICIT NULL,
del et eECL

[17] IMPLICI T NULL,
addECLRef erence

[18] IMPLICIT NULL,
renoveECLRef er ence

[19] IMPLICIT NULL,
get ECLAttri butes

[20] IMPLICIT NULL,
report ECLSt at us

[21] IMPLICI T NULL,
al ter ECLMoni t ori ng

[22] IMPLICIT NULL

ENDI}F

7.1.3 Request-Detail

Request-Detail ::= CHO CE {
-- this choice shall be selected if the tag val ue of the
-- ConfirnedServi ceRequest does not match any of the tags bel ow
ot her Request s NULL
I F ( createProgram nvocation )
, creat eProgram nvocati on
[38] IMPLICIT CS-CreatePrograni nvocati on- Request

ELSE
, creat eProgram nvocati on Documents
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[38] IMPLICIT NULL
ENDI F

IF ( start )
, start

[40] IMPLICIT CS-Start-Request
ELSE

, start
[40] IMPLICIT NULL
ENDI F
IF ( resunme )
, resune
[42] I MPLICIT CS-Resune- Request
ELSE
, resune
[42] I MPLICIT NULL
ENDI F

I F ( defineEvent Condition )
, def i neEvent Condi ti on
[47] IMPLICI T CS-Defi neEvent Condi ti on- Request
ELSE
, def i neEvent Condi ti on
[47] IMPLICIT NULL
ENDI F

IF ( alterEvent ConditionhMnitoring )
, al t er Event Condi ti onMbni t ori ng

[51] IMPLICIT CS-AlterEvent Conditi onMnitoring-Request
ELSE

, alterEvent ConditionMnitoring
[51] IMPLICI T NULL
ENDI F

IF ( defineEvent Enrol | nent )
, defineEvent Enrol | nent

[57] IMPLICI T CS-Defi neEvent Enrol | ment - Request
ELSE

, defi neEvent Enrol | ment
[57] I'MPLICIT NULL
ENDI F
IF ( alterEventEnrollnent )
, al t er Event Enr ol | nent
[59] IMPLICIT CS-AlterEvent Enrol | ment - Request
ELSE
, al t er Event Enrol | nent
[59] IMPLICIT NULL
ENDI}F

7.2 The Unconfirmed-PDU

Unconfirmed- PDU :: = SEQUENCE {
service Unconfi r nedSer vi ce,
IF ( cspi )
, service-ext [ 79] Unconfirmed-Detail OPTI ONAL
ENDI F

-- shall not be transmtted if value is the val ue
-- of a tagged type derived from NULL

}

The Unconfirmed-PDU shall be a sequence containing an UnconfirmedService and an Unconfirmed-Detail.
The UnconfirmedService shall be used to identify an unconfirmed service and its argument.

7.21 UnconfirmedService

UnconfirmedService ::= CHO CE {
I F (informati onReport )
I nf or mat i onReport
[0] IMPLICIT Infornati onReport
ELSE
i nf or mat i onReport
[0] I'MPLICIT NULL
ENDI F
IF ( unsolicitedStatus )
, unsol i ci t edSt at us
[1] I'MPLICI T UnsolicitedStatus
ELSE
, unsol i ci t edSt at us
[1] IMPLICI T NULL
ENDI F

IF ( eventNotification)
, event Notification Documents
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[2] IMPLICIT EventNotification
ELSE
, event Notification

[2] IMPLICIT NULL
ENDI F

The UnconfirmedService type shall identify the service type and the argument for that service. The context tags
provided identify the service type. Definitions for each individual service specify the form of the argument for the
service through definition of a type, which is referenced by the UnconfirmedService production. Each of the
services in the UnconfirmedService choice is an unconfirmed service.

7.2.2 Unconfirmed-Detail

Unconfirmed-Detail ::= CHO CE {
-- this choice shall be selected if the tag val ue of the
-- UnconfirnmedServi ce does not match any of the tags bel ow

ot her Request s NULL

IF ( cspi

, event Notification
[2] IMPLICIT CS-Event Notification

ENDI}F

7.3 The Confirmed-ResponsePDU

Confirmed- ResponsePDU : : = SEQUENCE {
i nvokel D Unsi gned32,
servi ce Conf i rmedSer vi ceResponse,
IF ( csr cspi ),
servi ce- ext [ 79] Response-Detail OPTI ONAL
ENDI F

-- shall not be transmtted if value is the val ue
-- of a tagged type derived from NULL

}

The Confirmed-ResponsePDU shall be a sequence containing three elements, an unsigned integer, a
ConfirmedServiceResponse and a Response-Detail.

The i nvokel Dshall be a 32-bit unsigned integer that shall unambiguously identify a service request among all
outstanding confirmed service requests from a particular MMS-user on an application association. At any instant in
time, there may be at most one service request outstanding from a particular MMS-user on an application
association for any given i nvokel D. The value of the i nvokel Dshall be the value provided by the MMS-user
in the response service primitive (see ISO 9506-1, clause 5), and shall identify the request instance that caused the
service to be carried out. The i nvokel Din this PDU allows the MMS-provider and MMS-user to correlate this
PDU with the appropriate service request.

The ConfirmedServiceResponse shall be used to identify a confirmed service and the response for that confirmed
service. This parameter is further described in 7.3.1.

7.3.1 ConfirmedServiceResponse

ConfirnmedServi ceResponse ::= CHO CE {
IF ( status )
stat us
[0] IMPLICIT Status-Response
ELSE
status
[0] IMPLICIT Reject PDU
ENDI F
I F ( get NaneList )
, get NaneLi st
[1] IMPLICI T Get NaneLi st - Response
ELSE
, get NanelLi st
[1] IMPLICT Reject PDU
ENDI F
IF ( identify )
, identify
[2] IMPLICIT Identify-Response
ELSE
, identify
[2] TMPLICIT Reject PDU
ENDI
Documents
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IF ( renane )
, renane
[3] IMPLICIT Renane- Response

ELSE
, renane

[3] IMPLICIT Rej ect PDU
ENDI F
IF ( read )
, read

[4] IMPLICIT Read- Response
ELSE
, read

[4] IMPLICIT Rej ect PDU
ENDI F
IF ( wite )
,  Wwite

[5] IMPLICIT Wite-Response
ELSE
, wite

[5] IMPLICIT Reject PDU
ENDI F

IF ( vham vadr )
IF ( getVariabl eAccessAttributes )
, getVariabl eAccessAttributes
[6] IMPLICIT CetVari abl eAccessAttri but es- Response
ELSE

, getVariabl eAccessAttributes
[6] IMPLICIT RejectPDU
ENDI F
ELSE
, getVariabl eAccessAttributes
[6] IMPLICIT RejectPDU
ENDI F
IF ( vham)
IF ( vadr
I F ( defineNanedVari abl e )
, def i neNanmedVari abl e
[7] IMPLICIT DefineNanedVari abl e- Response
ELSE
, defineNanedVari abl e
[7] IMPLICIT Reject PDU
ENDI F

ELSE
, defi neNanedVari abl e

[7] IMPLICIT Reject PDU
ENDI F

ELSE
, defi neNanedVari abl e

[7] IMPLICIT Reject PDU
ENDI F

IF ( vsca)
-- choice [8] is reserved for a service defined in Annex E
I F ( defineScatteredAccess )
, defi neScatt eredAccess
S [8] IMPLICIT DefineScatteredAccess- Response
ELSE
, defi neScatt eredAccess
[8] IMPLICIT Reject PDU
ENDI F

-- choice [9] is reserved for a service defined in Annex E
IF ( getScatteredAccessAttributes )
, get Scatt eredAccessAttri butes
S [9] IMPLICIT GetScatteredAccessAttributes-Response
ELSE
, get Scatt eredAccessAttri butes
[9] IMPLICIT Reject PDU
ENDI F

ELSE
, defi neScatt eredAccess

[8] IMPLICIT RejectPDy,

get Scatt eredAccessAttri butes

[9] IMPLICIT RejectPDU
NDI F
F ( vnam)
F ( del eteVari abl eAccess )
del et eVari abl eAccess

[10] I MPLICIT Del eteVari abl eAccess- Response

E
|
|

ELSE
, del et eVari abl eAccess
[10] IMPLICI T Rej ect PDU
ENDI F
ELSE
, del et eVari abl eAccess
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[10] IMPLICIT Reject PDU
ENDI F
IF ( vlis)
IF ( vham)
I F ( defineNamedVari abl eLi st )
, def i neNanmedVari abl eLi st
[11]
ELSE
, def i neNanmedVar i abl eLi st
[11] IMPLICIT Reject PDU
ENDI F

| MPLI CI T Defi neNanedVari abl eLi st - Response

I F ( getNanedVari abl eLi stAttributes )

, get NanmedVari abl eLi st Attri butes

[12]
ELSE
,getNanedVari abl eLi st Attri butes
[12] IMPLICI T RejectPDU
ENDI F

I F ( del et eNanedVari abl eLi st )
, del et eNanmedVari abl eLi st

[13]
ELSE
, del et eNanedVari abl eLi st
[13] IMPLICI T RejectPDU
ENDI F
ELSE
, defi neNanedVari abl eLi st
[11] I MPLICI T Reject PDU,
get NanmedVari abl eLi st Attri butes
[12] IMPLICIT Reject PDU,
del et eNanedVari abl eLi st
[13] IMPLICI T RejectPDU
ENDI F
ELSE
, defi neNanedVari abl eLi st
[11] I MPLICI T Reject PDU,
get NanmedVari abl eLi st Attri butes
[12] IMPLICIT Reject PDU,
del et eNanedVari abl eLi st
[13] IMPLICI T RejectPDU
NDI F
F ( vnam)
F ( defineNamedType )
def i neNamedType

[ 14]
ELSE
, defineNanmedType

[14] IMPLICI T Rej ect PDU
ENDI F

I F ( get NanedTypeAttributes )
, get lElam]adTypeAt tributes
15

E
|
|

ELSE
, get NamedTypeAttri butes

[15] IMPLICI T Reject PDU
ENDI F

I F ( del eteNanedType )
, del et eNanmedType

[16]
ELSE
, del et eNanmedType

[16] IMPLICI T RejectPDU
ENDI F

ELSE
, defineNamedType
[14] IMPLICI T Reject PDY,
get NanmedTypeAttri butes
[15] IMPLICI T Reject PDY,
del et eNamedType

[16] IMPLICI T RejectPDU
ENDI F
IF ( input )
, I nput
[17] IMPLIC T I nput-Response
ELSE
, input
[17] IMPLICI T Reject PDU
ENDI F
IF ( output )
, output
[18] I MPLICI T Qutput-Response
ELSE
, output

.
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[18] IMPLICIT Reject PDU

ENDI F
IF ( takeControl )
, takeControl

[ 19] TakeControl - Response
ELSE
, takeControl

[19] IMPLICIT Reject PDU
ENDI F

I'F ( relinquishControl )
, relinquishControl
[20] IMPLICIT RelinquishControl-Response
ELSE
, reli nqui shContr ol
[20] IMPLICIT RejectPDU
ENDI F
I F ( defineSemaphore )
, def i neSemaphor e
[21] IMPLIC T Defi neSemaphor e- Response
ELSE
, def i neSemaphor e
[21] IMPLICIT Reject PDU
ENDI F

I F ( del et eSemaphore )
, del et eSemaphor e

[22] I MPLICIT Del et eSemaphor e- Response
ELSE

, del et eSemaphore
[22] IMPLICIT RejectPDU
ENDI F

I'F ( report SenmaphoreStatus )
, r epor t Semaphor eSt at us

[23] IMPLICI T Report Semaphor eSt at us- Response
ELSE

, r eport Sermaphor eSt at us
[23] IMPLICIT Reject PDU
ENDI F
I F ( report Pool SemaphoreSt atus )
,  reportPool Semaphor eSt at us
[24] I MPLICI T ReportPool Semaphor eSt at us- Response
ELSE
,  reportPool Semaphor eSt at us
[24] IMPLICI T Reject PDU
ENDI F
I F ( reportSemaphoreEnt ryStatus )
, r epor t Semaphor eEnt r ySt at us
S [25] I MPLICIT Report Semaphor eEnt rySt at us- Response
ELSE
, r epor t Semmaphor eEnt r ySt at us
[25] IMPLICIT RejectPDU
ENDI F

IF ( initiateDownl oadSequence )
, I nitiat eDownl oadSequence
[26] IMPLICIT InitiateDownl oadSequence- Response,
downl oadSegnent
[27] I MPLICI T Downl oadSegnent - Response,
t er mi nat eDownl oadSequence
[28] IMPLICIT Term nat eDownl oadSequence- Response
ELSE

, initiatebDownl oadSequence
[26] IMPLICIT Reject PDU,
downl oadSegnent
[27] IMPLICI T Reject PDY,
t er mi nat eDownl oadSequence
[28] IMPLICIT Reject PDU
ENDI F

I'F ( initiateUpl oadSequence )
, InitiateUpl oadSequence
[29] IMPLICIT InitiateUpl oadSequence- Response,
upl oadSegnent
[30] IMPLICIT Upl oadSegnent - Response,
t er mi nat eUpl oadSequence
[31] IMPLICIT Term nat eUpl oadSequence- Response
ELSE

, initiateUpl oadSequence
[29] IMPLICIT Reject PDU,
upl oadSegnent
[30] IMPLICIT Reject PDU,
t er mi nat eUpl oadSequence
[31] IMPLICIT Reject PDU
ENDI F

I'F ( request Donmai nDownl oad )
,  request Dormai nDownl oad
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[32] I MPLICI T Request Dormai nDownl oad- Response
ELSE
,  request Dormai nDownl oad
[32] IMPLICIT Reject PDU
ENDI F
I F ( request Donmai nUpl oad )
,  request Donai nUpl oad
[33] IMPLICI T Request Donmi nUpl oad- Response
ELSE
,  request Domai nUpl oad
[33] IMPLICIT Reject PDU
ENDI F
I F ( | oadDomai nCont ent )
, | oadDonmi nCont ent
[34] I MPLICIT LoadDorai nCont ent - Response
ELSE
, | oadDonmai nCont ent
[34] IMPLICIT Reject PDU
ENDI F

I F ( storeDonmi nContent )
, st or eDomai nCont ent

[35] IMPLICIT StoreDonai nCont ent - Response
ELSE

, st or eDomai nCont ent
[35] IMPLICIT RejectPDU
ENDI F

I F ( del eteDonamin )
, del et eDonai n

[36] I MPLICIT Del et eDomai n- Response
ELSE

, del et eDomai n
[36] | MPLICIT Rej ect PDU
ENDI F

IF ( getDomai nAttributes )
, getDomai nAttri butes
[37] IMPLICIT GetDonmi nAttri butes- Response
ELSE
, get Domai nAttri but es
[37] IMPLICIT RejectPDU
ENDI F
I F ( createProgram nvocation )
, creat eProgram nvocati on
S [38] IMPLICIT CreateProgramn nvocati on- Response
ELSE
, creat eProgram nvocati on
[38] IMPLICIT RejectPDU
ENDI F

I F ( del eteProgram nvocation )
, del et ePr ogram nvocati on

[39] IMPLICIT Del et eProgram nvocati on- Response
ELSE

, del et eProgram nvocation
[39] IMPLICIT RejectPDU

ENDI F
IF ( start )
s start
[40] IMPLICIT Start-Response
ELSE
, start
[40] | MPLICIT RejectPDU
ENDI F
IF ( stop )
, stop
[41] IMPLICIT Stop-Response
ELSE
, stop
[41] I MPLICI T Reject PDU
ENDI F
IF ( resune )
, resune
[42] IMPLICI T Resume- Response
ELSE
, resune
[42] I MPLICIT Reject PDU
ENDI F
IF ( reset )
, reset
[43] IMPLICIT Reset-Response
ELSE
s reset
[43] IMPLICIT RejectPDU
ENDI F
IF ( kill )
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Il
[44] IMPLICIT Kill-Response
, kil

ENDI F
I F ( getProgram nvocationAttributes )
, getProgram nvocati onAttri butes
[45] I MPLICIT GetProgram nvocati onAttri butes- Response
ELSE

, getProgram nvocati onAttri butes
[45] IMPLICI T Rej ect PDU

|
[44] IMPLICIT Reject PDU

ENDI F
IF ( obtainFile )
, oObtainFile
[46] I MPLICIT ObtainFil e-Response
ELSE
, obtainFile
[46] IMPLICIT RejectPDU
ENDI F
I F ( defineEvent Condition )
, def i neEvent Condi ti on
[47] IMPLICIT DefineEvent Condition- Response
ELSE
, def i neEvent Condi ti on
[47] IMPLICIT Reject PDU
ENDI F

IF ( del eteEvent Condition )
, del et eEvent Condi ti on

[48] I MPLICIT Del et eEvent Condi ti on- Response
ELSE

, del et eEvent Condi ti on
[48] IMPLICIT RejectPDU
ENDI F

IF ( getEventConditionAttributes )
, getEventConditionAttributes

[49] IMPLICIT GetEvent ConditionAttributes-Response
ELSE

,  getEventConditionAttributes
[49] IMPLICIT Reject PDU
ENDI F
I F ( reportEvent ConditionStatus )
, reportEvent ConditionStatus
[50] I MPLICIT ReportEvent Conditi onSt at us- Response
ELSE
, report Event Condi ti onSt at us
[50] IMPLICIT RejectPDU
ENDI F
IF ( alterEvent ConditionhMonitoring )
, al t er Event Condi ti onMbni t ori ng
[51] IMPLICI T AlterEvent ConditionMonitoring-Response
ELSE
, al t er Event Condi ti onMbni t ori ng
[51] IMPLICIT Reject PDU
ENDI F

IF ( triggerEvent )
, triggerEvent

[52] IMPLICIT TriggerEvent - Response
ELSE

, triggerEvent
[52] IMPLICIT RejectPDU
ENDI F

IF ( defineEvent Action )
, defineEvent Acti on

[53] IMPLICIT DefineEvent Acti on- Response
ELSE

, def i neEvent Acti on
[53] IMPLICIT Reject PDU
ENDI F
IF ( del eteEvent Action )
, del eteEvent Acti on
[54] I MPLICIT Del et eEvent Acti on- Response
ELSE
, del et eEvent Acti on
[54] IMPLICIT RejectPDU
ENDI F
IF ( getEventActionAttributes )
, get Event Acti onAttri butes
S [55] IMPLICIT GetEvent ActionAttri butes-Response
ELSE
, get Event Acti onAttri butes
[55] IMPLICIT RejectPDU
ENDI F
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IF ( reportEvent ActionStatus )
, report Event Acti onSt at us
S [56] I MPLICIT ReportEvent Acti onSt at us- Response
ELSE
, report Event Acti onSt at us
[56] IMPLICIT RejectPDU
ENDI F

IF ( defineEventEnroll nment )
, def i neEvent Enr ol | nent

[57] IMPLICIT DefineEvent Enrol | nent - Response
ELSE

, defi neEvent Enrol | ment
[57] IMPLICIT RejectPDU
ENDI F

IF ( del eteEvent Enrol | nent )
, del eteEvent Enrol | nent

[58] IMPLICIT Del et eEvent Enrol | nent - Response
ELSE

, del et eEvent Enrol | ment
[58] IMPLICIT RejectPDU
ENDI F
IF ( alterEventEnrollnent )
, al t er Event Enr ol | nent
[59] IMPLICIT Al terEvent Enrol | nent - Response
ELSE
, al t er Event Enrol | nent
[59] IMPLICIT RejectPDU
ENDI F
I F ( reportEvent Enrol | ment Status )
, report Event Enrol | nent St at us
S [60] I MPLICIT ReportEvent Enrol | nent St at us- Response
ELSE
, report Event Enr ol | nent St at us
[60] IMPLICIT Reject PDU
ENDI F

IF ( getEventEnroll mentAttributes )
, get Event Enrol | ment Attri but es

[61] IMPLICIT GetEvent Enrol |l nent Attri but es- Response
ELSE

,  getEventEnrollnentAttributes
[61] IMPLICI T RejectPDU
ENDI F

I F ( acknow edgeEvent Notification )
, acknow edgeEvent Notification

[62] IMPLICI T Acknow edgeEvent Notifi cati on- Response
ELSE

, acknow edgeEvent Noti fication
[62] IMPLICI T RejectPDU
ENDI F
IF ( getAl arnSumrary )
., get Al ar nSumary
[63] IMPLICIT Get Al ar nSummary- Response
ELSE
, get Al ar nSunmary
[63] IMPLICIT Reject PDU
ENDI F
I F ( get Al arnEnrol |l ment Sunmary )
., get Al arnEnr ol | nent Summary
S [64] IMPLICIT Get Al arnknrol | ment Summar y- Response
ELSE
, get Al ar nEnr ol | nent Surmary
[64] IMPLICIT RejectPDU
ENDI F

IF ( readJournal )
, readJour nal

[65] I MPLICI T ReadJour nal - Response
ELSE

, readJour nal
[65] IMPLICIT RejectPDU
ENDI F

IF ( witeJournal )
, witeJournal

[66] IMPLICIT WiteJdournal - Response
ELSE

, writeJournal
[66] | MPLICIT Rej ect PDU
ENDI F
IF ( initializeJournal )
, initializeJournal
[67] IMPLICIT InitializeJdournal - Response
ELSE
, initializeJournal
[67] IMPLICIT Reject PDU
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ENDI F
I'F ( reportJournal Status )
, reportJournal Status
[68] I MPLICIT ReportJournal Status-Response
ELSE \
reportJournal St at us
[68] IMPLICIT RejectPDU
ENDI F
IF ( createdournal )
, cr eat eJour nal
[69] IMPLICIT Createdournal - Response
ELSE ;
, creat eJour nal
[69] IMPLICIT Reject PDU
ENDI F

IF ( del etedournal )
, del et eJour nal

[70] I MPLICIT Del et eJour nal - Response
ELSE

, del et eJour nal
[70] IMPLICIT RejectPDU
ENDI F

IF ( getCapabilityList )
, getCapabilitylList

[71] I MPLICI T Get CapabilitylList-Response
ELSE

, getCapabilitylList
[71] IMPLICI T Rej ect PDU
ENDI F

-- choices [72] through [77] are reserved for use by services
-- defined In annex D
IF ( fileQpen )
, fileCpen
[72] IMPLICIT Fil eOpen- Response
ELSE
, fileOpen
[72] IMPLICI T RejectPDU
ENDI F
IF ( fileRead )
, fileRead
[73] IMPLICIT Fil eRead- Response
ELSE

, fileRead
[73] IMPLICI T Rej ect PDU
ENDI F

IF ( filed ose )
, fileC ose
[74] IMPLICIT Fil ed ose- Response
ELSE
, filed ose
[74] IMPLICIT Reject PDU
ENDI F
IF ( fil eRenane )
, fil eRenane
[75] IMPLICIT Fil eRenane- Response
ELSE
, fil eRenane
[75] IMPLICIT Reject PDU

ENDI F
IF ( fileDelete )
, fileDelete
[76] IMPLICIT Fil eDel et e- Response
ELSE
, fileDelete
[76] IMPLICI T RejectPDU
ENDI F

IF ( fileDirectory )
, fileDirectory

[77] IMPLICIT FileDirectory-Response
ELSE

, fileDirectory
[77] IMPLICIT Reject PDU
ENDI F

IF ( csr cspi )
, additional Service

[ 78] Additional Servi ce- Response

-- choice [79] is reserved

I F ( get Dat aExchangeAttri butes ),
, getDat aExchangeAttri but es

[ 80] Get Dat aExchangeAttri but es- Response

-- Shall not appear in mnor version 1

ENDI F
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