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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 9509 was prepared by Technical Committee ISO/TC 147, Water quality, Subcommittee SC 5, Biological 
methods. 

This second edition cancels and replaces the first edition (ISO 9509:1989), which has been technically revised. 
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Introduction 

Nitrification is an important process in the treatment of waste waters, since it is necessary to reduce the 
polluting effects of ammonium in treated discharges to receiving waters. It is further necessary to convert 
ammonium to nitrate in order to allow the subsequent process of denitrification (producing nitrogen gas) in the 
anoxic stage of the modified activated sludge process, thus considerably reducing the potential for 
eutrophication in the receiving waters. The nitrification process is generally performed by two separate groups 
of autotrophic bacterial species This International Standard describes a method for assessing the inhibition of 
the production of oxidized nitrogen (nitrite plus nitrate), or of the removal of ammonium, by nitrifying activated 
sludge. 
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