INTERNATIONAL ISO
STANDARD 9619

First edition
1992-12-15

Passenger cars — Windscreen wiping
systems — Test method

Voitures particuliéres — Dispositif d’essuie-glace du pare-brise —
Méthode d’essai

"'-wumll
nllﬂ]""l"

Reference number
D eUtitefits

Document Sharing Hub

s
"“lllluh.,,,,,mm

|

Full document details: ISO 9619-1992


http://www.avadocuments.com/doc/iso-9619-1992
http://www.avadocuments.com/doc/iso-9619-1992

ISO 9619:1992(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the
work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an Inter-
national Standard requires approval by at least 75 % of the member
bodies casting a vote.

International Standard I1SO 9619 was prepared by Technical Committee
ISO/TC 22, Road vehicles, Sub-Committee SC 17, Visibility.

Annexes A, B, C and D form an integral part of this International Stan-
dard.
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Introduction

This International Standard is one of a series of four Standards dealing
respectively with the testing of defrosting (ISO 3468), washing
(ISO 3469), demisting (ISO 3470), and wiping systems (ISO 9619) for
windscreens.

The testing of demisting, defrosting, and washing and wiping systems
and equipment for rear windows of passenger cars is dealt with in
ISO 5897, ISO 5898 and ISO 6255 respectively.

Documents

Document Sharing Hub
iii

Full document details: ISO 9619-1992


http://www.avadocuments.com/doc/iso-9619-1992
http://www.avadocuments.com/doc/iso-9619-1992

INTERNATIONAL STANDARD

ISO 9619:1992(E)

Passenger cars — Windscreen wiping systems — Test method

1 Scope

This International Standard specifies the test
method for passenger car (term 3.1.1 in
I1SO 3833:1977) windscreen wiping systems, when
they are fitted. It does not specify reference areas
or levels of performance.

The tests need not be repeated on types of power-
driven vehicles which do not differ from one another
in respect of the following essential features as far
as windscreen wiping performance is concerned:

a) shape, size, surface characteristics and aero-
dynamic characteristics of the windscreen and
its surroundings;

b) characteristics of each system designated by the
vehicle manufacturer as contributing to wiping
of the windscreen.

This International Standard permits aerodynamic
tests to be carried out either in a wind tunnel or on
a test track, the results from which are equivalent.

2 Normative reference

The following standard contains provisions which,
through reference in this text, constitute provisions
of this International Standard. At the time of publi-
cation, the edition indicated was valid. All standards
are subject to revision, and parties to agreements
based on this International Standard are encour-
aged to investigate the possibility of applying the
most recent edition of the standard indicated below.
Members of IEC and ISO maintain registers of cur-
rently valid International Standards.

ISO 3833:1977, Road vehicles — Types — Terms and
definitions.
3 Definitions

For the purposes of this International Standard, the
following definitions apply.

3.1 control: Device or accessory for starting and
stopping the windscreen wiper system. Starting and
stopping may be coordinated with the operation of
the windscreen washer or be totally independent of
it.

3.2 test mixtures: Mixture as specified in annex A.

3.3 test fluid: Water with sufficient additives to en-
able a permanent record to be made of the wiped
area, but which does not affect the performance of
the wiping system. {See annex B.)

3.4 wiped area: Area of the outer glazed surface
that is cleared by the wiper blade(s) when operating
on a wet windscreen. The parking travel, if it exists,
is disregarded.

3.5 dry windscreen: Windscreen which has been
cleaned in accordance with 4.3.2.

3.6 wet windscreen: Windscreen which is uniformly
wetted over its whole area at a simulated rainfall
rate of at least 1 mm/min, calculated normal to the
glazed surface.

3.7 test speed: Ground speed on road or track, or
relative airspeed in wind tunnel at 0° yaw angle.

3.8 wiper cycle: Movement of a wiper biade which
is required to cover its wiping travel and to return to
its starting point. The parking travel, if it exists, is
disregarded.

3.9 wiper travel: Arc that the blade travels in one
cycle.

3.10 wiping system frequency: Number of wiper
cycles per unit of time.

3.11 windscreen wiping system: Device for wiping
the outer glazed surface of the windscreen, together
with the necessary accessories and controls.

3.12 windscreen washing system: Device for stor-

ing washer solution and applyinb it to the wing-
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