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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through SO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO 9623 was prepared by Technical Committee
ISO/TC 138, Plastics pipes, fittings and valves for the transport of fluids,
Subcommittee SC 2, Plastics pipes and fittings for water supplies.
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PE/metal and PP/metal adaptor fittings for pipes for fluids under
pressure — Design lengths and size of threads — Metric series

1 Scope

This International Standard specifies the design lengths and size of threads for polyethylene (PE)/metal adaptor

fittings and polypropylene (PP)/metal adoptor fittings for pipes under pressure. It also specifies the dimensions at the
socket and spigot ends of the fitting.

The adaptor fittings have one plain socket or spigot for fusion jointing a PE socket or spigot to a PE pipe, or a PP
socket or spigot to a PP pipe. The other component of the fitting is metal and is threaded to enable connection to

metal pipes, fitting, valves and/or apparatus with pipe threads. The pressuretight joint is achieved by the
compression of a gasket.

Metal adaptor fittings are intended for use in pipelines for water supply.
NOTE — The fittings illustrated in this International Standard have been arbitrarily chosen without prejudice to the designs of
adaptor fittings.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of this
International Standard. At the time of publication, the editions indicated were valid. All standards are subject to
revision, and parties to agreements based on this International Standard are encouraged to investigate the

possibility of applying the most recent editions of the standards indicated below. Members of IEC and 1SO maintain
registers of currently valid International Standards.

ISO 7-1:1994, Pipe threads where pressure-tight joints are made on the threads — Part 1: Dimensions, tolerances
and designation.

ISO 49:1994, Malleable cast iron fittings threaded to ISO 7-1.

ISO 228-1:1994, Pipe threads where pressure-tight joints are made on the threads — Part 1: Dimensions,
tolerances and designation.

ISO 3128:1974, Plastics pipes — Measurement of dimensions.

ISO 7279:1984, Polypropylene (PP) fittings for pipes under pressure — Sockets for fusion using heated tools —
Metric series — Dimensions of sockets.

ISO 8085-1:—1), Polyethylene fittings for use with polyethylene pipes for the supply of gaseous fuels — Metric
series — Specifications — Part 1: Fittings for socket fusion using heated tools.

1) To be published.
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