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Geotextiles and geotextile-related
products — Determination of thickness at
specified pressures —

Part 2:
Procedure for determination of thickness of
single layers of multilayer products

Géotextiles et produits apparentés — Détermination de I'épaisseur & des
pressions prescrites —

Partie 2: Méthode de détermination de I'épaisseur des couches individuelles
de produits multi-couches
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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard [SO 9863-2 was prepared by the European
Committee for Standardization (CEN) in collaboration with ISO Technical
Committee TC 38, Textiles, Subcommittee SC 21, Geotextiles, in
accordance with the Agreement on technical cooperation between 1SO and
CEN (Vienna Agreement).

Together with the other parts of 1SO 9863, ISO 9863-2 cancels and
replaces ISO 9863:1990, which has been technically revised.

ISO 9863 consists of the following parts, under the general title Geotextiles
and geolextile-related products — Determination of thickness at specified
pressures:

— Part 2: Procedure for determination of thickness of single layers of
multilayer products

Annexes A and ZZ of this part of ISO 9863 are for information only.

Annex ZZ provides a list of corresponding International and European
Standards for which equivalents are not given in the text.
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Foreword

The text of EN ISO 9863-2:1996 has been prepared by Technical Committee
CEN/TC 189 “Geotextiles and geotextile-related products”, the secretariat of which
is held by IBN, in collaboration with Technical Committee ISO/TC 38 “Textiles”.

This European Standard shall be given the status of a national standard, either by
publication of an identical text or by endorsement, at the latest by February 1997,
and conflicting standards shall be withdrawn at the latest by February 1997.

According to the CEN/CENELEC Internal Regulations, the national standards
organizations of the following countries are bound to implement this European
Standard: Austria, Belgium, Denmark, Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Luxembourg, Netheriands, Norway, Portugal, Spain, Sweden,
Switzerland and the United Kingdom.
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1 Scope

This part of EN ISO 9863 specifies a method for determination of the thickness of
single layers of muitilayer products at specified pressures.

2 Normative references

This European Standard incorporates by dated or undated reference provisions
from other publications. These normative references are cited at the appropriate
places in the text and the publications are listed hereafter. For dated references,
subsequent amendments to or-revisions of any of these publications apply to this
European Standard only when incorporated in it by amendment or revision. For
undated references, the latest edition of the publication referred to applies.

EN 963 Geotextiles and geotextile-related products - Sampling and
preparation of test specimens .

EN 964-1 Geotextiles and geotextile-related products - Determination of
thickness at specified pressures - Part 1: Single layers

EN 30320 Geotextiles - Identification on site (ISO 10320:1991)

ISO 554 Standard atmosperes for conditioning and/or testing -

Specifications

3 Principle

The thickness of the individual layers of a specimen is measured under a specified
pressure without the layers being mechanically separated. This requires prior
determination of the mean value of the total thickness of the multilayer product at
the desired pressure in accordance with EN 964-1.

4 Apparatus
4.1 The apparatus (see figure 1) shall satisfy the following conditions:

- The apparatus shall consist of a frame with a fixed, flat lower plate and a
movable flat upper plate of the same size.

- The lower and upper plates shall be rectangular.

- The upper plate shall be capable of being fixed at any position of its travel.
- Lower and upper plates shall be so rigid that they do not deflect by more
than 0,1 mm, measured over an area equivalent to that of the specimen,
under the desired pressure.

- Four smooth intermediate identical plates are required of minimum 1,0 mm
thickness. They shall be sufficiently rigid not to deflect during the tests and
their area and shape shall be the same as those of the specimens.
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