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Foreword 

IS0 (the International Organization for Standardization) is a worldwide 
federation of national standards bodies (IS0 member bodies). The work 
of preparing International Standards is normally carried out through IS0 
technical committees. Each member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. IS0 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard IS0 9889 was prepared by Technical Committee 
fSO/rC 85, Nuclear energy, Subcommittee SC 5, Nuclear fuel 
technology. 
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INTERNATIONAL STANDARD Q IS0 IS0 9889: 1994(E) 

Determination of carbon content in uranium dioxide 
powder and sintered pellets - Resistance furnace 
combustion - Titrimetric/coulometric/infrared 
absorption method 

1 Scope 

This International Standard specifies a 
titrimetric/coulometric/infrared absorption method for 
determining the carbon content in uranium dioxide 
powder and sintered pellets. 

It is applicable to the determination of 5 pg to 500 pg 
of carbon in uranium dioxide powder and pellets. In- 
terference from sulfur and halogens is prevented by 
the use of appropriate traps. 

2 Principle 

A portion of the test sample is heated at a tempera- 
ture of 1 200 “C to 1 300 “C in a resistance furnace in 
an oxygen atmosphere. The oxidation products 
evolved are passed over a purification trap filled with 
manganese dioxide and silver permanganate catalyst. 
Manganese dioxide absorbs nitrogen oxides, silver 
permanganate catalyst will oxidise carbon monoxide 
to carbon dioxide and absorb sulfur oxides and 
halogens. 

The carbon dioxide is trapped in an absorption solution 
of barium perchlorate, adjusted to pH = 10,O. Ab- 
sorption of carbon dioxide causes a decrease of the 
pH. The initial pH is restored continuously by the ad- 
dition of hydroxyl ions, either by potentiostatic 
titrimetry or by coulometry. 

Alternatively, the carbon dioxide may be determined 
by absorption of infrared radiation and integration of 
the signal obtained. 

3 Reaction 

CO, + H,O + BatCIO,), + BaCO, + 2Hf + 2CIOi 

4 Reagents and materials 

During the analyses, unless otherwise stated, use 
only reagents of recognized analytical grade and only 
distilled water or water of equivalent purity. 

4.1 Oxygen, of commercial grade, better than 
99,9 % (V/v) purity. 

4.2 Carbon dioxide, of commercial grade, better 
than 99,9 % (V/v) purity. 

4.3 Argon, of commercial grade, better than 
99,9 % (V/v) purity. 

4.4 Copper oxide, 1 mm to 2 mm granules. 

4.5 Soda lime, of the self-indicating type, 1 mm to 
2 mm granules. 

4.6 Molecular sieve 4A, 1,6 mm (1 /I6 in) pellets, 
preheated at 300 “C. 

4.7 Silver permanganate catalyst (available in Eu- 
rope as Korbl’s combustion catalyst), for element 
analysis. 
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4.8 Manganese dioxide, activated, combustion 
analysis grade, 0,5 mm to 1,5 mm granules. 

4.9 Tin metal, in powder form, low in carbon. 

4.10 SRM steelsll, of certified reference material 
grade, chips, certified for carbon, containing 15 ppm 
to 500 ppm carbon. 

4.11 Barium perchlorate [BaKlO,)z]. 

4.12 2-Propanol (CH&HOHCH,). 

4.13 Absorption solution 

Dissolve 200 g of barium perchlorate (4.11) in water. 
Add 1,O ml of 2-propanol (4.121, dilute to I,0 I and 
mix. 

4.14 Sodium hydroxide, solution 
[c(NaOH) = 0,lO mol/l], free from carbon dioxide, 
standardized against potassium hydrogen phthalate. 

4.15 Sodium hydroxide, solution 
[c(NaOH) = 0.02 mol/l], free from carbon dioxide. 
Prepare fresh daily by accurate dilution of the sodium 
hydroxide solution (4.14). 

NOTE 1 Use this sodium hydroxide solution (4.15) for the 
titration of less than 50 pg of carbon, otherwise use solution 
4.14. 

5 Apparatus 

Typical dimensions are given for the apparatus; an 
alternative system giving similar performances may 
however be used. 

5.1 Combustion furnace (see figure I), suitable for 
operation at 1 300 “C, with a hot zone of 200 mm to 
250 mm. 

5.2 Combustion tubes, suitable for operation at 
1 300 “C, of internal diameter 17 mm, external diam- 
eter 22 mm and length 600 mm. 

5.3 Oxygen purification system (see figure2), 
consisting of a stainless steel tube, of inner diameter 
30 mm and length 200 mm, filled with copper oxide 
(4.4) and heated at 650 “C. The tube is connected to 
a second tube, of inner diameter 30 mm and length 
300 mm, filled with approximately 100 mm of soda 
lime (4.5) and approximately 200 mm of molecular 
sieve (4.6). The layers are separated by layers of 
quartz wool. 

Alternatively, one of the tubes of the double furnace 
may be used for oxygen purification. 

5.4 Pressure regulators 0 kPa to 200 kPa, 
manometers 0 kPa to 200 kPa, flow regulators and 
flow meters 0 ml/min to 2000 ml/min and 
0 ml/min to 500 ml/min 

All connections of the gas delivery system should be 
made using 3 mm inner diameter stainless steel tub- 
ing. The connections between the furnace and the 
measuring system should preferably be made of 
stainless steel with an inner diameter of approxi- 
mately 1 mm, except for a short piece of PTFE tubing 
with an inner diameter of approximately 0,4 mm 
which is used as gas inlet to the absorption vessel. 

5.5 Needle valves, to control the flow of oxygen, 
argon and carbon dioxide. 

5.6 Combustion gas purification tower (see 
figure3), consisting of a quartz tube of length 
200 mm and inner diameter 8 mm, filled with 
40 mm of manganese dioxide (4.8) and 100 mm of 
silver permanganate catalyst (4.71, the layers separ- 
ated by layers of quartz wool. The section containing 
the silver permanganate catalyst should be heated at 
550 “C. 

1) Standard Reference Steels are available from: 

NBS (National Bureau of Standards), Washington, D.C., USA. 

BCR (Bureau communautaire de reference), Brussels, Belgium. 

BAS (Bureau of Analysed Samples), Middlesbrough, United Kingdom. 

BAM (Bundesanstalt fur Materialpriifung), Berlin, Germany. 

IRSID (Institut de recherche de la siderurgie francaise), Saint-Germain-en-Laye, France. 
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