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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any 
patent rights identified during the development of the document will be in the Introduction and/or on 
the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

The committee responsible for this document is ISO/TC  96, Cranes, Subcommittee SC  9, Bridge and 
gantry cranes.

This third edition cancels and replaces the second edition (ISO  9927-1:2009), which has been 
technically revised.

ISO 9927 consists of the following parts, under the general title Cranes — Inspections:

—	 Part 1: General

—	 Part 3: Tower cranes

Bridge and gantry cranes are to form the subject of a future Part 5. Other parts are planned.

﻿

iv� © ISO 2013 – All rights reserved

Full document details: ISO 9927-1-2013

http://avadocuments2026.com/doc/iso-9927-1-2013
http://avadocuments2026.com/doc/iso-9927-1-2013


﻿

INTERNATIONAL STANDARD� ISO 9927-1:2013(E)

Cranes — Inspections —

Part 1: 
General

1	 Scope

This International Standard specifies the general requirements for inspections to be carried out on 
cranes as defined in ISO 4306-1. Additional requirements for particular types of cranes are intended to 
be covered by relevant specific parts of ISO 9927. 

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 4306 (all parts), Cranes — Vocabulary

ISO 4310, Cranes — Test code and procedures

ISO 8686, Cranes – Design principles for loads and load combinations

ISO 10245-1, Cranes — Limiting and indicating devices — Part 1: General

ISO 12480-1, Cranes — Safe use — Part 1: General

ISO 12482-1, Cranes — Condition monitoring — Part 1: General

ISO 23814, Cranes — Competency requirements for crane inspectors

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 4306 and the following apply:

3.1
critical component
component, the failure of which would result in a risk to the health and safety of persons using the crane 
or located in its vicinity

3.2
design life
estimation of the allowable service life of a crane based on its original design specifications and 
taking into consideration the stress cycles and stress collectives (design constraints) before a special 
assessment and general overhaul are required

Note 1 to entry: The design life of a crane as a whole is usually governed by the life of a limited number of critical 
components (see ISO 12482‑1).

Note 2 to entry: The design life may vary from the estimation if the stress cycles and stress collectives experienced 
during its service life deviate from those expected.

3.3
inspection
all relevant activities for the inspection of a crane including testing, as applicable
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3.4
user organization instructions
instructions issued by the user organization for the use of the crane

4	 General

4.1	 General

In order to ensure safe operation of cranes, the proper working and operational condition shall be maintained.

4.2	 Instructions

The user organization instructions shall incorporate the manufacturer’s instructions and shall be 
written in plain language, in the language of the country where the crane is in use. The instructions 
shall be made available to all persons carrying out inspections. All persons performing inspections shall 
have read and understood the instructions.

The user organization instructions shall be assessed by a competent person against the requirements 
of this clause. Where they are determined to be adequate and appropriate they shall be applied to the 
crane’s inspections.

NOTE	 A suitable checklist for this assessment is shown in Annex A.

Where the manufacturer’s instructions are not available, a competent person shall develop suitable guidance.

5	 Inspections

5.1	 General

All inspections shall be carried out by a competent person (see Annex D) according to the instructions.

Inspections shall be carried out at a frequency to enable the crane to be kept in a safe and satisfactory 
condition. Inspections shall be carried out in conformance with the ISO 9927 series of standards, and 
instructions written in accordance with this International Standard. Any such work shall be noted 
in the records.

The results of all inspections shall be recorded and the records maintained in accordance with Clause 10. 
Where deleterious conditions are observed, they shall be rectified.

All safety-related issues shall be resolved prior to the use of the crane.

The following inspections are applicable.

NOTE	 These are general requirements. For additional requirements for a particular type of crane, refer to 
the relevant specific part of ISO 9927 and the applicable product standard.

a)	 Daily inspection — required for all cranes.

b)	 Frequent inspection — required for all cranes.

c)	 Periodic inspections — required for all cranes.

d)	 Enhanced periodic inspection (optional).

e)	 Exceptional inspection.

f)	 Major inspection — required for those cranes not subject to an enhanced periodic inspection regime 
(see 5.6.1).
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A competent person shall either implement an enhanced periodic inspection after the first five years of 
service or continue with periodic inspections, followed by a major inspection by the end of the design 
life. Regardless of the option chosen, all critical components shall have been inspected by the end of 
the design life.

The intent of the inspections is to ensure the continued safe use of the crane. As cranes remain in service 
it is essential to ensure that the critical components are inspected and the necessary maintenance is 
carried out. This becomes important after five years of service and should be completed by the end of 
the design life.

NOTE 1	 Annex B provides flow charts to guide the sequence of inspections outlined above.

NOTE 2	 Testing is considered a subset of inspection (see 3.3).

5.2	 Daily inspection

Before the commencement of each work shift, the crane shall be given a visual inspection and functional 
test to find any evidence of deficiencies.

Such inspections may be carried out by the operator. The functional tests should be made without load, 
where appropriate from the control station.

5.3	 Frequent inspection

Frequent inspections are service inspections and shall be carried out with the manufacturer’s routine 
servicing, at no more than three-monthly intervals, unless the crane is not in service. The frequency shall 
be based upon the frequency and severity of use of the crane while in service and the working environment.

It shall not be inferred that dismantling of any part is necessary during this inspection, but opening of 
covers (for example, limit switch covers), required for service and inspection purposes, shall be included.

The inspection procedure shall include verification that the current logbook and operator’s manual(s) 
are available on the crane and that this documentation is up-to-date.

The inspection shall include all items specified in instructions written in accordance with this 
International Standard for frequent inspections.

A written report shall be furnished on completion of the inspection

A competent person may recommend that frequent inspections be carried out more often.

5.4	 Periodic inspection

A program of periodic inspection shall be carried out. The frequency of periodic inspection shall be 
based on the working environment and the frequency and severity of use of the crane. For all cranes that 
remain in service, the inspection interval shall not exceed 12 months.

The inspection shall include all items specified in instructions for the periodic inspection, written in 
accordance with this International Standard.

A competent person shall identify components that require particular attention in subsequent 
periodic inspections.

A written report shall be furnished on completion of the inspection and retained with the crane logbook 
or record book. The report shall include an assessment of the reasonable practicability of applying the 
requirements of the latest edition of the applicable International Standards.
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