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Foreword

ISO (the International Organization for Standardization) and IEC (the International
Electrotechnical Commission) form the specialized system for worldwide standardiz-
ation. National bodies that are members of ISO or IEC participate in the development
of International Standards through technical committees established by the respective
organization to deal with particular fields of technical activity. ISO and IEC technical
committees collaborate in fields of mutual interest. Other international organizations,
governmential and non-governmental, in liaison with ISO and IEC, also take part in the
work.

In the field of information technology, ISO and IEC have established a joint technical
committee, ISO/IEC JTC 1. Draft International Standards adopted by the joint
technical committee are circulated to national bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the national bodies casting
a vote.

International Standard ISO/IEC 9318-3 was prepared by Joint Technical Committee
ISO/IEC JTC 1, Information technology.

ISO/IEC 9318 consists of the following parts, under the general title Information
technology — Intelligent Peripheral Interface:

—  Part 1: Physical level

— Part 2: Device specific command set for magnetic disk drives

—  Part 3: Device generic command set for magnetic and optical disk drives
— Part 4: Device generic command set for magnetic tape drives

Annex A forms an integral part of this part of ISO/IEC 9318. Annexes B and C are for
information only,
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Introduction

This part of ISO/IEC 9318 does not replace any existing standard, but it does complement
other Intelligent Peripheral Interface (IPI) standards (see clause 2).

This part of ISO/IEC 9318 provides a definition of the device-generic portion of a series of
standards called the Intelligent Peripheral Interface (IPI), a high performance, general-
purpose parallel peripheral interface. This part of ISO/IEC 9318 responds to an industry
market need (expressed both by users and manufacturers) to limit the increasing costs in
hosts associated with changes in peripherals.
The first five clauses of this part of ISO/IEC 9318 contain material that is useful across all
classes of devices that the device-generic command sets can support. Clauses 6 to 12 are
oriented to particular device classes and in this document are intended for use with Magnetic
and Optical disks.

Clause 1  describes the scope.

Clause 2 lists the normative reference.

Clause 3  provides descriptions and conventions.

Clause 4 describes the environment-of-use and projected application areas.

Clause 5 describes the Message Packet structure used for commands and responses.

Clause 6 describes Control commands.

Clause 7 describes Position commands.

Clause 8 describes the most generic Transfer commands.

Clause 9 describes the Combination Transfer commands, which require a minimum of
two sets of extents.

Clause 10 describes the other Transfer commands, which are more device specific than
those in clause 8.

Clause 11 describes the Diagnostic commands.

Clause 12 summarizes the commands defined in the document.

400
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Information technology - Intelligent Peripheral Interface -

Part 3:
Device generic command set for magnetic and optical disk drives

1 Scope

This part of ISO/IEC 9318 describes the Logical Level 3 (generic level) Interface for magnetic and optical disk drives. See
clause 6 of ISO/IEC 9318-1 for an explanation of the levels.

The physical, electrical, and configuration characteristics and the transmission protocol of this interface are in accordance
with ISO/IEC 9318-1. The interface is capable of handling data rates from O to at least 10Moctets/s, depending on driver
and receiver classes.

The purpose of this part of ISO/IEC 9318 is to facilitate the development and utilization of an intelligent interface which
permits the interconnection of multiple peripheral types such as disk, tape, communications, to a controller.

This part of ISO/IEC 9318 does not replace any existing standard, but it does complement other Intelligent Peripheral
Interface (IPI) standards (see clause 2).

This part of ISO/IEC 9318 provides a definition of the device-generic portion of a family of standards called the Intelligent
Peripheral Interface (IPI), a high performance, general-purpose parallel peripheral interface.

THe intent of the IPI is to isolate the host (CPU), both hardware and software, from changes in peripherals by providing
4 "function-generic" command set to allow the connection of multiple types of peripherals (disks, printers, tapes,
comsunications). To smooth the transition from the current methods to the generic approach, the IPI supports device-
spetific command sets to aid in bridging the gap between the two approaches.

To accomplish this set of goals, the design of the IPI includes device-specific and device-generic command sets, both
utilizing a common physical bus. The device-specific command set provides: '

- device-oriented control;

- physical data addressing;
- timing critical operations;
lower device cost.

The device-generic command set provides a higher level of functionality and portability. It includes:

- host/device independence;

- logical data addressing;

- timing independence;

- command queuing capability.

A system is not restricted to the use of one level of command set or the other. It is possible that both levels of command
sets will be utilized with a given system’s architecture to balance such parameters as system performance, cost, and
peripheral availability. It is also possible for the host to provide for migration from device-specific to device-generic levels
while still retaining the same physical interface.
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2 Normative reference

The following standard contains provisions which, through reference in this text, constitutes provisions of this part of
ISO/IEC 9318. At the time of publication, the edition indicated was valid. All standards are subject to revision, and
parties to agreements based on this part of ISO/IEC 9318 are encouraged to investigate the possibility of applying the
most recent edition of the standard indicated below, Members of IEC and ISO maintain registers of currently valid Inter-
national Standards.

ISO/IEC 9318-1:—1 - Information technology - Intelligent Peripheral Interface
- Part 1: Physical Level

1) To be published.
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3 Definitions and conventions

3.1 Definitions

For the purpose of this part of ISO/IEC 9318, the following definitions apply:

3.1.1 actual address: The address of the facility, which is unique and is used by the slave to accomplish selection (the
interface by which facilities are attached to the slave may or may not be an IPI).

3,1.2 addressee: The slave, the facility, or the combination of the two that are identified by the combination of Slave
Address and Facility Address.

3.1.3 alias: The name of a partition within a facility.

3.1.4 attributes: Each slave (or facility) has a level of functionality that can be described by a table that contains entries
for characteristics that require definition to the master. The entries are self-defining and are termed attributes.

3.1.5 burst: The maximum number of octets to be transferred in any one Information Transfer. The transfer of a number
of bursts may be implicit within a single command request.

3.1.6 command: A sequence issued by the master to initiate some specific operation.

3.1.7 check sum disk operation: A high availability solution for a disk cluster in which a check sum is used to allow a
failure in one device to be transparent to the host (i.e., the data in the failed device is reconstructed from the remaining
devices).

NOTE — If a device fails, although processing may continue, it is without protection.

3.1.8 command address: The two octets of Slave Address and Facility Address in the basic Command packet which
uniquely identify the addressee (or optionally partition) to which the command is issued.

3.1.9 data: Any Information Transfer over the interface not associated with either a command or a response.

3.1.10 DataBlock: A term which is uniquely defined in this part of ISO/IEC 9318 to mean the logical representation of
data on the media. A DataBlock may or may not have a relationship to PhysicalBlocks (i.e., it may be equal to, less than,
or greater than PhysicalBlocks in size). If commands are issued with DataBlock addresses to a slave that supports logical
addressing, the slave is responsible to locate the physical representation of data by logical address correctly, and present
it to the master in DataBlocks.

3.1.11 extent: A range of contiguous blocks, defined as the count of a number of blocks beginning at a data address
(PhysicalBlock or DataBlock) within (and limited to) a partition.

3.1.12 facility address: The octet value in the Command Address that may be an Actual Address, Selection Address,
Synonym, or Alias. It is used to identify the facility (or partition) to which the command is addressed. Valid values are
from O to 255.

3.1.13 housekeeping: A procedure which is required at initial usage of a slave (or facility) because the master must obtain
the attributes in order to adapt to, or configure, its functionality.

3.1.14 individual: This term refers to the execution of commands that must be completed before the next command can
be issued.

3.1.15 information transfer: The transferring of octets on the Physical Interface of commands, responses, and data that
are framed by a Bus Exchange.

3.L.16 interrupts: The ability at the Physical Interface for the slave to advise the master of which types of Response are
available in the slave. The slave uses interrupts to initiate assertion of the ATTENTION IN signal.
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3.1.17 L-available (logically available): See 4.7.1.7,
3.1.18 L-busy (logically busy): See 4.7.1.9.

3.1.19 level 2 (device-specific): This term refers to commands that may be timing critical and that are used to define the
execution of device-dependent operations. (See ISO/IEC 9318-2 for a further explanation and description of these
commands).

3.1.20 level 3 (device-generic): This term refers to commands that are not timing critical and that are in an intelligent
environment in which the slave has functional control (which may or may not be overridden by the master) over the
attached facility or facilities. :

3.1.21 Logical Address: The address of a cluster configuration by which the master would address the cluster.

3.1.22 logical interface: This term refers collectively to all protocols higher than the Physical Interface.

3.1.23 mandatory: To conform to the standard, all functions described as mandatory shall be implemented as defined in
this part of ISO/IEC 9318.

3.1.24 multiplex: The ability of a master to intersperse the execution of commands between addressees; or of a slave to
intersperse the execution of commands between different facilities; or of a slave to intersperse transfer information in
bursts that are less than the requested transfer size,

3.1.25 operational: See 4.7.1.3.

3.1.26 optional: Features that are not required by the standard. However, if any feature defined by the standard is
implemented, it shall be done in the same way as defined by the standard.

3.1.27 parity disk operation: A high availability solution for a disk cluster in which a parity device contains redundancy
for the remaining devices such that a single device failure is transparent to the host (i.e., the data on the failed device is
reconstructed from the remaining devices).

NOTE — The use of parity usually implies that the devices are also in parallel.

3.1.28 P-available (physically available): See 4.7.1.1.

3.1.29 P-busy (physically busy): See 4.7.1.5.

3.1.30 partition: A recording area that may be logically addressed. A partition may be slave defined (e.g., data area, CE
area, IML area) or may be master defined (e.g., an addressable set of contiguous blocks within the data area). See also

alias.

3.1.31 PhysicalBlock: This term is uniquely defined in this part of ISO/IEC 9318 as meaning the physical representation
of data on the media (e.g., sectors or records on disk and blocks or records on tape). It is used to prevent confusion
between industry usage of terms.

3.1.32 physical interface: This term refers to the mechanical, electrical, and bus protocol characteristics specified in
ISO/TEC 9318-1.

3.1.33 queuned: The ability of a slave to accept multiple commands per Facility Address from the master and execute them
in a sequence according to slave-defined or master-defined algorithms.

3.1.34 ready: This term is used to indicate that a slave or facility can execute its intended functions.

'3.1.35 response: A sequence issued by a slave to advise the master of the results of a command, or of conditions within
the slave.

3.1.36 selection address: The address used by the master at the Physical Interface to select a slave, a facility, or both. (This
may not be the same as the Actual Address if Synonyms are used.)
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3.1.37 shadow disk operation; A high availability solution for a disk cluster in which duplicate copies of a disk exist. This
allows continued operation even though one device fails.

NOTE — If one device fails, processing may continue, but it is without protection.

3.1.38 synonym: The ability to redefine the Facility Address of a Facility. There may be more than one synonym to
address the same facility.

3.1.39 vendor unique: Those features that can be defined by a vendor in a specific implementation. Caution should be
exercised in defining and using such features since they may or may not be standard between vendors.,

3.2 Conventions

In this part of ISO/IEC 9318, certain terms that are proper names of signals are printed in uppercase to avoid possible
confusion with other uses of the same words (e.g., ATTENTION IN). Any lowercase uses of these words have the normal
English meaning.

A number of conditions, sequence parameters, events, English text, states or similar terms are printed with the first letter

of each word in uppercase and the rest lowercase (e.g., In, Out, Selective Reset, Bi-directional, Bus Control, Operation
Response). Any lowercase uses of these words have the normal English meaning,
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4 Logical interface characteristics

4.1 Operations

The Logical Interface uses a packet structure to transfer Commands from the master to the slave and Responses from the
slave to the master. A Bus Exchange at the Physical Interface requires a Bus Control sequence and its associated Ending
Status sequence to frame the Information Transfer of Commands, Responses, and data.

The Commands and Responses vary in length and only a single packet of data is transferred for each Information Transfer.

4.1.1 Commands

Commands are issued by the master to instruct the slave, facility, or both to perform an operation. The slave returns a
Response when the command has been completed (unless inhibited by the "Inhibit Operation Response on Success”
attribute set by the master).

4.1.1.1 Command types

The command types include:
- Control. The Control commands provide for control of the slave and facility or facilities.
- Position. The Position commands cause the positioning of the facility or facilities.

- Transfer. The Transfer commands may cause muitiple blocks of data to be transferred between the master and
the facility. Before data is actually transferred, the slave activates the Class 2 Interrupt to inform the master that
it is ready to transfer data. The complete data transfer may be broken up into several Information Transfers.
A slave with Command Queuing shall generate a Transfer Notification to inform the master of the identity of the
command for which the transfer is pending.

- Combination. The Combination commands provide for operations between two facilities attached to the same
slave, or between two facilities attached to different slaves if Slave-to-Slave Information Transfers are supported
at the Physical Interface. In an operation between two different slaves, the master shall designate a dominant
slave and a subservient slave. The dominant slave assumes the role of the master for the purpose of initiating
Information Transfers to carry out slave-to-slave operations.

- Diagnostic. The Diagnostic commands provide for maintenance and diagnostic operations between a master and
a slave or facility. These commands may be product specific, vendor specific, or both.
4.1.1.2 Command stacking
A slave that can accept more than one command is capable of command stacking. The number of commands that may
be stacked is defined by the slave’s attributes. When a master attempts to send more commands to a slave than can be
accepted, rejection occurs at the Physical Interface. Commands that are stacked may be Individual or Queued.

4.1.1.2.1 Individual

The slave can accept only one operation for every facility under its control (i.e., a queue of one).
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4.1.1.2.2 Queued

The master can have more than one operation for evety facility concurrently active under control of the slave, and the
slave is responsible to execute them. This permits the slave the freedom to optimize the sequence of command execution
to enhance performance (e.g., seek ordering algorithms). The master has the ability to override slave optimization via
Attributes,

4.1,1.3 Command execution order

The ordet in which commands are executed is controlled by the command modifier bits that are common to all commands.
Commands that are identified as Chained, Sequential, or Ordered cannot be intermixed for a given addressee. The last
command of a Chain, Sequence, or Order has no encoding of its identity in order to identify it as being the last one - the
slave shall be capable of recognizing it as being the last one, rather than treating it as an Individual or Queued command.
The execution scenatios possible are:

a) Individual/Queued Commands. Commands other than those labeled by modifier bits as Chained, Sequential,
Ordered, or Priority are executed in a slave-dependent order or a facility-dependent order or both.

b) Chained Commands. Commands are executed in the order received by the slave (first in, first out (FIFO) order)
(i.e., a sequence of commands (not necessarily stacked) to a single addressee). The addressee is implicitly reserved
as long as any command of the Chain is being executed. If a command in the Chain is unsuccessful, the Chain
shall be terminated and the remaining commands are not executed. The Chained modifier encoding is not set
for the last command in a Chain. The slave may multiplex operations for other addressees during execution of
the Chain,

c) Sequential Commands, Commands are executed in the order received by the slave (FIFO order). There may be
more than one addressee in a Sequence and the slave may multiplex other operations during execution of the
Sequence. If a command in the Sequence is unsuccessful, the Sequence shall be terminated and the remaining
commands are not executed. The Sequential modifier encoding is not set for the last command in a Sequence.
There is no implicit Reserve of the addressee beyond the command being executed.

d) Ordered Commands. Commands are executed in the order received by the slave (FIFO order). There may be
more than one addressee in an Order, but the slave shall not multiplex other operations during execution of the
Order. If a command in the Order is unsuccessful, the Order shall be terminated and the remaining commands
are not executed. The Ordered modifier encoding is not set for the last command in an Order. There is no
implicit Reserve of the addressee beyond the command being executed.

e) Priority Commands. Priority commands and Priority Chains/Sequences/Orders are indicated by the command
modifier bits. Only the first command in a Chain/Sequence/Order shall be designated as Priority, but the Priority
shall apply to the entire Chain/Sequence/Order. A Priority command causes the slave to change the order of
execution of stacked commands and also causes changes in interpreting the Command packet transmission for
each addressee.

When a Priority Command packet is received for an addressee, any Chain/Sequence/Order that was in the process of being
received shall be ended (i.e., the last packet received is interpreted as the last of the Chain/Sequence/Order regardless of
the command modifier settings in that packet. This ending applies regardless of whether the slave is operating in a queued
or non-queued environment,

NOTE - This applies only to commands received over the same port.

Priority commands, whether Individual or part of a Chain/Sequence/Order, are executed before non-Priority commands.
Priority commands are executed in Last In First Out (LIFO) order. With the exception of individual ABORT commands,
the receipt of a Priority command does not affect the operation of any Individual command or commands in a
Chain/Sequence/Order, except for the possible ending noted previously. When a Priority, Individual ABORT command
is received, the slave shall suspend the command executing (if possible), and process the ABORT.
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4,1.2 Operation responses

Each Command has an associated Response packet. Command Completion Response packets contain status that notifies
the master whether or not the command was successful, and if not successful, why not. The response is not generated or
- transferred if the "Inhibit Operation Response on Success” attribute is set by the master.

Response packets are also generated to notify the master of commands that are ready for data transfer, or for
asynchronous events that have occurred in the slave or facilities.

4.1.2.1 Interrupts
Physical Intetface interrupts are used by the slave to request service from the master.

The master may poll any or all of the interrupt classes by setting the appropriate bits in the Request Interrupts octet of
the Physical Interface. It is the responsibility of the master to prioritize the interrupts in the event that more than one
slave is interrupting, .

Optionally, the master may poll the interrupts from the facilities attached to a slave by the Request Facilities Interrupts
octet of the Physical Interface if this feature is supported by the slave.

The Physical Interface ATTENTION IN signal is a logical OR of the interrupts from all but the addressee selected on
the Physical interface. The interrupts may be enabled and disabled from generating Attention.

The interrupt classes for slaves and facilities are defined in descending order of priority. Slaves shall present interrupts
in order of their priority, except when the response stack is full of lower order interrupt responses (i.e., if a Class 2 could
be presented because data is available in a buffer, but the stack is full of Class 1 responses because the master has not
requested them, the slave shall not respond to a poll for Class 2 interrupts).

An interrupt is cleared when the condition that caused it to be presented is no longer present.
The three classes of interrupts are as follows:

a) Class 3 (Critical Status Pending). This interrupt shall be used to alert the master to events or conditions existing
in a slave or facility that require immediate attention from the master and that are not associated with command
completion. An Asynchronous response shall be used to alert the master, and the conditions initiating same are
defined by the Major Status, associated Substatus, and Extended Substatus (if any).

b) Class 2 (Transfer Status Pending). This interrupt shall be used by slaves to inform the master that data is ready
to be transferred. A Transfer Notification to identify the command involved shall be generated by the slave unless
the master is selecting facilities and executing Individual commands; or a Paused transfer implies the Transfer
Notification.

¢) Class 1 (Status Pending). This interrupt shall be used to identify command completion responses, successful or
otherwise, of commands issued by the master, and to inform the master of Asynchronous responses that are not
critical. The Major Status and associated Substatus, if any, identify cither the conditions under which the
command terminated or the cause of the Asynchronous response.

An optional use of this interrupt is to report that the slave, which was previously reported Busy during a selection
sequence, is no longer Busy. When the interrupt is used in this manner, the master is responsible for recognizing
that there is not necessarily a Command Completion or Asynchronous Response packet already in the slave. If
there is no Response packet pending in the slave, the interrupt shall be cleared by a successful selection sequence.
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4.1.2,2 Response types

The response types do not directly correspond to the three interrupt classes. An Asynchronous response may be Class 3
if critical (e.g., power failure warning), or Class 1 if not critical (e.g., transition from Ready to Not Ready).

4.1.2.21 Command completion response

This response shall be generated by the slave when a command has been completed, unless the response has been disabled
by Attributes being set to "Inhibit Operation Response on Success."

The Class 1 interrupt is activated to inform the master that a Command Completion Response is available.

4.1.2,2.2 Transfer Notification Response (optional)

This response shall be generated by a slave capable of stacking Individual or Queued commands. It is used to identify the
command with which the data transfer to follow is associated.

Transfer Notification Responses are not required under the following conditions:

- When commands are Individual, and the command was preceded by a facility selection
- For continuation of paused data transfers

The Class 2 Interrupt is activated to inform the master that a Transfer Notification Response is available.

4,1.2,.2,3 Asynchronous response

This response shall be generated by the slave to advise the master of an unanticipated event not associated with command
completion.

Either the Class 3 or Class 1 Interrupt is activated to inform the master that this response is available (depending upon
whether or not it is considered critical by the slave).
4.1.2.2,4 Imbedded data response (optional)

This response shall be generated by the slave to send small amounts of data in a parameter field of the Response packet.
No more than 254 octets can be transferred in this manner.

The objective of this response is to permit peripherals with very low transfer rates and small transfer needs to gather data
in a manner that does not interfere with high-performance peripherals. This response shall not terminate the command,
and many of them can be received in answer to a single command.

The Class 2 Interrupt is activated to inform the master that an Imbedded Data Response is available.

4.1.2.3 Response handling

When there is more than one Response packet to be transferred by the slave, it shall transfer Response packets to the
master in the order of interrupt priority. Within an interrupt class, the responses shall be presented in order of command
completion.

If facility selection precedes the request for a Response packet, the slave shall only transfer the highest priority response
among those for the selected facility.

The master shall properly handle any Response packet that it receives, even if it is not necessarily the response type that
it expected. ’
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The master should not attempt to initiate the transfer of a Response packet before interrupts indicate the availability of
a response ready to transfer. If the slave has no Response packet to transfer upon receiving a request for one, it shall
terminate the attempted Information Transfer (without transferring any information) and not post the Successful bit in
Slave Status.

When a slave that supports Control of Bus at the Physical Interface is given control, it may elect to transfer a Response
packet or transfer data,

4.1.3 Physical interface error recovery considerations

Errors detected by the Physical Interface protocol require recovery action be taken via a Device-Generic protocol.
Recovery procedures depend on the packet type (Command, Data, or Response), and on whether or not the error is
detected prior to the Slave Status octet being presented.

4.1.3.1 Recovery from unsuccessful Slave Status octet

The Slave Status octet contains the Successful Information Transfer bit, which is set to O if any errors are detected by the
slave prior to transmission of the octet. This includes not posting Successful if the slave recognized bad parity on the
Master Status octet.

NOTE — The slave does not change its Slave Status octet contents based on the contents of the Master Status octet.

Following a command transfer, if the Success bit in either the Master or the Slave Status octet is set to 0, the slave shall
ignore the command. The master shall retransmit the command.

Following a data transfer, if the Success bit in either the Master or the Slave Status octet is set to 0, the slave shall
terminate the command in progress. A response indicating the failure shall be generated.

Following a response transfer, if the Success bit in either the Master or the Slave Status octet is set to 0, the slave shall
retain the response in its buffer and attempt re-transmittal under the master’s control. The slave shall assert the
appropriate interrupt upon deselection.

4.1.3.2 Recovery from bad parity on the Slave Status octet

If the master detects a parity error or any other invalid condition on the Slave Status octet, the slave has no way to
determine what has happened (as this is presented in the last state before deselection may occur).

Whenever an invalid condition is detected in the Slave Status octet following a command, data, or Transfer Notification
packet transfer, the master shall use an ABORT command or a selective reset (either Logical Interface Reset or Slave
Reset) to force the slave to discontinue execution of the command.

If an invalid condition is detected in the Slave Status octet following a Response packet other than Transfer Notification
(typically Command Completion), the master shall retry execution of the entire command because the slave is not aware
of its failure, and has released the buffer containing the Response packet.

NOTE - In the case of a slave that queues commands, the master may have to issue no more commands until it can match valid responses with all the
issued commands in order to identify the one that was unsuccessful.

If an invalid condition is detected in the Slave Status octet following an Asynchronous Response packet, the master has
no way of advising the slave that the Slave Status octet was not received correctly. Master-specific recovery procedures
may choose whether or not to accept the contents of the Information Transfer. If it is a condition that keeps recurring,
the slave shall generate another response.

NOTE — Under this circumstance the error recovery action cannot be certain to obtain the same information as was briginally presented.
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4.2 Operation sequences

Operation sequences of the logical interface are controlled by the master, since it establishes the Bus Exchanges that
transfer information between the master and slave. Optionally, the master may give control of the bus to a slave; actual
control of the Information Transfer at the Physical Interface would then be performed by the slave.

The sequence of actions taken to execute operations between master and slave(s) is done as a series of Information
Transfers across the Physical Interface. Slave selection and deselection is done as necessary to communicate with the
desired addressee.

421 Slave procedures

The following procedures are not necessarily supported by every slave. The slave’s Attributes indicate those which are
supported.

a) Facility Selection and Facility Interrupts. When the slave supports facility selection and interrupts, the master may
make use of them to exert control of the facility. The use of the facility interrupts allows the master to determine
the facility requiring service and the facility selection allows the master to direct an operation to the desired
facility.

b) Slave Control. When the slave Control of Bus is supported (Bus Acknowledge octet), the master may give control
of the subsequent Information Transfer to the slave to allow it to determine whether to transfer a Response
packet or data. The slave shall not set the Operation Out bits in the Bus Acknowledge octet (i.e., attempt to
cause a command to be transferred).

¢) Queued Facility. When the slave’s Attributes indicate that a facility can operate in a queued environment, the
master may issue more than one command for a facility.

4.2.2 Basic steps
The basic steps performed by the master in carrying out operations are

a) transmit Command packet to slave;

b) poll interrupts;

¢) receive response from slave;

d) transfer data between master and slave.

These steps shall be as described in 4.2.2.1 through 4.2.2.4.

4.2.2.1 Transmit Command packet fo slave

The master establishes a Bus Exchange to transfer a single Command packet to the selected slave. The number of
commands that can be stacked at an addressee is defined in the Attributes.

Commands consist of variable length transfers, and some slaves may terminate the transfer based on the Packet Length
defined in the first two octets. If slaves require master termination of transfers, the length of the transfer is decided by
the master.

If the Master Status octet in the Ending Status sequence indicates an unsuccessful transfer, then the slave shall ignore the
received command. No Response packet shall be generated.

If the Slave Status octet in the Ending Status sequence indicates a successful transfer, the master need not retain the entire
Command packet.
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4,2.2,2 Poll interrupts

The master polls interrupts to know when to perform data transfers or receive Responses. The polling of a specific
interrupt from each of the slaves is performed by the Request Interrupt sequence of the Physical Interface. The presence
of an interrupt in any of the slaves is typically provided by the ATTENTION IN signal at the Physical Interface. The
master can choose to mask out interrupts by class from setting Attention (via the ATTENTION CONTROL command).

Even if a master has masked out all interrupts from setting Attention, it is still necessary to recognize that unsolicited
Attentions could occur (e.g., if an attached slave executed a Power On reset, the mask information would be lost, and an
Attention caused by powering on would be generated when its drivers were enabled).

If facility interrupts are supported by the slave, the master may poll facilities attached to a slave after receiving an interrupt
from the slave.

NOTE — The slave generates interrupts on behalf of the attached facility or facilities.

4.2,2.3 Receive Response packet from slave

Upon receiving an interrupt from a slave, the master establishes a Bus Exchange to transfer the slave’s Response. There
is one exception to this action by the master: when the interrupt is Class 2 and the master is executing in a non-queued
environment with facility selection. '

The master may give control of the bus to the slave (if this function is supported) so that the slave can decide whether
to transfer a Response packet or to transfer data.

If the Master Status in the Ending Status sequence indicates a successful transfer, the slave releases the Response packet
and deactivates the interrupt; otherwise, it retains the packet until successfully transferred.

The Response packet may indicate

a) the successful or unsuccessful completion of a command,
b) a notice that data is to be transferred for a particular command,
¢) the occurrence of an asynchronous event.

4.2.2.4 Transfer of data between master and slave

After receiving a Transfer Notification [or when there is a Class 2 interrupt in a non-queued environment with facility
selection (see 4.2.2,3)], the master initiates a Bus Exchange to transfer data to or from the slave as required by the
command identified in the response. (If the slave is given Control of Bus, it sets up the direction of transfer.)

The amount of data intended to be transferred shall be determined by the slave (because it generates SYNC IN at the
Physical Interface). Whether or not the ending Master Status indicates a successful input transfer, the slave may release
its input data buffer. If the Slave Status indicates a successful output transfer, the master may release its output data
buffer.

If the master terminates a data transfer, the characteristics of the slave shall determine whether or not it is an unsuccessful
transfer. To a fixed block class of device such as disk, the transfer would be considered unsuccessful unless the transfer
was being Paused (optional feature) by the master. To a variable block class of device such as tape, master termination
would normally be considered successful and a short PhysicalBlock would be written.

If not Paused by the master, the Command Completion response shall identify the termination to the master (whether
or not the transfer was successful) as "Unexpected Master Status" in Machine Exception Substatus.

If the transfer requested by the command was completed successfully, unless overridden by Attributes, the slave shall
generate a Class 1 interrupt and a Command Completion response. If the transfer is unsuccessful, the slave shall generate
a Class 1 interrupt and report the appropriate status in the Command Completion Response.
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4.2,3 Operation sequence examples

The four steps described in the preceding subclauses may be used in a number of ways, and can best be illustrated by a
set of examples executing the same scenario in different implementations. In these examples, the data transfer for Facility
1 requires two transmissions because the slave paused (either unanticipated, or multiplexed) during transfer.

The examples attempt to define only major steps in the flow (e.g., deselection is implicit). To clarify direction of transfer,
the terms "transmit" are used for transfers out to the slave, and "receive" is used for transfers in from the slave. The term
“recognize" is used for polling because the master has a choice of alternatives when polling (between slaves, facilities and
masking).

4.2.3.1 Example of facility selection and individual commands
In this example, transfer commands are sent to facilities 0, 1 on slave 0.

a) Select Slave O/Facility 0 and transmit command packet

b) Select Slave O/Facility 1 and transmit Command packet

c) Poll interrupts and recognize Class 2 Interrupt from Slave 0

d) Poll Slave 0 and recognize Class 2 Interrupt from Facility 1

e) Select Slave O/Facility 1 and continue to perform data transfer until paused by Slave 0

f) Poll interrupts and recognize Class 2 Interrupt from Slave 0

g) Poll Slave 0 and recognize Class 2 Interrupt from Facility 0

h) Select Slave O/Facility 0 and perform data transfer until terminated by Slave 0

i) Poll interrupts and recognize Class 1 Interrupt from Slave 0

j) Poll Slave 0 and recognize Class 1 Interrupt from Facility 0

k) Select Slave 0/Facility 0 and receive Command Completion Response with "Successful" Status
1) Poll interrupts and recognize Class 2 Interrupt from Slave 0

m) Poll Slave 0 and recognize Class 2 Interrupt from Facility 1

n) Select Slave O/Facility 1 and perform data transfer until terminated by Slave 0

0) . Poll interrupts and recognize Class 1 Interrupt from Slave 0

p) Poll Slave 0 and recognize Class 1 Interrupt from Facility 1

q) Select Slave 0/Facility 1 and receive Command Completion Response with "Successful” Status

4.2.3.2 Example of facility selection and queued commands
In this example, Transfer commands are sent to Facilities 0, 1 on Slave 0.

a) Select Slave O/Facility O and transmit Command packet

b) Select Slave 0/Facility 1 and transmit Command packet

¢) Poll interrupts and recognize Class 2 Interrupt from Slave 0

d) Poll Slave 0 and recognize Class 2 Interrupt from Facility 1

e) Select Slave O/Facility 1 and receive Transfer Notification identifying command
f) Perform data transfer until paused by Slave 0

g) Poll interrupts and recognize Class 2 Interrupt from Slave 0

h) Poll Slave 0 and recognize Class 2 Interrupt from Facility 0

i) Select Slave O/Facility 0 and receive Transfer Notification identifying command
j) Perform data transfer until terminated by Slave 0

k) Poll interrupts and recognize Class 1 Interrupt from Slave 0

1) Poll Slave 0 and recognize Class 1 Interrupt from Facility O

m) Select Slave 0/Facility 0 and receive Command Completion Response with "Successful” Status
n) Poll interrupts and recognize Class 2 Interrupt from Slave 0

0) Poll Slave 0 and recognize Class 2 Interrupt from Facility 1

p) Select Slave O/Facility 1 and receive Transfer Notification identifying command
q) Perform data transfer until terminated by Slave 0

r) Poll interrupts and recognize Class 1 Interrupt from Slave 0

s) Poll Slave 0 and recognize Class 1 Interrupt from Facility 1
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t) Select Slave 0/Facility 1 and receive Command Completion Response with "Successful" Status

NOTE — Applications that implement multiple commands per facility in a non-ordered sequence, although not included in this example,
require the use of Transfer Notification Packets. This example represents the same scenario as the other examples in this clause.

4.2.3.3 Example of slave selection,
In this example, Transfer commands are sent to Facilities 0, 1 on Slave 0.

a) Select Slave 0 and transmit Command packet for Facility O

b) Remain selected and transmit Command packet for Facility 1

c) Poll interrupts and recognize Class 2 Interrupt from Slave 0

d) Select Slave 0 and receive Transfer Notification identifying command for Facility 1

e) Perform data transfer until paused by Slave 0

f) Poll interrupts and recognize Class 2 Interrupt from Slave 0

g) Select Slave 0 and receive Transfer Notification identifying command for Facility 0

h) Perform data transfer until terminated by Slave 0 '

i) Poll interrupts and recognize Class 1 Interrupt from Slave 0

j) Select Slave 0 and receive Command Completion Response for Facility 0 with "Successful” Status
k) Poll interrupts and recognize Class 2 Interrupt from Slave 0

1) Select Slave 0 and receive Transfer Notification identifying command for Facility 1

m) Perform data transfer until terminated by Slave 0

n) Poll interrupts and recognize Class 1 Interrupt from Slave 0

0) Select Slave 0 and receive Command Completion Response for Facility 1 with "Successful® Status

4,2,.3.4 Example of slave selection and slave control of Bus

In this example, Transfer commands are sent to Facilities 0 and 1 on Slaves 0 and 1, respectively. This introduces implicit
Transfer Notification (i.e., only one data transfer is paused at a slave, so the Transfer Notification can be implied when
the transfer is continued).

a) Select Slave 0 and transmit Command packet for Facility 0

b) Select Slave 1 and transmit Command packet for Facility 1

¢) Poll interrupts and recognize Class 2 Interrupt from Slave 0

d) Select Slave 0 and with Bus Control give Control of Bus to slave

€) Receive Bus Acknowledge octet indicating Response (Operation In)

f) Receive Transfer Notification identifying command for Facility 0

g) Master sets Bus Control (Data Direction)

h) Perform data transfer until paused by Slave 0

i) Poll interrupts and recognize Class 2 Interrupt from Slave 1

j) Select Slave 1 and with Bus Control give Control of Bus to slave

k) Receive Bus Acknowledge octet indicating Response (Operation In)

1) Receive Transfer Notification identifying command for Facility 1

m) Master sets Bus Control (Data Ditection)

n) Perform data transfer until terminated by Slave 1

o) Poll interrupts and recognize Class 2 Interrupt from Slave 0

p) Select Slave 0 and with Bus Control give Control to slave

q) Receive Bus Acknowledge octet with implicit Transfer Notification and Data Direction
r) Perform data transfer until terminated by Slave 0

s) Poll interrupts and recognize Class 1 Interrupt from Slave 0

t) Select Slave 0 and with Bus Control give Control of Bus to slave

u) Receive Bus Acknowledge octet indicating Response (Operation In)

v) Receive Command Completion Response for Facility 0 with "Successful” Status
w) Poll interrupts and recognize Class 1 Interrupt from Slave 1

x) Select Slave 1 and with Bus Control give Control of Bus to slave

y) Receive Bus Acknowledge octet indicating Response (Operation In)

z) Receive Command Completion Response for Facility 1 with "Successful" Status
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4.3 Multiplexed data transfers (optional)

Different computer system architectures will utilize the IP], and a wide range of products may be intermixed on a single
cable. There are occasions in which a transfer may be terminated for either an unanticipated reason or a deliberate event.
The interface provides for both to occur via use of the Pause function at the Physical Interface. Command, and Response
packet transfers cannot be paused - only data transfers may be paused and continued.

It is necessary that a master be able to control some of the ways in which different products from different vendors coexist.
~ One important area is in ensuring equitable use of the bandwidth. A deliberate event to pause a transfer occurs when a
master wishes to prevent a particular peripheral from dominating the use of the interface during Information Transfers.

In an application in which the master requests large data transfers, it is preferred that the master be able to predict the
use of the interface, The master can accomplish this by multiplexing transfers between addressees on a predictable basis.
The master may define (in Attributes) the maximum number of octets to be transferred in any one data transfer (a burst),
even though any single command may itself define considerably more.

A command for a 20Koctets data transfer to a slave with a defined 8Koctets maximum burst size would require three data
transfers in order to complete. The slave would pause after each 8Koctets burst and complete after the remainder of 4K
was transferred.

4.3.1 Physical interface Pause and Continue (optional)

The Physical Interface provides the ability to Pause and Continue transfers from both the master and the slave. The master
and the slave may use this function to interrupt a continuous data transfer. The slave shall transfer data in bursts no longer
than those defined or set in Attributes.

The master cannot indicate any time dependency to the slave, only whether or not the transfer is paused. However, the
slave can indicate to the master some idea of the expected time period that the transfer shall be paused. This is done
through use of the Time-Dependent Operation bit in the Slave Status octet.

The meaning of the bits shall be as follows:

Pause
Time-Dependent Operation

0 0 No Delay

1 0 short Delay
101 Long Delay
0 1 No More Data

If for some reason both the master and slave present the Pause bit in their respective ending status octets, the slave Pause
shall override the master Pause.

In the following descriptions (4.3.2 to 4.3.9), the term P/TDO refers to the setting of the Pause and Time-Dependent
Operation bits in the Slave Status octet,

4.3.2 Slave pause and master Continue

The master controls the slaves that receive service. The master shall use Attributes to establish the size of transfer, defined
as a burst, 1o be multiplexed. During data transfers, when the burst defined by the master has been transmitted, the slave
shall terminate. If information is immediately available to resume transfer with another burst, it shall so indicate by
P/TDO=00. This condition can only occur on multiplexed burst boundaries.

If a slave Pauses with no information remaining in its buffer to be transferred, but it anticipates only a short delay before
information shall be available, it shall set P/TDO=10. If, however, the delay is expected to exceed the value defined in
Attributes, it shall set P/TDO=11.
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If it is deselected, the slave shall generate a Class 2 interrupt when it has more information to transfer (immediately when
P/TDO=00).

When a slave transferring information pauses at the end of a burst, the master may choose to deselect and poll the other
slaves, or remain selected and continue the transfer,

To continue a paused data transfer, the master shall re-select (if necessary), and resumption of the data transfer may or
may not be implicit, based on the mode of interface operation.

The slave shall always have a Transfer Notification packet prepared (if they are being used) so that if the master issues
a Response request, the slave can respond with same.

4.3.2.1 Implicit continue

If the master is executing Individual commands with Facility Selection, it can reissue the same Bus Control octet as for
the initial transfer.

If the master is executing Queued commands to a slave that can have more than one paused transfer, the master has to
receive a Transfer Notification Response packet to know which one is being continued. To do so, the master may issue
the Bus Control octet for a Response, or permit the slave Control of Bus and the slave shall set up the data transfer of
a Response.

4.3.2.2 Explicit continue

If the master is executing Queued commands to a slave, but only one transfer can be paused per slave, the master may
reissue the same Bus Control Octet as for the initial data transfer.

Alternatively, the master may provide the slave Control of Bus, and the slave shall respond with the Data, Direction, and
Control of Bus Accepted bits set in the Bus Acknowledge octet. The explicit continue prevents a slave, that can have more
than one paused transfer and has been given Control of Bus, from starting a second paused transfer.

NOTE — The paused slave is locked to the same transfer command until it is either successfully or unsuccessfully completed. It is possible for a master
to issue commands or request responses from a paused slave, but based on internal design a slave may or may not be able to comply. The only way in
which a master can free a paused slave is to continue the data transfer or abort the transfer command that is Paused.

4.3.3 Slave control of Pause and Continue

A slave may choose to pause data transfer due to an unanticipated delay encountered (e.g., repositioning, error correction).
If so, the slave shall terminate the transfer and set P/TDO=11. The master can deselect the slave and await a Class 2
interrupt to advise that transfer can be continued.

If the master had deselected, when the slave is ready to continue the transfer, the slave shall generate a Class 2 interrupt.
The master shall re-select and set the Control of Bus bit in the Bus Control octet. If the master did not deselect, the
master can remain in a loop presenting the Bus Control octet, and being rejected by the slave until the slave is ready to
continue.

If the master used the Control of Bus bit, the slave shall set the Data, Direction, and Control of Bus Accepted bits in the
Bus Acknowledge octet, and transfer shall begin after the master asserts the MASTER OUT signal.

4.3.4 Master control of Pause and Continue

When a master encounters a temporary interruption, sufficient to stop a data transfer, it shall initiate termination of the
transfer and set the Pause bit in the Master Status octet. The master may choose to deselect or remain selected to the

slave.

To continue a Paused data transfer, the master shall re-select (if necessary), along with the same settings in the Bus
Control octet used for the original command, then assert the MASTER OUT signal to restart the data transfer.
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The slave shall not generate a Class 2 interrupt, but if it encounters any error while Paused, it may generate either a Class
3 or a Class 1 interrupt,
4.3.5 Uses of multiplexing

The three basic uses that are made of multiplexing between addressees are described in 4.3.5.1 through 4.3.5.3.

4.3.5.1 One paused transfer per facility

When Facility Selection is used by the master to issue Individual commands, a slave may have up to 16 concurrent data
transfers being multiplexed. It is the master’s responsibility to manage the multiplexing of information via selection and
re-selection of the facility.

4.3,5.2 One paused transfer per slave

When Slave Selection is used by the master, a slave may be able to multiplex only one transfer (defined by Attributes).
Continuing a paused transfer does not require the use of a Transfer Notification (unless enabled by Attributes) since the
master can reissue the same Bus Control octet as for the initial transfer to indicate an implicit Transfer Notification.
4.3.5.3 Multiple paused transfers per slave

When Slave Selection is used by the master, a slave may be able to multiplex more than one transfer. This application
requires the use of Transfer Notification packets unless a master remains selected. Upon selection, the slave shall present
a Transfer Notification packet to advise the master which paused data transfer is going to be continued.

4.3.6 Anticipated pause

The master uses Attributes to advise the slave of the burst size to be transferred during a multiplexed transfer.

After the slave has terminated a burst data transfer, it posts Slave Status with the Successful and the requisite P/TDO bits.

a) P/TDO=00 Immediate Continuation Possible. On Read, next burst is already buffered and ready to transfer.
On Write, the buffer is free to accept next burst from master.

b) P/TDO=10 Continuation Possible after Short Delay. The slave expects a delay of less than the period defined
by the master in Attributes.

¢) P/TDO=11  Continuation Possible after Long Delay. The slave expects a delay longer than the period defined
by the master in Attributes.

d) P/TDO=01  No More Data. The entire data transfer is now complete.
The Time-Dependent delay posted by the slave is an indication, and not a guarantee, because many factors are involved
(e.g., a Short Delay could actually be a long one if an unforeseen error condition occurred).
4,3.6.1 Master stays selected
If the master chooses to stay selected to the addressee, it continues by issuing a Bus Control octet with the same settings

as on the original. If the slave cannot continue, it shall reject the Bus Control octet and use encoded Slave Status to advise
why. '
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4.3.6.2 Master deselects

If the master deselects, the addressee shall assert its Class 2 Interrupt (and Attention if not overridden by ATTENTION
CONTROL) when it is capable of continuing the burst transfer.

The actions to be taken are a function of the application (see 4.3.2.1 and 4.3.2.2).

4.3.7 Unanticipated pauses by the slave

If the slave encounters a condition that causes interruption of a data transfer (before reaching a burst boundary), it shall
terminate the transfer and advise P/TDO=1x in the Slave Status octet (continuation possible after Delay).

NOTE — P/TDO=00 is invalid, because if it could continue immediately, it would not have paused in the first place.
The master may choose to remain selected or not. The same actions that are defined in 4.3.6 for anticipated pauses shall
be followed by the slave and the master in order to continue the transfer. .

4.3.8 Unanticipated pauses by the master

The master cannot pause more than one data transfer to the slave. The next operation to the same addressee has to be
the continuation of the paused data transfer.

If a slave cannot accept a master-initiated Pause, it shall set the Not Successful bit in the Slave Status octet.

NOTE — Close examination of a vendor’s specification is recommended because there are many conditions possible that could cause unpredictable results,
or require extensive error recovery.

4.3.9 Multiplexed transfer mode identification

The different ways of multiplexing transfers are defined in Attributes. The various combinations shall be as shown in
table 1.

Table 1 — Different Ways of Multiplexing Transfers

Who Who Attribute Settings
Paused | Continued | ID/Octet/Bit 1D
(Pause) (Other)
M M 6B/4/5
S M 6B/5/5, 66,
68/5/4 67
S S 6B/2/4,
68/3/4

4.4 Data groupings

The basic unit of recorded data is the eight-bit octet. Octets are combined to form a PhysicalBlock, which is the recording
unit on the media, or may be combined to form a DataBlock, which is the master-defined unit of preference. Data transfer
between the slave or facility and the master may be in either PhysicalBlocks or DataBlocks.
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4.4.1 PhysicalBlocks

The PhysicalBlock size may be preset by the manufacturer of the device, determined by the slave, or by the master by
means of the appropriate command (FORMAT for disks and OPERATING MODE or ATTRIBUTES for tapes). Once
established, the PhysicalBlock size becomes an attribute of the facility until changed by another command. If a
PhysicalBlock size has not been established by the master, the default value preset by the manufacturer shall be used by
the facility.

Each PhysicalBlock on disks and on tapes that support the Update function shall be capable of being written (updated)
by a write operation without requiring the master to access or read any adjacent PhysicalBlocks,

For magnetic disks, this is typically provided by separation of recorded fields. One PhysicalBlock may be updated without
reading and rewriting any other PhysicalBlock contained in the physical space. If PhysicalBlocks are recorded in a field
(e.g., sector) without intervening gaps, then an uncorrectable error in one PhysicalBlock may cause a data integrity
exposure to one of the other PhysicalBlocks.

For magnetic tapes, if the Update function is not supported, all data beyond the last write shall be considered invalid.

4.4.2 DataBlocks

The DataBlock size may be predefined by the slave, or it may be set by the master via the appropriate command
(FORMAT or ATTRIBUTES for disks and OPERATING MODE or ATTRIBUTES for tapes). If a DataBlock size has
not been established by the master, the default value preset by the manufacturer shall be used for the facility.

For disks, a reset or loss of power from the slave or facility shall not cause the DataBlock size to change. Once established,
the DataBlock size remains unchanged until a new FORMAT, ATTRIBUTES, or OPERATING MODE command is
issued.

For tapes, a reset or loss of power from a slave or facility may cause the DataBlock size to change. The DataBlock size
may need to be re-established by the master (see vendor specification).

443 Extents

An extent is a contiguous number of blocks beginning at a specified starting address. An extent may be as small as one
block, or as large as the entire addressable area of a partition (or volume, if absolute addresses are used).

Extents are primarily used in association with transfer and positioning commands, However, they are also used to describe
master-definable partitions.

4.4.4 Partitions
These are addressable areas on a volume, and may be either slave-defined or master-defined.

For disks, each partition is a contiguous range of blocks that begin on a physical boundary (on disks, this is typically a
cylinder boundary).

For tapes, a partition is defined as a contiguous addressable area. On tapes that are not preformatted, no extent range
is normally possible, and data shall be written from the beginning of a partition. If a tape uses preformatted addressable
areas, then a contiguous range of blocks defines a partition.
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44.4.1 Slave-defined partitions

44.4.1.1 Data partition

The slave shall define for each facility an addressable data arca known as the default data partition, which is available to
the master for data storage. There is only one default data partition per facility.

For tapes, the slave may define additional data partitions that define storage space in addition to the default data partition.

4.4.4.1.2 Maintenance partitions

The facility may include space that is dedicated for functions other than user data storage. These may include areas for
assignment to describe media defects; diagnostic read and write operations; support functions, such as the storage of
internal microcode routines; ef cetera. The placement of non-user data storage areas and the algorithms for accessing them
are implementation dependent and shall be described in the vendor specifications.

The slave-defined maintenance areas are available to the master via the OPERATING MODE command.
4.4.4.2 Master-defined partitions

4.4.4.2.1 Data partitions
The master may choose to subdivide the default data partition into smaller ones.

For disks, each partition, other than the default data partition, requires that a Partition ID be associated with any
commands that address data (this may be implied by an Alias address).

For tapes, once a partition is addressed, the slave or facility shall continue processing in that partition until a new partition
is chosen by use of a Partition Parameter, or until a volume is de-mounted (if the partition is on the volume). Subsequent
commands after a partition change need not supply a partition ID.

4.4.4.2.2 Maintenance partitions

The master may have the need to define areas that are excluded from normal data accessing. Up to eight maintenance
partitions may be defined by the master. These shall be allocated by the slave from the default data partition.

The master-defined maintenance areas are only accessible via the OPERATING MODE command.

4.4.5 Alternate data areas

The slave may map defective PhysicalBlocks to alternate blocks in order to create a defect-free data area for the master.
If a PhysicalBlock has been assigned to an alternate data area, it shall be accessible during normal operations in a manner
transparent to the master.

4.4.6 Physical groups

It is possible for a manufacturer to organize a disk with variable block sizes (as in IPI-2 Format 2 in ISO/IEC 9318-2) such
that there is more than one PhysicalBlock per identification field. The identification field shall be read in order to access
any of the PhysicalBlocks within the Physical Group.
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4.5 Media addressing definitions

IPI disk transfer commands are multiple block transfers across physical boundaries. The addressee positions itself to the
Data Address given in the Command packet, locates the block, and begins execution of the command. All read and write
transfer operations utilize physical (PhysicalBlock) or logical (DataBlock) addresses, unless overridden by the Absolute
Addressing modifier in the Data Address parameter. The absolute method of addressing is available for master-specific
use when there is a need for a device-unique addressing mode of operation.

IPI tape transfer commands may be multiple block transfers across physical boundaries. Both explicit positioning (using
a Data Address) and implicit positioning are supported. If a Data Address is supplied in the transfer command and the
addressee supports explicit positioning for transfer commands, the addressee positions itself to the Data Address in the
Command packet, and begins execution. Tapes that support implicit positioning begin execution at the next recorded
element following the last operation. The command modifier determines which recorded element is next since direction
may be changed between any two commands.

For tapes which support both types of positioning, the presence of a Data Address field in the Command Extent parameter
indicates that the master intends explicit positioning; otherwise, implicit positioning is used.

4,51 Absolute addressing

Absolute addressing uniquely identifies a location by specifying address values that are implementation dependent (as on
disks), or by using Position commands to properly position the media (as on tapes). On tape, positioning would typically
be accomplished by using the SPACE BLOCK/FILE MARK command to reach the desired position.

For disks, typical values include cylinder address, head address, and sector address. Cylinder addresses run from O to C-1,
where C is the number of tracks per disk surface; each possible value represents a particular cylinder. Head addresses run
from 0 to H-1, where H is the number of read/write heads on the drive; each possible value represents a particular head.
Sector addresses run from 0 to S-1, where S is the number of sectors per track; each possible value represents a definite
sector, and the sectors are numbered consecutively.

For tapes, values may include track number, relative block number, ef cetera. When used, track numbers are unique, Block
numbers run from O to n and may be either PhysicalBlock or DataBlock values.

Absolute addresses are associated with the media, and references may occur across partition boundaries.

4.5.2 Physical addressing
Physical addressing uniquely identifies a location by specifying address values that are implementation dependent.

On disks, PhysicalBlocks use the same format (typically cylinder, head, sector) as Absolute addressing, but the
PhysicalBlock address of a given sector may be different from that sector’s absolute address. Factors leading to such
differences include partitions, multiple PhysicalBlocks per sector, multiple PhysicalBlocks per identification field, defect
mapping, and interleaving.

PhysicalBlock addresses are associated with the partition, and references cannot occur across partition boundaries.
On tapes, PhysicalBlocks use the same format as Absolute addressing (Blocks and File Marks), except that positioning

may be explicit with Data Address or implicit (no Data Address). Alternatively, the SPACE BLOCK/FILE MARK
command is used to reach the desired position on the media.
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4.5.3 Logical addressing

For disks, logical addressing uses DataBlock addresses to reference data in partitions, within which all DataBlocks are the
same size. DataBlocks in each partition are addressable through a linear address space numbered from O to n-1, where
n is communicated to the master via Attributes.

For tapes, logical addressing uses DataBlock addresses to reference data in partitions, DataBlock sizes may vary within
a partition, and are addressable through a linear address space. The DataBlock address may be augmented by a track
reference to speed positioning, which is vendor specific.

Logical addressing permits the master to use DataBlocks that are a multiple or sub-multiple of PhysicalBlocks. It is the
responsibility of the slave to manage the necessary blocking and unblocking of data, and the slave attributes shall identify
whether or not it is capable of providing this function, There are many performance criteria that must be considered when
DataBlock and PhysicalBlock sizes are different,

LogicalBlock addresses are associated with the partition, and references cannot occur across partition boundaries.

4.5.4 Media defect management considerations

Media defect avoidance is managed in IPI slaves and facilities using several types of entries in the defect list (see 11.3 and
11.4 for command implementation and annex C for a tabular representation of defect list management).

The facility manufacturer’s flaw map is specified by the device-level interface. It is used to initialize the slave’s Working
Permanent defect entries the first time a facility is formatted.

For each facility, a slave shall retain information that allows it to avoid defective media in real time. The representation
and use of this Working set of defects is slave specific. The combined contents of the Working Permanent and Working
Temporary defect entries reflect the condition of the slave’s Working set of defects.

Manufacturer’s defect list entries in the Working Permanent defect list cannot be removed by any action of the master
defined in the IPI command set. Working Temporary defect list entries are removed by a FORMAT command with the
Initialize modifier set.

Suspect Permanent and Suspect Temporary entries are provided to contain the identity of defects between the time when
they are identified to the slave via a WRITE DEFECT LIST command, and the actual substitution of replacement media
during a FORMAT or REALLOCATE command. Suspect entries are moved to the corresponding Working type at that
time.

Defects identified as Suspect entries are still in the master’s DataBlock addressing space. If automatic reallocation is in
effect, there are no Suspect defect entries.

Entries can be added to the Working Temporary defect list by specifying their addresses in defect list parameters of the
FORMAT or REALLOCATE commands.

Any of the defect entries (Working Permanent, Working Temporary, Suspect Permanent, and Suspect Temporary) can
be read using the Read Defect List command. Only Suspect Permanent and Suspect Temporary defect entries may be
created or appended using the Write Defect List command.

The following example is intended to illustrate the condition of the various defect management structures in a hypothetical
slave that implements all of the available features after the following actions:

a) FORMAT the drive for the first time since its manufacture;

b) Issue a WRITE DEFECT LIST command with the Permanent modifier set, and a parameter identifying address
5 as defective;

¢) Execute another FORMAT command;

d) Issue a REALLOCATE command identifying addresses 50 and 150 as defective;
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