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Information technology — Processing languages — Standard Page 
Description Language (SPDL) 

TECHNICAL CORRIGENDUM 1 

Technologies de l'information — Langages de traitement — Langage de description de page normalisée (SPDL) 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to International Standard ISO/IEC 10180:1995 was prepared by Joint Technical 
Committee ISO/IEC JTC 1, Information technology, Subcommittee SC 34, Document description and processing 
languages. 

                               

Introduction 

Change "font object format" in list h) into "Indexed Font Representation Format". 

3 Definitions 

3.28 Dictionary 

Change "name/value pairs" into "key/value pairs". 

3.99 Printable String type 

Change "ISO 8824" into "ISO/IEC 8824". 
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3.109 Simple Glyph Name type 

Change "A type whose values are a subset of the values of the Name type" into "The type including subset of value 
of Name type. The set of values of the Simple Glyph Name type is the set of Names of length less than or equal to 
100 characters which begin with a character other than the period (".")". 

4 SPDL General Architecture 

4.3.5 Document Presentation 

Change "See figure 3)" in the 1st para., the last line into "See figure 3". 

6 Types 

6.10 Octet String type 

Change "OctetString type" in NOTE 21 into "Octet String type". 

7 Document Structure 

7.7.7 Color Space Families Used 

Change "used or" into "specified in". 

7.7.7.2 HINT VALUE 

Change "COLOR SPACE FAMILY" into "COLOR SPACE FAMILY IDENTIFIER". 

8 External Structure Elements 

Change "the within" in the 3rd para., line 3 into "within". 

8.1 INCLUDABLE STRUCTURE 

Change "FONTTYPE1 SPECIFICATION" into "FONTTYPE1 FONT SPECIFICATION". 

9 Resource Definitions 

9.1.5 Resource Declaration 

Change "RESOURCE DEFINITION" in the last para., line 3 into "RESOURCE DECLARATION". 

9.4.2.2 Name Binding 

Change "RESOURCE DEFINITION" in line 3 into "RESOURCE DECLARATION". 

10 Fonts 

10.9.1 REMAP 

Change "GLYPH INDEX MAP TRANSLATION TABLE" into "GLYPH INDEX TRANSLATION TABLE". 

10.9.3 REMAPPED FONT SPECIFICATION Processing 

Change "GLYPH INDEX MAP TRANSLATION TABLE" in item c into "GLYPH INDEX TRANSLATION TABLE". 
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10.10.3.2 INDEX VALUE 

Change "the MAP SIZE structure element" in line 3 into "the preceding FONT INDEX MAP SIZE structure element". 

10.12.2 GLYPH IDENTIFIER LIST 

Change "the most immediately superior MAP SIZE structure element" in the 2nd para. into "the preceding GLYPH 
INDEX MAP SIZE structure element". 

11 Document Production Instructions 

11.5.1.4 NUMERIC DIMENSION 

Change "NUMERIC DIMENSION VALUE" into "NUMERIC DIMENSION". 

11.5.3.2 NAMED HEAD LOCATIONS 

In the mathematical formulae, replace "s" with "≤". 

11.5.3.3 NUMERIC HEAD LOCATIONS 

In the mathematical formulae, replace "s" with "≤". 

12 Medium Document Production Instructions 

12.5.1 MEDIUM SIZE 

Change "medium-size property" into "medium-size medium property". 

13 Presentation Document Production Instructions 

13.3.2 Supplementary Page Select Document Production Instruction Processing 

Change "page-select" in the 2nd para., the last line into "supplementary-page-select". 

13.7 Y-Image-Shift Document Production Instruction 

Change "y-axis" in line 2 into "x-axis". 

14 Finishing Document Production Instruction 

14.2.7 Head Locations 

Change "x-axis" in the 2nd para., line 3 into "y-axis". 

Change "y-axis" in the 2nd para., line 4 into "x-axis". 

14.4 FINISHING PROCESS SPECIFICATION 

Change "the specification" in the 2nd para. into "the specification of". 

14.7.5 Trimming Finishing Process 

Change "the Reference Edge" in the 2nd para., line 3 into "the Jog Edge". 
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