INTERNATIONAL ISO/IEC
STANDARD 10514-3

First edition
1998-12-01

Information technology — Programming
languages —

Part 3:
Object Oriented Modula-2

Technologies de l'information — Langages de programmation —

Partie 3: Modula 2 orienté objet

P /ansN
1ISO|I1EC
® 'so%(g%ti?ewbs

:1998(E
ocument %harln(g }—|ub

Full document details: ISO IEC 10514-3-1998


http://avadocuments2026.com/doc/iso-iec-10514-3-1998
http://avadocuments2026.com/doc/iso-iec-10514-3-1998

ISO/IEC 10514-3:1998(E)

Contents
0] £=111Y 0 (o [ V...
T Y00 11T 1o I, Vi...
IS o0 o1 PP 1.
N T 7= £ 1
1.2 Specifications included in this part of ISO/IEC 10514 ........ccccoevvviiiiiiiiieeeeeeeeee, 1
1.3 Relationship to ISO/IEC 10514-1 ......ccooiiiieeeeeiiee e 1
1.4 Specifications not within the scope of this Standard ...............ccooevvvviiiiiiiccennn. 1
2 NOMMIALIVE REIBIENCES ... it e e e e e e et e e s e e e e e er e e e ebaans 2
3 Definitions, Structure, and CONVENLIONS .........ooivviiiiiiiieeeie e e e e e e e e s e e eaaeees 2
G I A = 11 1 0] 1 2
3.2 Structure of the Formal Definition ..........cooovviiiiiiiiii e 2
TR I o 01 V/=T o1 1 [0] o 1T 2
4 Requirements for IMpIEmMENTAtIONS .........uuiiiii e 2
e I =T 13 F= 1T o 3
4.2 Source Code RepreSentation .............ceuuuuuuiiiiiiiiiee e e e eeeeee e e e e e e e e e e eeees 3
4.3 Ordering Of DeCIaratioNS.........ccoiiiiiii e 3
4.4 Predefined ENHLIES ....u.oiiie ettt e e e e e e e e s e e e e e eaaeeeees 3
R I o] = 1Y 1Y, [T U1 = 3
R =l 1 (0] £ PP 3
o= o] (o] 1SS 4
4.8 Implementation-dependencCIesS............ooeeviiiiiiiiiiiii e 4
LR B Lo Yot U [ aT=T ] 7= (0] o [ 4
4.10 Statement Of COMPLIANCE .......uuuiiiiii e 4
g Y T g 10 T T =T [T . LT L PP PUOPR 4
I TSI =1 4.
5.1 Additional KEYWOIUS .......coeveeiiiiiiiiiiie s e e e e e e et e e e e e e e e e e e e e e e eeeeeneeannnnns 4
5.2 Additional Pervasive [dentiflerS.........coeviuiiiiiiii e 5
SR =T [0 [ F=To U SPPP 5.
0 O F= 1Y 6
6.1.1 Class DefiNItION......cccuuiiiiii e e 6
6.1.2 Class DECIAratioN .........coeivuuiiiiiii e e e 8
6.1.3 ADSIIACE CIASSES ....uiiiiii i eaaas 10
B.1.4 TraCed ClaSSES.....cccuuuiiiiiiieiiee et e e s e e e e aaa s 10
B.1.5 REVEAI LIStS ...cuuiiiiiiiiiiiie et e et e e e s aaa e ees 12
B.1.6 INNEIME CIAUSE .....cieveeee e e e eaa e 12
6.1.7 Class COMPONENES.........cuuuuuiuiiiiieeieeeeeeeeeeeeeeeeeeerr s eeeeeaaeeeeaeeennne 13
6.1.8 Overridden MethOdS. ...........uiiiiiiiiiiii e 14
B.1.9 CONSIIUCTON ...ttt e e e e e et e s e e b ens 14
LT O I 1T 1 U [od (0] PP 15

© ISO/IEC 1998

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and micro-
film, without permission in writing from the publisher.

ISO/IEC Copyright Office Case postale 6CH-1211 Genéve 20 Switzerland
Printed in Switzerland

Documents

. Document Sharing Hub
ii

Full document details: ISO IEC 10514-3-1998


http://avadocuments2026.com/doc/iso-iec-10514-3-1998
http://avadocuments2026.com/doc/iso-iec-10514-3-1998

© ISO/IEC ISO/IEC 10514-3:1998(E)

6.2 AcCess t0 Class COMPONENTS.........ccceiiiiiiiieiiiiiiiis e e e e e e e e e e e e e ee e eas,
6.2.1 Access by Class Identifier ... 1€
6.2.2 Access by Object Selection .............coovvvviiiiiiiiiiicrr e, 1¢
6.2.3 ACCESS IN SUDCIASSES ......cooiiitiee e 1
6.2.4 Immutable entitieS .........oooiiiii e 1¢
6.3 ObJECt VariabIES ......cveiiiec e 1
6.3.1 ASSIGNMENT.....coiieiiiiiiiiiiei e e e e e e e e e e e e e e e e e e eeeerae s 1
(RS I 0] 3 ] o = 1] o P 1
IR I O3 1= 1 1o o [P PPPPURPPTPPRR 1
6.3.4 DESITUCTION ...ttt a e e e e e e e e e e as 2(
6.3.5 EMPLY REFEIENCE .....ovvieiiiiiii e 2
6.3.6 Traced Object ReferenCes........ccoooeeieeiiiiiieeeecee e, 2
(Y =T 0 ] o= 6] ] N I 2
6.5 GUAIA STATEIMENT.....eiiiiiiiiiiiie e e e :
6.5.1 Guarded Statement SEQUENCE ..........ccceeiviiiieeeeiiiiieee s e e e e e e e eeeeeaannns :
6.6 Safeguarded MOAUIES ..............uuuuiiiiie e :
(R CT= T o T=To (ST @0 |[=Tox 1o o [ SUUU 2
6.8 Changes to the Base LanQUAgEe.............cuuuuuvuiiuiiiiiiiiiiiiiieeseeeeeeeeeeeeeeeeeeeeeeeeeenannnnns
6.8.1 MOdUIE HEAUET ... 2
6.8.2 Definitions and Declarations ............ccooueviiiiiiiiiiiiiiiiiieeeeeece e 28
B.8.3 BIOCKS ... .o 2¢
6.8.4 StatemMeENt Partl.........ooui e 2
6.8.5 Parameter Compatibility and Argument Binding..............ccocvvvvvinnnnne 30
6.8.6 The Module COROUTINES ..........ccoiiiiiiiiiiiiiieieeeeeee e 30
6.8.7 ENVIFONMENT ..ottt 3]
7 Required SYStem MOAUIES............uuiiiiiiie e as
4 RO o =T ox i o =Y o] 1o 1 1O US 3
7.1.1 The Interface to M2OOEXCEPTION ......ccooiiiiiiiiiiiiiiiiiiieeeeee e 31
7.1.2 The Entities of M2OOEXCEPTION........cooiiiiiiiiiiiiiiiiieeiecee e 31
7.1.3 Aggregation of the Exceptions of the Language Extensions.............. 32
7.2 The Module GARBAGECOLLECTION ...ttt 32
7.2.1 The interface to GARBAGECOLLECTION........cccccuviiiiiiiiiieeeeeninne 32
7.2.2 The Procedures of GARBAGECOLLECTION........cuuvvieiiiiieeeiiiiinns 33
7.2.3 The Functions of GARBAGECOLLECTION.......ccccovvviiiiiiiiiiiiinee. 33
Annex A Collected Concrete Syntax (informative) ...........ccooovvvviiiiiiiiiiiiiie e 3
A.L Class DefiNITION .......coiiiiiiii e e e e e e e e e e e as 3¢
A.2 Class DECIAratiON.........ccoiiiiiiiiiitii ittt e e e e e e as 3
ALB REVEAI LISt ..ot a e 3
A4 INNEIE CIAUSE ...ttt ettt e e e e e e e e e e e e e e bbb eaeees 3
ALD DESIGNALOIS ...uvuiiiie e it e st e e e e e e e e e e et e e e et a e e e e e e e e e aaaeeeeearaaaaa——_ 3
A.B GUANT SEAIEIMENT ....uuiiiiiiiiiiiii et e e e e e e e e e e e e s e s e bbereeees :
Annex B Changes to the Syntax of the Base Language (informative) .............ccccceeeeieenennn. :
Annex C Glossary (INfOrMAtIVE) .........oovviiiiiiiiiie e e e e e e e e e e e e e aaananes 3
Documents

Document Sharing Hub
lii

Full document details: ISO IEC 10514-3-1998


http://avadocuments2026.com/doc/iso-iec-10514-3-1998
http://avadocuments2026.com/doc/iso-iec-10514-3-1998

ISO/IEC 10514-3:1998(E)

© ISO/IEC

Annex D Examples (INfOrMatiVE) .........uuuiiiiiii i 41
D.1 Class Definition and Class Declaration............cc.ueeiiieiiiiiiiieciiie e 41
D.2 CroSS LINKEA CIASSES .....covvuiiiiiii ettt e et e e e e e e e e eaas 42
D.3 Inheritance and Overridden MethodsS ...........o.uuiiiiiiiiiiiie e 42
D.4 Abstract Class DefiNIitiON .........iviuiiiiiii e 43
D.5 Creation and DESIUCTION........cocuueiiiiii e e e e e e et eeea e e eaaaeees 43
D.6 ConStructor anNd DESIIUCTOL ... ....uuiiiiie i ee et e et ea e e aaa e ees 44
D.7 TYPE INQUITIES...cceeeeeiiiiei e e et e e e e e e e ettt s s e e e e e e e e e e e e e e e e e e e e aaa e e e e aeaaaeeeaees 44
D.8 Constructor chain and DesStruCtor ChaiN ...........coviviiiiiiiii e 45
D.9 Coroutines and Garbage ColleCtion ...............ceiiiiiiiiiiie e 45

Annex E Finalization Order (iNfOrmatiVe) .........ccooiieeiiee e 46

Annex F Participating Individuals and Organisations (informative) ............cccccceeeeeiieenenn.. 48

Documents

iv

Full document details: ISO IEC 10514-3-1998

Document Sharing Hub


http://avadocuments2026.com/doc/iso-iec-10514-3-1998
http://avadocuments2026.com/doc/iso-iec-10514-3-1998

© ISO/IEC ISO/IEC 10514-3:1998(E)

Foreword

ISO (the International Organization for Standardization) and IEC (the International
Electrotechnical Commission) form the specialized system for worldwide standardization
National bodies that are members of ISO or IEC participate in the development of
International Standards through technical committees established by the respectiv
organization to deal with particular fields of technical activity. ISO and IEC technical
committees collaborate in fields of mutual interest. Other international organizations,
governmental and non-governmental, in liaison with ISO and IEC, also take part in the work.

In the field of information technology, ISO and IEC have established a joint technical
committee, ISO/IEC JTC 1. Draft International Standards adopted by the joint technica
committee are circulated to national bodies for voting. Publication as an Internationa
Standard requires approval by at least 75 % of the national bodies casting a vote.

International Standard ISO/IEC 10514-3 was prepared by Joint Technical Committee ISO/IE(
JTC 1, Information technology Subcommittee SC 22Programming languages, their
environments and system software interfaces

ISO/IEC 10514 consists of the following parts, under the general Hiflermation
technology — Programming languages

— Part 1: Modula-2, Base Language
— Part 2: Generics in Modula-2
— Part 3: Object Oriented Modula-2

Annexes A to F of this part of ISO/IEC 10514 are for information only.
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Introduction

This part of ISO/IEC 10514 is part three of the multi-part standard ISO/IEC 10514 and
specifies the form and meaning of Object Oriented Modula-2 programs and by reference to
that specification lays down requirements for Object Oriented Modula-2 implementations.

The reader is referred to International Standard ISO/IEC 10514-1 (the first part of this multi-
part standard, herein referred to as "the Base Standard") for introductory remarks on the
programming language Modula-2.

This part of ISO/IEC 10514 defines Object Oriented Modula-2 by additions to the Base
Language without changing the meaning of any parts of the Base Language (except for the
introduction of new keywords—see clause 5).

This part of ISO/IEC 10514 does not provide a formal specification of Object Oriented
Modula-2, although it is the intention of WG13 to construct the appropriate VDM-SL
descriptions for the syntax and semantics described herein when committee resources permit.

Rationale

Object oriented programming is a method of programming that allows a high degree of
abstraction as well as good structuring of programs. Because of its substantial benefits it has
become a common method of programming.

As Modula-2 in its original design provides for basic facilities necessary for object orientation
(like data encapsulation and modularization), full object oriented facilities can be easily added
to the base language in a very natural way. Thus the advantages of this new programming
method are made available to the programmer in a fully upward compatible way.
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Information technology — Programming languages —

Part 3:
Object Oriented Modula-2

1 Scope

1.1 Goals

In addition to the goals of the Base Language, the goal of this part of ISO/IEC 10514 is to

provide simple extensions to allow object oriented programming facilities to be added to the

Base Language defined in International Standard ISO/IEC 10514-1 without altering the

meaning of any valid program allowed by the Base Language (except for the use of the new
keywords introduced by this standard, see clause 5).

1.2 Specifications included in this part of ISO/IEC 10514

In addition to the specifications included in the Base Language this part of ISO/IEC 10514
provides specifications for:

— required symbols for Object Oriented Modula-2 programs;

— the lexical structure, the syntactic structure and semantics of Object Oriented Modula-2
programs;

— the interface to and the semantics of Object Oriented Modula-2 system modules;

— violations of the rules for the use of the object oriented extensions that a conforming
implementation is required to detect;

— further compliance requirements for implementations, including documentation
requirements.

1.3 Relationship to ISO/IEC 10514-1

This part of ISO/IEC 10514 is part three of the multi-part standard ISO/IEC 10514. This part
of ISO/IEC 10514 extends and modifies the Base Language ISO/IEC 10514-1, but the
adoption of this part of ISO/IEC 10514 is optional with respect to the Base Language. This
part of ISO/IEC 10514 is also independent of any other parts of ISO/IEC 10514 except for
part 1, and can be adopted either together with or independently of such other parts.

1.4 Specifications not within the scope of this part of ISO/IEC 10514

In addition to the categories of specifications excluded by the Base Language this part of
ISO/IEC 10514 provides no specifications for:

— the internal representation of the objects and their associated methods;
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— the implementation of the garbage collector;

— the implementation of the tracking mechanism for traced objects.

2 Normative References

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this International Standard. For dated references, subsequent
amendments to, or revisions of, any of these publications do not apply. However, parties to
agreements based on this International Standard are encouraged to investigate the possibility
of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO
and IEC maintain registers of currently valid International Standards.

ISO/IEC 10514-1:1996Information technology — Programming languages — Part 1:
Modula-2, Base Language.

3 Definitions, Structure, and Conventions

3.1 Definitions

For the purposes of this part of ISO/IEC 10514, all the definitions contained in the Base
Standard apply. No additional definitions are needed.

NOTE — A glossary of the terms used in this part of ISO/IEC 10514 is found in Annex C.

3.2 Structure of the Formal Definition

This part of ISO/IEC 10514 states its requirements in the same form as the Base Language
with the exception that it does not include formal expression of semantics in VDM-SL at this
time.

3.3 Conventions

The conventions used in this part of ISO/IEC 10514 are to be interpreted in the same way as
in the Base Language with the exception that this document does not include VDM-SL at this
time.

4 Requirements for Implementations

A conforming Object Oriented Modula-2 implementation shall meet the requirements for
Modula-2 implementations that are laid down in the Base Language.
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In addition:

4.1 Translation

A conforming Object Oriented Modula-2 implementation shall accept compilation modules
for translation from source code when they contain the additional lexical form defined in
clause 5, and when this is in the syntactic form specified in clause 6. A conforming Objec
Oriented Modula-2 implementation shall also accept the lexical forms defined in the Bas
Language when they are used in the (new) syntactic forms specified in this Object Oriente
Modula-2 standard.

4.2 Source Code Representation

A conforming Object Oriented Modula-2 implementation shall provide the additional
keywords specified in clause 5 and shall recognize keywords and identifiers as specified |
that clause, including those situations where keywords and symbols from the base langua
are used for new syntactic constructs in this document.

4.3 Ordering of Declarations

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation.

4.4 Predefined Entities

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation.

4.5 Library Modules

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation. No new library modules are specified by
this document.

4.6 Errors

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation, with the following changes:

— it shall detect any new errors defined in this document in a manner consistent with th
detection and reporting of errors required by the Base Language.

— In standard mode a conforming implementation shall treat the use of extensions that a
not specified by this standard or by any other part of this multi-part standard as errors
Conformance to standards parallel to this one (if any) is on an additive basis, so that tw
or more such standard extensions can be conformed to simultaneously.

NOTE — The intent of this provision is to allow a version of Modula-2 to support, for example, both object
oriented and generic.
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4.7 Exceptions

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation. This includes the additional exceptions for
object oriented extensions as identified in subclause 7.1.3. This subclause also specifies which
exceptions are mandatory and which exceptions are not mandatory.

4.8 Implementation-dependencies

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation.

4.9 Documentation

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation.

4.10 Statement of Compliance

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation and in addition, a separate compliance
statement shall be made citing the degree of compliance with this standard.

4.11 Minimum requirements

A conforming Object Oriented Modula-2 implementation shall have rules identical in this
respect to a conforming Modula-2 implementation.

5 The Lexis

The lexis of Object Oriented Modula-2 is based directly on the lexis of the base language as
defined in ISO/IEC 10514-1. All syntax elements of the base language keep their
representation and meaning; new keywords and pervasive identifiers that are needed to
express the new language elements are defined in this clause.

NOTE — A conforming program written in the base language is compiled correctly by a translator conforming to
this standard unless one or more of the newly defined keywords are used as an identifier in that program.

5.1 Additional Keywords

Standard Object Oriented Modula-2 includes the following keywords in addition to those used
in the Base Language:

"AS" | "ABSTRACT" | "CLASS" |
"GUARD" | "INHERIT" | "OVERRIDE" |
"READONLY" | "REVEAL" | "TRACED" |
"UNSAFEGUARDED"
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5.2 Additional Pervasive ldentifiers

Standard Object Oriented Modula-2 includes the following identifiers in addition to those
used in the Base Language:

"CREATE" | "DESTROY" | "EMPTY" |
"ISMEMBER" | "SELF"
6 Language

Object Oriented Modula-2 is an extension of the Base Language to provide for facilities fo
object oriented programming. The provided model has reference-based semantics and sin
inheritance; no facilities for type parameterization have been included.

Summary of model characteristics
The following list provides an overview of the model.

— Access to objects: via references only.

— Arity of inheritance: single inheritance.

— Visibility modes: three modes via explicit visibility rules—hidden, family (for those
developing subclasses) and public.

— Constructors/Destructors (without parameters): class initialization/finalization (similar
to module initialization/finalization).

— Object allocation/deallocation: viaCREATE" and 'DESTROY" (untraced classes) /
implicit (traced classes).

— Type inquiries: test for membership of a class-type family and selection in a guardec
region.

— Class syntax: different from modules and records because of new concepts and simil
to modules and records because of visibility rules and type nature.

— Garbage collection: on dedicated classes.

— Standard root object: none.

— Genericity: none; this is subject of a separate part of this multi-part standard.

—  Operator definition: no.

—  Operator overloading: no.

— Method covariance: no.

Reference-based semantic model

The model for object-oriented programming for standard Object Oriented Modula-2 is to ust
reference-based semantics; i.e. object variables contain references to objects and assignn
copies references and not objects themselves. For exampndf are object variables,:=

y results inx having the same reference to an object $hhas; it does not copy to the
contents of the object referencedyby

NOTE — The consequence of this model is to allow objects to be created only dynamically.
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6.1 Classes

A new kind of entity is introduced, calledciass Classes are a new kind of type (caliass

type — the type of reference based objects — and can be used as any other type (see 6.8.7).
Classes are declared in implementation or program modules (referred to as "class
declaration"). In addition to a class declaration a class definition may occur in the
corresponding definition module. The class definition specifies an external interface for a
class in the same way that a procedure definition specifies an external interface for a
procedure.

A class declaration or class definition opens a new scope (details see 6.1.1 and 6.1.2). All
identifiers declared in a class definition are also visible in a class inheriting from this class
(they are referred to damily visiblg. The identifiers declared in a class declaration are only
visible in the class declaration of a subclass in the same module; to subclasses declared in
other modules they remain hidden (see 6.1.6). The reveal clause allows one to specify
components that may be accessed from outside the class or its descendants; they are further
referred to as public components (see 6.1.5).

Abstract classes (and methods) are further described in subclause 6.1.3.
A class may inherit from another class; this is further described in subclause 6.1.6.

The variable (state) components of a class do not denote variables in the usual way, i.e. their
definition does not imply the association of storage with them. They act more like fields of a
record type declaration.

The procedures declared in a class are called methods of the class. They always act on objects
of this (or a descendant) class and have a reference to this object as an implicit first parameter
(see 6.1.7). They are not compatible with normal procedure types and there are no method
types, method variables or method constants. Methods can be overridden in subclasses as
described in subclause 6.1.8.

Finally, classes may contain a constructor and a destructor, this code is to be executed at the
time of object creation and deletion (see 6.1.9 and 6.1.10).

As the meaning of traced and untraced classes is different only with respect to objects, no
distinction between these two kinds of classes is made in the description of the declaration of
classes.

6.1.1 Class Definition

A class definition defines a new structured type. Each value of the type has a collection of
components, called components of that class. The components are identified by their names.
The components can be accessed from outside the class via class hame qualification or via an
object designator (see 6.2).

NOTE 1 — The term "component” is already used in the Base Language (see Annex E of the Base Language).
Using it also for the components of a class is an additional usage, not a redefinition.
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A full class definition consists of a class header followed by a class definition body. The
identifier following the class definition body shall be identical to the class identifier.

A forward class definition consists of a class header followed by the keywao®@ARD.
Forward definitions of classes are needed to solve the declare-before-use-in-declaratic
problem e. g. in the case where two classes reference each other.

Concrete Syntax

class definition =
(traced class definition | untraced class definition ) ;
untraced class definition =
( normal class definition | abstract class definition ) ;
traced class definition =
"TRACED", ( normal class definition | abstract class definition ) ;

normal class definition =

normal class header, ( normal class definition body | "FORWARD" ) ;
normal class header=

"CLASS", class identifier, semicolon ;
normal class definition body =

[ inherit clause ],

[ reveal list ],

normal class component definitions,

"END", class identifier ;

abstract class definition =

abstract class header, ( abstract class definition body | "FORWARD" ) ;
abstract class header=

"ABSTRACT", "CLASS", class identifier, semicolon ;
abstract class definition body =

[ inherit clause ],

[ reveal list ],

abstract class component definitions,

"END", class identifier ;

class identifier = identifier ;

normal class component definitions = { hormal component definition } ;
normal component definition =

"CONST", { constant declaration, semicolon } |

"TYPE", { type definition, semicolon } |

"VAR", { class variable declaration, semicolon } |

(normal method definition | overriding method definition), semicolon ;

abstract class component definitions = {abstract component definition } ;
abstract component definition =

"CONST", { constant declaration, semicolon } |

"TYPE", { type definition, semicolon } |

"VAR", { class variable declaration, semicolon } |

(normal method definition | abstract method definition |

overriding method definition), semicolon ;

class variable declaration = identifier list, colon, type denoter ;
normal method definition = procedure heading;

overriding method definition = "OVERRIDE", procedure heading;
abstract method definition = "ABSTRACT", procedure heading;
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Declaration Semantics

As in a type definition, a class definition is used to introduce an identifier for the new declared
class type. As classes cannot be defined implicitly, each class type has its corresponding class
identifier.

Static Semantics
If present, the inherit clause shall be valid (see 6.1.6).

If present, the reveal list shall be valid (see 6.1.5).

The identifiers declared in the class definition body shall be well-formed given the
environment that applies at the point of the class definition (see also 6.1.6: inherit clause ).

If a forward definition of a class is made, it shall precede a corresponding full definition of
that class. The full definition shall be made in the same definition module.

If a class definition exists for a class, this class shall be declared in the corresponding
implementation module. If this declaration is done in a local module, the name shall be
exported unqualified to the outermost block.

NOTE 2 — This rule is identical to the rule for declaring a procedure defined in a definition module.

NOTE 3 — If an opaque type is defined in a class definition, it shall be declared in the corresponding class
declaration.

6.1.2 Class Declaration

A class declaration defines a new structured type. Each value of the type has a collection of
components, called components of the class. The components are identified by their names.
The components can be accessed from the outside world via class name qualification or via
qualification of an object designator (see 6.2).

A full class declaration consists of a class header followed by a class declaration body. The
identifier following the class declaration body shall be identical to the class identifier.

A forward class declaration consists of a class header followed by the kes@RWARD.

Forward declarations of classes are needed to solve the declare-before-use-in-declaration
problem, e. g. in the case where two classes reference each other.

Concrete Syntax

class declaration =

(traced class declaration | untraced class declaration ) ;
untraced class declaration =

( normal class declaration | abstract class declaration ) ;

normal class declaration =

normal class header, ( normal class declaration body | "FORWARD" ) ;
normal class header=

"CLASS", class identifier, semicolon ;
normal class declaration body =

[ inherit clause ],

[ reveal list ],

normal class component declarations,

[ class body ],

"END", class identifier ;
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abstract class declaration =

abstract class header, ( abstract class declaration body | "FORWARD" ) ;
abstract class header=

"ABSTRACT", "CLASS", class identifier, semicolon ;
abstract class declaration body =

[ inherit clause ],

[ reveal list ],

abstract class component declarations,

[ class body ],

"END", class identifier ;

class body = module body;

normal class component declarations = { normal component declaration } ;
normal component declaration =

"CONST", { constant declaration, semicolon } |

"TYPE", { type declaration, semicolon } |

"VAR", { class variable declaration, semicolon } |

normal method declarations , semicolon ;

abstract class component declarations = {abstract component declaration } ;
abstract component declaration =

"CONST", { constant declaration, semicolon } |

"TYPE", { type declaration, semicolon } |

"VAR", { class variable declaration, semicolon } |

abstract method declarations , semicolon ;

normal method declarations =

normal method declaration | overriding method declaration;
normal method declaration = procedure declaration;
overriding method declaration = "OVERRIDE", procedure declaration;

abstract method declarations =
normal method declaration | abstract method definition | overriding method declaration;

Declaration Semantics

Like a type declaration, a class declaration is used to introduce an identifier for the ne\
declared class type. As classes cannot be declared implicitly, each class type has
corresponding class identifier.

Static Semantics
A class shall be declared at declaration level 0.

NOTE 1 — For the definition of "declaration level 0" see Base Language 6.2.5.
If present, the inherit clause shall be valid (see 6.1.6).
If present, the reveal list shall be valid (see 6.1.5).

The identifiers declared in the class declaration body shall be well-formed given the
environment that applies at the point of the class declaration. If a corresponding clas
definition exists, the starting environment of the class scope shall be the environment of tr
class definition instead of the empty environment (see also 6.1.6: inherit clause ).

If a forward declaration of a class is made, it shall precede the corresponding full declaratio
of that class. The full declaration shall be made in the same block or in a nested local modu
from which it is exported unqualified.
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A class that is exported from a separate module that has a corresponding class definition in the
definition module, shall not be given a forward class declaration in the implementation
module.

Dynamic Semantics

The elaboration of a class declaration shall associate, in the resulting execution environment,
the identifier of the class and the unique type that is the result of the elaboration of the class
declaration body.

NOTE 2 — The body of the class is executed on creation / destruction of an object of that type.
6.1.3 Abstract Classes

Abstract classes are used to define interface descriptions for a set of subclasses with a
common external behaviour but different internal implementations. In an abstract class, not all
methods need to be implemented, these abstract methods do have only the procedure header
for the interface description and are implemented only in subclasses. Because of this
incompleteness it is not possible to instantiate an object of an abstract class.

Classes may be declared as abstract by prefixing them with the keysgImRACT.

NOTE 1 — Like non-abstract classes, abstract classes always need to have a declaration. If no hidden
components are declared and no method has to be implemented (i.e. all methods are abstract), this declaration is

empty.

Declaration Semantics

The declaration semantics of an abstract class is the same as that of a non-abstract class with
the exception that the class identifier is marked abstract, so it shall not be possible to
instantiate an object of that class.

NOTE 2 — No other restriction is made for the use of abstract classes. It can be used anywhere a non-abstract
class can be used, especially as a typtS/EMBER.

If the class definition is marked abstract, the class declaration also shall be marked abstract; if
the class definition is not marked abstract, the class declaration shall not be marked abstract.

Static Semantics

Within an abstract class, abstract methods may be defined. They do not have an
implementation. As long as there exist abstract methods, the class shall be abstract. Abstract
methods are marked with the keyw@aBSTRACT.

If an abstract method is defined in a class definition, there shall be no declaration for this
method in the corresponding class declaration.

If there is a class definition, no abstract methods shall be specified in the corresponding class
declaration, as they could not be overridden by inheritors to make the class non-abstract.

6.1.4 Traced Classes

Two kinds of class are provided: traced and untraced. This allows two kinds of object to be
created: traced and untraced.
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A program that uses traced objects is safe from undetected dangling object reference erro
except when the tracing mechanism is deliberately subverted. The implementation guarante
this by the automatic initialization of traced object references and the automatic collection o
traced objects that are no longer referenced (see 6.3.6 and 6.7).

A program that uses untraced objects is not safe from undetected dangling object referen
errors. In such a program, it is the programmer's responsibility to prevent such an error k
ensuring that the program does not use uninitialized object references or references to obje
that have been destroyed.

An untraced class may have a finalization body that is executed when the object is explicitl
destroyed. Traced objects are automatically destroyed in an order and at a time that
implementation dependent. Therefore, a traced class shall not have a finalization body.

Concrete Syntax

traced class declaration =
( normal traced class declaration | abstract traced class declaration ) ;

normal traced class declaration =

normal traced class header, ( normal traced class declaration body | "FORWARD" ) ;
normal traced class header=

"TRACED", "CLASS", class identifier, semicolon ;
normal traced class declaration body =

[ inherit clause ],

[ reveal list ],

normal class component declarations,

[ traced class body ],

"END", class identifier ;

abstract traced class declaration =

abstract traced class header, ( abstract traced class declaration body | "TFORWARD" ) ;
abstract traced class header=

"TRACED", "ABSTRACT", "CLASS", class identifier, semicolon ;
abstract traced class declaration body =

[ inherit clause ],

[ reveal list ],

abstract class component declarations,

[ traced class body ],

"END", class identifier ;

traced class body = "BEGIN", block body;

Declaration Semantics

The declaration rules for traced classes are the same as for untraced classes, except that
are marked as traced.

Static Semantics

The static semantics of a traced class definition is identical to that for an untraced clas
definition.

The static semantics of a traced class declaration is identical to that for an untraced cla

declaration, except that it shall be an error for a traced class declaration to have a finalizatic
body.
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