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0 ISO/IEC ISO/IEC 13642: 1996(E) 

Foreword 

IS0 (the International Organization for Standardization) and IEC (the Inter- 
national Electrotechnical Commission) form the specialized system for worldwide 
standardization. National bodies that are members of IS0 or IEC participate in the 
development of International Standards through technical committees established 
by the respective organization to deal with particular fields of technical activity. 
IS0 and IEC technical committees collaborate in fields of mutual interest. Other 
international organizations, governmental and non-governmental, in liaison with 
IS0 and IEC, also take part in the work. 

In the field of information technology, IS0 and IEC have established a joint 
technical committee, ISO/IEC JTC 1. Draft International Standards adopted by the 
joint technical committee are circulated to national bodies for voting. Publication 
as an International Standard requires approval by at least 75 % of the national 
bodies casting a vote. 

International Standard ISO/IEC 13642 was prepared by Joint Technical 
Committee ISOLIEC JTC 1, Information technology, Subcommittee SC 21, Open 
systems interconnection, data management and open distributed processing, in 
collaboration with ITU-T. The identical text is published as ITU-T Recommen- 
dation X.28 1. 

Annex A forms an 
are for information 

integral 
only. 

part of this International Standard. Annexes B and C 

. . . 
111 
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INTERNATIONAL STANDARD 

IT&T RECOMMENDATION 

INFORMATION TECHNOLOGY - ELEMENTS OF MANAGEMENT 
INFORMATION RELATED TO THE OS1 PHYSICAL LAYER 

1 Scope 

This Recommendation I International Standard provides the specification of management information within an Open 
System related to those operations of the OS1 Physical Layer specified by the specifications in this Recommendation I 
International Standard. Specifics on how Physical Layer management is accomplished is beyond the scope of this 
Recommendation I International Standard. Physical Layer management is defined by specifying: 

- the managed object class definition of Physical Layer Managed Objects following guidelines put forth by 
the Structure of Management Information (see ITU-T Recommendations X.720 to X.723 and 
ISO/IEC 10165); 

- the relationship of the Managed Objects and attributes to both the operation of the layer and to other 
objects and attributes of the layer; and 

- the action type operati 
Systems Management. 

.ons on the attributes of Physical Layer Managed Objects that are available to OS1 

2 Normative references 

The following Recommendations and International Standards contain provisions which, through reference in this text, 
constitute provisions of this Recommendation I International Standard. At the time of publication, the editions indicated 
were valid. All Recommendations and Standards are subject to revision, and parties to agreements based on this 
Recommendation I International Standard are encouraged to investigate the possibility of applying the most recent 
edition of the Recommendations and Standards listed below. Members of IEC and IS0 maintain registers of currently 
valid International standards. The Telecommunication Standardization Bureau of the ITU maintains a list of currently 
valid ITU-T Recommendations. 

21 . Identical Recommendations I International Standards 
- ITU-T Recommendation X.200 (1994) I ISO/IEC 7498-l : 1994, Information technozogy - Open Systems 

Interconnection - Basic Reference Model: The Basic Model. 

- ITU-T Recommendation X.21 1 (1995) I ISO/IEC 10022: 1996, Information technology - Open Systems 
Znterconnection - Physical service definition. 

- CCITT Recommendation X.701 (1992) I ISO/IEC 10040: 1992, Information technology - Open Systems 
Interconnection - Systems management overview. 

- CCITT Recommendation X.720 (1992) I ISO/IEC 10165- 1: 1993, Information technology - Open Systems 
Interconnection - Structure of management information: Management Information Model. 

- CCITT Recommendation X.72 1 (1992) I ISO/IEC 10165-2: 1992, Information technology - Open Systems 
Interconnection - Structure of management information: Definition of management information. 

- CCITT Recommendation X.722 (1992) I ISO/IEC 10165-4: 1992, Information technology - Open Systems 
Interconnection - Structure of management information: Guidelines for the definition of managed 
objects. 

- KU-T Recommendation X.723 (1993) I ISO/IEC 10165-5:1994, Information technozogy - Open Systems 
Interconnection - Structure of management information: Generic management information. 

- CCITT Recommendation X.730 ( 1992) I ISO/IEC 10164- 1: 1993, Information technology - Open Systems 
Interconnection - Systems management: Object management function. 

ITU-T Rec. X.281 (1995 E) 1 
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- CCITT Recommendation X.73 1 (1992) I ISO/IEC 10164-2: 1993, Information technology - Open Systems 
Interconnection - Systems management: State management function. 

- CCITT Recommendation X.732 (1992) I ISO/IEC 10164-3: 1993, Information technology - Open Systems 
Interconnection - Systems management: Attributes for representing relationships. 

- CCITT Recommendation X.733 (1992) I ISO/IEC 10164-4: 1992, Information technology - Open Systems 
Interconnection - Systems management: Alarm reporting function. 

- CCITI Recommendation X.734 (1992) I ISO/IEC 10164-5: 1993, Information technology - Open Systems 
Interconnection - Systems management: Event report management function. 

- CCITT Recommendation X.735 (1992) I ISO/IEC 10164-6: 1993, Information technology - Open Systems 
Interconnection - Systems management: Log control function. 

22 . Paired Recommendations I International Standards equivalent in technical content 
- CCITT Recommendation X.208 (1988), Specification of Abstract Syntax Notation One (ASN. I). 

IS0 I IEC 8824: 1990, Information technology - Open Systems Interconnection - Speci~cation of Abstract 
Syntax Notation One (ASN.1). 

- CCITT Recommendation X.700 (1992), Management framework for Open Systems Interconnections 
(OSI) for CCITT applications. 

ISOIIEC 7498-4: 1989, Information processing systems - Open. Systems Interconnection - Basic Reference 
Model - Part 4: Management framework. 

- CCITT Recommendation X.710 (1991), Common management information service definition for CCITT 
applications. 

ISOAEC 9595: 199 1, Information technology - Open Systems Interconnection - Common management 
information service definition. 

- CCITT Recommendation X.7 11 (1991), Common management information protocol specification for 
CCIlT applications. 

ISOIIEC 9596- 1: 199 1, Information technology - Open Systems Interconnection - Common management 
information protocol - Part I: Specification. 

3 Definitions 

For the purposes of this Recommendation I International Standard, the following definitions apply. 

31 . Basic Reference Model definitions 

This Recommendation I International Standard is based on the concept in the Basic Reference Model for Open Systems 
Interconnection and makes use of the following terms defined in ITU-T Rec. X.200 I ISO/IEC 7498-l: 

a) data-circuit; 

b) (N)-connection; 

c) (N)-entity; 

d) (N)-layer; 

e) (N)-protocol; 

f) (N)-service-access-point; 

g) open system; 

h) Physical Layer; 

0 systems management. 

32 l Management framework definitions 

This Recommendation I International Standard makes use of the following term defined in CCITT Rec. X.700 I 
ISO/IEC 7498-4: 

managed object. 

2 ITU-T Rec. X.281 (1995 E) 
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33 l Systems management overview definitions 

This Recommendation I International Standard makes use of the following terms defined in CCITT Rec. X.701 I 
ISO/IEC 10040: 

managed object class; 

b) management information; 

C) notification; 

d) (systems management) operation. 

34 0 Common management information service definitions 

This Recommendation I International Standard makes use of the following term defined in CCITT Rec. X.710 I 
ISO/IEC 9595: 

attributes. 

35 0 Management information model definitions 

This Recommendation I International Standard makes use of the following terms defined in CCITT Rec. X.720 I 
ISOLIEC 10165-l: 

action; 
b) attribute group; 

c) attribute Type; 

d) 
e) 
0 distinguished name; 

I9 inheritance; 

behaviour; 
containment; 

h) name binding; 

i) package; 
j) parameter; 
k) relative distinguished name; 

0 
m) 

subclass; 
superclass. 

36 0 GDMO definitions 

This Recommendation I International Standard makes use of the following terms defined in CCITT Rec. X.722 I 
ISO/IEC 10165-4: 

a> managed object class definition; 

b) template. 

4 Symbols and abbreviations 
Within the Managed Object definitions and GDMO templates the following abbreviations are used in the standard-name 
element of a document-identifier when making references to other documents: 

DMI CCITT Rec. X.721 (1992) I ISO/IEC 10165-2:1992 

GM1 ITU-T Rec. X.723 (1993) I ISOLIEC 10165-5:1994 

This Recommendation I International Standard makes use of the following symbols and abbreviations: 

DMI Definition of Management Information 

GDMO Guidelines for the Definition of Managed Objects 

MO Managed Object(s) 
Ph Physical 

ITU-T Rec. X.281 (1995 E) 3 
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PhC Physical Connection 

PHLM Physical Layer Management 

PhSAP Physical Service Access Point 

QOS 
SAP 

Quality of Service 
Service Access Point 

5 Elements of Physical Layer Management Information 

51 . Managed Object Hierarchy 

5.1.1 Summary of managed objects 

The following set of common managed objects are defined in this Recommendation I International Standard for the OS1 
Physical Layer: 

a) The Physical Subsystem Managed Object (see 5.3) 
b) The Physical Entity Managed Object (see 5.4) 
c) The Physical SAP Managed Object (see 5.5) 
d) The Data-circuit Managed Object (see 5.6) 
e) The Physical Connection Managed Object (see 5.7) 

These Managed Objects represent OS1 Management’s view of those elements of an Open System which support the OS1 
Physical Service subject to OS1 management operations. Other MOs may be defined under Physical Subsystem using 
these generic specifications. 

5.1.2 Containment hierarchy 

The containment hierarchy is illustrated in Figure 1. These objects are defined in detail in the following subclauses. 

The physical subsystem MO is subordinate to the system MO and it represents the whole of the physical layer in an open 
system. Only one instance of the physical subsystem MO exists in an open system. One or more physical entity MO and 
physical SAP MO are contained in the physical subsystem MO. The physical entity MO represents the whole of the 
management aspect of the entity that executes the functions of the physical layer. The plural instances of the physical 
entity MO can exist in an open system. The data-circuit MO is generic managed object that represents the management 
aspect of the entity that executes the transmission of bits. The physical connection MO represents the management view 
of connections established using relaying functions. 

SYSTEM MO 

/ Ph-Subsystem MO 1 

TISO6490-96/dOl 

Ph-Connection MO 

Figure 1 - Physical Layer Containment Hierarchy 
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