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In clause 2, “Normative references”, remove the following: 

IEEE Std 1180-1990, IEEE Standard Specifications for the Implementations of 8 by 8 Inverse Discrete Cosine 
Transform, December 6, 1990 

In clause 2, “Normative references”, add the following: 

ISO/IEC 23002-1:2006, Information technology — MPEG video technologies — Part 1: Accuracy requirements 
for implementation of integer-output 8x8 inverse discrete cosine transform 

In clause 3, “Terms and definitions”, replace 

3.209 reference IDCT [video]:  Embodiment of the saturated mathematical integer-number IDCT specified 
in Annex A of ISO/IEC 13818-2:2000. 

with: 

3.209 reference IDCT [video]:  The ideal integer-valued 8x8 IDCT specified in subclause 5.4 of 
ISO/IEC 23002-1:2006. 

In subclause 6.2, “Procedure for testing bitstream compliance”, replace 

A verifier which does perform the IDCT transform and calculates the reconstructed samples must comply with 
all the arithmetic precision requirements specified in ISO/IEC 13818-2. In addition, the IDCT of such a verifier 
shall be an embodiment of the saturated mathematical integer-number IDCT specified in Annex A of 
ISO/IEC 13818-2:2000 (a software implementation using 64-bit double-precision floating-point is sufficient). 

with: 

A verifier which does perform the IDCT transform and calculates the reconstructed samples must comply with 
all the arithmetic precision requirements specified in ISO/IEC 13818-2. In addition, the IDCT of such a verifier 
shall be an embodiment of the ideal integer-valued 8x8 IDCT specified in subclause 5.4 of 
ISO/IEC 23002-1:2006 (implementation using 64-bit double-precision floating-point is sufficient). 

In subclause 6.3, “Definition of video decoder compliance”, replace 

The reference decoder is a decoder that implements precisely the decoding process as specified in 
ISO/IEC 13818-2. The IDCT function that shall be used when running the reference decoder is the very 
accurate approximation of the mathematical saturated integer-number IDCT f ’’ (x, y) specified in Annex A of 
ISO/IEC 13818-2:2000 obtained by implementing f ’’ (x, y) with double-precision arithmetic. 

Except for possible mismatches caused by ambiguous half-values rounding at the output of the IDCT function, 
the output of the reference decoder (reconstructed samples) is defined unambiguously by ISO/IEC 13818-2. 

with: 

The reference decoder is a decoder that implements precisely the decoding process as specified in 
ISO/IEC 13818-2. The IDCT function that shall be used when running the reference decoder is the very 
accurate approximation of the ideal integer-valued 8x8 IDCT specified in subclause 5.4 of 
ISO/IEC 23002-1:2006 (implementation using 64-bit double-precision floating-point is sufficient). 

When using the reference IDCT, the output of the reference decoder (reconstructed samples) is defined 
unambiguously by ISO/IEC 13818-2 and subclause 5.4 of ISO/IEC 23002-1:2006. 
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