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RECTIFICATIF TECHNIQUE 1

Technical Corrigendum 1 to ISO/IEC 13888-2:2010 was prepared by Joint Technical Committee
ISO/IEC JTC 1, Information technology, Subcommittee SC 27, IT Security techniques.

1. Clause 9.2.2.1.b
Change “SENVp(NROT)” to “SENV,(NROT)”

2. Clause 9.2.2.1.c
Change “SENV71p(NROT)” to “SENV,(NROT)’

3. Clause 9.2.2.3.c
Change “SENV71p((PON, NROT))” to “SENVg(PON, NROT)’

4. Clause 9.2.2.3.d
Change “SENV11p((PON, NROT))” to “SENVR(PON, NROT)’
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5. Clause 9.3.2.1.b
Change “SENV;1p(NRDT)” to “SENVg(NRDT)’

6. Clause 9.3.2.1.c
Change “SENV;1p(NRDT)” to “SENVR(NRDT)”

7. Clause 9.3.2.3.c
Change “SENV11p((PON, NRDT))" to “SENV,(PON, NRDT)’

8. Clause 9.3.2.3.d
Change “SENV11p((PON, NRDT))” to “SENV,(PON, NRDT)’

9. Clause A.2.2.b
Change “SENV71p(NROT)” to “SENV,(NROT)’

10. Clause A.2.2.c
Change “SENV71p(NROT)” to “SENV,(NROT)’

11. Figure A.1 (1.b)
Change “SENV71p(NROT)” to “SENV,(NROT)’

12. Figure A.1 (3.b)
Change “SENV+1p((PON, NROT, NRDT)) or SENV71p((PON, NROT))” to “SENVg(PON, NROT, NRDT) or

SENVg(PON, NROT)"

13. Figure A.1 (5.b)
Change “SENV;1p((PON, NRDT))" to “SENV,(PON, NRDT)’

14. Clause A.2.4.b
Change “SENVTTP((PON, NROT, NRDT))” to “SENVB(PON, NROT, NRDT)”
Change “SENVTTP((PON, NROT))” to “SENVB(PON, NROT)”

15. Clause A.2.4.c
Change “SENV11p((PON, NROT, NRDT))” to “SENVg(PON, NROT, NRDT)”

16. Clause A.2.6.b, lines 2 and 3
Change “SENV71p((PON, NRDT))” to “SENV,(PON, NRDT)’

17. Clause A.2.6.c
Change “SENV11p((PON, NRDT))" to “SENV,(PON, NRDT)’

18. Figure A.2 (1.b)
Change “SENV;p(NROT)” to “SENV,(NROT)”

19. Figure A.2 (3.b)
Change “SENV11p((PON, NROT, NRDT)) or SENV11p((PON, NROT))” to “SENVg(PON, NROT, NRDT) or

SENVgR(PON, NROT)”

20. Figure A.2 (4.a)
Change “SENV;1p(NRDT)” to “SENVA(NRDT)’

21. Clause A.3.2.b
Change “SENV;p(NROT)" to “SENVA(NROT)"
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