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RECTIFICATIF TECHNIQUE 2 

Technical Corrigendum 2 to ISO/IEC 14496-2:2004 was prepared by Joint Technical Committee 
ISO/IEC JTC 1, Information technology, Subcommittee SC 29, Coding of audio, picture, multimedia and 
hypermedia information.  

                               

In Clause 2, “Normative references”, remove the following: 

IEEE Standard Specifications for the Implementations of 8 by 8 Inverse Discrete Cosine Transform, IEEE Std 
1180-1990, December 6, 1990 
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In Clause 2, “Normative references”, add the following: 

ISO/IEC 23002-1:2006 Information technology – MPEG video technologies – Part 1: Accuracy requirements 
for implementation of integer-output 8x8 inverse discrete cosine transform 

 

In 5.4, “Arithmetic precision”, replace the following: 

(a) Where arithmetic precision is not specified, such as in the calculation of the IDCT, the precision shall 
be sufficient so that significant errors do not occur in the final integer values. 

with: 

(a) Where an arithmetically-precise result is not fully specified, such as in the calculation of the IDCT, the 
precision shall be sufficient so that significant errors do not occur in the final integer values. 

 

In 7.4.4.5, “Mismatch control”, replace the following: 

NOTE 2  Warning.  Small non-zero inputs to the IDCT may result in zero output for compliant IDCTs.  If this occurs in an 
encoder, mismatch may occur in some pictures in a decoder that uses a different compliant IDCT.  An encoder should 
avoid this  problem and may do so by checking the output of its own IDCT. It should ensure that it never inserts any non-
zero coefficients into the bitstream when the block in question reconstructs to zero through its own IDCT function. If this 
action is not taken by the encoder, situations can arise where large and very visible mismatches between the state of the 
encoder and decoder occur. 

with: 

NOTE 2  Warning:  Small non-zero inputs to the IDCT may result in all-zero output for some IDCT implementations that 
conform to the requirements specified in Annex A.  If this occurs in an encoder, a mismatch may occur in decoders that 
use a different conforming IDCT implementation than the one used in modelling the decoding process within the encoder.  
An encoder should avoid this problem and may do so by checking the output of its own IDCT implementation. It should 
ensure that it never inserts any non-zero coefficients into the bitstream when the block in question reconstructs to zero 
through the encoder's own IDCT function implementation. If this action is not taken by the encoder, situations can arise 
where large and very visible mismatches between the state of the encoder and decoder occur. 

 

In 7.4.5, “Inverse DCT”, replace the following: 

Once the DCT coefficients, F[u][v] are reconstructed, the inverse DCT transform defined in Annex A shall be 
applied to obtain the inverse transformed values, f[y][x]. These values shall be saturated so that: -2bits_per_pixel  ≤ 
f[y][x] ≤ 2bits_per_pixel – 1, for all x, y. 

with: 

Once the DCT coefficients, F[u][v] are reconstructed, an approximate inverse DCT function that conforms to 
the accuracy requirements specified in Annex A shall be applied to obtain the integer inverse transformed 
values f[y][x]. 

 

At the end of 7.6, “Motion compensation decoding”, just prior to 7.6.1, insert the following: 

For control of accumulation of IDCT mismatch error, it is a requirement of bitstream conformance that each 
macroblock shall be intra-coded at least once within each series of 132 times that the macroblock in its 
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position is coded in a P-VOP without an intervening I-VOP.  For purposes of counting the number of times a 
macroblock is coded in P-VOPs, a skipped macroblock is not considered to be a coded macroblock. 

NOTE  When ¼ pel motion compensation is used (i.e. operation in “quarter sample mode” as specified when 
quarter_sample  ==  1), IDCT mismatch may be scaled and propagated by the associated 8-tap position interpolation 
filtering. Even when an IDCT that conforms to the requirements specified in Annex A is used, this can result in obviously 
visible distortion after performing repeated filtering. These artifacts typically become most serious when the QP value is 
small and the motion vector components that are applied are fractional valued in both the vertical and horizontal 
dimensions. Application of a shortened period of intra refresh during encoding is therefore advised under such conditions 
to mitigate this phenomenon. 

 

In 7.16.4.3.4, “Mismatch control”, replace the following: 

NOTE 2  Warning.  Small non-zero inputs to the IDCT may result in zero output for compliant IDCTs.  If this occurs in an 
encoder, mismatch may occur in some pictures in a decoder that uses a different compliant IDCT.  An encoder should 
avoid this  problem and may do so by checking the output of its own IDCT. It should ensure that it never inserts any non-
zero coefficients into the bitstream when the block in question reconstructs to zero through its own IDCT function. If this 
action is not taken by the encoder, situations can arise where large and very visible mismatches between the state of the 
encoder and decoder occur. 

with: 

NOTE 2  Warning:  Small non-zero inputs to the IDCT may result in all-zero output for some IDCT implementations that 
conform to the requirements specified in Annex A.  If this occurs in an encoder, a mismatch may occur in decoders that 
use a different conforming IDCT implementation than the one used in modelling the decoding process within the encoder.  
An encoder should avoid this problem and may do so by checking the output of its own IDCT implementation. It should 
ensure that it never inserts any non-zero coefficients into the bitstream when the block in question reconstructs to zero 
through the encoder's own IDCT function implementation. If this action is not taken by the encoder, situations can arise 
where large and very visible mismatches between the state of the encoder and decoder occur. 

 

Replace 7.16.4.4, “Inverse DCT”, which states as follows: 

7.16.4.4  Inverse DCT 

Once the DCT coefficients, F[u][v] are reconstructed, an IDCT transform that conforms to the specifications of 
Annex A shall be applied to obtain the inverse transformed values, [ ][ ]xyf . In the case of mpeg2_stream==0, 
the decimal point of F[u][v] is shifted 3bits to the left in the binary scale in order to adjust the decimal point of 
the IDCT input. In the case of mpeg2_stream==1, the reconstructed coefficients are directly input to an IDCT 
function without the shift process. The inverse transformed values shall be saturated so that: -2bits_per_pixel  ≤ 
f[y][x] ≤ 2bits_per_pixel – 1 , for all x, y. 

with: 

7.16.4.4  Inverse DCT 

Once the DCT coefficients, F[u][v] are reconstructed, an approximate inverse DCT function that conforms to 
the accuracy requirements specified in Annex A shall be applied to obtain the integer inverse transformed 
values [ ][ ]xyf . In the case of mpeg2_stream==0, the binary point of F[u][v] is shifted 3 bits to the left in the 
binary scale in order to adjust the binary point of the IDCT input. In the case of mpeg2_stream==1, the 
reconstructed coefficients are directly input to an IDCT function without the shift process. 
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Replace A.1, “Discrete cosine transform for video texture”, which states as follows: 

A.1 Discrete cosine transform for video texture 

The NxN two dimensional DCT is defined as: 

 F(u, v) =
2

N
C(u)C(v)

x = 0
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 where x, y are spatial coordinates in the sample domain 
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The inverse DCT (IDCT) is defined as: 
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If each pixel is represented by n bits per pixel, the input to the forward transform and output from the inverse 
transform is represented with (n+1) bits.  The coefficients are represented in (n+4) bits.  The dynamic range of 
the DCT coefficients is [-2n+3:+2n+3-1]. 

The N by N inverse discrete transform shall conform to IEEE Standard Specification for the Implementations of 
8 by 8 Inverse Discrete Cosine Transform, Std 1180-1990, December 6, 1990, with the following modifications:  

1) In item (1) of subclause 3.2 of the IEEE specification, the last sentence is replaced by:  <<Data sets of 1 
000 000 (one million) blocks each should be generated for (L=256, H=255), (L=H=5) and (L=384, H=383). >> 

2) The text of subclause 3.3 of the IEEE specification is replaced by : <<For any pixel location, the peak error 
shall not exceed 2 in magnitude.  There is no other accuracy requirement  for this test.>> 

3) Let F be the set of 4096 blocks Bi[y][x] (i=0..4095) defined as follows : 

 a) Bi[0][0] = i - 2048 

 b) Bi[7][7] = 1 if  Bi[0][0] is even, Bi[7][7] = 0 if  Bi[0][0] is odd 

 c) All other coefficients Bi[y][x] other than Bi[0][0] and Bi[7][7] are equal to 0 

For each block Bi[y][x] that belongs to set F defined above, an IDCT that claims to be compliant shall output a 
block f[y][x] that as a peak error of 1 or less compared to the reference saturated mathematical integer-number 
IDCT fíí(x,y).  In other words, | f[y][x] - fíí(x,y)| shall be <= 1 for all x and y. 

NOTE 1  Clause  2.3 Std 1180-1990 “Considerations of Specifying IDCT Mismatch Errors” requires the specification of 
periodic intra-picture coding in order to control the accumulation of mismatch errors. Every macroblock is required to be 
refreshed before it is coded 132 times as predictive macroblocks. Macroblocks in B-pictures (and skipped macroblocks in 
P-pictures) are excluded from the counting because they do not lead to the accumulation of mismatch errors. This 
requirement is the same as indicated in 1180-1990 for visual telephony according to ITU-T Recommendation H.261. 
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NOTE 2  Whilst the IEEE IDCT standard mentioned above is a necessary condition for the satisfactory implementation of 
the IDCT function it should be understood that this is not sufficient. In particular attention is drawn to the following 
sentence from subclause 5.4: “Where arithmetic precision is not specified, such as the calculation of the IDCT, the 
precision shall be sufficient so that significant errors do not occur in the final integer values.” 

NOTE 3: When ¼ pel motion compensation is used (“quarter sample mode”, quarter_sample==1), IDCT mismatch may 
be scaled and propagated by the 8-tap FIR filtering. Even when a compliant IDCT is used, this possibly results in an 
obviously visible distortion after performing repeated filtering. The artifacts become serious when the QP value is small 
and fractional motion vectors are applied to both directions. Application of a shorter period of intra refresh may be 
necessary when these conditions are met. 

with: 

A.1 Discrete cosine transform for video texture 

The N × N two-dimensional mathematical real-number IDCT is defined as: 
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with   x, y, u, v = 0, 1, 2, … N – 1 

where   x, y are spatial coordinates in the sample domain 

   u, v are coordinates in the transform domain 

   f(x, y) and F(u, v) are real numbers for each pair 
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The N × N two-dimensional mathematical real-number DCT is defined as: 
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where x, y, u, v, f (x, y), F(u, v), π, C(u), and C(v) are defined as given above for the IDCT definition. 

The definition of the DCT (also called forward DCT) is purely informative. The forward DCT is not used by the 
decoding process specified in this International Standard. 

For purposes of this Specification, the value of N shall be considered equal to 8. 

The mathematical integer-number IDCT is defined as: 

f '(x, y) = round(f(x, y)) 
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with f(x, y) produced by the mathematical real-number IDCT as specified above for each value of x and y, 
where round() denotes rounding to the nearest integer, with half-integer values rounded away from zero. No 
clamping or saturation is performed. 

The IDCT function used in the decoding process for computation of the integer values f[y][x] may use any 
method of integer approximation of the mathematical integer-number IDCT results f '(x, y), provided that it 
shall conform to all requirements specified in the main body of ISO/IEC 23002-1:2006 and to the additional 
requirements specified in ISO/IEC 23002-1:2006, Annexes A and B.  The parameter B of ISO/IEC 23002-
1:2006 shall be considered equal to bits_per_pixel. 

NOTE 1  In addition to the above requirement, it is desirable that the integer output of the IDCT function f[y][x] used in 
the decoding process additionally produces output that is as close as feasible to the result of the mathematical integer-
number IDCT f '(x, y) for input values causing one or more elements f '(x, y) of the output of the mathematical integer-
number IDCT to somewhat exceed the range of [–384*2(B-8), (384*2(B-8))– 1] for B = bits_per_pixel. 

NOTE 2  Whilst conformance to ISO/IEC 23002-1:2006 and its Annexes A and B as mentioned above are a necessary 
condition for the satisfactory implementation of the IDCT function it should be understood that this is not sufficient. In 
particular attention is drawn to the requirement specified in subclause 5.4: “Where an arithmetically-precise result is not 
fully specified, such as in the calculation of the IDCT, the precision shall be sufficient so that significant errors do not 
occur in the final integer values.” 

 

Remove A.1.1, “Discrete cosine transform for the Studio Profile”. 

 

Add a new informative Annex T, “Deprecated profiles and tools”, with the following sentence at its beginning: 

This annex contains all information necessary for non-normative implementation of the previously defined 
MPEG-4 Visual Profiles N-bit and FGS, and the related tools and object types, and for non-normative 
implementation of the overlapped motion compensation tool that was not included in profile definitions. 

 

Move the following sections into Annex T in the sequence in which they are listed. 

Move the following section from the end of the Introduction into Annex T as a subclause T.1: 

T.1 Introduction to Fine Granularity Scalability 

Two profiles are developed in response to the growing need for a video coding method for Streaming Video on 
Internet applications. It provides the definition and description of Advanced Simple (AS) Profile and Fine 
Granularity Scalable (FGS) Profile. AS Profile provides the capability to distribute single-layer frame based 
video at a wide range of bit rates available for the distribution of video on Internet. FGS Profile uses AS Video 
Object in the base layer and provides the description of two enhancement layer types - Fine Granularity 
Scalability (FGS) and FGS Temporal Scalability (FGST). FGS Profile allows the coverage of a wide range of 
bit rates for the distribution of video on Internet with the flexibility of using multiple layers, where there is a wide 
range of bandwidth variation. 

Fine Granularity Scalability (FGS) provides quality scalability for each VOP. Figure T.1 shows a basic FGS 
decoder structure. 
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Figure T.1 — A Basic FGS Decoder Structure 

To reconstruct the enhanced VOP, the enhancement bitstream is first decoded using bit-plane VLD. The 
decoded block-bps are used to reconstruct the DCT coefficients in the DCT domain which are then right-
shifted based on the frequency weighting and selective enhancement shifting factors. The output of bit-plane 
shift is the DCT coefficients of the image domain residues. After the IDCT, the image domain residues are 
reconstructed. They are added to the reconstructed clipped base-layer pixels to reconstruct the enhanced 
VOP. The reconstructed enhanced VOP pixels are limited into the value range between 0 and 255 by the 
clipping unit in the enhancement layer to generate the final enhanced video. The reconstructed base layer 
video is available as an optional output since each base layer reconstructed VOP needs to be stored in the 
frame buffer for motion compensation. 

The basic FGS enhancement layer consists of FGS VOPs that enhance the quality of the base-layer VOPs as 
shown in Figure T.2. 

Base
VOP

FGS
VOP

Base
VOP

FGS
VOP

FGS
VOP

FGS
VOP

FGS
VOP

Base
VOP

FGS
VOP

FGS
VOP

Base
VOP

Base Layer

FGS Layer

Base
VOP

Base
VOP

Base
VOP

 

Figure T.2 — Basic FGS Enhancement Structure 

When FGS temporal scalability (FGST) is used, there are two possible enhancement structures. One structure 
is to have two separate enhancement layers for FGS and FGST as shown in Figure T.3 and the other structure 
is to have one combined enhancement layer for FGS and FGST as shown in Figure T.4. 
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Figure T.3 — Two Separate Enhancement Layers for FGS and FGST 
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Figure T.4 — One Combined Enhancement Layer for FGS and FGST 

 

In either one of these two structures that include FGS temporal scalability, the prediction for the FGS temporal 
scalable VOPs can only be from the base layer. Each FGS temporal scalable VOP has two separate parts. 
The first part contains motion vector data and the second part contains the DCT texture data. The syntax for 
the first part is similar to that in the temporal scalability described in subclause 6.2. The DCT texture data in 
the second part are coded using bit-plane coding in the same way as that in FGS. To distinguish the temporal 
scalability in subclause 6.2 and FGS temporal scalability, the FGS temporal scalability layer in Figure T.3 is 
called “FGST layer”. The combined FGS and FGST layer in Figure T.4 is called “FGS-FGST layer”. The “FGS 
VOP” shown in Figure T.3 and Figure T.4 is an fgs vop with fgs_vop_coding_type being ‘I’. The “FGST VOP” 
shown in Figure T.3 and Figure T.4 is an fgs vop with fgs_vop_coding_type being ‘P’ or ‘B’. 

The code value of profile_and_level_indication in VisualObjectSequence() has been extended to include the 
profile and level indications for AS Profile and FGS Profile. The identifier for an enhancement layer is the 
syntax video_object_type_indication in VideoObjectLayer(). A unique code is defined for FGS Object Type 
to indicate that this VOL contains fgs vops. Another unique code is defined for AS Object Type to indicate that 
this VOL is the base-layer. There is a syntax fgs_layer_type in VideoObjectLayer() to indicate whether this 
VOL is an FGS layer as shown in Figure T.2 and Figure T.3, or an FGST layer as shown in Figure T.3, or an 
FGS-FGST layer as shown in Figure T.4. Similar to the syntax structure in subclause 6.2, under each VOL for 
FGS, there is a hierarchy of fgs vop, fgs macroblock, and fgs block. An fgs vop starts with a unique 
fgs_vop_start_code. Within each fgs vop, there are multiple vop-bps. Each vop-bp in an fgs vop starts with 
an fgs_bp_start_code whose last 5 bits indicate the ID of the vop-bp. In each fgs macroblock, there are 4 
block-bps for the luminance component (Y), 2 block-bps for the two chrominance components (U and V) for 
the 4:2:0 chrominance format. Each block-bp is coded by VLC. 
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Move the following from Clause 3 into Annex T as a subclause T.2: 

T.2 Terms and Definitions for Fine Granularity Scalability 

T.2.1 fgs block: An 8-row by 8-column matrix of bits, each from one DCT coefficient at the same 
significant position of accuracy, or its coded representation. The usage is clear from the context. 

T.2.2 fgs macroblock: The four block-bps of luminance component (Y) and the two (for 4:2:0 
chrominance format) corresponding block-bps of chrominance components (U and V) with the 
same accuracy significance coming from the DCT coefficients of a macroblock. It may also be 
used to refer to the coded representation of the six block-bps. The usage is clear from the context. 

T.2.3 fgs macroblock number: A number for an fgs macroblock within a vop-bp. The fgs macroblock 
number of the top-left fgs macroblock in each vop-bp shall be zero. The fgs macroblock number 
increments from left to right and from top to bottom. 

T.2.4 fgs run: The number of ‘0’ bits preceding a ‘1’ bit within a block-bp. 

T.2.5 fgs temporal scalability; FGST: A type of scalability where an enhancement layer uses 
predictions from sample data derived from the base layer using motion vectors. The VOP size in 
the enhancement layer is the same as that in the base layer. FGST is a specific type of temporal 
scalability where all DCT coefficients are coded using bit-plane coding as in FGS. 

T.2.6 fgs vop: The pixel differences between the original VOP and the reconstructed VOP in the base 
layer. It may be used to refer to the DCT coefficients of the pixel differences or the original VOP. It 
may also be used to refer to the coded representation of the DCT coefficients. In the context of 
FGST, fgs vop refers to the original temporal scalable VOP. The usage is clear from the context.  

T.2.7 fine granularity scalability; FGS: A type of scalability where an enhancement layer uses 
prediction from sample data of reconstructed VOP in the base layer. The encoded bitstream for 
each fgs vop can be truncated into any number of bits. The truncated bitstream for each fgs vop 
can be decoded to provide quality enhancement proportional to the amount of bits in the truncated 
bitstream of the fgs vop. The fgs vop has the same size and VOP rate as those of the base layer. 

T.2.8 vop-bp: An array of block-bps with the same accuracy significance in an fgs vop. There are three 
color components (Y, U, and V) in a vop-bp. Each color component in a vop-bp consists of all the 
block-bps of that color. 

 

Move the following from 6.1 into Annex T as a subclause T.3: 

T.3 Structure of Coded Visual Data with Fine Granularity Scalability 

In a typical application of FGS, the bitstream at the input of an FGS decoder is a truncated version of the 
bitstream at the output of an FGS encoder. It is likely that, at the end of each fgs vop before the next 
fgs_vop_start_code, only partial bits of the fgs vop are at the input of the decoder due to truncation of the fgs 
vop bitstream. Decoding of the truncated bitstream is not normative. An example of dealing with the truncated 
bitstream is described in Annex S. The FGS syntax description in this clause is for a complete bitstream 
without truncation. 

 

Replace Table 6-3 in subclause 6.2.1 with the following, and move the previous Table 6-3 into Annex T as 
Table T.1 in a subclause T.4 entitled "Start Codes and Bitstream Structure with Fine Granularity Scalability": 
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