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Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. ISO and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information 
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of the joint technical committee is to prepare International Standards. Draft International 
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as 
an International Standard requires approval by at least 75 % of the national bodies casting a vote. 

ISO/IEC 14496-20 was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology, 
Subcommittee SC 29, Coding of audio, picture, multimedia and hypermedia information. 

This second edition cancels and replaces the first edition (ISO/IEC 14496-20:2006) which has been 
technically revised. It also incorporates the Amendment ISO/IEC 14496-20:2006/Amd.1:2008 and the 
Technical Corrigenda ISO/IEC 14496-20:2006/Cor.1:2007 and ISO/IEC 14496-20:2006/Cor.2:2008. 

ISO/IEC 14496 consists of the following parts, under the general title Information technology — Coding of 
audio-visual objects: 

⎯ Part 1: Systems 

⎯ Part 2: Visual 

⎯ Part 3: Audio 

⎯ Part 4: Conformance testing 

⎯ Part 5: Reference software 

⎯ Part 6: Delivery Multimedia Integration Framework (DMIF) 

⎯ Part 7: Optimized reference software for coding of audio-visual objects [Technical Report] 

⎯ Part 8: Carriage of ISO/IEC 14496 contents over IP networks 

⎯ Part 9: Reference hardware description [Technical Report] 

⎯ Part 10: Advanced Video Coding 

⎯ Part 11: Scene description and application engine 

⎯ Part 12: ISO base media file format 

⎯ Part 13: Intellectual Property Management and Protection (IPMP) extensions 

⎯ Part 14: MP4 file format 

⎯ Part 15: Advanced Video Coding (AVC) file format 

⎯ Part 16: Animation Framework eXtension (AFX) 

⎯ Part 17: Streaming text format 

⎯ Part 18: Font compression and streaming 
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⎯ Part 19: Synthesized texture stream 

⎯ Part 20: Lightweight Application Scene Representation (LASeR) and Simple Aggregation Format (SAF) 

⎯ Part 21: MPEG-J Graphics Framework eXtensions (GFX) 

⎯ Part 22: Open Font Format 

⎯ Part 23: Symbolic Music Representation 

⎯ Part 24: Audio and systems interaction [Technical Report] 

⎯ Part 25: 3D Graphics Compression model 
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Introduction 

ISO/IEC 14496-20 specifies syntax and semantics for the following: 

⎯ The Lightweight Application Scene Representation (LASeR), specified in Clause 6, which is a binary 
format for encoding 2D scenes and updates of scenes. The binary format and the scene representation 
(based on SVG Tiny) are both designed to be suitable for lightweight embedded devices such as mobile 
phones. 

⎯ A Simple Aggregation Format (SAF), specified in Clause 7, to efficiently and easily transport LASeR data 
together with audio and/or video content over various delivery channels. This multiplexing scheme is 
designed to be simple to implement and to allow efficient demultiplexing on low-end devices. 

The International Organization for Standardization (ISO) and International Electrotechnical Commission (IEC) 
draw attention to the fact that it is claimed that compliance with this document may involve the use of a patent. 

ISO and IEC take no position concerning the evidence, validity and scope of this patent right. 

The holder of this patent right has assured ISO and IEC that he is willing to negotiate licences under 
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In this respect, 
the statement of the holder of this patent right is registered with ISO and IEC. Information may be obtained 
from the companies listed in Annex A. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights other than those identified in Annex A. ISO and IEC shall not be held responsible for identifying any or 
all such patent rights. 
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Information technology — Coding of audio-visual objects — 

Part 20: 
Lightweight Application Scene Representation (LASeR) and 
Simple Aggregation Format (SAF) 

1 Scope 

This part of ISO/IEC 14496 defines a scene description format (LASeR) and an aggregation format (SAF) 
respectively suitable for representing and delivering rich-media services to resource-constrained devices such 
as mobile phones. 

LASeR aims at fulfilling all the requirements of rich-media services at the scene description level. LASeR 
supports 

⎯ an optimized set of objects inherited from SVG to describe rich-media scenes, 

⎯ a small set of key compatible extensions over SVG, 

⎯ the ability to encode and transmit a LASeR stream and then reconstruct SVG content, 

⎯ dynamic updating of the scene to achieve a reactive, smooth and continuous service, 

⎯ simple yet efficient compression to improve delivery and parsing times, as well as storage size, one of the 
design goals being to allow both for a direct implementation of the SDL as documented, as well as for a 
decoder compliant with ISO/IEC 23001-1 to decode the LASeR bitstream, 

⎯ an efficient interface with audio and visual streams with frame-accurate synchronization, 

⎯ use of any font format, including the OpenType industry standard, and 

⎯ easy conversion from other popular rich-media formats in order to leverage existing content and 
developer communities. 

Technology selection criteria for LASeR included compression efficiency, but also code and memory footprint 
and performance. Other aims included: scalability, adaptability to the user context, extensibility of the format, 
ability to define small profiles, feasibility of a J2ME implementation, error resilience and safety of 
implementations. 

SAF aims at fulfilling all the requirements of rich-media services at the interface between media/scene 
description and existing transport protocols: 

⎯ simple aggregation of any type of stream, 

⎯ signalling of MPEG and non-MPEG streams, 

⎯ optimized packet headers for bandwidth-limited networks, 

⎯ easy mapping to popular streaming formats, 
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⎯ cache management capability, and 

⎯ extensibility. 

SAF has been designed to complement LASeR for simple, interactive services, bringing 

⎯ efficient and dynamic packaging to cope with high latency networks, 

⎯ media interleaving, and 

⎯ synchronization support with a very low overhead. 

This part of ISO/IEC 14496 defines the usage of SAF for LASeR content; however, LASeR can be used 
independently from SAF. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO/IEC 9899, Programming languages — C 

ISO/IEC 13818-1, Information technology — Generic coding of moving pictures and associated audio 
information: Systems 

ISO/IEC 14496-1, Information technology — Coding of audio-visual objects — Part 1: Systems 

ISO/IEC 14496-12, Information technology — Coding of audio-visual objects — Part 12: ISO base media file 
format 

ISO/IEC 14496-18, Information technology — Coding of audio-visual objects — Part 18: Font compression 
and streaming  

ISO/IEC 14882:2003, Programming languages — C++ 

ISO/IEC 16262:2002, Information technology — ECMAScript language specification 

IETF BCP 13, RFC 4288 on Media Type Specifications and Registration Procedures, 
http://www.ietf.org/rfc/rfc4288.txt 

IETF RFC 3023, XML Media Types, M. Murata, S. St. Laurent, D. Kohn, January 2001, 
http://www.ietf.org/rfc/rfc3023.txt 

IETF RFC 3986, Uniform Resource Identifiers (URI): Generic Syntax, T. Berners-Lee, R. Fielding, L. Masinter, 
January 2005, http://www.ietf.org/rfc/rfc3986.txt 

IETF RFC 2045, MIME formats and encodings, http://www.ietf.org/rfc/rfc2045.txt 

IETF RFC 2326, Real Time Streaming Protocol, http://www.ietf.org/rfc/rfc2326.txt 

IETF RFC 2965, HTTP State Management Mechanism, Kristol and Montulli, http://www.ietf.org/rfc/rfc2965.txt 

W3C SVG11, Scalable Vector Graphics (SVG) 1.1 Specification [Recommendation],  
http://www.w3.org/TR/2003/REC-SVG11-20030114 

Full document details: ISO_IEC 14496-20_2008

http://www.ietf.org/rfc/rfc4288.txt
http://www.ietf.org/rfc/rfc3023.txt
http://www.ietf.org/rfc/rfc3023.txt
http://www.ietf.org/rfc/rfc3986.txt
http://www.ietf.org/rfc/rfc3986.txt
http://www.ietf.org/rfc/rfc2045.txt
http://www.ietf.org/rfc/rfc2326.txt
http://www.ietf.org/rfc/rfc2965.txt
http://www.w3.org/TR/2003/REC-SVG11-20030114
http://avadocuments2026.com/doc/iso-iec-14496-20-2008
http://avadocuments2026.com/doc/iso-iec-14496-20-2008


ISO/IEC 14496-20:2008(E) 

© ISO/IEC 2008 – All rights reserved  3
 

W3C SMIL2, Synchronized Multimedia Integration Language (SMIL 2.0) [Second Edition], J. Ayars, 
D. Bulterman et. al., 7 January 2005, http://www.w3.org/TR/2005/REC-SMIL2-20050107 

W3C CSS, Cascading Style Sheets, level 2 [Recommendation],   
http://www.w3.org/TR/1998/REC-CSS2-19980512 

W3C DOM, Document Object Model Level 2 Events Specification, Version 1.0, W3C Recommendation, 
13 November, 2000, http://www.w3.org/TR/2000/REC-DOM-Level-2-Events-20001113 

W3C XML Events, an Events Syntax for XML, W3C Recommendation, 14 October 2003, 
http://www.w3.org/TR/2003/REC-xml-events-20031014 

W3C xml:id Version 1.0, W3C Recommendation, 9 September 2005, 
http://www.w3.org/TR/2005/PR-xml-id-20050712 

W3C XLink, XML Linking Language, W3C Recommendation, 27 June 2001,  
http://www.w3.org/TR/2001/REC-xlink-20010627 

3 Terms, definitions and abbreviations 

3.1  Terms and definitions 

For the purposes of this document, the following terms, definitions and abbreviations apply. 

3.1.1  
access unit 
individually accessible portion of data within a media stream 

NOTE An access unit is the smallest data entity to which timing information can be attributed. 

3.1.2  
media time line 
axis on which times are expressed within the transport or system carrying a LASeR or other stream 

3.1.3  
normal play time 
indicates the stream absolute position relative to the beginning of the presentation 

[IETF RFC 2326] 

3.1.4  
packet 
smallest data entity managed by SAF consisting of a header and a payload 

3.1.5  
scene segment 
set of access units of a LASeR stream, where only the first access unit contains a LASeRHeader 

3.1.6  
scene time line 
axis on which times are expressed within the SVG/LASeR scene, e.g. begin and end 

3.1.7  
waiting tree 
separate tree defined in addition to the scene tree 

NOTE The compositor and renderer have no knowledge of the waiting tree, thus objects in the waiting tree are neither 
composited nor rendered. 
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3.2 Abbreviations 

CSS Cascading Style Sheets (a W3C standard) 

SMIL Synchronized Multimedia Integration Language (a W3C standard) 

SVG Scalable Vector Graphics (a W3C standard) 

4 Document conventions 

This part of ISO/IEC 14496 uses the following styling conventions for various types of information.  

Any name of element, attribute, descriptor or command defined in this specification is styled in bold italic, such 
as Add. Any name of element, attribute, descriptor or command defined in another specification is prefixed 
with the name of that specification, such as SVG animate or SMIL video. 

XML examples use the following style: 

<?xml version="1.0" encoding="UTF-8"?>  
<svg width="480" height="360" viewBox="0 0 480 360" 
     version="1.1" baseProfile="tiny">  
        <defs>   … 
 
SDL descriptions of binary syntax use the following style: 

Insert extends LASeRUpdate { 
  const bit(UpdateBits) InsertCode; 
  uint(idBits) ref; 

 

The following is the style used for ECMA Script: 

function Insert(parentId, field, value) {… 

5 Architecture 

5.1 Overview 

LASeR is defined in terms of abstract access units, which may be adapted for transmission over a variety of 
protocols.  LASeR streams may be packaged with some or all of their related media into files of the ISO base 
media file format family (e.g. MP4) and delivered over reliable protocols.  There is also a simple aggregation 
format (SAF), which aggregates a LASeR stream with some or all of its associated media into stream 
order.  SAF may be delivered over reliable or unreliable protocols.  Finally, LASeR streams could be adapted 
to other delivery protocols such as RTP [RFC 2326] or MPEG-2 transport [ISO/IEC 13818-1]; however, the 
definition of these mappings is outside the scope of this specification. 

Figure 1 presents the LASeR and SAF architecture.  
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Figure 1 — Architecture of LASeR and SAF 

5.2 LASeR systems decoder model 

5.2.1 Introduction 

The purpose of the LASeR systems decoder model is to provide an abstract view of the behaviour of the 
terminal complying with ISO/IEC 14496-20. It may be used by the sender to predict how the receiving terminal 
will behave in terms of buffer management and synchronization when decoding data received in the form of 
elementary streams. The LASeR systems decoder model includes a timing model and a buffer model. The 
LASeR systems decoder model specifies 

1. the conceptual interface for accessing data streams (Delivery Layer), 

2. decoding buffers for coded data for each elementary stream, 

3. the behavior of elementary stream decoders, 

4. composition memory for decoded data from each decoder, and 

5. the output behavior of composition memory towards the compositor. 

Each elementary stream is attached to one single decoding buffer. 
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Figure 2 — LASeR systems decoder model 

The definition in ISO/IEC 14496-1 of Access Unit, Decoding Buffer(DB), elementary stream (ES), Decoder 
(CU) and Composition Unit apply. 

5.2.2  Decoder model 

The decoder model as specified in 7.4.1 of ISO/IEC 14496-1:2004 applies. 

5.2.2.1 Decoding buffer 

The needed decoding buffer size is known by the sending terminal and conveyed to the receiving terminal as 
specified in 7.6. The size of the decoding buffer is measured in bytes. The decoding buffer is filled at the rate 
given by the maximum bit rate for this elementary stream while data is available and with a zero rate 
otherwise. The maximum bit rate is conveyed by the sending terminal as a part of the decoder configuration 
information during the set up phase for each elementary stream (see 7.6). 

5.2.2.2  Decoder model with grouped streams 

This decoder model may be enhanced when used for group of multiple elementary streams.  

In such case, only one composition buffer for the group of streams is used for composition. 

When such streams are grouped, and when the setup of multiple decoding chains are available, it is possible, 
although not mandatory, not to decode all streams at a time.  
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Figure 3 — Stream grouping with specified System Decoder Model (multiple decoders) 

It is indeed expected that multiple decoders may not be available in lightweight terminals or that some delivery 
scenarios do not allow for having all streams available at the same time (e.g. in broadcast scenarios, the 
delivery layer could only tune in to one of the streams). The usage of new information about this grouping 
enables a smart usage of  buffers and decoders. 
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Figure 4 — Broadcast example of streams grouping, showing a potential optimization using a single 
decoder. 

When only a subset of the group of streams can be accessed at a time (e.g. broadcast scenario depicted 
above), the selection of the active stream corresponds to a request for the corresponding streams. 
Nevertheless, the buffer model for stream grouping does not assume immediate reception of data after such 
request and therefore the active decoding buffer may continue to be used by the decoder up to the moment at 
which data is available for the newly available stream. In this case the decoding buffer associated to the newly 
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connected stream can be associated with the decoder. At this point the terminal may discard any remaining 
access units in the previous decoding buffer. 

6 Scene representation 

6.1 Overview 

In this Part of ISO/IEC 14496, a multimedia presentation is a collection of a scene description and media (zero, 
one or more). A media is an individual audiovisual content of the following type: image (still picture), video 
(moving pictures), audio and by extension, font data. A scene description is constituted of text, graphics, 
animation, interactivity and spatial, audio and temporal layout.  

A scene description specifies four aspects of a presentation: 

- how the scene elements (media or graphics) are organised spatially, e.g. the spatial layout of the 
visual elements;  

- how the scene elements (media or graphics) are organised temporally, i.e. if and how they are 
synchronised, when they start or end; 

- how to interact with the elements in the scene (media or graphics), e.g. when a user clicks on an 
image; 

- and if the scene is changing, how the scene changes happen. 
 

A scene description may change by means of animations. The different states of the scene during the whole 
animation may be deterministic (i.e. known when the animation starts) or not. The former case is illustrated by 
parametric animations. The latter case is illustrated by, for instance, a server sending modification to the 
scene on the fly. The sequence of a scene description and its timed modifications is called a scene description 
stream.  

The scene description format specified herein is called LASeR. A scene description stream is called a LASeR 
Stream. Modifications to the scenes are called LASeR Commands. A command is used to act on elements 
or attributes of the scene at a given instant in time. LASeR Commands that need to be executed at the same 
time are grouped into one LASeR Access Unit (AU). 

This specification defines an XML language to describe scenes which can be encoded with the LASeR format 
defined throughout subclauses 6.5 to 6.8.53. The exact XML syntax for these elements and attributes is 
described in the schemas provided as electronic attachments to this specification.  

This specification also defines a binary format to efficiently represent 2D scene descriptions.  

6.2 Relationship with SVG 

6.2.1 Scene tree 

The scene constructs on which the binary format defined in this specification is based are the elements 
defined by the W3C in the SVG specification [W3C SVG11] [W3C SVGT12]. Subclause 6.8 explicitly refers to 
the SVG or SMIL elements and attributes which can be encoded using the binary format defined in this 
specification. A LASeR scene is an SVG scene possibly with LASeR extensions. These extensions are also 
defined in this subclause. This specification defines in 6.7 a set of commands, called LASeR Commands, 
which can be applied to a LASeR scene. 

The API defined in Annex A of [2] with IDL definitions in Annex B of the same document can be used to 
access the LASeR scene tree from programming languages such as ECMA-Script [ISO/IEC 16262], Java [5], 
C [ISO/IEC 9899] or C++ [ISO/IEC 14882:2003]. 

Full document details: ISO_IEC 14496-20_2008
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6.2.2 Fonts 

LASeR supports the encoding of fonts. Fonts may be encoded separately from the scene using ISO/IEC 
14496-18, and sent as a media stream together with the scene stream. Fonts may also be transmitted using 
SVG elements related to font encoded using the privateAnyXMLElement SDL construct, as specified in 
12.2.1 and 12.2.3. 

NOTE 1 to encode SVG scenes with SVG fonts in LASeR, font information shall be extracted from the SVG scene, 
encoded separately and sent as a media stream. MPEG-4 Part 18 is one option to encode and transmit the font, and more 
options may be specified in the future.  

NOTE 2 when using LASeR to encode an SVG scene which includes SVG Fonts derived from OpenType fonts, a 
better quality can be achieved by transmitting the original OpenType fonts. 

NOTE 3 care should be taken when extracting font information from an SVG scene that the effective target of 
references into the SVG scene, e.g. from scripts, is not changed. One possible way is to replace the extracted font 
element with a suitable supported (possibly empty) element. 

<?xml version="1.0" encoding="UTF-8"?>  
<svg width="480" height="360" viewBox="0 0 480 360" version="1.1" 
     baseProfile="tiny">  
        <defs>  
            <font horiz-adv-x="959">  
                <font-face font-family="TestComic" .../>  
                <missing-glyph horiz-adv-x="1024" d="M128 0V1638H896V0H1…"/>  
                <glyph unicode="@" horiz-adv-x="1907"  
                       d="M1306 412Q1200 412 1123 443T999 ..."/>  
                <glyph unicode="A" horiz-adv-x="1498"  
                       d="M1250 -30Q1158 -30 1090 206Q1064 ..."/>  
                <glyph unicode="y" horiz-adv-x="1066"  
                       d="M1011 892L665 144Q537 -129 469 ..."/>  
                <glyph unicode="Ö" horiz-adv-x="1635"  
                       d="M802 -61Q520 -61 324 108Q116 ..."/>  
                <glyph unicode="ç" horiz-adv-x="1052"  
                       d="M770 -196Q770 -320 710 -382T528 ..."/>  
            </font>  
        </defs>  
        <g transform="translate(165, 220)" font-family="TestComic"  
                 font-size="60" fill="black" stroke="none">  
            <line x1="0" y1="0" x2="210" y2="0" stroke-width="1" 
                  stroke="#888888"/>  
            <text>AyÖ@ç</text>  
        </g>  
</svg> 

Example 1 — SVG scene with embedded font information 

Full document details: ISO_IEC 14496-20_2008
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<?xml version="1.0" encoding="UTF-8"?>  
<saf:SAFSession xmlns:saf="urn:mpeg:mpeg4:SAF:2005" …>  
    <saf:sceneHeader>  
        <LASeRHeader …/>  
    </saf:sceneHeader>  
    <saf:mediaHeader streamType="12" objectTypeIndication="6" streamID="font"/>    
    <saf:mediaUnit streamIDref="font" .../>  
      <!--this media unit contains the OpenType font -->   
    <saf:sceneUnit>  
        <lsru:NewScene>  
            <svg width="480" height="360" viewBox="0 0 480 360" version="1.1" 
                 baseProfile="tiny">  
                <defs>  
                    <desc>this was a font</desc>  
                </defs>  
                <g transform="translate(165, 220)" font-family="TestComic" 
                   font-size="60" fill="black" stroke="none">  
                    <line x1="0" y1="0" x2="210" y2="0" stroke-width="1" 
                          stroke="#888888"/>  
                    <text>AyÖ@ç</text>  
                </g>  
            </svg>  
        </lsru:NewScene>  
    </saf:sceneUnit>  
    <saf:endOfSAFSession/>  
</saf:SAFSession>  

Example 2 — LASeR/SAF equivalent of Example 1 

(the remainder of this subclause is informative) 

Differences between example 1 and 2 as follows: 
- The SVG scene has been wrapped in a NewScene update, then in a SAF layer. 
- The font description is removed from the SVG scene, encoded with ISO/IEC 14496-18 and placed in 

a SAF mediaUnit. The attributes streamType=”12” and objectTypeIndication=”6” in the SAF 
mediaHeader with streamID “font” identify the content of the SAF stream. 

- The SAF mediaHeader and SAF mediaUnit are connected through the streamID “font”, which is 
encoded as a number, and is strictly local to SAF. 

- Connection between font-family=”TestComic” and the font encoded in the SAF mediaUnit happens 
through the font name which is part of the OpenType encoding. 

6.3 Timing model 

This subclause describes the notion of Scene Times, Media Times, and Encoded Scene Times. 

Logically, a LASeR scene at any instant could be represented by an XML document, which appears like an 
SVG document:  

 
<svg> 
...  
   <animate begin="X" ... \>  
...  
</svg>  
 
Times within this logical XML document are uniformly expressed in scene times. Scene times have a zero 
origin and the timescale is defined in SVG. 

Full document details: ISO_IEC 14496-20_2008
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Logically XML fragments are sent in access units which have Media Time timestamps (MT). These may not 
have a known origin, and are expressed on a timescale declared at the transport layer. Note that the 
equations below do not show the correction for timescale units, for simplicity.  

The XML fragment containing the “svg” element in this example is sent in an access unit which is a NewScene. 
The media timestamp MT(ns) of that access unit is arbitrary, but the defined SceneTime of it is zero; 
ST(ns) = 0. 

The XML fragment which supplies the construct “r” is sent in a later access unit with media timestamp MT(r). 
The defined scene time of that access unit is ST(r) = MT(r) - MT(ns).  

For LASeR commands inside a conditional element, ST(r) is the scene time when the conditional is activated.  

A RefreshScene command has an arbitrary media time, as usual, but contains within the access unit the 
defined SceneTime for that media time.  This enables terminals which “tune in” after the NewScene was sent, 
or for any other reason did not receive the NewScene, to nonetheless establish Scene Times. The encoder 
could calculate the value of that scenetime by comparing the media timestamp of the RefreshScene MT(rs) 
with the media timestamp of the preceding NewScene MT(ns), and sending  MT(rs) - MT(ns). 

When a scene segment starts with a NewScene, the scene time is reset to 0. In such a scene segment, the 
scene time of a LASeR access unit is defined as the difference between the media time of that access unit 
and the media time of the closest previous NewScene. 

When a scene segment does not start with a NewScene, the scene time is not reset to 0 and let Ts0 be the 
scene time within the initial scene segment upon reception of the first access unit of that new scene segment. 
In such a scene segment, the scene time of a LASeR access unit is defined as the difference between the 
media time of that access unit and the media time of the first access unit of that scene segment incremented 
by Ts0. Note: the determination of Ts0 will vary if there is any variation in delivery times between terminals. 

NewScene x

sceneTime(x) = mediaTime(x) – mediaTime(NewScene)

Within a scene segment

NewScene x

sceneTime(y) = Ts0

With more scene segments

y z

First scene segment

Second scene segment

Ts0

sceneTime(z) = Ts0 + mediaTime(z) – mediaTime(y)
 

Figure 5 — Scene time and scene segments 

Time values are encoded in ticks. The number of ticks per seconds and origin of time values relating to the 
scene time line is defined by the timeResolution and timeEncoding attributes of the LASeRHeader. Attributes 
“clipBegin” and “clipEnd”, which hold times in a media time line of another stream, are encoded with a 
predefined resolution of 1000 ticks per seconds.  

Full document details: ISO_IEC 14496-20_2008
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6.4 Execution model 

An application which shows a presentation comprising a LASeR stream in a way compliant with this 
specification is called a LASeR Engine.  

The playback algorithm of a compliant LASeR Engine shall produce the same result as the algorithm 
described below with the following high-level steps for each execution cycle: 

1. Compute the new scene time Ts (begin of execution cycle); 

2. Decode any LASeR AU with a scene time below or equal to Ts, and not yet presented in earlier execution 
cycles; 

3. Execute LASeR Commands from LASeR AUs decoded at step 2; 

4. Process all events (DOM, SVG or LASeR) according to the DOM event model [3] and resolve all begin 
and end times that can be resolved according to the SMIL Timing Model, in clause 10 of [SMIL2]; 

5. Determine active media objects by inspecting begin and end times,  

6. For each active media object, present the media access unit with the normal play time equal to clipBegin 
+ (Ts – begin time) and clamp it using clipEnd. 

7.  Render the audio and visual element of the scene tree according to the SVG rendering model as 
described in clause 3 of [W3C SVG11] (end of execution cycle). 

LASeR
decoder

LASeR
Scene
Tree

Manager

LASeR
Renderer

Scene
Stream

Decoded
Access
Units

Scene
Tree

Rendered
Scene

Normative in LASeR Normative in SVG

 
Figure 6 — LASeR engine components and normative parts 

6.5 Events 

6.5.1 Purposes of events 

As in SVG, LASeR defines events following the XML Event specification [W3C XMLEv]. The events defined in 
LASeR relate to the management of the network session and decoding chains (including decoding buffers). 
The events defined in the following subclauses can be used by elements in the scene such as script elements 
being associated, through the listener element, in order to respond to such events. 

NOTE For instance, in a progressive download scenario, the “buffering” event could be listened by  a script in order 
to trigger a text indicating that content will be played shortly. 

… 
<ev:listener  handler="#myscript" event="LASeRBuffering"> 
<script  id="myscript"> 
    <lsr:Replace  ref="#text" attributeName="visibility" value="visible"> 
</script> 
<text  id="text" visibility="hidden">Content is being buffered</text> 
… 
 

In the previous example, the LASeRBuffering event is being listened to by a script “myscript”. When the event 
is launched by the LASeR engine, the visibility attribute of the text element is set to “visible”. 

Full document details: ISO_IEC 14496-20_2008
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These events are launched by the LASeR engine either at the “Network” Layer of the LASeR engine in which 
case, the scope of these events is the session or at the decoding chain level, in which case the events are at 
the stream level. 

NOTE a session is identified by a unique url and streams are identified by a streamID. 

6.5.2 Events imported from SVG Tiny 

The list of supported events with their properties is given in Table 1. 

Table 1 — List of supported events from SVGT1.2 

Event name Namespace Description Bubble Canc. 

“focusin” 
or  “DOMFocusIn” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 

“focusout” 
or  “DOMFocusOut” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 

“activate” or “DOMActivate” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes Yes 

“click” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes Yes 

“mousedown” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes Yes 
“mouseup” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes Yes 
“mouseover” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes Yes 
“mouseout” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes Yes 
“mousemove” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 
“load”  
(or deprecated “SVGLoad”) http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] No No 

“resize”  
(or deprecated “SVGResize”) http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 

“scroll”  
(or deprecated “SVGScroll”) http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 

“zoom” 
(or deprecated “SVGZoom”) http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 

“beginEvent” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 
“endEvent” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 
“repeatEvent” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] Yes No 
“keyup” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] No No 
“keydown” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] No No 
“textInput” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] No No 
“mouseWheel” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] No No 
“timer” http://www.w3.org/2001/xml-events As defined in subclause 13.2 of [2] No No 
“preload” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 
“loadProgress” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 
“postLoad” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 
“connectionConnected” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 
“connectionClosed” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 
“connectionError” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 
“connectionDataSent” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 
“connectionDataReceived” http://www.w3.org/2000/svg As defined in subclause 13.2 of [2] No No 

6.5.3 Pseudo-events 

Pseudo-events are shortcuts created by combinations of other events. Their definition follows in Table 2. 
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Table 2 — List of pseudo-events 

Event name Namespace Description Bubble Canc. 

“accessKey(keyCode)” http://www.w3.org/2000/svg 

The key keyCode has been pressed, as defined in 
subclause 16.2.7 of [2]. This pseudo-event is triggered 
immediately by a listener on keydown placed on the 
document node. 

No No 

“longAccessKey(keyCode)” urn:mpeg:mpeg4:laser:2005 

This pseudo-event is a combination of a listener on 
keydown and a listener on keyup placed on the 
document node; this pseudo-event is triggered if after a 
system-defined time A after the keydown event, no 
keyup event has happened. 

No No 

“repeatKey(keyCode)” urn:mpeg:mpeg4:laser:2005 

This pseudo-event is a combination of a listener on 
keydown and a listener on keyup placed on the 
document node; this pseudo-event is triggered after a 
system-defined time B after the keydown event, 
repeatedly every system-defined period C, until a keyup 
event happens. 

No No 

“shortAccessKey(keyCode)” urn:mpeg:mpeg4:laser:2005 

This pseudo-event is a combination of a listener on 
keydown and a listener on keyup placed on the 
document node; this pseudo-event is triggered if a 
keyup event happens after a time shorter than A after 
the keydown event. This is exclusive of 
longAccessKey(k). 

No No 

 

6.5.4 LASeR events 

LASeR defines the following events: 

Table 3— List of LASeR events 

Event name Namespace Description Bubbl
e Canc. 

“pause” urn:mpeg:mpeg4:laser:2005 Freezes the clock of the timed object they are sent 
to, and have no effect on non timed objects. No No 

“play” urn:mpeg:mpeg4:laser:2005 Starts or resumes the clock of the timed object they 
are sent to, and have no effect on non timed objects. No No 

“pausedEvent” urn:mpeg:mpeg4:laser:2005 Occurs when a Timed Element is paused Yes No 

“resumedEvent” urn:mpeg:mpeg4:laser:2005 Occurs when a Timed Element is resumed Yes No 

“activatedEvent” urn:mpeg:mpeg4:laser:2005 

Occurs when an element is activated, either as the 
result of an Activate command or a change in an 
active attribute to the value true, applied to it or to 
one of its ancestors. 

No No 

“deactivatedEvent” urn:mpeg:mpeg4:laser:2005 

Occurs when an element is deactivated, either as 
the result of an Deactivate command or a change in 
an active attribute to the value false, applied to it or 
to one of its ancestors. 

No No 

“screenOrientation0” urn:mpeg:mpeg4:laser:2005 The screen orientation has changed to typical 
‘landscape’ orientation (LASeREvent) No No 

“screenOrientation90” urn:mpeg:mpeg4:laser:2005 The screen orientation has changed to typical 
‘portrait’ orientation (LASeREvent) No No 

“screenOrientation180” urn:mpeg:mpeg4:laser:2005 The screen orientation has changed to inverted 
‘landscape’ orientation (LASeREvent) No No 

“screenOrientation270” urn:mpeg:mpeg4:laser:2005 The screen orientation has changed to inverted 
‘portrait’ orientation (LASeREvent) No No 

“stop” urn:mpeg:mpeg4:laser:2005 
Upon receiving such an event, a timed element 
behaves as if the uDOM method endElement() was 
called. (LASeREvent) 

No No 

"executionTime” urn:mpeg:mpeg4:laser:2005 This pseudo event can only appear in time 
expressions in Replace Attribute and Insert Indexed 
Attribute commands; upon the execution of the 
command, it is replaced by the current time. 

No No 
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Example: 

Typical usage for screen orientation events is to have a animation triggered by one of these events, the 
animation changing the position/rotation of a group of scene elements to match the new screen orientation: 

<animateTransform begin=”lsr:screenOrientation90” to=”…” xlink:href=”#object1” 
dur=”1s”/> 

<animateTransform begin=”urn:mpeg:mpeg4:laser:2005:screenOrientation90” to=”…” 
xlink:href=”#object2” dur=”1s”/> 

<animateTransform begin=”urn:mpeg:mpeg4:laser:2005:screenOrientation90” to=”…” 
xlink:href=”#object3” dur=”1s”/> 

… 

<animateTransform begin=”urn:mpeg:mpeg4:laser:2005:screenOrientation0” to=”…” 
xlink:href=”#object1” dur=”1s”/> 

<animateTransform begin=”urn:mpeg:mpeg4:laser:2005:screenOrientation0” to=”…” 
xlink:href=”#object2” dur=”1s”/> 

<animateTransform begin=”urn:mpeg:mpeg4:laser:2005:screenOrientation0” to=”…” 
xlink:href=”#object3” dur=”1s”/> 

… 

 

6.5.5 General IDL definition of LASeR events. 

interface LASeREvent : events::Event {}; 

 

All LASeR specific events are prefixed with LASeR. 

6.5.6 IDL Events definitions 

6.5.6.1 ExternalValueEvent 

interface ExternalValueEvent : LASeREvent { 
 readonly attribute float absoluteValue; 
 readonly attribute boolean computableAsFraction; 
 readonly attribute float fraction; 
}; 

 
No defined constants  

Attributes  
• absoluteValue: This value represent the status of a resource of any kind, e.g. the remaining battery 

time.  
• computableAsFraction: This value indicates whether a fraction can be computed from the 

absoluteValue.  
• fraction: This value shall be between 0 and 1 inclusively and represent the status of the resource, e.g. 

the fraction of remaining battery time over operation time when fully charged.  

No defined methods  
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Example: The following event could be defined: 

“batteryState” urn:example:X Received by the document at system-dependent intervals and informs about the fraction of 
battery charge remaining. (ExternalValueEvent) No No 

  
and used as follows: 
<svg viewBox="0 0 1000 1000" baseProfile="tiny" id="root" 

xmlns="http://www.w3.org/2000/svg" version="1.1" 
  xmlns:xlink="http://www.w3.org/1999/xlink" 
  xmlns:X="urn:example:X"> 

<rect width="100" height="100" stroke="blue"  
      stroke-width="1"> 

    <animateColor id="myBatteryAnim" attributeName="fill" 
                  begin="indefinite" from="red" to="blue" 
                  dur="indefinite"> 
  </rect> 

<ev:listener observer="root" event="X:batteryState" 
             handler="#myBatteryAnim"> 

</svg> 

6.6 Encoder configuration 

6.6.1 Overview 

The binary encoding is defined using SDL in 12.  

The next subclause describes the syntax for signalling the encoding configuration. 

6.6.2 LASeR headers 

6.6.2.1 Semantics 

The LASeRHeader specifies the parsing and decoding configuration of a LASeR scene segment.  

The LASeRUnitHeader specifies parameters that may change at the beginning of each LASeR access unit.  

LASeR defines a way to partition scenes into incremental scene segments, allowing services to be built of 
different scene segments, the first scene segment containing a NewScene update, having the 
newSceneIndicator bit set, and the other scene segments not starting with a NewScene update, and being 
designed as addition to the first scene segment. 

LASeR defines an interface to persistent storage. The LASeR engine has the ability to cache selected scene 
information, using specific LASeR commands, on a best effort basis. The principles behind this caching 
closely follow the state caching mechanism in HTTP, commonly called cookies [RFC 2965]. Within the LASeR 
streams, there are two commands that may be used. One command saves, associated with a string name 
called groupID, the values of some attributes of some nodes. This storage is scoped by the domain-name 
and path computed from the source using the fields in the LASeR header. The other command restores the 
attributes (if any) previously saved under the given groupID, as scoped by the domain-name and path. 

The stored values are scoped by the domain-name and path.  That is, it is possible for both “.acme.com” and 
“.widget.com” to store data under the same groupID and for that storage to be distinct;  similarly for 
“/user/laser-expert/” and “/user/laser-novice/” at “.acme.com” to save state under the same groupID, and for 
those saved states to be distinct. 

It is possible that there is state saved under the same groupID for more than one domain-name/path pair, and 
that more than one of these match the request-URI. For example, if the request URI has domain “x.y.z.com” 
and path “/demos/acme”, and there is state saved under the same groupID for domain “.y.z.com” and 
“.z.com” then both sets of state apply.  Under these circumstances, the saved states are ordered primarily by 
preferring more specific domains (with more components) over less-specific, and then for states with the same 
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domain, and preferring more specific paths (with more components) over less-specific. Once the saved states 
have been so ordered all the saved states are restored, starting with the least specific (least preferred) and 
ending with the most specific (most preferred).   

For example, if there is saved state under the same groupID for  

1) domain-name “.acme.com”, path “/user/laser-expert/”, 

2) domain-name “.acme.com”, path “/user/laser-expert/demo”, 

3) domain-name “www.acme.com”, path “/user/laser-expert/”, 

4) domain-name “www.acme.com”, path “/user/laser-expert/demo”, 

then state (1) is restored, then state (2), (3) and (4), in that order.  It is possible that these saved states do not 
overwrite each other (different attributes or nodes), partially overwrite each other (some attributes in common) 
or completely overwrite each other. 

6.6.2.2 Attributes of LASeRHeader 

• profile: this value signals the profile of LASeR that the scene segment starting with this LASeRHeader 
adheres to. 

• level: this value signals the level of LASeR which this scene segment starting with this LASeRHeader 
adheres to.  

• resolution: this attribute is a number between -8 and 7 defining the coordinate resolution as 2-resolution. 
When reading a coordinate, the encoded value shall be multiplied by the coordinate resolution to obtain 
the coordinate value expressed in pixels.   
Example: 
When resolution is 0, 4 or -2, the coordinate resolution is 1, 0.0625 or 4 respectively, and a encoded 
coordinate value of 100 yields 100, 6.25 and 400 pixels respectively. 

• timeResolution: this attribute is a 16-bits positive integer defining a resolution for time values (e.g. clock 
values). When reading a time value from the bit stream, the encoded value shall be divided by this 
number to obtain a time value in seconds. The default value for timeResolution is 1000. 

• coordBits: this attribute defines the number of bits used for encoding coordinates. The default value is 12. 

• scaleBits_minus_coordBits: this attribute defines the number of bits above coordBits used for encoding 
scaling factors. The default value is 0. 

• colorComponentBits: this attribute defines the number of bits used for encoding color components. 

• useFullRequestHost: this Boolean attribute indicates whether the full domain name of the request-host is 
used (1) or the first component of the domain name is elided (0).  For example, if the source material 
came from “www.laser.com”, then this differentiates between associating the “service” with 
“www.laser.com” and “.laser.com”.  (Note the definition of local names in the RFC, and the possibility to 
associate the “service” with locally loaded files, and that the domain name may be either 
“<hostname>.local” or “.local” in that case.). Together with pathComponents, this attribute defines the 
“service”. 

• pathComponents: this integer attribute indicates how much of the source path is used.  If this takes the 
value 0, then the “service” is not associated with a path, and if it takes the special value 15 (or any value 
equal to or greater than the number of components in the path) then the entire path is used up to but 
excluding the final file-name.  For example, if the source was “/user/laser-expert/demo/art.mp4” then a 
value of 4 or greater selects “/user/laser-expert/demo/art.mp4” as the path, the value 2 selects 
“/user/laser-expert” and the value zero sets no path. Together with useFullRequestHost, this attribute 
defines the “service”. 

• newSceneIndicator: this Boolean indicates if this scene segment starts with a NewScene command or a 
RefreshScene command. When it is set, the first LASeR command in this scene segment shall be a 
NewScene or a RefreshScene; otherwise, the first LASeR command in this scene segment shall be 
neither a NewScene nor a RefreshScene. 
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NOTE The terminal may remove (parts of) the existing scene tree, for resource optimization, when it receives a 
LASeRHeader with this Boolean set to true. 

• timeEncoding: this attribute defines the reference for encoded times: if the value is 0, all times in this 
segment are relative to the scene time line; if the value is 1, all times in this segment are relative to the 
beginning of this segment; if the value is 2, all times are encoded in the same way as in the previous 
segment. 

• pointsCodecType: this attribute specifies which strategy is used to encode point lists. Possible values 
are in Table 4. 

Table 4 — pointsCodecType values 

Point sequence encoding strategy Code 

ExpGolombPointsCodec 0 

ISO Reserved 0x1-0x3

 

• reserved: this ISO reserved attribute has a value of 0.  

6.6.2.3 Attributes of LASeRUnitHeader 

• resetEncodingContext: when this Boolean attribute is true,  the encoding context defined in 6.6.2.4 shall 
be reset upon reception of this LASeRUnitHeader. 

6.6.2.4 Encoding context 

The encoding context consists of the following sets of associations since either the beginning of the scene or 
the last LASeRHeader with a resetEncodingContext attribute set : 
• the set of associations between binary indexes and colors,  
• the set of associations between binary IDs and font names as used in font-family attributes, 
• the set of associations between binary indexes and name spaces, 
• the set of associations between binary indexes and private XML tags. 

Binary IDs shall not be referred to across scene segments. 

6.6.3 String IDs encoding 

The element StringIDTable is an optional first child of the LASeRUnit in LASeRML. This StringID table informs 
the encoder to encode the given IDs as a string ID. When hasStringIDs is set, this table can be omitted as all 
IDs shall be encoded as strings.   

<StringIDTable strings=”<oneString> <oneString> …”/> 

 

An ID that must be encoded as a string ID must be declared at the latest in the StringIDTable of the 
LASeRUnit where it is first used (by definition or by reference). When the SceneUnit has the RAP attribute set, 
it shall contain a table containing all already known string IDs. 

6.7 LASeR Scene Commands 

6.7.1 Overview 

Scene Commands are a declarative way (as opposed to programmatic as in a script) of specifying changes to 
the scene. The following commands are defined: 

• NewScene: to create a new scene.  
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• RefreshScene: to repeat the current state of the scene, for use as a random access point into the 
LASeR stream or as a means to recover from packet loss. 

• Insert: to insert any element in a group, a point in a sequence. 

• Delete: to delete any element by id or from a group by index, a point in a sequence. 

• Replace: to replace an element by another element (by id or from a group by index), or to replace the 
value of any attribute of any element. 

• Add: similar to replace, but with the notion of adding to the value rather than replacing it.  

• Save, Restore and Clean: to save, reload or remove persistent scene information in the form of the 
value of a list of attributes. Other commands have no influence on persistent scene information. 

• SendEvent: to send an event to any element in the scene. 

• Activate: to transfer an element from the waiting tree to the scene tree. 

• Deactivate: to transfer an element from the scene tree to the waiting tree. 

• ReleaseResource: to instruct the LASeR engine that a resource (typically media stream) will no 
longer be used in the scene and may therefore be reclaimed. 

The following restrictions apply to all commands: 

• Commands shall refer to existing elements and attributes.  

• The following attributes cannot be updated: attributeName, id, type, xml:space, preserveAspectRatio, 
the x and y attributes of the text element and the following attributes of the animation elements: by, 
from, to, values and fill. This constraint can be worked around by updating the whole element. 

• Indexed commands can only be applied to attributes with multiple values or lists of children. 

Commands not following these restrictions shall be ignored. 

In the definition of the commands, two pseudo-attributes are used: children refers to the list of children of an 
element, and textContent refers to the text content of an element. 

LASeR Commands modify a scene tree regardless of their representation, transport or encoding and 
regardless of the origin of the scene tree on which they apply. Commands and initial scene may be 
represented separately in different documents, encoded and delivered in different streams. 

A separate DOM tree is defined in addition to the scene tree: the waiting tree. The compositor and renderer 
have no knowledge of the waiting tree, thus objects in the waiting tree are neither composited nor rendered. 
The LASeR Commands are extended to search for elements first in the scene tree, then in the waiting tree if 
the elements are not found in the scene tree. The commands Activate and Deactivate are defined to operate 
on the waiting tree. 

Note – Elements placed in the waiting tree can be updated but are not accessible from the scene tree. A use 
element pointing to an element placed into the waiting tree behaves as if the referred element did not exist, i.e. 
nothing is rendered. Deactivating / activating a subtree with listeners may imply unregistering / registering the 
listeners observing elements not in the waiting tree. 
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Example: 

<!-- Module 1 --> 
<g id="module1"> 
      <rect x="0" y="10" width="176" height="20" fill="green"/> 
      <text x="88" y="25" text-anchor="middle">Press FIRE</text> 
      <ev:listener event="accessKey(FIRE)" handler="#go1"/> 
      <ev:listener event="foo.click" handler="#go3"/> 
      <animate xlink:href="#foo" …/> 
 ... 
</g> 
 
<!-- Module 2 --> 
<g id="module2"> 

<rect x="0" y="10" width="176" height="20" fill="lime"/> 
      <text x="88" y="25" text-anchor="middle">Press FIRE</text> 
      <ev:listener event="accessKey(FIRE)" handler="#go2"/> 
      <ev:listener event="foo.click" handler="#go4"/> 
      <animate xlink:href="#foo" …/> 
 ... 
</g> 
 
<g id=”foo”> 
 ... 
</g> 
 
<!-- Modules aggregation and control --> 
<lsr:conditional begin="0;accessKey(1)"> 
      <lsr:Deactivate ref="#module2"/> 
      <lsr:Activate ref="#module1"/> 
</lsr:conditional> 
<lsr:conditional begin="accessKey(2)"> 
      <lsr:Deactivate ref="#module1"/> 
      <lsr:Activate ref="#module2"/> 
</lsr:conditional> 

 

This simple example shows 2 independent modules. Since they use both the FIRE key, they cannot be both 
“active” at the same time. The two conditionals at the end implement very simply an exclusive activation of the 
two modules. 

6.7.2 Add 

6.7.2.1 Semantics 

The Add command is similar to Attribute Replacement defined in 6.7.8.1, while adding to the designated 
value instead of replacing it. It thus adds a new value to a specific attribute of an element. The ref attribute 
specifies the parent element, the attributeName attribute specifies which attribute of the parent element is 
added to, and the value attribute specifies the added value. For a string, addition is concatenation. For 
numeric types, addition is done component by component. 

The Add command may also add the value of another attribute of another element to the target attribute. The 
value to add is then defined by the element id operandElementId and the attribute name 
operandAttributeName. The attribute which is the source of the added value shall be of the same type as the 
target attribute. The only exception is if the target attribute is a string: if the added value belongs to the 
following types in Table 5, it is then converted to a string and added to the target attribute.  
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Table 5 — Attribute Values convertible to a string with Add 

Values Format for string conversion 
integer “%d” 

float “%.4f” 
point x and y as “%.4f %.4f” 
time hours, minutes and seconds as “%02d:%02d:%02d” 

 

Examples: 

• The script s1 adds 3 to the font-size of the text element with ID “txt1”. Resulting font-size is 15. 

• The script s2 adds “ bar” to the text content of the text element with ID “txt2”. Resulting text content is 
“foo bar”. 

• The script s3 adds the value of textContent of the text element with ID “txt3” (i.e. “service?3”) to the 
xlink:href attribute of the a element with ID “a1”. Resulting xlink:href is 
“http://www.example.org/service?3” 

<text id="txt1" font-size="12" …> 
<script id="s1"> 
   <lsr:Add ref="txt1" attributeName="font-size" value="3"/> 
</script>  
    
<text id="txt2">foo</text> 
<script id="s2"> 
   <lsr:Add ref="txt2" attributeName="textContent" value=" bar"/> 
</script>  
    
<text id="txt3">service?3</text> 
<a id="a1" xlink:href="http://www.example.org/">…</a> 
<script id="s3"> 
   <lsr:Add ref="a1" attributeName="xlink:href" operandElementId="txt3" 
 operandAttribute="textContent"/> 
</script>  
  

 

The value designated by operandElementId and operandAttributeName is the presentation value. The 
following attributes cannot be added to: children, d, mpath, begin, end. 

6.7.2.2 Attributes 

• ref: the id of the element on which the addition will be applied. 

• value: the (constant) added value. 

• operandElementId: the id of the element from which the added value is taken 

• operandAttributeName: the name of the field from which the added value is taken 

• attributeName: the name of the field on which the addition will be applied. 
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6.7.2.3 DOM formulation 

This subclause is informative. 

// 
// partial implementation of incremental update 
// adds to 'transform', numeric fields or strings 
// 
function AddToValue(parentId, field, value) { 
  var parent = document.getElementById(parentId); 
  if (parent != null) { 
    if (field == 'transform') { 
      // manipulate as matrices 
      var m = new Matrix(); 
      m.initFromString(parent.getAttribute(field)); 
      var p = new Matrix(); 
      p.initFromString(value); 
      m.concatRight(p); 
      parent.setAttribute(field, m.toString()); 
    } else { 
      var prevval = parseFloat(parent.getAttribute(field)); 
      var numval = parseFloat(value); 
      if (prevval != 'NaN' && numval != 'NaN') { 
        // if both are numbers, add 
        parent.setAttribute(field, prevval + numval); 
      } else { 
        // if either is not a number, concatenate as strings 
        parent.setAttribute(field, parent.getAttribute(field) + value); 
      } 
    } 
  } else { 
    alert("parent not found in add to field"); 
  } 
} 
 

6.7.3 Clean 

6.7.3.1 Semantics 

The Clean command erases the storing area identified by the attribute groupID with the most specific 
matching defined in 6.6.2.1. The element information stored in the corresponding memory area is not 
available anymore. 

6.7.3.2 Attributes 

• groupID: this string attribute defines the group ID as defined in 6.6.2.1. 

6.7.4 Delete 

6.7.4.1 Semantics 

The Delete command deletes an element by id (use of ref attribute only) or at a specific position in a parent 
element (use of ref and index attributes). 

The element deletion specified with a ref (no use of the index attribute) deletes the element. 

The element deletion specified with a ref, an attributeName and an index deletes the index-th child of the 
referenced element. The behaviour is undefined if the attribute mentioned in attributeName is not a list. 

When deleting an element all its descendant nodes and attributes are removed from the scene graph. 
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6.7.4.2 Attributes 

• ref: this attribute defines the id of the element that shall be deleted or modified. 

• index: this attribute defines the zero-based index of the element to delete in the list of children.  

• attributeName: when index is specified, this attribute defines the name of the attribute in which the 
deletion happens, by default “children”. When index is not specified, the whole attribute is removed. 

6.7.4.3 DOM formulation  

This subclause is informative. 

// 
// auxiliary function for delete node by id 
// 
function DeleteNodeInternal(elem, id, poundId) { 
   if (elem) { 
      var i; 
      if (elem.hasChildNodes()) { 
         for (i=0; i<elem.childNodes.length; i++) { 
            var child = elem.childNodes.item(i); 
            if (child.nodeType == 1) { 
               if (child.getAttribute("id") == id) { 
                     elem.removeChild(child); 
                     return; 
               } 
               DeleteNodeInternal(child, id, poundId); 
            } 
         } 
      } 
   } 
} 
 
// 
// implementation of remove child indexed 
// 
function DeleteChildIndexed(parentId, index) { 
  var parent = document.getElementById(parentId); 
  if (parent != null) { 
    var child = getElementChild(parent, index); 
    if (child != null) parent.removeChild(child); 
    else alert("child not found"); 
  } else { 
    alert("parent not found in delete"); 
  } 
} 
 
// 
// implementation of delete node by id 
// 
function DeleteNode(nodeId) { 
  // remove all instances of nodeId wherever they are 
  // including use 
  DeleteNodeInternal(document, nodeId, "#"+nodeId); 
} 
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6.7.5 Insert 

6.7.5.1 Semantics 

The Insert command inserts an element or value in a list.  

Examples (fragments): 

    <NewScene>  
        <svg id="root" width="333" height="250">  
            <g>…</g>  
        </svg>  
    </NewScene>  
  
    <Insert ref="root">  
        <g id="Dictionary" visibility="hidden"/>  
    </Insert>  
  
    <Insert ref="Dictionary" attributeName="children">  
        <polyline id="Shape4" stroke="0.0 0.0 0.019607844"  
            points="-166.5 359.9 984.6 356.65 983.65 358.5"/>  
    </Insert>  
  
    <Insert ref="Shape4" attributeName="points" value="0.65 8.5" index="0">  
 
In the above sample, the first Insert adds the g with id Dictionary after the single g object already present in 
the root svg. The attributeName attribute has a default value of “children”. The second Insert adds a polyline 
at the end of the currently empty Dictionary g. The third Insert adds one point at the beginning of the points 
attribute of the Shape4 SVG polyline. 

6.7.5.2 Attributes 

• ref: this attribute defines the id of the insertion point. In the absence of a ref specification, the default 
insertion point is the root SVG svg element. 

• index: this attribute defines the index at which to insert the child. In the absence of an index, the child is 
inserted at the end of the children list. In the case of indexed inserts to the begin/end attributes of all timed 
elements, the index is ignored, which means the insertion will be done at the end of the list. Indexed 
inserts to the attributes of type path, namely d and mpath, are not allowed. 

• attributeName: this attribute defines the name of the attribute (which must be a list) in which the insertion 
happens, by default “children”.  

• value: the (constant) inserted value. 

6.7.5.3 Children 

Any element. 
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6.7.5.4 DOM formulation 

This subclause is informative. 

// 
// auxiliary function: get the nth child of type element 
// this is necessary because scene updates only apply to elements 
// and yet there are many other types of nodes in the tree 
// (text, comment, ...) 
// 
function getElementChild(element, i) { 
  if (i < 0) return getLastElementChild(element); 
  var k; 
  for (k = 0; k < element.childNodes.length; k++) { 
    var el = element.childNodes.item(k); 
    if (el != null && el.nodeType == 1) { 
      if (i == 0) return el; 
      else i--; 
    } 
  } 
  return null; 
} 
 
// 
// auxiliary function: similar to getElementChild for the last child 
// 
function getLastElementChild(element) { 
  var k; 
  for (k = element.childNodes.length - 1; k >= 0; k--) { 
    var el = element.childNodes.item(k); 
    if (el != null && el.nodeType == 1) { 
      return el; 
    } 
  } 
  return null; 
} 
 
// 
// implementation of insert child indexed 
// 
function InsertChildIndexed(parentId, child, index) { 
  var parent = document.getElementById(parentId); 
  if (parent != null && child != null) { 
    parent.insertBefore(child, getElementChild(parent, index)); 
  } else { 
    alert("parent or child not found in insert at"); 
  } 
} 
 

6.7.6 NewScene 

6.7.6.1 Semantics 

The NewScene command inserts a new scene in the LASeR engine. Any currently playing scene is stopped, 
its resources reclaimed and it is replaced by the scene contained in the NewScene command. The scene time 
is reset to 0.  

NOTE it is not possible to reuse an element from the previous scene in the new scene, even by an id reference. 
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6.7.6.2 Attributes 

No attributes 

6.7.6.3 Children 

A single SVG svg element, which constitutes the initial state of a new scene. 

6.7.6.4 DOM formulation 

This subclause is informative. 

function NewScene(svg) { 
  document.svgDocument.root = svg; 
} 

6.7.7 RefreshScene 

6.7.7.1 Semantics 

The RefreshScene command provides a functionally identical copy of the current scene, to a LASeR engine 
that may have lost some information since the previous NewScene or RefreshScene command, or which has 
not yet seen a NewScene or RefreshScene command.  For LASeR engines in other states (i.e. those that 
have a scene for which they have received all information) this command shall be ignored.  For LASeR 
engines that interpret this command, it is functionally identical to NewScene except that the scene time is 
reset to the given value instead of 0.  After this command has passed, it should not be possible to differentiate 
the state of a LASeR engine that did not need to interpret it, and skipped it, from one that did interpret it;  the 
scene graph and scene time in the two LASeR engines should identical. 

A LASeR Access Unit carrying a RefreshScene command shall be indicated as a random access point at the 
transport protocol level. A terminal may skip such an access unit. 

6.7.7.2 Attributes 

• time: the current scene time to set if this command is interpreted. This attribute is expressed as a number 
of ticks, using the LASeR time resolution. 

6.7.7.3 Children 

A single SVG svg element, which constitutes the initial state of the scene. 

6.7.7.4 DOM formulation 

This subclause is informative. 

function RefreshScene(svg, time) { 
  document.svgDocument.root = svg; 
  document.time = time; 
} 

 
6.7.8 Replace 

6.7.8.1 Semantics 

The Replace command has two variants: Element Replacement and Attribute Replacement. 
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The Element Replacement replaces an existing element and its replacement with a new element. The ref 
attribute specifies the element to be replaced and the element given as child of the Replace is used as 
replacement. The element replacement replaces the element and all its instances, if it was referenced by a 
SVG use. 

The Attribute Replacement command replaces a specific attribute of an element with a new value. The ref 
attribute specifies the parent element, the attributeName attribute specifies which attribute of the parent 
element is replaced, and the value attribute or the content of the Replace element specifies the new value. If 
index is specified, then the replacement is done on the value with rank index in the list. 

When replacing begin and end attributes, the pseudo-event executionTime can be used to signify the time at 
which the command is executed. After execution, this pseudo-event is replaced by its time value. 

The Replace command may also replace the target value with the value of another attribute of another 
element. The replacing value is then defined by the element id operandElementId and the attribute name 
operandAttributeName. The attribute which is the source of the replacing value shall be of the same type as 
the target attribute. The only exception is if the target attribute is a string: if the added value belongs to the 
following types in Table 5, it is then converted to a string and added to the target attribute. 

NOTE The following attributes cannot be updated: id, by, from, to, values, type, xml:space and fill (from animation 
elements). This constraint can be worked around by updating the whole element. 

The following restrictions apply: 
• attributeName may point at a private XML attribute, in which case index is not allowed. 
• Indexed replacements to the begin/end attributes of all timed elements are not allowed. 
• Indexed replacements to the attributes of type path, namely d and mpath, are not allowed. 
• The values id, begin, end, d and mpath are not allowed for operandAttributeName. 

The value designated by operandElementId and operandAttributeName is the presentation value as 
defined in the SVG specification. 

Attribute replacement with attributeName=”textContent” and a value of index replaces the index-th component 
of the text content of the target element, if it exists. Without an index value, the text content is flattened and 
replaced as a whole, as in text editing. In the absence of text content, this command is ignored. 

6.7.8.2 Attributes 

• ref: this attribute defines the id of the element on which the replacement will be applied. 

• index: this attribute defines the position of the replacement 

• value: the (constant) replaced value. 

• operandElementId: this attribute defines the id of the element from which the added value is taken 

• operandAttributeName: this attribute defines the name of the field from which the added value is taken 

• attributeName: this attribute defines the name of the replaced attribute. Acceptable values are the name 
of any attribute of a LASeR element or the name of any private XML attribute used in the scene. 

6.7.8.3 Children 

Any element or text content 

6.7.8.4 DOM formulation  

This subclause is informative. 

// 
// implementation of replace node by id 
// 
function Replace(nodeId, newNode) { 
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  // replace all instances of nodeId wherever they are 
  // including use 
  if (document.getElementById(newNodeId) == null) { 
    alert("replacement element not found"); 
  } else { 
    ReplaceInternal(document, nodeId, "#"+nodeId, newNode); 
  } 
} 
 
 
// 
// auxiliary function for replace node by id 
// 
function ReplaceInternal(elem, id, poundId, newNode) { 
   if (elem) { 
      var i; 
      if (elem.hasChildNodes()) { 
         for (i=0; i<elem.childNodes.length; i++) { 
            var child = elem.childNodes.item(i); 
            if (child.nodeType == 1) { // element node 
               if (child.getAttribute("id") == id) { 
                     elem.replaceChild(newNode, child); 
                     return; 
               } 
               if (child.nodeName == "use") { 
                  if (child.getAttributeNS("http://www.w3.org/1999/xlink, href") 
                       == poundId) { 
                     elem.replaceChild(newNode, child); 
                     return; 
                  } 
               } 
               ReplaceInternal(child, id, poundId, newNode); 
            } 
         } 
      } 
   } 
} 
 
// 
// implementation of replace field 
// 
function ReplaceField(parentId, field, value) { 
  var parent = document.getElementById(parentId); 
  if (parent != null) { 
    parent.setAttribute(field, value); 
  } else { 
    alert("parent not found in replace field"); 
  } 
} 
 
// 
//implementation of replace child indexed 
// 
function ReplaceChildIndexed(parentId, child, index) { 
  var parent = document.getElementById(parentId); 
  if (parent != null) { 
    if (child != null) { 
      var replaced = getElementChild(parent, index); 
      if (replaced != null) parent.replaceChild(child, replaced); 
      else alert("nothing found to replace"); 
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    } else alert("child not found"); 
  } else { 
    alert("parent not found in replace indexed"); 
  } 
} 
 

6.7.9 Restore 

6.7.9.1 Semantics 

The Restore command restores attributes that have been stored by the Save command. The retrieved values 
will replace the current attributes in the scene graph. If any saved and restored attribute type does not match, 
the whole restore command is ignored. 

6.7.9.2 Attributes 

• groupID: this string attribute defines the group ID as defined in 6.6.2.1. 

6.7.10 Save 

6.7.10.1 Semantics 

The Save command stores in memory a selection of attributes from elements contained in the current scene 
graph. The saved value is the decoded (or DOM) value.  

The useFullRequestHost and pathComponents attributes defined in the LASeRHeader specify a unique 
memory area where the element information will be stored. The groupID allows for the same element 
information to be saved in different areas at different times. 

Only attributes of elements identified by string IDs can be saved and restored reliably across scenes. 
Attributes referencing elements by ID can only be saved and restored reliably across scenes if they hold a 
string ID. 

6.7.10.2 Attributes 

• groupID: this string attribute defines the group as defined in 6.6.2.1. 

• elements: this attribute defines a list of element ids. 

• attributes: this attribute defines a list of attribute names, one per element id in the previous list, each pair 
(element id, attribute name) defining one of the attributes to be saved. The following attributes are not 
allowed in the attributes list: children, begin, end. 

6.7.11 SendEvent 

6.7.11.1 Semantics 

The SendEvent command is used to send an event to an object, for example sending the activate event to a 
script to trigger its execution. 

6.7.11.2 Attributes 

• ref: this attribute defines the id of the element to which the event will be send. 

• event: this attribute defines the type of the event that is sent. The list of supported events is defined in 6.5. 

• pointvalue: this attribute defines the value of the event in the case of a mouse event 

• keyCode: this attribute defines the value of the event in the case of a accesskey or longaccesskey event. 
Key codes are defined in 6.5. 
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• intvalue: this attribute defines the value of the event in the case of e.g. an error event 

• stringvalue: this attribute defines the value of the event in the case of a text event 

• intvalue2: this attribute defines the second int value of the event. 

The above attributes carry information from the interface of the events, as specified in the next table: 

Name of event Attribute of 
event Attribute of SendEvent 

TimeEvent detail intvalue 
UIEvent detail intvalue 

WheelEvent wheelDelta intvalue 
screenX not carried 
screenY not carried 
clientX pointvalue 
clientY pointvalue 

MouseEvent 

button intvalue 
TextEvent data stringvalue 

KeyEvent keyIdentifier 

when used with accessKey, longAccessKey, shortAccessKey and 
repeatKey, the key identifier follows the event name, e.g. 

accessKey(LEFT); with other key events, use stringvalue when 
unknown keyIdentifier, otherwise use intvalue with LASeR-defined 

keyIdentifier 

lengthComputable not carried, the LASeR engine shall set  
this value to true if the value total is present 

loaded intvalue ProgressEvent  

total invalue2 
 

6.7.12 Activate 

6.7.12.1 Semantics 

The Activate command reverses the effect of the Deactivate command, i.e. it restores the target element from 
the waiting tree to the scene tree. From the DOM point of view, the effect on the element is that the lsr:ghost 
element is replaced by the element, e.g. using a DOM replaceChild.  
Note – The lsr:ghost element may have been transferred to the waiting tree as part of a Activate command 
applied to one of its ancestors. 
 
6.7.12.2 Attributes 

- ref: the id of the element which shall be restored from the waiting tree to the scene tree. 

6.7.13 Deactivate 

6.7.13.1 Semantics 

The Deactivate command takes an element and places it into the waiting tree, so that it can be restored later 
to the scene tree by a Activate command. From the DOM point of view, the effect on the element is: 

- the element is replaced by an lsr:ghost element, e.g. using a DOM replaceChild, regardless of 
whether the element is in the scene tree or in the waiting tree. Note: the element could already be in 
the waiting tree if one of its ancestors has been placed in the waiting tree. 

- the element is placed in the waiting tree.  

NOTE The lsr:ghost element is never encoded nor transmitted nor rendered. 
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6.7.13.2 Attributes 

- ref: the id of the element which shall be placed in the waiting tree. 

6.7.14 ReleaseResource 

6.7.14.1 Semantics 
The ReleaseResource command instructs the LASeR engine that the indicated resource will no longer be 
used in the scene. All associated LASeR engine resources (memory, I/O) may be reclaimed. All scene 
elements that may be referencing this resource behave as if they pointed at a non available resource.   

6.7.14.2 Attributes 
- ref: this attribute defines the resource which may be discarded. It may be a stream ID or any other 

URI. 

6.8 Scene description elements 

6.8.1 Conventions 

For each element defined in other specifications (SVG or SMIL), the reference to the SVG or SMIL element 
definition is given. When semantics are identical, only that reference is provided. The list of possible attributes 
for an element is given in the summary table in 6.9. Only changes and extensions are defined in the element 
specification within 6.8.  

6.8.2 General information 

All elements have two optional attributes for assigning unique identifiers to elements: the SVG id attribute is 
defined in [W3C SVG11] and the XML id attribute is defined in [xml:id]. Only one of this attribute shall be used 
at a time on an element. 

Some of the SVG attributes are derived from [W3C CSS]. They can be specified on any parent of the 
elements that are going to use their value. This behavior is called property inheritance as defined in 6.2 of 
[W3C CSS].   

SVG defines the notion of locatable elements. Locatable elements have a transform attribute. LASeR extends 
the attributes allowed on those elements for efficient updating through LASeR Commands Replace and Add. 
The extension consists in adding the scale, rotation and translation attributes. The respective encoding of 
SVG transform and these attributes are as follows: 

• SVG transform holds a full matrix and is exclusive of the other attributes. 
• scale holds a (sx, sy) scaling factor which is applied before rotation or translation if present; sx is a 

positive number, only sy is allowed to be negative. 
• rotation holds a rotation angle which is applied after a possible scale and before translation. 
• translation holds a (tx, ty) translation vector which is applied after scale and rotation if present. 

When updating a matrix using LASeR Commands applying to scale or rotate only, the LASeR engine shall 
decompose the matrix as a sequence of scale then rotate then translate in this order. If this recovery is 
unsuccessful, the LASeR Commands applying independently to scale, rotation and translation shall be 
ignored. For instance, when replacing the scale on an object with an existing matrix, the LASeR engine needs 
to isolate the current scale factors from the rest of the matrix. It does that by decomposing the matrix in the 
order given above. 

 
6.8.3 SVG a 

The SVG a element is specified in 17.1 of [W3C SVG11]. 
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The expression “linked content” is used in the definition of the target attribute in [W3C SVG11]. For LASeR 
content, if the incoming data starts with a NewScene, “linked content” is the scene described by the incoming 
data; if the incoming data starts with any other command than a NewScene or RefreshScene, “linked content” 
is the current scene modified by the commands contained in the incoming data. 

When an a element is activated, the incoming data replaces the previously incoming LASeR Commands and 
media. 

6.8.4 SVG animate 

6.8.4.1 Semantics 

The SVG animate element is specified in 19.2.10 of [W3C SVG11].  

When an animate element is not active and it receives an ExternalValueEvent, then the element sets the 
animation target attribute value as if the animation progress was at the fraction contained in the 
ExternalValueEvent. 

When an animate element is not active and it receives a ProgressEvent which has lengthComputable=true, 
then the element sets the animation target attribute value as if the animation progress was at the fraction 
loaded over total. 

6.8.4.2 Attributes 

• enabled: this Boolean attribute specifies whether the element is animating its target or not. This 
attribute does not influence the activation or deactivation of the element by events, nor the sending of 
events, so has no influence on the SMIL Timing model. This attribute is not animatable and not 
inheritable. The default value for this attribute is ‘true’. 

6.8.5 SVG animateColor 

6.8.5.1 Semantics 

The SVG animateColor element is described in 19.2.13 of [W3C SVG11].  

When an animateColor element is not active and it receives an ExternalValueEvent, then the element sets the 
animation target attribute value as if the animation progress was at the fraction contained in the 
ExternalValueEvent. 

When an animateColor element is not active and it receives a ProgressEvent which has 
lengthComputable=true, then the element sets the animation target attribute value as if the animation 
progress was at the fraction loaded over total. 

6.8.5.2 Attributes 

• enabled: this Boolean attribute specifies whether the element is animating its target or not. This 
attribute does not influence the activation or deactivation of the element by events, nor the sending of 
events, so has no influence on the SMIL Timing model. This attribute is not animatable and not 
inheritable. The default value for this attribute is ‘true’. 

6.8.6 SVG animateMotion 

6.8.6.1 Semantics 

The SVG animateMotion element is described in 19.2.12 of [W3C SVG11].  
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When an animateMotion element is not active and it receives an ExternalValueEvent, then the element sets 
the animation target attribute value as if the animation progress was at the fraction contained in the 
ExternalValueEvent. 

When an animateMotion element is not active and it receives a ProgressEvent which has 
lengthComputable=true, then the element sets the animation target attribute value as if the animation 
progress was at the fraction loaded over total. 

6.8.6.2 Attributes 

• enabled: this Boolean attribute specifies whether the element is animating its target or not. This 
attribute does not influence the activation or deactivation of the element by events, nor the sending of 
events, so has no influence on the SMIL Timing model. This attribute is not animatable and not 
inheritable. The default value for this attribute is ‘true’. 

6.8.7 SVG animateTransform 

6.8.7.1 Semantics 

The SVG animateTransform element is described in 19.2.14 of [W3C SVG11].  

When an animateTransform element is not active and it receives an ExternalValueEvent, then the element 
sets the animation target attribute value as if the animation progress was at the fraction contained in the 
ExternalValueEvent. 

When an animateTransform element is not active and it receives a ProgressEvent which has 
lengthComputable=true, then the element sets the animation target attribute value as if the animation 
progress was at the fraction loaded over total. 

6.8.7.2 Attributes 

• enabled: this Boolean attribute specifies whether the element is animating its target or not. This 
attribute does not influence the activation or deactivation of the element by events, nor the sending of 
events, so has no influence on the SMIL Timing model. This attribute is not animatable and not 
inheritable. The default value for this attribute is ‘true’. 

6.8.8 SMIL audio 

6.8.8.1 Semantics 

The SMIL audio element is defined in 7.3.1 of [SMIL2].  

6.8.8.2 Attributes 

• clipBegin: this attribute is defined in 7.5.1 of [SMIL2]. The value represents a normal play time. The 
value of clipBegin is taken into account when the media element is activated. The play time of some 
streams cannot be controlled, and under these circumstances, this attribute has no effect. This 
attribute is not animatable and not inheritable. 

• clipEnd: this attribute is defined in 7.5.1 of [SMIL2]. The value represents a normal play time. The 
value of clipEnd is taken into account when the media element is activated. The play time of some 
streams cannot be controlled, and under these circumstances, this attribute has no effect. This 
attribute is not animatable and not inheritable. 

• syncReference: this attribute holds a reference to the stream whose clock acts as a clock reference 
for the stream referred to by this element. This attribute is not animatable and not inheritable. 
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• syncBehavior: this attribute is defined in 6.3.1 of [SMIL2]. This attribute is not animatable and not 
inheritable. 

• syncTolerance: this attribute is defined in 6.3.1 of [SMIL2]. This attribute is not animatable and not 
inheritable. 

6.8.9 SVG circle 

The SVG circle element is defined in 9.3 of [W3C SVG11]. 

6.8.10 LASeR conditional 

6.8.10.1 Semantics 

The LASeR conditional element allows sets of scene commands to be inserted in the scene, for later 
execution upon activation by time or through the XML Events listener element. 

The children of a conditional element are not accessible through DOM or LASeR Commands. 

Upon activation, a conditional element emits a beginEvent and the expression “condID.begin” where condID is 
the ID of a conditional element can be used in begin/end attributess. 

6.8.10.2 Attributes 

• begin: this attribute specifies the time at which the conditional element is triggered. This attribute is 
not animatable and not inheritable. The default value is indefinite. 

• enabled: this Boolean attribute specifies whether the element is activatable or not. This attribute is not 
animatable and not inheritable. The default value is true. 

6.8.11 LASeR cursorManager 

6.8.11.1 Semantics 

The LASeR cursorManager element may point to any LASeR element to confer it the semantics of virtual 
pointer. The virtual pointer may be moved through LASeR Commands or other interaction by moving the 
object associated with the virtual pointer. When moved in and out of mouse-sensitive elements, the same 
events shall be generated as if a pointing device such as a mouse had been moved in its stead. For example: 

- when the virtual pointer is moved in a mouse-sensitive region, a mouseover is generated, 
- when the virtual pointer is moved out of a mouse-sensitive region, a mouseout is generated, 
- when the virtual pointer is moved, a mousemove is generated, 
- when the virtual pointer is located on a mouse-sensitive region and a activate event is received by the 

virtual pointer, the activate event is translated to a click event sent to the region. 

LASeR elements implementing the interaction moving the object associated with the virtual pointer shall be 
placed as children of the cursorManager element. 
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Example: 

<lsr:cursorManager id=”cursorManager1” xlink:href="#vp">  
  <!-- pointer movement --> 
  <ev:listener event="accessKey(UP)" handler="#s1"/>    
  <lsr:conditional id="s1"> 
    <lsr:Add ref="g" attribute="translation" pointvalue="0 -5"/> 
  </lsr:conditional>  
  <ev:listener event="accessKey(DOWN)" handler="#s2"/>    
  <lsr:conditional id="s2"> 
    <lsr:Add ref="g" attribute="translation" pointvalue="0 5"/> 
  </lsr:conditional>  
  <ev:listener event="accessKey(LEFT)" handler="#s3"/>    
  <lsr:conditional id="s3"> 
    <lsr:Add ref="g" attribute="translation" pointvalue="-5 0"/> 
  </lsr:conditional>  
  <ev:listener event="accessKey(RIGHT)" handler="#s4"/>  
  <lsr:conditional id="s4"> 
    <lsr:Add ref="g" attribute="translation" pointvalue="5 0"/> 
  </lsr:conditional>  
</lsr:cursorManager> 
<!-- activate event to be translated to a click --> 
<ev:listener event="accessKey(FIRE)" handler="#cursorManager1"/>  
<!-- mouse sensitive shape --> 
<polygon …> 
   <ev:listener event="click" handler="#someConditional"/>  
</polygon> 
<g id="vp" fill="black">  
  <!-- crosshair -->  
  <line x1="-5" y1="0" x2="5" y2="0"/>  
  <line x1="0" y1="-5" x2="0" y2="5"/>  
</g> 

 

6.8.11.2 Attributes 

Attributes of lsr:cursorManager are x, y and xlink:href as defined on the cursor element of SVG 1.1 [W3C 
SVG11] 

6.8.12 SVG defs 

The SVG defs element is specified in 5.3 of [W3C SVG11]. 

6.8.13 SVG desc 

The SVG desc element is specified in 5.4 of [W3C SVG11]. 

6.8.14 SVG ellipse 

The SVG ellipse element is defined in 9.4 of [W3C SVG11]. 

6.8.15 SVG foreignObject 

The SVG foreignObject element is described in 23.3 of [W3C SVG11]. 

6.8.16 SVG g 

The SVG g element is described in 5.2 of [W3C SVG11]. 
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6.8.17 SVG image 

6.8.17.1 Semantics 

The SVG image element is specified in 5.7 of [W3C SVG11]. 

6.8.17.2 Attributes 

• transformBehavior: the values and semantics of this attribute are the same as those of the 
transformBehavior attribute of the SVG video element defined in 6.8.40. This attribute is not animatable 
and not inheritable. 

6.8.18 SVG line 

The SVG line element is defined in 9.5 of [W3C SVG11]. 

6.8.19 SVG linearGradient 

The SVG linearGradient is defined in 13.2.2 of [W3C SVG11]. 

6.8.20 XML Events listener 

6.8.20.1 Semantics 

The XML Events listener element is defined in 3.1 of the XML Events Specification [W3C XML Events]0. The 
present specification restricts its usage in a way compatible with the (informative) SVG Tiny 1.2 specification 
[W3C SVGT12] and also adds compatible extensions. 

6.8.20.2 Attributes 

• event: as specified in the XML Events Specification. The event shall be one of list of supported events as 
defined in 6.5. 

• phase: as specified in XML Events Specification with the restriction that the capture phase is not 
supported. The only allowed value for this attribute is ‘default’. 

• handler: as specified in XML Events Specification with the restrictions that supported handlers depend on 
the event. If the handler attribute is not present, the default handler is the parent of the listener element.  
 
The following table summarizes LASeR specific handlers and their associated default action: 

Event Handler Default Action 
activate a follow the hyperlink 
activate conditional executes the conditional content 
pause any element with timing attributes freezes the time line of this element 
play any element with timing attributes starts or resumes the time line of this element 

 
The following table summarizes SVG specific handlers and their associated default action, as defined in 
the SVG specification: 

Event Handler Default Action 
activate any editable element starts the editing 
activate any element with timing attributes activates the element 

 
For other couple (event, handler) not defined in this specification, the default action is undefined. 

• enabled: this Boolean attribute specifies whether the listener is currently active or not. This attribute is not 
animatable and not inheritable. The default value for this attribute is ‘true’. 
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6.8.20.3 Children 

None. 

6.8.21 SVG metadata 

The SVG metadata element is defined in 21 of [W3C SVG11]. 

6.8.22 SVG mpath 

The SVG mpath element is defined in 19.2.12 of [W3C SVG11]. 

6.8.23 SVG path 

The SVG path element is defined in 8 of [W3C SVG11]. 

6.8.24 SVG polygon 

The SVG polygon element is defined in 9.7 of [W3C SVG11]. 

6.8.25 SVG polyline 

The SVG polyline element is defined in 9.6 of [W3C SVG11]. 

6.8.26 SVG radialGradient 

The SVG radialGradient is defined in 13.2.3 of [W3C SVG11]. 

6.8.27 SVG rect 

The SVG rect element is defined in 9.2 of [W3C SVG11].  

6.8.28 LASeR rectClip 

6.8.28.1 Semantics 

The LASeR rectClip element acts as a clipping element, limiting the rendering of its children to a device-pixel-
aligned rectangle, in addition to the semantics of the SVG g element. The rectangle is not sensitive to rotation 
or skew of the local coordinate system, and if scaled, its size is rounded to the nearest pixel. If the rectClip 
element carries a transform attribute, the corresponding transformation is applied to the rectClip children but 
not to the clipping rectangle itself. 

6.8.28.2 Attributes 

• size: a pair of coordinates defining the width and height of the clipping rectangle. All children are clipped 
by this axis-aligned rectangle centered on the origin of the local coordinate system and of size (size.x, 
size.y). The rectangle is not sensitive to rotation or scale of the local coordinate system. This attribute is 
animatable but not inheritable. 

• width:  the width of the clipping rectangle. This can also be accessed through the x component of the size 
field. This attribute is animatable but not inheritable. 

• height: the height of the clipping rectangle. This can also be accessed through the y component of the 
size field. This attribute is animatable but not inheritable. 

• x: the horizontal coordinate of the center of the clipping rectangle. This attribute is animatable but not 
inheritable. 
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• y: the vertical coordinate of the center of the clipping rectangle. This attribute is animatable but not 
inheritable. 

6.8.29 SVG script 

The SVG script element is specified in 18.2 of [W3C SVG11]. 

6.8.30 LASeR selector 

6.8.30.1 Semantics 

The semantics of the LASeR selector element is to act as a selection element, rendering zero or one of its 
children, in addition to the semantics of the SVG g element. 

In the following, N is the number of children of the selector element. The choice attribute determines the actual 
rendering mode: 

1. choice >= 0 & choice < N: only the child of index choice is displayed, i.e. is “on” while the other 
children are “off”. The “off” children are neither composed nor rendered. animate* elements and 
conditionals in the tree below “off” children are inactive. 

2. choice == none | choice >= N: nothing is displayed. All children are “off”, i.e. neither composed nor 
rendered. animate* elements and conditionals in the tree below “off” children are inactive. 

3. in all other cases: all the children are displayed at (0,0) of the local coordinate system without clipping. 

In case 1. and 2., when a child changes from “off” to “on”, its children with begin attributes get activated; when 
a child changes from “on” to “off”, its children with end attributes get stopped. 

6.8.30.2 Attributes 

• choice: the rendering mode selector. It is either one of the value ‘none’ or ‘all’ or an integer representing 
the 0-based index of the child to be displayed. This attribute is animatable but not inheritable. 

6.8.31 SVG set 

The SVG set element is described in 19.2.11 of [W3C SVG11]. 

6.8.32 LASeR simpleLayout 

6.8.32.1 Semantics 

The semantics of the LASeR simpleLayout element is to act as a simple layout tool, by spacing its children 
by a specified amount, thus creating rows or columns of children, in addition to the semantics of the SVG g 
element.  

6.8.32.2 Attributes 

• delta: a pair of coordinates defining the spacing between children. The first child is displayed at (0,0) 
of the local coordinate system, and the n-th child is displayed at ((n-1)*size.x,(n-1)*size.y) of the local 
coordinate system. One of the two coordinates shall be 0. This creates a row or column of 
objects.This attribute is animatable but not inheritable. 

NOTE If a child is hidden, the effect will be that a gap is visible between the previous and following child. 

6.8.33 SVG stop 

The SVG stop element is defined in 13.2.4 of [W3C SVG11]. 
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6.8.34 SVG svg 

6.8.34.1 Semantics 

The SVG svg element is described in 5.1 of [W3C SVG11]. 

6.8.34.2 Attributes 

• syncBehaviorDefault: this attribute is defined in 6.3.1 of [SMIL2]. 

• syncToleranceDefault: this attribute is defined in 6.3.1 of [SMIL2]. 

• lsr:fullscreen: the attribute ‘lsr:fullscreen’ is defined on the <svg> element to hint that the LASeR scene 
should be rendered on the entire screen. The attribute can take two values “true” or “false”, with false 
(normal rendering) being the default value. With the attribute set to true the LASeR UE should negotiate 
the rendering area with its parent UE and get as large part of the screen as possible for the LASeR 
rendering area. The attribute is neither animatable nor inheritable. 

6.8.35 SVG switch 

The SVG switch element is specified in 5.8.2 of [W3C SVG11]. 

This specification defines four extension strings in order to allow the use of the switch element to control the 
initial layout of a scene according to the screen orientation: 

- urn:mpeg:mpeg4:LASeR:2005:screenOrientation0 for typical ‘landscape’ orientation 
- urn:mpeg:mpeg4:LASeR:2005:screenOrientation90 for typical ‘portrait’ orientation 
- urn:mpeg:mpeg4:LASeR:2005:screenOrientation180  
- urn:mpeg:mpeg4:LASeR:2005:screenOrientation270 

An example of usage is: 

<switch> 
 <g requiredExtensions=”urn:mpeg:mpeg4:LASeR:2005:screenOrientation90”> 
  … layout for portrait … 
 </g> 
 <g requiredExtensions=”urn:mpeg:mpeg4:LASeR: 2005:screenOrientation0”> 
  … layout for landscape… 
 </g> 
</switch> 

6.8.36 SVG text 

6.8.36.1 Semantics 

The SVG text element is defined in 10.4 of [W3C SVG11], with the SVG text-decoration attribute from 10.12 
of [W3C SVG11].  

6.8.36.2 Attributes 

• Additional values for the text-decoration attributes are defined, taken from [4]: “LASeR_OUTLINE”, 
“LASeR_EMBOSS”, “LASeR_ENGRAVE”, “LASeR_LEFTDROPSHADOW”, 
“LASeR_RIGHTDROPSHADOW”.  

NOTE Authors who want their content to degrade gracefully on pure SVG client should make sure that either: 
the default value for text-decoration is appropriate or that the requiredExtensions attribute is used. 
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• SVG font-size: the size of the font represents the height value of the EM-box of a font in the local 
coordinate system. 

• SVG editable: If set to "false" (default) the contents of the text element are not editable in place through 
the LASeR engine. If set to "true", the LASeR engine must provide a way for the user to edit the content of 
the text element and all contained subelements which are not hidden (with visibility="hidden") or disabled 
(through the switch element or display="none"). 

• SVG display-align: this attribute is defined in 10.11.5 of [W3C SVGT12], i.e. it governs alignment in the 
direction orthogonal to the main direction of the text. 

6.8.37 SVG title 

The SVG title element is defined in 5.4 of [W3C SVG11]. 

6.8.38 SVG tspan 

The SVG tspan element is defined in 10.5 of [W3C SVG11].  

6.8.39 SVG use 

The SVG use element is described in 5.6 of [W3C SVG11].  

6.8.40 SMIL video 

6.8.40.1 Semantics 

The SMIL video element is defined in 7.3.1 of [SMIL2].  

6.8.40.2 Attributes 

• clipBegin: this attribute is defined in 7.5.1 of [SMIL2]. The value represents a normal play time. The value 
of clipBegin is taken into account when the media element is activated. The play time of some streams 
cannot be controlled, and under these circumstances, this attribute has no effect. This attribute is not 
animatable and not inheritable. 

• clipEnd: this attribute is defined in 7.5.1 of [SMIL2]. The value represents a normal play time. The value 
of clipBegin is taken into account when the media element is activated. The play time of some streams 
cannot be controlled, and under these circumstances, this attribute has no effect. This attribute is not 
animatable and not inheritable. 

• lsr:fullscreen: This attribute can take the values true and false (the default). When set, the video shall be 
rendered alone and should fill the full screen area. This means no other visual element in the scene shall 
be rendered and in every other respect, the processing is as normal, e.g. events must still be dispatched 
to the appropriate elements and audio elements are rendered. The preserveAspectRatio attribute should 
be respected. If the preserveAspectRatio attribute indicates uniform scaling, then uniform scaling shall be 
applied. The viewport-fill-opacity attribute should be ignored. The fullscreen attribute is not animatable and 
not inheritable. This attribute shall not be set on more than one video element at any time in a scene. 
 
Note – The full screen area is the largest part of the whole screen that can be used. The presence of this 
attribute indicates that the content author wishes to have the video presented as large as possible, and 
with as few as possible other visual elements (e.g. from other applications or from the OS) on the 
screen.  If the video does not fill the rendering area, the viewport fill color is suggested but not required for 
the unpainted areas. 

• syncReference: this attribute holds a reference to the stream whose clock acts as a clock reference for 
the stream referred to by this element. This attribute is not animatable and not inheritable. 

• syncBehavior: this attribute is defined in 6.3.1 of [SMIL2]. This attribute is not animatable and not 
inheritable. 
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• syncTolerance: this attribute is defined in 6.3.1 of [SMIL2]. This attribute is not animatable and not 
inheritable. 

• transformBehavior: the following values are added to the SVG list of possible values for 
transformBehavior: “pinned90”, “pinned180” and “pinned270”. The semantics are defined in Table 6. This 
attribute is not animatable and not inheritable. 

Table 6 — Extended values for transformBehavior 

Value Semantics 
pinned Video at the native resolution of the media is painted centered on the local coordinate system 

origin. The pixels are aligned to the device pixel grid and no resampling will be done. 
pinned_90 Video at the native resolution of the media is then painted centered on the local coordinate 

system origin with a rotation of 90° counter-clockwise. The pixels are aligned to the device pixel 
grid and no resampling will be done. 

pinned_180 Video at the native resolution of the media is then painted centered on the local coordinate 
system origin with a rotation of 180° counter-clockwise. The pixels are aligned to the device 
pixel grid and no resampling will be done. 

pinned_270 Video at the native resolution of the media is then painted centered on the local coordinate 
system origin with a rotation of 270° counter-clockwise. The pixels are aligned to the device 
pixel grid and no resampling will be done. 

 

6.8.41 AnimateScroll 

6.8.41.1 Semantics 

The purpose of this element is to allow to:  

• scroll a set of objects of unknown size, inside a clipping rectangle. 

• define the speed of the scrolling in terms of clip size, not in terms of the objects size  

• define the bounds of scrolling precisely, according to the actual size of the objects 

• define the beginning and ending conditions (screen full or empty of the objects) 

• define automatic and manual scrolling (continuous scrolling, page advance on action…), and allow a 
combination of automatic and manual 

• define scroll stops (for manual scrolling) by page (size of viewport) or by object markers 

 

The animateScroll element is designed in a manner similar to SMIL/SVG animate* elements. It works in 
combination with a clipping region (lsr:rectClip element). Scrolling can be automatic or manual (e.g. triggered 
by key events). The scrolling effect is obtained by a translation applied to all children of the lsr:rectClip 
element. Multiple animateScroll and setScroll elements acting on the same objects combine in the same way 
as multiple animateTransform elements with additive=”sum”. 

Each frame where it is active, animateScroll does: 

- if the element or one of its attributes has changed, recompute the element size 

- depending on the parameters, compute the new position of the scrolled objects 
 

The direction attribute of animateScroll is not sensitive to rotation. 
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Example 1: Plain vanilla 

<lsr:rectClip id="t1" size="120 20"> 
  <text…>Que j’aime à faire apprendre ce nombre utile au sage. Immortel 
Archimède, toi de qui Syracuse garde encore la mémoire.</text> 
</lsr:rectClip> 
<animateScroll xlink:href="#t1" direction="left" speed="2" 
               delayAtStart="1" delayAtEnd="1" begin="3" 
               repeatDur="indefinite"/> 

Que j ’aime à faire apprendre ce nombre utile au sage. Immortel Archimède, toi de qui Syracuse garde enc ore la mémoire.

Starting viewport Ending viewport
 

Figure 7 — Start and end states of Example 1 

Example 2: Start and end conditions 

<lsr:rectClip id="t1" size="120 20"> 
  <text…>Que j’aime à faire apprendre ce nombre utile au sage. Immortel 
Archimède, toi de qui Syracuse garde encore la mémoire.</text> 
</lsr:rectClip> 
<animateScroll xlink:href="#t1" direction="left" speed="2" 
   delayAtStart="1" delayAtEnd="1" begin="3" 
   repeatDur="indefinite" from="100 0" to="100 0"/> 

Que j ’aime à faire apprendre ce nombre utile au sage. Immortel Archimède, toi de qui Syracuse garde enc ore la mémoire.

Starting viewport Ending viewport

 

Figure 8 — Start and end states of Example 2 

The units of the from and to attributes are percents of the clip size. When the direction is “left”, from=”100 0” 
means that the object is initially 100% of clip with to the right of the clip, which means right outside of the clip. 
to=”100 0” means that the scrolled objects are, at the end of the animation, one clip width further to the left 
than the default leading edge of the clipping zone in the scrolling direction. 

Example 3: Manual mode 

<lsr:rectClip id="t1" size="120 20"> 
  <text…>Que j’aime à faire apprendre ce nombre utile au sage. <tspan 
id="t2"/>Immortel Archimède, toi de qui Syracuse garde encore la mémoire.</text> 
</lsr:rectClip> 
<setScroll xlink:href="#t1" increment="100 0" begin="accessKey(RIGHT)"/> 
<setScroll xlink:href="#t1" increment="-100 0" begin="accessKey(LEFT)"/> 
<setScroll xlink:href="#t1" to="#t2" begin="accessKey(2)"/> 

Que j’aime à faire apprendre ce nombre utile au sage. Immortel Archimède, toi de qui Syracuse garde encore la mémoire.

Starting viewport After clicking 2

After clicking RIGHT

 

Figure 9 — Start, interactive and end states of Example 3 
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