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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are
members of ISO or IEC participate in the development of International Standards through technical
committees established by the respective organization to deal with particular fields of technical
activity. ISO and IEC technical committees collaborate in fields of mutual interest. Other international
organizations, governmental and non-governmental, in liaison with ISO and IEC, also take part in the
work. In the field of information technology, ISO and IEC have established a joint technical committee,
ISO/IEC JTC 1.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for
the different types of document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject
of patent rights. ISO and IEC shall not be held responsible for identifying any or all such patent
rights. Details of any patent rights identified during the development of the document will be in the
Introduction and/or on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/IEC JTC 1, Information technology,
Subcommittee SC 29, Coding of audio, picture, multimedia and hypermedia information.
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Information technology — Coding of audio-visual
objects —

Part 22:
Open Font Format

AMENDMENT 2: Updated text layout features and
implementations

Normative references
Replace the reference to the Unicode Standard with the following text:

Unicode 9.0, < http://www.unicode.org/versions/Unicode9.0.0/>

5273
At the end of the "Description” field, add the following text:
Only values from 1 to 1000 are valid.
In the "Comments" field, add the following text preceding the table:

There may be legacy platform limitations on certain usWeightClass values. The following are
commonly set values:

551
In "SVG Document Index Entry", replace the second before the last paragraph with the following:

While SVG 1.1 requires [16] in addition to plain text encoding that conforming SVG implementations
must correctly support gzip-encoded [RFC 1952] and deflate-encoded [RFC 1951] data streams,
this specification requires that the SVG documents be either plain-text or gzip-encoded [RFC 1952].
The encoding of the (uncompressed) SVG document must be UTF-8. In both cases, svgDocLength
encodes the length of the encoded data, not the decoded document.

554
Replace the first paragraph with the following:

The glyph descriptions in the SVG documents are considered to be the SVG versions of the glyphs
with the corresponding IDs in the CFF or glyf table. They are designed on an em specified in the
head table’s unitsPerEm field, as with CFF and TrueType glyphs. SVG glyph definitions will be in
SVG’s own y-down coordinate system, upright, with the default baseline at y=0. For example, the
top of a capital letter may be at y=—800, and the bottom at y=0 (see Examples section below). It
is the font engine’s responsibility to translate this to the coordinate system of the rest of the OT
tables and the coordinate system of the graphics environment.
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555
Replace the first sentence of the second paragraph with the following:

The font engine must apply the following user agent style sheet (or implement its functional
equivalent) to SVG documents processed from the SVG table:

In "Security considerations and other glyph rendering restrictions", replace the second paragraph with
the following:

These requirements correspond to the "secure animated” and "secure static" processing modes
that the SVG Integration document [17] requires font documents to be run in.

In "Security considerations and other glyph rendering restrictions", replace the third (last) paragraph
with the following:

In addition, any SVG <text> and <foreignObject> elements within a glyph description must be
ignored and not rendered (see the corresponding rules in the User Agent style sheet above).

Replace the fourth and fifth paragraphs with the following:

The font engine must support at least version 1.1 of the SVG specification (exceptions are noted in
the section on glyph rendering restrictions). The version attribute in the <svg> element is present
in the SVG 1.1 and 1.2 specifications, but not in SVG 2. Thus, the SVG document may not always
have a version field specified. Given this approach to versioning in SVG, and given that not all
implementations may support all of SVG (whether 1.1 or 2), font designers should restrict their
SVG, as a practical matter, to whatever is supported by SVG-in-OT implementations they care
about. Targeting the capabilities of SVG 1.1 would be the approach most likely to result in cross-
implementation consistency.

55
Add new subclause “5.5.6 SVG glyph examples” with the following content:

SVG glyph descriptions must be defined in SVG’s own y-down coordinate system, upright, with
the default baseline at y=0. It is always the font engine’s responsibility to translate this into the
coordinate system of the rest of the OFF font rendering environment.

The SVG code in these examples is presented exactly as could be used in the SVG documents of an
OFF font with SVG glyph outlines. The code is not optimized for brevity.

Example: Glyph specified directly in expected position

Documents

Document Sharing Hub
2 © ISO/IEC 2017 - All rights reserved

Full document details: ISO_IEC 14496-22_2015_Amd 2_2017


http://avadocuments2026.com/doc/iso-iec-14496-22-2015-amd-2-2017
http://avadocuments2026.com/doc/iso-iec-14496-22-2015-amd-2-2017

