Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

COPYRIGHT NOTICE & TERMS OF USE

This document is the copyright of the Publisher. All rights reserved.

The contract allowing you to use this document contains the following terms of use which must be
followed:-

(&) You may view and print a single copy of a document contained in the Subscription for reference
purposes only and only for internal purposes within the site on which such copies are made,
providing such copies are dated and destroyed after the reference usage, typically no more than 60
working days after use, subject to the exception described in clause (b) below. Such copies may not
be filed to form part of any hard copy reference collection.

(b) Where you have a specification or tender requirement to reproduce a document or portions of a
document as part of its documentation for external submission in response to a tender, the necessary
pages of the document, including the whole document if required, may be reproduced and submitted
provided a copyright notice is included. You shall notify SAI Global of any such use. For internal and
archival purposes only, a paper copy may be attached to your documentation and shall be
considered a permanent part of that documentation.

(c) Under no circumstances are you permitted to reproduce all or part of any document for external
use or for use in any other site or group of sites, except as set forth in (b) above.

(d) You may not remove any proprietary markings or electronic watermarks, including any
copyrights and trademarks.

(e) You may copy a maximum of 25% of the content of a document within the Subscription and
paste it to another document for internal use. The copied content in the new document must contain
a copyright notice “Copyright [name of publisher] Date where date is the date of copyrighted material.
Such content is licensed for use only for the duration of the relevant Subscription.

)] For ISO standards, the material is reproduced from ISO publications under International
Organization for Standardization (ISO) Copyright License number SAI GLOBAL/MCEA/2008. Not for
resale. No part of these ISO publications may be reproduced in any form, electronic retrieval system
or otherwise, except as allowed under the copyright law in the country of use, or with the prior written
consent of ISO (Case postale 56, 1211 Geneva 20, Switzerland, email: copyright@iso.org) or ISO’s
Members.

¥ SAI GLOBAL

SAl GLOBAL, Index House, Ascot, Berks, SL5 7EU, UK
' +44 (0)1344 636300. Fax: +44 (0)1344 291194. E-mail: standards@saiglobal.com. www.ili.co.uk

SAI GLOBAL, Forest Road Office Centre, 210 Route 4 East, Paramus, NJ 07652
S 201-986-1131. Fax: 201-986-7886. E-mail: sales@ili-info.com. www.ili-info.com

SAI GLOBAL, 286 Sussex Street, Sydney NSW 2000, Australia
T +61 2 8206 6060. Fax: +61 2 8206 6019. E-mail: sales@saiglobal.com. Www.sai%tcﬂrﬁ.lents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


Croton0
Rectangle

Croton0
Rectangle

http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

INTERNATIONAL ISO/IEC
STANDARD 14543-3-6

First edition
2007-01

Information technology —
Home electronic system (HES) architecture —

Part 3-6:

Media and media dependent layers —
Twisted pair for network based control of
HES Class 1

Reference number
ISO/IEC 14543-3-6:2007(E)

Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

INTERNATIONAL ISO/IEC
STANDARD 14543-3-6

First edition
2007-01

Information technology —
Home electronic system (HES) architecture —

Part 3-6:

Media and media dependent layers —
Twisted pair for network based control of
HES Class 1

Copyright © 2007 ISO/IEC, Geneva — All rights reserved

No part of this publication may be reproduced or utilized in any form or by any means, electronic or
mechanical, including photocopying and microfilm, without permission in writing from the publisher.

International Electrotechnical Commission, 3, rue de Varembé, PO Box 131, CH-1211 Geneva 20, Switzerland
Telephone: +41 2291902 11 Telefax: +41 22919 03 00 E-mail: inmail@iec.ch Web: www.iec.ch

PRICE CODE VV

For price, see current catalogue

Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

-2- 14543-3-6 © ISO/IEC:2007(E)
CONTENTS
O L L @ T PP 6
INTRODUGCTION ..ttt ettt et e e e et e et e e e e e e e e e e e e eeennns 8
S T o7 0 o = PP 9
P (o) 4 4 F= Y AN Y =T =T g o P 9
3  Terms, definitions and abbreviations ... 10
K 2 B B = {1 a1 1o o 1= PSRN 10
3.2 ADDrEVIatioNS. .o 13
N O 01 o] o 4= o Uo7 P 14
5 Requirements for HES Class 1, Twisted Pair Type 0 (TPO).....coviiiiiiiie, 14
5.1 Datagram SEIVICE ..oviniiiii it 14
5.1.1  Transmission Method...... ... 14
5.1.2 Transceiver characteristiCs .........oooiiiiiiii 15
5.1.3 Physical layer services — Physical data service...............coooiiiiiiiiiinnn, 16
5.1.4 Physical [ayer protoCol .......ccuiiiiiii i 17
5.2 Medium definition ... 18
L 702/t H o o o ] (o T YN 18
LS 0 | o 1 18
5.2.3  LiNE CONNECHION ..ceieii e 18
5. 2.4 REP AT oo e 18
5.2.5 Medium installation requirements ..o 18
5.2.6 General hardware reqUIremMeENtS .........ccooiuiiiiiiiiii e 19
5.3  POWEr fEEAING SEIVICE. it ittt e e 19
B5.3.1  GBNEIAI it 19
5.3.2 Power feeding deviCe tyPeS...ccuii i 19
5.3.3 Factor C (current consSUMPLioN) ......ccoiiiiiiiii e 19
5.3.4 Line power supply general requirements...........ccocooviiiiiiiiiiicii e 20
5.3.5 Power supply VOIAGE .....oniiiiii e 20
5.3.6  Dynamic characteriStiCs ........oiviii i 21
5.3.7 Distributed power supply (DPS)....c.iiniiii e 23
5.4 Data link layer type Twisted Pair Type O.....c.ooiiriiiii e 28
5.4.1  Frame formats ..o 28
5.4.2 Medium accCess CONrOl ......ocuiiiiii e 33
5.4.3 L_Data service and protoCOl........ccouiiniiiiii i 34
L O I = TUE=] o Yo BT =Y ¥/ o] NP 37
5.4.5 L_Service_Information SErviCe .........ccooiiiiiiiiiiii i 37
5.5 Full Twisted Pair Type 0 frame Structure ............coooiiiiiiiiiiii e 37
6 Requirements for HES Class 1, Twisted Pair Type 1 (TP1-64 & TP1-256) ..........ccevvnnne. 38
6.1 Physical layer requirements — OVEIVIEW .......co.iiiiiiiiiiiiii e 38
6.2 Requirements for analogue bus Signals............ccoviiiiiiiiiii 40
B.2.1  GeNEIAl ..o e 40
6.2.2 Specification of logical “17 ... ... 41
6.2.3 Specification of logical “0” (SINGI€) .....c.viiiiiiii 41
6.2.4 Specification of logical “0” (overlapping) .......coccoviiiiiiiiiiiii 43
6.2.5 Analogue requirements within a transmitted character................................ 44
6.2.6 Simultaneous sending / collision behaviour ............cccocoviiiiiii e, 45
6.3 Medium attachment unit (MAU) ..., Docuﬁfients

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

14543-3-6 © ISO/IEC:2007(E) -3-
B.3.1  GENEIAl ..o 45
6.3.2 Requirements within a physical segment ..., 45
6.3.3 Remote powered devices (RPD)........oouiiiiiiiiii e 52
6.4 Twisted Pair Type 1 bus Cable ... 53
6.4.1  ReqUIrEMENTS .. o e 53
6.4.2 Measurement of continuous magnetic and electrical interference,
respectively transient induced differential voltages ................c.cooeieiinnnnn. 54
LS TN I o o Yo o Yo 3V PP 55
6.5.1  Physical segment ... 55
L T =T 4 o o PP 55
6.5.3 Router, sub-line, main line and ZoNe ..o 56
6.5.4 Gateways to other NetWOorks ..o 57
6.6 Services of the physical layer type Twisted Pair Type 1......ccccooiiiiiiiiiiiiiiiii 58
B.6.1  GBNEIAI oot 58
6.6.2 Physical_Data ServiCe......ccoiiiiiiii 58
6.6.3 Physical_Reset ServiCe ....ccoiiiiii 60
6.7 Behaviour of the physical layer type Twisted Pair Type 1 entity.............ccocoeeiiiinnn 60
6.8 Data link layer type Twisted Pair Type 1. ..o 61
B.8.1  GBNEIAI oot 61
6.8.2  Frame fOormats ....oooiii e 61
6.8.3 Medium acCess CONIOl .......cuiiiii e 67
6.8.4 Data link layer SErVICES ...t 70
6.8.5 Data link layer protoCol ... ..o 73
6.8.6 State machine of data link layer ...........ccooiiiiiii 75
6.8.7 Parameters of data link l[ayer..........c.oiiiiiiiiiii 76
6.8.8 Reflections on the system behaviour in case of L_Poll_Data
configuration faults ... 76
6.8.9 Datalink layer of a bridge ........cooeiiiii i 77
6.8.10 Data link layer of @ roUter.........coooiiiiiii 77
6.8.11 Externally accessible bus monitor and data link layer interface ................... 77
271 o] [ToTe =T o] 4|V PP 78
Figure 1 — NRZ N COU@..ouiniiiiii e e et e e e e aenen 14
Figure 2 — Character format .. ... e 15
Figure 3 — Transmitter rising and falling edges ........cc.ooiiiiiiiiiiiii e, 16
Figure 4 — Repeater maximum transition time ... 18
Figure 5 — TPO pOWET SUPPIY QAU ... eniniii it e e e et e e e aeenas 21
Figure 6 — Power supply dynamic internal resistor measuring test set-up .............coocoviiiis 21
Figure 7 — Falling edge and over-current measurementS..........cocoeviiiiiiiiiii i 22
Figure 8 — TPO Network with distributed power supply .....coooiiiiii 23
Figure 9 — Voltage/Current gauge of 0Ne NOAE.........oouniiiiiniiiii e 24
Figure 10 — Voltage/Current gauge of entire distributed power supply with 6 to 8 supply
Lo o [T PP 26
Figure 11 — Common part of frame structure ... 28
Figure 12 — Control field ... ... e e 29
Figure 13 — CTRLE fleld ... et e e e e e ees 30
Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

-4 - 14543-3-6 © ISO/IEC:2007(E)

Figure 14 — Format1s, L_Data_Standard frame format with standard field-name

DD VAN et e 30
Figure 15 — Format 1e, L_Data_Extended frame format with standard fieldname

=] o] o] £ =NV = 1[0 o K= PP 31
Figure 16 — EFF field. ... e e e e e e et e e e e e e 31
Figure 17 — Format 2, Short acknowledgement frame format .................cocoiiiin e, 32
Figure 18 — Transmission definition ... 37
Figure 19 — Format 1s, Full L_Data_Standard request frame format .....................ccooeiinn. 37
Figure 20 — Format 1e, Full L_Data_Extended request frame format.......................l. 38
Figure 21 — Logical structure of physical layer type TP ..., 40
Figure 22 — Octet mapped to a serial character ... 40
Figure 23 — “17-Bit frame ... 41
Figure 24 — “07-Bit framie ... ..o 42
Figure 25 — Delayed 10gical “O7 .......couiiiiiiie e 43
Figure 26 — Overlapping of two logical “0” (eXample) ..o 44
Figure 27 — Method of transmitting ..........cooiiiiiiii e 47
Figure 28 — Example of transmitter characteristics...........cooooii i 48
Figure 29 — Example of a diagram of a TP1-64 transmitter..............ccooooeiiiiiiiiiiine e, 49
Figure 30 — Example of a diagram of a TP1-256 transmitter (/jimit 0,4 A) ...oeeviiiiiiiiiiiinns 49
Figure 31 — Relation between framed data and asynchronous signal...............cco.coins 50
Figure 32 — Relation between digital signal and serial bit stream.................c..ocoiiin 51
Figure 33 — Example of light dimmer ... 52
Figure 34 — PhysiCal SEgMeENtS . ..o 55
Figure 35 — Physical segments combined to a line..........coooiiiiiiiii 56
Figure 36 — Lines combined t0 @ ZONE .......ouiiniiiii i 56
Figure 37 — NetWOrk tOPOI0GY ... ceuiiiiiiie e e e 58
Figure 38 — Control field ... ... e 62
Figure 39 — Frame fields with standard fieldname abbreviations...............c.ccoi, 62
Figure 40 — Format 1s, L_Data_Standard frame format................coooiiiiiii e, 63
Figure 41 — CheCK OCtet ...t e 63
Figure 42 — Frame fields with standard fieldname abbreviations......................cocoviii e, 64
Figure 43 — Format 1e, L_Data_Extended frame format...............co 64
Figure 44 — Extended control field ... 65
Figure 45 — Format 3 - L_Poll_Data request frame format................coi 65
Figure 46 — L_Poll_Data response frame format..............cooiiiiiiiiiiiii e, 66
Figure 47 — Format 2 - Short acknowledgement frame format.................coo s 67
Figure 48 — Character timing ..o e e 67
Figure 49 — Priority Operation ... 68
Figure 50 — Guarantee of aCCess fairNeSS........c.iiviiiiiii i 70
Figure 51 — State machine of data link layer ... 76

Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

14543-3-6 © ISO/IEC:2007(E) -5-

Table 1 — Electrical data enCoding ........ccoiniiiniiii e 15
Table 2 — Transceiver characteristics — Sending part...........coooiiii 16
Table 3 — Transceiver characteristics — Receiving part ..o, 16
Table 4 — Mandatory and optional requirements for physical layer services ...............cc.oceeenn. 16
Table 5 — Physical-Result parameter ... ... 17
Table 6 — Requirements for the TPO line.........oo e 18
Table 7 — General hardware reqUIrEMENTS .......cuiiiiiii e 19
Table 8 — Current consumption requUIremMeNnts ... ... e 20
Table 9 — PoWer sUPPIY VOIAGE . ... e e e aeaas 20
Table 10 — Requirements for one supplying DPS device ..o 24
Table 11 — Requirements for entire DPS.........oiii e 26
Table 12 — Possible cable lengths depending on number of DPS devices connected (for

A EYPICAI CADIE) ..t e 27
Table 13 — Priority of frames — IF T .. 34
Table 14 — Requirements for acknowledgement wait time, frame re-transmission................... 36
Table 15 — Requirements for full wait time, frame re-transmission ......................co, 36
Table 16 — System parameters of physical layer Type TP1-64 and TP1-256.................ccooe... 39
Table 17 — Analogue and digital signal of a logical “1”..........ccoiiiii 41
Table 18 — Analogue and digital signal of logical “0” ...........coiiiiiiii e, 42
Table 19 — Limits within a character ...... ... 44
Table 20 — Unit currents for standard deviCes.........oooiiiiiiiiiii e 46
Table 21 — Dynamic requirements of a TP1-64 transmitter............cooooiiiii 48
Table 22 — Dynamic requirements of a TP1-256 transmitter................cocoiiiiiiiiiie e, 48
Table 23 — Requirements for the receiver ... 50
Table 24 — Requirements for bit COAING ..o 51
Table 25 — Requirements for the bit decoding unit ..., 52
Table 26 — Requirements for TP1 cable.........coouiiiii e 53
Table 27 — Requirements for character COding.........cooviiiiiiiiii e, 68
Table 28 — Requirements for character decoding........cccoviiiiiiiiiiiii e, 68
Table 29 — Priority sequence, in descending order of importance .................cocoiiiiii. 69

Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

-6- 14543-3-6 © ISO/IEC:2007(E)

INFORMATION TECHNOLOGY -
HOME ELECTRONIC SYSTEM (HES) ARCHITECTURE -

Part 3-6: Media and media dependent layers —
Twisted pair for network based control of HES Class 1

FOREWORD

1) ISO (International Organization for Standardization) and IEC (International Electrotechnical Commission) form
the specialized system for worldwide standardization. National bodies that are members of ISO or IEC
participate in the development of International Standards. Their preparation is entrusted to technical
committees; any ISO and IEC member body interested in the subject dealt with may participate in this
preparatory work. International governmental and non-governmental organizations liaising with ISO and IEC
also participate in this preparation.

2) In the field of information technology, ISO and IEC have established a joint technical committee,
ISO/IEC JTC 1. Draft International Standards adopted by the joint technical committee are circulated to
national bodies for voting. Publication as an International Standard requires approval by at least 75 % of the
national bodies casting a vote.

3) The formal decisions or agreements of IEC and ISO on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has representation
from all interested IEC and ISO member bodies.

4) IEC, ISO and ISO/IEC Publications have the form of recommendations for international use and are accepted
by IEC and ISO member bodies in that sense. While all reasonable efforts are made to ensure that the
technical content of IEC, ISO and ISO/IEC Publications is accurate, IEC or ISO cannot be held responsible for
the way in which they are used or for any misinterpretation by any end user.

5) In order to promote international uniformity, IEC and ISO member bodies undertake to apply IEC, ISO and
ISO/IEC Publications transparently to the maximum extent possible in their national and regional publications.
Any divergence between any ISO/IEC Publication and the corresponding national or regional publication should
be clearly indicated in the latter.

6) 1SO and IEC provide no marking procedure to indicate their approval and cannot be rendered responsible for
any equipment declared to be in conformity with an ISO/IEC Publication.

7) All users should ensure that they have the latest edition of this publication.

8) No liability shall attach to IEC or ISO or its directors, employees, servants or agents including individual
experts and members of their technical committees and IEC or ISO member bodies for any personal injury,
property damage or other damage of any nature whatsoever, whether direct or indirect, or for costs (including
legal fees) and expenses arising out of the publication of, use of, or reliance upon, this ISO/IEC publication or
any other IEC, ISO or ISO/IEC publications.

9) Attention is drawn to the normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

IEC and ISO draw attention to the fact that it is claimed that compliance with this document may involve the use of
a patent primarily concerning activities as described in clause 5: Requirements for HES Class 1, Twisted Pair
Type 0 (TPO).

Schneider Electric Industries SAS has informed IEC and ISO that they have the patent applications or granted
patents as listed below:

EP 0370 921 B1, EP 0911 777 A1.

IEC and ISO draw attention to the fact that it is claimed that compliance with this document may involve the use of
a patent primarily concerning activities as described in 6.2: Requirements for analogue bus signals and 6.3:
Medium attachment unit (MAU).

Siemens AG (Regensburg) has informed IEC and ISO that they have the patent applications or granted patents as
listed below:

EP 0365 696 B1, EP 0487 759 B1, EP 0489 194 B1, EP 0643 893 B1, EP 0770 285 B1, EP 0854 587 A1,
EP 0858 142 A1, EP 0858 194 A1, WO 00/42694 A1.
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IEC and ISO draw attention to the fact that it is claimed that compliance with this document may involve the use of
a patent primarily concerning activities as described in 5.3.7: Distributed power supply (DPS).

Siemens Schweiz AG has informed IEC and ISO that they have the patent applications or granted patents as listed
below:

EP-B-0'749°070

ISO and IEC take no position concerning the evidence, validity and scope of these putative patent rights. The
holders of these putative patent rights have assured IEC and ISO that they are willing to negotiate free licences or
licences under reasonable and non-discriminatory terms and conditions with applicants throughout the world. In this
respect, the statements of the holders of these putative patent rights are registered with IEC and 1SO. Information
may be obtained from:

Schneider Electric Industries SAS

Systems and Architectures — EDA (Electrical Distribution Architecture)
PLM-A Plant — 2 chemin des sources - Meylan

F-38050 Grenoble cedex 9

France

Siemens AG Siemens Schweiz AG

A and D ET BC Building Technologies Group
Siemensstr. 10 Intellectual Property
D-93055 Regensburg Gubelstr. 22

Germany CH-6300 Zug

Switzerland

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights
other than those identified above. IEC and ISO shall not be held responsible for identifying any or all such patent
rights.

International Standard ISO/IEC 14543-3-6 was prepared by subcommittee 25: Interconnection
of information technology equipment, of ISO/IEC joint technical committee 1: Information
technology.

This International Standard is a product family standard. It shall be used in conjunction with
ISO/IEC 14543-2-1, 14543-3-3, 14543-3-4, 14543-3-5 and 14543-3-7.

The list of all currently available parts of ISO/IEC 14543 series, under the general title
Information technology — Home electronic system (HES) architecture, can be found on the IEC
web site.

This International Standard has been approved by vote of the member bodies, and the voting
results may be obtained from the address given on the title page.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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INTRODUCTION

The reference model for Open System Interconnection (OSl), specified in ISO/IEC 7498,
assigns the functions that are needed for communications between two entities that are
connected by medium to seven logical layers. This International Standard specifies
interconnection of entities used for home and building control via the medium twisted pair. It
specifies the medium and medium dependent functions such as the cable, the connectors and
the transmission technology in terms of the Physical Layer and the Data Link Layer according
to ISO/IEC 7498.

Currently, ISO/IEC 14543, Information technology — Home Electronic System (HES)
architecture, consists of the following parts:

Part 2-1:  Introduction and device modularity

Part 3-1:  Communication layers — Application layer for network based control of HES Class 1

Part 3-2:  Communication layers — Transport, network and general parts of data link layer for
network based control of HES Class 1

Part 3-3:  User process for network based control of HES Class 1

Part 3-4:  System management — Management procedures for network based control of HES

Class 1

Part 3-5:  Media and media dependent layers — Powerline for network based control of HES
Class 1

Part 3-6:  Media and media dependent layers — Twisted pair for network based control of
HES Class 1

Part 3-7:  Media and media dependent layers — Radio frequency for network based control of
HES Class 1

Part 4. Home and building automation in a mixed-use building (technical report)

Part 5-1:  Intelligent grouping and resource sharing for HES Class 2 and Class 3 — Core
protocol (under consideration)

Part 5-2:  Intelligent grouping and resource sharing for HES Class 2 and Class 3 — Device
certification (under consideration)
Additional parts may be added later.

Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

14543-3-6 © ISO/IEC:2007(E) ~9-

INFORMATION TECHNOLOGY -
HOME ELECTRONIC SYSTEM (HES) ARCHITECTURE -

Part 3-6: Media and media dependent layers —
Twisted pair for network based control of HES Class 1

1 Scope

This part of ISO/IEC 14543 defines the mandatory and optional requirements for the medium
specific physical and data link layer for twisted pair for network based control of HES Class 1 in
its two variations called TP0O and TP1.

NOTE Data link layer interface and general definitions, which are media independent, are specified in
ISO/IEC 14543-3-2.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments) applies.

ISO/IEC 14543-2-1, Information technology — Home Electronic System (HES) architecture —
Part 2-1: Introduction and device modularity

ISO/IEC 14543-3-2, Information technology — Home electronic system (HES) architecture —
Part 3-2: Communication layers — Transport, network and general parts of data link layer for
network based control of HES Class 1

ISO/IEC 14543-3-3, Information technology — Home Electronic System (HES) architecture —
Part 3-3: User process for network based control of HES Class 1

ISO/IEC 14543-3-4, Information technology — Home Electronic System (HES) architecture —
Part 3-4: System management — Management procedures for network based control of HES
Class 1

ISO/IEC 14543-3-5, Information technology — Home Electronic System (HES) architecture —
Part 3-4: Media and media dependent layers — Powerline for network based control of HES
Class 1

ISO/IEC 14543-3-7, Information technology — Home Electronic System (HES) architecture —
Part 3-6: Media and media dependent layers — Radio frequency for network based control of
HES Class 1

IEC 60189-2, Low-frequency cables and wires with PVC insulation and PVC sheath -
Part 2: Cables in pairs, triples, quads and quintuples for inside installations

IEC 60227-2, Polyvinyl chloride insulated cables of rated voltages up to and including
450/750 V — Part 2: Test methods

IEC 60245-2, Rubber insulated cables — Rated voltages up to and including 450/750 V — Part 2:
Test methods

IEC 60332-1 (all subparts), Tests on electric and optical fibre cables — Part 1: Test for a
vertical flame propagation for a single insulated wire or cable
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IEC 60754-2, Test on gases evolved during combustion of electric cables — Part 2:
Determination of degree of acidity of gases evolved during the combustion of materials taken
from electric cables by measuring pH and conductivity

IEC 61000-4-5, Electromagnetic compatibility (EMC) — Part 4-5: Testing and measurement
techniques — Surge immunity test

IEC 61000-6-1, Electromagnetic compatibility (EMC) — Part 6-1: Generic standards — Immunity
for residential, commercial and light-industrial environments

IEC 61000-6-2, Electromagnetic compatibility (EMC) — Part 6-2: Generic standards — Immunity
for industrial environments

EN 50090-2-2, Home and Building Electronic Systems (HBES) — Part 2-2: System overview —
General technical requirements

3 Terms, definitions and abbreviations

3.1 Definitions

For the purposes of this part the terms and definitions given in ISO/IEC 14543-2-1 and the
following apply.

3.11

HES Class 1 Twisted Pair Type 0

Twisted Pair medium Twisted Pair Type 0 (TPO) is a physical layer specification for data and
power transmission on a single twisted pair, allowing asynchronous character-oriented data
transfer in a half duplex bi-directional communication mode, using a specifically
unbalanced/unsymmetrical base-band signal coding with collision avoidance under SELV
conditions

3.1.2

HES Class 1 Twisted Pair Type 1

Twisted Pair medium Twisted Pair Type 1 (TP1) is a physical layer specification for data and
power transmission on a single twisted pair, allowing asynchronous character-oriented data
transfer in a half duplex bi-directional communication mode, using a specifically
balanced/symmetrical base-band signal coding with collision avoidance under SELV conditions

3.1.3

distributed power supply

the bus is powered in a distributed way by a number of the devices connected to the line
(compared to a centralised power supply)

314
Logical Tag Extended HEE
usage of the L_Data_Extended frame dedicated to extended group addressing

3.1.5

Remote Powered Devices

remote Powered Bus Devices (RPD) do not extract their energy for the application circuit and
the bus controller from the bus but from another independent source of energy, for example,
mains. Owing to the reduced DC power consumption of RPD, a bus line equipped with such
devices requires less power from the installed Power Supply Unit (PSU). The connection of
bus-controller and application to the same electrical potential reduces the effort of galvanic
separation in RPD
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3.1.6

TPO C Factor

to simplify system engineering, the supply current of a TPO device (both power supply and bus
device) is expressed by a factor "C”, defined as

3 Actual current
Reference device supply current

The actual current can either be the one provided by a power supply or used by a device

3.1.7

TPO Character

11 bit set including 8 data bits, 1 check bit (odd parity bit) and two synchronization bits (start
and stop bits)

3.1.8

TPO Distortion

percentage ratio of the deviation time between the instant a transition occurs and the ideal
transition instant, and the bit duration (~208 us); the distortion is measured for each bit of a
character, starting with the start bit

3.1.9

TPO Inter-Frame Time

time between the end of a frame (end of stop bit for the last character) and the beginning of the
next frame (beginning of the start bit of the first character)

3.1.10

TPO Line Load

percentage ratio representing the proportion of actual character transmission during a specified
integration time interval

3.1.11

TPO Odd parity bit

check bit whose value is such that there is an odd number of logic “0” within the data and parity
fields

3.1.12
TPO Repeater
connects a primary segment to a secondary segment

3.1.13
TP1 Backbone Couplers
15 backbone couplers can be used to couple up to 16 zones to a full sized TP1 network

3.1.14
TP1 Backbone Line
the main line of the inner zone is called backbone line

3.1.15

TP1 Bridge

four TP1-64 physical segments can be combined to a line by using bridges; 256 devices can
then be connected to such a line

3.1.16
TP1 Line
a TP1 line consists of a maximum of 256 devices, either directly connected in case of TP1-256
or separated over 4 physical segments in case of TP1-64, each with 64 devices
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3.1.17
TP1 Line Couplers
routers that combine lines to a zone are called line couplers

3.1.18

TP1 Logical Unit

converts the serial bit stream to octets and octets to the serial bit stream, which is a serial
stream of characters

3.1.19

TP1 Medium Access Unit

converts information signals to analogue signals and vice versa, typically extracts DC power
from the medium

3.1.20
TP1 Main line
the inner line of a zone is called main line

3.1.21

TP1 Physical Segment

a physical segment is the smallest entity in the TP1 topology. To a physical segment of TP1-64
up to 64 devices can be connected. To a physical segment of TP1-256 up t 256 devices can
be connected

3.1.22

TP1 Polling Master

the device transmitting the Poll_Data frame is called the TP1 Polling master or Poll_Data
master

3.1.23
TP1 Polling Slave
the device transmitting a Poll_Data character is called the TP1 polling slave or Poll_Data slave

3.1.24

TP1 Router

a router acknowledges frames on data link layer and transmits the received frame on the other
side of the router, provided the device associated with the destination address is located on the
other side

3.1.25
TP1 Sub-line
the outer lines of a zone are called sub-lines or lines

3.1.26
TP1 Zone
16 TP1 lines can be connected to a zone by using 15 routers
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3.2 Abbreviations

AC Alternating Current

ACK Acknowledge

APDU Application layer Protocol Data Unit

AT Address Type

CSMA/CA Carrier Sense, Multiple Access with Collision Avoidance
CKS Checksum

DA Destination Address

DC Direct Current

DLTP Data Link layer Type Twisted Pair

DPS Distributed Power Supply

CTRL Control Field

HEE HVAC Easy Extension

HES Class 1 refers to simple control and command.

HES Class 2 refers to Class 1 plus simple voice and stable picture transmission
HES Class 3 refers to Class 2 plus complex video transfers
IFT Inter-Frame-Time

LC Line Coupler

LG Length information for APDU

LN Length

LPDU Link layer Protocol Data Unit

LSDU Link layer Service Data Unit

LTE-HEE Logical Tag Extended HEE

MAU Medium Attachment Unit

NACK Negative Acknowledge

NPCI Network layer Protocol Control Information
NRZ Non-Return-to-Zero

OoCP Over-Current Protection

PELV Protective Extra Low Voltage

PDU Protocol Data Unit

PSU Power Supply Unit

RPD Remote Powered Bus Devices

RUP Reverse Polarity Protection

SA Source Address

SDU Service Data Unit

SELV Safety Extra Low Voltage

TP Twisted Pair

TPDU Transport layer Protocol Data Unit

UART Universal Asynchronous Receiver Transmitter
up power-up
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4 Conformance

A device conforming to this International Standard shall support

e either the TPO mode specified in clause 5

e or the TP1 mode specified in clause 6.

Entities that support the TP1 mode shall support the minimum performance specified for
TP1-64 in clause 6 and optionally the performance specified for TP1-256 specified in clause 6.

5 Requirements for HES Class 1, Twisted Pair Type 0 (TPO0)

5.1 Datagram service
511 Transmission method
5.1.1.1 Description

The following subclauses specify the valid signals on the medium and the encoding and
decoding rules and the composition of characters and datagrams.

51.1.2 Modulation method

The open/closed circuit switching of the line shall be used as modulation technique.

5113 Encoding rules

The line code shall be the Non-Return-to-Zero (NRZ) code using negative logic, as shown in
Figure 1.

Logic “0” shall indicate the open-circuit state of the line (or idle state).
Logic “1” shall indicate closed-circuit state of the line for the duration of a bit time.

V on the line

Data: 1 1 0 1 0 0 1 0

Vope n_circuit “0” ..

Vclosed_circuit “1” - ————————— - - ) -t mime=

Figure 1 — NRZ line code

5114 Bit rate

The line signal shall be transmitted at a rate of 4,8 kbit/s.

5.1.1.5 Electrical data encoding

Line open/closed-circuit modulation shall conform to the following values:
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Table 1 — Electrical data encoding

Start Stop Logic “0” Logic “1”
Receiver U<7V U>9V U>9V U<7V
(closed) (open) (open) (closed)
Sender U<15V 1<100 uA | 1 <100 pA U<15V
at 330 mA at18 Vv at 18 Vv at 330 mA
(closed) (open) (open) (closed)

Fault orientation: circuits shall be designed in such a way as to avoid that a failure of any
component closes the line.

5.1.1.6 Character format

A frame shall be sent as a character string in standard asynchronous format.

The character format is shown in Figure 2.

O

bo b3 bs bs be b7

logic 0

logic 1

start bo parity stop idle dle

Character length
Inter-character time

Figure 2 — Character format

Each character shall consist of one Start bit, eight Data bits bg... by, one parity bit and one
Stop bit. Each data octet (b7 (= msb), bg to by shall be formatted as a character and shall be
sent with Isb (= bg) first.

The start bit shall be a Logic “1”.

The parity bit shall make an odd parity of the count of the Logic “0” values over the data bits
and the Parity bit.

The stop bit shall be a Logic “0”.

5.1.1.7 Synchronization

The bits of a character shall be transmitted as one continuous stream. The leading edge of the
start bit as defined in 5.1.1.6 shall be interpreted as the start of the character and shall be used
for bit and character synchronization. The character shall end with the stop bit.

The characters in a frame (see 5.4.1) shall be sent as one stream with an inter-character time
<2,3 ms.

5.1.2 Transceiver characteristics

51.21 Description

The following subclauses specify the electrical and timing requirements for senders and

transmitters. Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

- 16 - 14543-3-6 © ISO/IEC:2007(E)

5.1.2.2 Sending part

The requirements shown in Table 2 and Figure 3 shall be met:

Table 2 — Transceiver characteristics — Sending part

Feature Requirement
Maximum closed-circuit voltage across 1,5V at 330 mA
terminals
Maximum open-circuit leakage current 100 yA at 18 V
Maximum distortion 10 %
Rising edge 0,8 us < t; < 5 ps (see test set-up in Figure 3)
Falling edge 0,8 pus < t; < 5 us (see test set-up in Figure 3)
UM
v
500 09U
15V power supply _1100nE U
volltage regulated -1 Transmitter
(ICC > 400 mA) under tests ¢ 01U
S f or{ IS <«
L4 N L4 N -

Figure 3 — Transmitter rising and falling edges

5.1.2.3 Receiving part

The requirements shown in Table 3 shall be met:

Table 3 — Transceiver characteristics — Receiving part

Feature Requirement
Maximum input resistance 500 kQ
Minimum current drain per device 30 pA
Threshold voltage 8V+1V
Minimum permissible distortion 30 %

5.1.3 Physical layer services — Physical data service

This Ph-Data-service shall transfer a single octet of data between co-operating peer data link
layer entities. It shall consist of three primitives:

Ph-Data.Request this primitive shall be used to transmit a single octet
Ph-Data.Confirm this primitive shall indicate to the client layer the success or
otherwise of the transmission

Ph-Data.Indication this primitive shall convey the received octet to the
receiving data link layer.

Table 4 — Mandatory and optional requirements for physical layer services

Parameter name Request Indication Confirm
Ph-SDU Mandatory Mandatory Not used
Ph-Result Not used Mandatory MandatoDOCU ments

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

14543-3-6 © ISO/IEC:2007(E) -17 -

Parameter Ph-SDU shall contain the octet to be transmitted (values 00h to FFh) or received. It
is mandatory, both in the Ph-Data.Request and Ph-Data.Indicate primitives. The physical layer,
on receiving the Ph-Data.Request primitive from the data link layer, shall:

e insert a start bit before the 8 data bits,

e calculate the odd parity value and insert the parity bit after the 8 data bits,
e terminate the bit string with a stop bit and

e send the 11-bit character and monitor the line for possible collision.

Upon completion of the transmission, successful or not, the Ph-Data.Confirm primitive shall
carry the Ph-Result parameter to the data link layer.

When the physical layer is not transmitting a character, it shall monitor the line for a close-
circuit condition. If this condition happens, the physical layer shall start with the reception of an
11-bit character. If a character is received, the start bit, stop bit and the parity bit, shall be
checked and if correct shall be discarded. The character shall be delivered to the data link
layer in a Ph-Data. Indication primitive and the Ph-Result parameter shall convey the correct or
incorrect reception.

Service parameter Ph-Result shall convey the result of a call of the Ph-Data.Request or
Ph-Data.Indication primitive to the data link layer, and shall have one of the following values:

Table 5 — Physical-Result parameter

Value Meaning
0 Ph-ResuIt_OK: octet was correctly transmitted or
received
1 Ph-Result_Coll: octet was corrupted due to collision
2 Ph-Result_Fail: octet was not correctly sent
3 Ph-Result_NOK: received octet was corrupted

5.1.4 Physical layer protocol
5.1.4.1 General

The physical layer (layer 1) shall perform the following tasks:
e generate and check the start bit, parity bit and stop bit for each octet of the frame;

e send each bit of each octet of the frame, while comparing the signal on the line with the
intended information;

e immediately stop transmissions when it detects a collision, and switch to reception;
e monitor the medium for signals, receive characters and pass them on to the data link layer.

5.1.4.2 Octet transmission and reception

Each octet passed by the data link layer to the physical layer shall be transmitted on the
medium. The Ph-Data.Confirm primitive shall indicate whether the octet was successfully
transmitted or whether it was corrupted. If the device is not transmitting, the Ph-Data.Indication
primitive shall convey each received octet to the data link layer together with the_Ph-Result
indicating successful or corrupted reception of the octet. ocuments
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5.2 Medium definition

5.2.1 Topology

Devices shall be connected in multidrop mode.

Bus, ring or star topologies or any combination thereof are allowed.
5.2.2 Line

The line shall be a single twisted pair cable, shielded if necessary. The line shall carry the data
signals to all connected devices and provide power supply to the line-supplied devices.

The following requirements shall be met:

Table 6 — Requirements for the TPO line

Feature Requirement
Maximum line resista_nce between power supply 12 0
and most remote devices
Maximum line capacitance 250 nF
Maximum sum of device protection capacitance 150 nF

5.2.3 Line connection

The line polarity shall be observed.

Appliances may either be hardwired to the line or may be attached to it by means of a
connector.

5.24 Repeater

A repeater shall consist of two receivers, two transmitters and optionally one or two power
supplies. Between any two TPO devices, a maximum of two repeaters are allowed. The
information flow transfer logic shall be transparent to data. A short-circuit detected on one
segment shall not be transmitted on the other segment for longer than 195 ms. A segment shall
be regarded as short-circuited when it is in close-circuit state for longer than 165 ms. The
turning logic shall not disturb collision detection and arbitration between devices on different
segments and shall not increase distortion by more than 5 %.

Primary segment Secondary segment
100 ms : 100 ms

2 000 ms

I::> 195 ms max

Figure 4 — Repeater maximum transition time

5.2.5 Medium installation requirements

The medium shall be supplied at Safety or Protective Extra Low Voltage (SELV or PELV); with
an insulating sheath having a dielectric strength in compliance with IEC 60189-2.
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5.2.6 General hardware requirements

The requirements shown in Table 7 shall be met.

Table 7 — General hardware requirements

Feature Requirement
Maximum coupling capacitance between line and all
100 pF
other 1/0s
Line/earth and mains/earth isolation Compliance to the relevant standards
Decoupling capacitors line/ground or mains/ground Allowed but complying to the relevant standards
Dielectric strength line / 230 V mains 4 kV for 1 min at 50 Hz

Dielectric strength line/metal masses connected to

protection conductor 2 kV for 1:min at 50 Hz

Insulation resistance line / 230 V mains 5 MQ at 500 V

Minimum creepage distance line / 230 V mains 8 mm

Minimum creepage distance line/metal masses

connected to protection conductor 3 mm

5.3 Power feeding service
5.3.1 General
The used modulation technique shall allow connection to the line of devices supplied with

power from the line, and devices supplied by an external source (e.g., 230 V mains). The
maximum line-supply current shall not exceed 150 mA.

Line-supplied devices shall ensure retention of required data during a line-closed-circuit
condition of up-to-200 ms.

5.3.2 Power feeding device types

Supplying power to a device may be achieved via:
1) line (bus) power,

2) local mains,

3) local batteries or another independent power source.

All devices connected to the network are permitted to use line power provided that they meet
the requirements of 5.3.3.

5.3.3 Factor C (current consumption)

As regards current consumption the following requirements shall be met:
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Table 8 — Current consumption requirements

Type of device Average (quiescent) Peak (reception)
Devices supplied via line 2 0,5 mA maximum 0,825 mA maximum
Devices supplied via external source b 100 A maximum 165 A maximum

@ For devices supplied via the line, C shall be calculated for the average and peak current drain and the higher of the
two values shall be rounded up to the next higher integer value.

b

For devices not supplied via the line, a fixed C value of 0,2 shall be taken into account.

In an installation, the C factor shall never exceed 300 and the C factor of the power supply unit
shall always exceed the total C factor of the installed devices.

5.3.4 Line power supply general requirements

The following requirements shall be met:

e power on/off switching shall be provided. The leakage current shall be lower than 1 mA on
short circuit;

e power supply shall withstand a permanent line short-circuit condition and shall recover its
characteristics within 5 min after short-circuit suppression;

e the sum of the line-supplied device capacitance values shall be lower than 40 mF,
corresponding to a power-on time of 3 s maximum;

e the operation voltage for line-supplied devices shall be at least 9,5 V.

5.3.5 Power supply voltage

The requirements shown in Table 9 and Figure 5 shall be met:

Table 9 — Power supply voltage

Feature Requirement

No-load voltage 15,5V + 10 % (static, / < 100 pA)

13,5V at C x 0,825 mA (250 mA if C = 300),
Minimum voltage under load (200 ms minimum current pulse duration)

12 V at 250 mA (2 ms minimum current pulse)

300 mA £ 10 % independently of power supply's C

Closed-circuit current (200 ms minimum with 5,1 V and 1 V maximum)

The requirements as stated in Table 9 and Figure 5 shall be complied with for at least the
indicated time duration Trin.

Documents

Document Sharing Hub

Full document details: ISO IEC 14543-3-6-2007


http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007
http://avadocuments2026.com/doc/iso-iec-14543-3-6-2007

Copyrighted material licensed to Dublin Institute of Technology. No further reproduction or distribution permitted.
Printed / viewed by: [anon.user.students@dit.ie] @ 2015-01-21

Forbidden area

]
%
7
|
7
7
|
P

=

00 pA

These points are
nnnnnnnnnnnnn

CxOBBMA ————>  (Cpp=300
min 2 ms
pppppppppppppp
Forb

17,05
15,56
13,95 +
13,56
12
5,1
<1

FFFFFFF — TPO power supply gauge

Dynamic characteristics
5.3.6.1 Dynamic internal resistance of current generator

The dynamic internal resistance of the current generator shall be maximum 1 kQ, measured at
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CD/
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Current regulated load =
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- —
Figure 6 — Power supply dynamic internal resistor measuring test set-up
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Figure 7 — Falling edge and over-current measurements

5.3.6.3 Additional requirements

The above mentioned specifications are given for a mains powered system. A system with
battery back-up may be designed so that parameters "no-load voltage", "C on one segment”,
"line resistance" and "line voltage drop" may be different during a power down. Their
arrangement shall, however, ensure a minimum noise margin of 0,5 V in open circuit state for
all points of the system (opened voltage 9,5 V minimum). The resulting installation constraints
shall be clearly explained in the product documentation.

Peak supply current measurements shall be carried out at least 800 ms after the beginning of
transmission of frames to the device under test. These frames shall contain the same number
of “0” and “1” separated by a 22 ms inter frame time.

Installation rules require that for PELV circuits the negative pole of the power supply shall be
grounded. The connection from the line to the ground shall be made at one point (and only one
point) of the TPO power supply. If one line is composed of more than one segment without
isolation between segments, only one point shall be grounded.
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5.3.7 Distributed power supply (DPS)

5.3.7.1 Overview

(
D16(S) D5(S)
D4(R)
D2(P)
/ D3(R)
Key
D: device D1(S)

(S): device with DPS
(R): device remotely powered from the bus
(P): passive device (neither DSP nor powered from the bus)

Figure 8 — TP0O Network with distributed power supply

The use of the Distributed Power Supply (DPS) on a TPO network may be used in the following
cases:

e small networks with less than 16 devices connected to the bus (regardless of their type - S,
R or P - see Figure 8);

e devices separated by short cable distances (250 m to 1 400 m depending on the number of
devices with activated DPS);

e when only a few devices have to be powered from the bus. The available average supply
current is limited to 10 to 60 mA depending on the number of devices with DPS.

Automatic Over-Current Protection (OCP) function shall be implemented in devices with DPS
feature. The number of devices with activated DPS shall be limited to a maximum of 8. If more
devices with DPS capability are connected to the network, the OCP function shall automatically
disable DPS in some devices in order to limit the resulting signal current (closed circuit) to a
maximum value of 176 mA. Devices with disabled DPS shall behave like passive P devices
(see Figure 8).

Devices with DPS feature shall allow manual disabling of the DPS function (for instance by
means of a jumper or configuration of a parameter).

5.3.7.2 Requirements for one supplying DPS device

The requirements as shown in Table 10 and Figure 9 shall be met:
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