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INFORMATION TECHNOLOGY -
IMPLEMENTATION AND OPERATION OF
CUSTOMER PREMISES CABLING -

Part 2: Planning and installation

FOREWORD

1) ISO (the International Organization for Standardization) and IEC (the International Electrotechnical Commission)
form the specialized system for worldwide standardization. National bodies that are kers of ISO or IEC
participate in the development of International Standards through technical com t
respective organization to deal with particular fields of technical activity. 1ISO a ital committees
collaborate in fields of mutual interest. Other international organizations, government - nmental, in
liaison with ISO and IEC, also take part in the work. In the field of informatio
established a joint technical committee, ISO/IEC JTC 1.

3) IEC, ISO and ISO/IEC Publlcatlons have the form of recoms endation for international use and are accepted

n byany end user.

ensure that the techmcal content of IEC, ISO and ISO/ 2 -s accuraté, IEC or ISO cannot be held

4) In order to promote international uniformity i i{tees and ISO member bodies undertake to
apply IEC, ISO and ISO/IEC publications tranh mum’extent possible in their national and
regional publications. Any divergence betwéen any Qr ISO/IEC publication and the corresponding

5) ISO and IEC do not providé e i \ ity. Independent certification bodies provide conformity
assessment services and, 8 i i

personal injury,
costs (|nc|ud|ng

8) Attention is \drawn toy

9) Attention i
patent rights.

This consolidated version of the official IEC Standard and its amendment has been prepared
for user convenience.

ISO/IEC 14763-2 edition 1.1 contains the first edition (2012-02) and its amendment 1 (2015-09).
In this Redline version, a vertical line in the margin shows where the technical content is

modified by amendments 1. Additions are in green text, deletions are in strikethrough red text.
A separate Final version with all changes accepted is available in this publication.
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International Standard ISO/IEC 14763-2 was prepared by subcommittee 25: Interconnection
of information technology equipment, of ISO/IEC joint technical committee 1: Information
technology.

This edition includes the following significant technical changes with respect to the previous
edition:

In addition to the supersession of parts of earlier standards and the incorporation of other
standards, this standard provides much greater detail in all aspects of planning and
installation with respect to ISO/IEC TR 14763-2 and provides clearly differentiated and
directed requirements and recommendations.

The list of all currently available parts of the ISO/IEC 14763 series, under the general title
Information technology — Implementation and operation of customer pgémises _cabling, can be
found on the IEC web site.

This International Standard has been approved by vote of the ieg, and the voting

This publication has been drafted in accordance with t

IMPORTANT — The 'colour inside’' logo on t
that it contains colours which "a c i
understanding of its contents. Users Id

QD
\
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INTRODUCTION

The importance of services delivered by information technology cabling infrastructure is
similar to that of utilities such as heating, lighting and electricity supplies. As with those
utilities, interruptions to service can have a serious impact. Poor quality of service due to lack
of planning, use of inappropriate components, incorrect installation, poor administration or
inadequate support can threaten an organisation’s effectiveness.

There are four phases in the successful implementation of information technology cabling

a) design,

b) specification — the detailed requirement for the cabling, including the-planning of its
accommodation and associated building services addressing g and specific
environments (e.g. electromagnetic) together with the quality as e i

be applied,
c) installation — in accordance with the requirements of the spegific

d) operation — the management of connectivity and the

facilities, etc.,

e quality assurance,

e documentatio
e testing, @
e inspection,

e operation,

It does not cover those aspects of installation associated with the transmission of signals in
free space between_transmitters, receivers or their associated antenna systems (e.g. wireless,
radio, microwave or satellite).

The following normative Annexes support specific aspects of planning and installation

e Annex A: Optical fibre polarity,

e Annex B: Common infrastructures within multi-tenant premises.

The requirements and recommendations of the main body of this standard are premises-
independent. The following normative Annexes include requirements for generic cabling in
accordance with specific standards

e Annex C: Cabling in accordance with ISO/IEC 11801,
e Annex D: Cabling in accordance with ISO/IEC 15018,
e Annex E: Cabling in accordance with ISO/IEC 24764,
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e Annex F: Cabling in accordance with ISO/IEC 24702,
e Annex G: Cabling in accordance with ISO/IEC TR 24704.

This standard sets out the responsibilities of information technology cabling installers and
premises owners, and is intended to be referenced in relevant contracts. The owners may
delegate selected responsibilities to designers, specifiers, operators and maintainers of
installed information technology cabling.

This standard is also relevant to

e architects, building designers and builders,

e main contractors,

e designers, suppliers, installers, inspectors (auditors), building managg ntainers and

owners of information technology cabling,
e public network providers and local service providers,

e end users.

This International Standard is one of a number of
international standards and technical reports

in support of
produced by

Users of this standard should be famifiar wi i ¥g design standard.

NOTE Telecommunications infrastructure affgCts raw onsumption. The infrastructure design and
installation methods also mquence product Ife a i ility \af electronic equipment life cycling. These

infrastructure design and insta
building life, electronic ¢qui
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ISO/IEC 11801:
Information technology — Generic p—
cabling for customer premises

I

ISO/IEC 15018:
Information technology — Generic —
cabling for homes

IEC 61935-1:

\,_////—/ Specification for the testing of balanced

____| and coaxial information technology

ISO/IEC 24764: cabling — Part 1: Installed balanced

Information technology — Generic — cabling as specified in ISO/IEC 11801

cabling for data centres and related standards
\,_//

ISO/IEC 24702: ISO/IEC 14763-2:

Information technology — Generic Implementation and operation of

cabling — Industrial premises customer premises cabling — Part 2:

Planning and installation

I

ISO/IEC 24704:
Information technology — Customer —
premises cabling for wireless access
points

L

ISO/IEC 14709-1:
Information technology — Configuration =i
of customer premises cabling (CPC) for
applications — Part 1: Integrated services
digital network (ISDN) basic access

ISO/IEC 14709-2:
Information technology - Configuratior), =i
of customer premises cabling (CPCyfor
applications - Part 2: Integrated servjces
digital network (ISDN) primary tate

Documents

Document Sharing Hub

Full document details: ISO_IEC 14763-2_2012+AMD1_2015 CSV


http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv
http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv

ISO/IEC 14763-2:2012+AMD1:2015 CSV - 13 -
© ISO/IEC 2015

INFORMATION TECHNOLOGY -
IMPLEMENTATION AND OPERATION OF
CUSTOMER PREMISES CABLING -

Part 2: Planning and installation

1 Scope

nd operation
earthing and

This part of ISO/IEC 14763 specifies requirements for the planning, instaflation
of cabling and cabling infrastructures (including cabling, pathways,/space
bonding) in support of generic cabling standards and associated docdxients.

The following aspects are addressed

e specification of the installation,
e quality assurance,

e installation planning,

¢ installation practice,

e documentation,

e administration,

e testing,

e inspection,

e operation,

e maintenance,
e repair. Q

The requirements €

This part
e specifi
however, i

of information“techfology cabling (and vice versa) and gives general advice,

e those aspects of installation associated with the transmission of signals in free space
between transmitters, receivers or their associated antenna systems (e.g. wireless, radio,
microwave or satellite).

This standard is applicable to certain hazardous environments but does not exclude additional
requirements which are applicable in particular circumstances (e.g. electricity supply and
electrified railways).

Safety (electrical safety and protection, optical power, fire, etc.) and electromagnetic
compatibility (EMC) requirements are outside the scope of this international standard and are
covered by other standards and regulations. However, information given in this international
standard may be of assistance in meeting these standards and regulations.
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2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60364-5-52, Low-voltage electrical installations — Part 5-52: Selection and erection of
electrical equipment — Chapter 52: Wiring systems

IEC 60794-2, Optical fibre cables — Part 2: Indoor cables — Sectional specification

IEC 61082-1, Preparation of documents used in electrotechnology — Par

IEC 61084 (all parts), Cable trunking and ducting systems for electrj

IEC 61156-5 (all parts), Multicore and symmetrical pair/quad ¢

1000 MHz - Work area wiring
IEC 61386 (all parts), Conduit systems forsab

IEC 61537,

IEC 61935-1,
cabling — Part
standards

IEC 61969-1,
Design guidelines

ical structures for electronic equipment — Outdoor enclosures — Part 1:

IEC 61969-2, Mechanical structures for electronic equipment — Outdoor enclosures — Part 2:
Sectional specification — Coordination dimensions for cases and cabinets

IEC 62305-4, Protection against lightning — Electrical and electronic systems within
structures

ISO/IEC 11801:2002, Information technology — Generic cabling for customer premises
Amendment 1 (2008)
Amendment 2 (2010)

ISO/IEC 14709-1, Information technology — Configuration of Customer Premises Cabling
(CPC) for applications — Part 1: Integrated Services Digital Network (ISDN) basic access
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ISO/IEC 14709-2, Information technology — Configuration of Customer Premises Cabling
(CPC) for applications — Part 2: Integrated services Digital Network (ISDN) primary rate

ISO/IEC 14763-3, Information technology — Implementation and operation of customer
premises cabling — Part 3: Testing of optical fibre cabling

ISO/IEC 15018:2004, Information technology — Generic cabling for homes
Amendment 1 (2009)

ISO/IEC 20000-1, [Information technology — Service management — Part 1. Service
management system requirements

ISO/IEC 24702:2006, Information technology — Generic cabling — Indu
Amendment 1 (2009)

ISO/IEC TR 24704:2004, Information technology — Customer prennses
access points

ISO/IEC 24764:2010,

3.1.1 Q
acceptance test i

contractual test tQ
specification

[IEC 60050-

3.1.2
anchoring ¢

tensioned cabled yed to add support to structures

3.1.3
balun
device for transforming an unbalanced voltage to a balanced voltage or vice-versa

3.1.4

bonding network

BN

set of interconnected conductive structures that provides electromagnetic protection for
electronic systems and personnel at frequencies from direct current (DC) to low radio
frequency (RF)

3.1.5
(cable) bundle
multiple cables maintained in close proximity, generally by fasteners (e.g. cable ties)
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3.1.6

building entrance facility

facility that provides all necessary mechanical and electrical services for the entry of
telecommunications cables into a building and which may allow for transition from external to
internal cable

3.1.7

cabinet

enclosed construction intended for housing closures and other information technology
components and equipment

3.1.8

cable management system
system used for the support and/or containment, retention, protection 04 aII typs
information and communication lines, electrical power distributioR |
associated accessories

of cables,
and their

NOTE Includes ducts and tubes housing, or intended to house, blown inforr e 8 and/or cable
elements.

3.1.9
cabling component
any product associated with the cabling installa

3.1.10
catenary wire
dedicated wire used in aeyi

3.1.11

closure

fixture or fitting
3.1.12

civil works

activities regq
buildings, prig

3.1.13
common bond
CBN

principal means for effective bonding and earthing inside a building with information
technology equipment

NOTE It is the set of metallic components that are intentionally or incidentally interconnected to form the principal
bonding network in a building. These components include: structural steel or reinforcing rods, metallic plumbing,
alternating current (AC) power conduit, protective conductors, cable racks and bonding conductors. The CBN is
connected to the earthing network.

3.1.14

earth electrode

conductive part, which may be embedded in the soil or in a specific conductive medium, e.g.
concrete or coke, in electric contact with the Earth

[IEC 60050-826:2004, 826-13-05; IEC 60050-195:1998, 195-02-01]
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3.1.15

earthing conductor

conductor which provides a conductive path, or part of the conductive path, between a given
point in a system or in an installation or in equipment and an earth electrode or an earth-
electrode network

[IEC 60050-826:2004, 826-13-12; IEC 60050-195:1998, 195-02-03 modified]

3.1.16

electrostatic discharge

ESD

transfer of electric charge between bodies of different electrostatic potential in proximity or
through direct contact

[IEC 60050-161:1990,161-01-22]

3.1.17

electromagnetic disturbance
any electromagnetic phenomenon which may degrade perforRmance a device,
equipment or system, or adversely affect living or inert matier

NOTE An electromagnetic disturbance may be an electromag no 3 signal or a change in the
propagation medium itself.

[IEC 60050-161:1990, 161-01-05]

3.1.18

equipotential bonding
provision of electric connections
equipotentiality

ive parts, intended to achieve

[IEC 60050-826:2004, 826-

3.1.19
frame (rack)

open construction ind

98, 195-01-10]

0sures and other information technology equipment

3.1.20
functional e
» or functional earthing (not protection)

3.1.21
hand hole
point of access to a“pathway that is too small for a person to enter to perform work but that
allows the routing of cables during the cable installation process such that bending and
pulling requirements are met (an example of a hand-hole within a building is called a draw-
box)

3.1.22
high-voltage
voltage over 1 000 V r.m.s. or 1 500 V DC

3.1.23

home entrance

space at the boundary of a home that may house the interface(s) between the home networks
and external networks provided to the home and that demarcate the administration and
maintenance of the two networks
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3.1.24
identifier
unique item of information to distinguish a specific component of the cabling installation

3.1.25

impedance matching device

device designed to match the impedance of transmission equipment to that of the installed
cabling

3.1.26

information technology (telecommunications)
branch of technology concerned with the transmission, emission and reception of signs,
signals, writing, images and sounds; that is, information of any nature by, 8, radio, optical
or other electromagnetic systems

3.1.27

information technology equipment
active or passive equipment necessary to deliver a specific app thaR (8.9. , switches,
routers, adapters)

3.1.28
installer
person installing cabling components — no desig

3.1.29

isolated bonding network
IBN

bonding network that has a single point of
or another isolated bondigg netwgr

NOTE All isolated bonding ® | gide f ill have a connection to earth through the single point of
connection.

3.1.30
junction box
space within a ha

3.1.32
local distribution space
space within a home that houses the area connection point of ISO/IEC 15018

3.1.33

main earthing terminal

terminal or busbar that is part of the earthing arrangement of an installation and enabling the
electric connection of a number of conductors for earthing purposes

3.1.34

maintenance hole (telecommunications)

vault/chamber located in the ground or earth as part of an underground conduit system and
used to facilitate placing, connectorization, and maintenance of cables as well as the placing
of associated equipment, in which it is expected that a person will enter to perform work
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3.1.35

meshed bonding network

bonding network in which all associated equipment cabinets, frames and racks are bonded
together as well as at multiple points to the CBN

NOTE Consequently, the meshed BN augments the CBN.

3.1.36

met by design

requirement which may be met by calculation and selection of appropriate materials and
installation techniques, where either there is no test method specified that allows verification
or there is no requirement for verification by testing

3.1.37
metallic information technology cable (cabling)
cables (cabling) utilising metallic conductors for signal transmission

3.1.38
minimum bend radius (installation)

3.1.39
minimum bend radius (operating static)

its final operating position

3.1.40 %
minimum bend radius (Sperati nanic)

minimum radius as defined\by tR anufac rer supplier or relevant product standard

or cable element'@u

3.1.41
non-deformed ma
mains power sup ' < e effects of non-linear loads which generate harmonic
currents (flug ifch mode power supply devices, etc.)

3.1.42
parallel eart
PEC
earthing conductorthat is parallel to the mains power cable or information technology cable
3.1.43

pathway (cable route, cable way)

defined route for cables between termination points

3.1.44

pathway system

cable management system or other area or volume defined by markings or fittings used to
protect and/or support the cabling in order that its desired performance is maintained

3.1.45

PEN conductor

conductor combining the functions of both a protective earthing conductor and a neutral
conductor
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[IEC 60050-826:2004, 826-13-25; IEC 60050-195:1998, 195-02-12]

3.1.46

premises owner

owner of the premises within which cabling is to be installed and who may delegate the
responsibilities specified in this standard to appointed representatives such as designers,
specifiers, operators and maintainers of the resulting cabling infrastructures

3.1.47

primary distribution space

space within a home that houses the home distributor (primary home distributor) of
ISO/IEC 15018 and associated equipment

3.1.48
protective (earth) conductor
PE

3.1.49
rack
see frame

3.1.50

rack unit

44,45 mm (1.75 inches) of vertical moyhting spase EC 60297 series standard cabinet or
rack E i

3.1.51
record

collection of informatio
infrastructure @

3.1.52
referenced cablir
relevant interriatione

a specific element of the information technology

Refer to I3 aad Figure 1 for a list of relevant standards.

3.1.53
secondary distribution space
space within a home that houses a secondary home distributor of ISO/IEC 15018

3.1.54

segregation

physical separation and/or isolation for the purposes of safety, protection of damage to
equipment or the prevention of electromagnetic noise from mains power cabling interfering
with circuits operating on telecommunications cabling

3.1.55
service loop
excess length of cable or cable element(s)
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3.1.56

surge protective device

device intended to protect the electrical apparatus from high transient over-voltages and to
limit the duration and frequently the amplitude of the follow-on current

NOTE The device contains at least one non-linear component.

3.1.57

space

specified volume (e.g. room, maintenance hole or part thereof) housing closures and/or other
information technology equipment

3.1.58

Stage 1

a possible contractual boundary following the installation of cable buppior4qQ its\termination
at which testing may be appropriate (certain systems allow the insté\|ation arminated

cables which may be subject to Stage 1 testing)

3.1.59

Stage 2
a possible contractual boundary following the completi
testing may be appropriate

allation at which

3.1.60
telecommunications
see “information technology”

NOTE The term telecommunications has no legal meaning\wh in this standard.

3.1.61

termination point
connection, free conndstor 0
housed within a closurg

(as appropriate) fitted to an installed cable and

3.1.62

wall section
fixed-size sectio
hardware

o/ mount telecommunications equipment or termination

3.1.63
work orde

collection o
carried out on the

hich documents the changes requested and the operations to be
ation technology infrastructure

3.1.64

automated infrastructure management system

AIM system

integrated hardware and software which automatically detects the insertion or removal of
cords and documents the cabling infrastructure including connected equipment enabling
management of the infrastructure and data exchange with other systems

3.1.65
discoverable equipment
equipment with a network address

Note 1 to entry: Discoverable equipment could be treated as non-discoverable equipment per end user choice.
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3.2 Abbreviations

For the purposes of this document the following abbreviations apply.

AC alternating current
| AIM automated infrastructure management
BEF building entrance facility
BN bonding network
CATV community antenna television
CAD computer aided design
CBN common bonding network
CER common equipment room
CSA cross-sectional area
CTR common telecommunications room
DC direct current
EMC electromagnetic compatibility
EMI electromagnetic interference
EMS energy management systems
ENI external network interface
EQP equipment
ESD electrostatic discharge
IBN isolated bonding network
HV high-voltage
HVAC heating, ventilation and air conditioni
IDC Insulation displacement copngction
ISDN integrated services digital
LV low-voltage
| MAC move, add, change
MESH-BN mesh bonding network
MET i
NVP 3
PE
PEC
PEN
SPD
U
3.3

For planning and installation of cabling and cabling infrastructures to conform to this
International Standard

the requirements of the applicable generic cabling design standards shall be applied,

T

the specification of the installation shall meet the requirements of Clause 5,

o o

)
)
) the quality planning of the installation shall meet the requirements of Clause 6,
) the planning of the installation shall meet the requirements of Clause 7,

)

the installation practices shall meet the requirements of Clause 8,

- O

) the documentation and administration of the installation shall meet the requirements of
Clause 9,

g) the testing and inspection of the installation shall meet the requirements of Clauses 10
and 11 respectively,

h) the operation of the installation shall meet the requirements of Clause 12,
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i) the maintenance and repair shall meet the requirements of Clauses 13 and 14
respectively,

j) the additional requirements of the applicable premises-specific Annex shall be met,

k) where a lightning protection system is required, it shall conform to the “integrated lightning
protection system" according to IEC 62305-4,

[) other lightning protection systems, including the “isolated lightning protection system”
according to IEC 62305-3 are allowed provided that specific restrictions are applied both
to the implementation of the information technology cabling as agreed between the
planners of the lightning protection system and the information technology cabling,

m) local regulations, including safety, shall be met.

5 Specification of installations

5.1 General

This clause in conjunction with Clause 6 describes the key
assurance as shown in Figure 2.

ation quality

Installation specificatigh

Building owner [————» (se(<IeS%2 £ N
' O
4 Qgality plan

'k e)1) N '

N

I and QP nstafler

i > Agreed IS
Agreed QP
Change
control
Change
(see 6.5) contrgl
A (see 6.5)
4
Work
Testing
Inspection
Acceptance

Figure 2 — Quality assurance schematic
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5.2 Installation specification

5.2.1 Requirements

5.21.1 General

An installation specification shall be produced by, or on behalf of, the premises owner, in

accordance with the requirements of this clause. The installation specification shall be agreed
with the installer prior to the commencement of the installation.

The installation specification shall comprise

e the technical specification (see 5.3),
e the scope of work (see 5.4),

e quality assurance (see 5.5).

5.2.1.2 Other infrastructures
The installation specification shall detail how the following

e other building services such as mains power distribu

e other relevant infrastrus

The installation spjcifi
5.21.3 Legislatio

o external servise protection,
e contractors’ authorization,

e accreditation of installer personnel.

The installation specification shall explicitly state where any of the above do not apply.

5.21.4 Site contacts
The installation specification shall detail the site contacts with responsibilities for

e operational requirements,

o site information (including access and applicable restrictions, knowledge of relevant
hazardous areas),

o technical requirements,

e documentation of existing cabling, if relevant,

Documents

Document Sharing Hub

Full document details: ISO_IEC 14763-2_2012+AMD1_2015 CSV


http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv
http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv

ISO/IEC 14763-2:2012+AMD1:2015 CSV - 25 —
© ISO/IEC 2015

e compatibility of existing information technology cabling components,

e items to be issued to the information technology cabling installer by, or on behalf of, the
premises owner,

e storage of materials,

e removal, disposal and/or recycling of excess and waste material,
e occupational health and safety,

e installation of cabling by a third party,

e main contractor and/or sub-contractors,

e transfer of responsibility and/or property.

5.2.2 Recommendations
The installation specification should reflect predictable expansi
applications, with reference to

e pathways and pathway systems,
e cabinets, frames and racks,
e termination points,

e the mains power supply system.

current and f
e external serv

Clause 7),

e security « i G restrictions.

Requirenients

The technical specification shall contain details of, and the performance requirements for, the
cabling and associated components. The technical specification forms the basis of
assessment of the performance of installed cabling together with all cabling components and
installation techniques used.

The technical specification shall cover both new installations and extensions of existing
installations.

The technical specification shall detail the location of, and requirements for, any relevant
external network interfaces (ENIs) (see Clause 7).

The technical specification shall define the

e level of administration system to be applied to the cabling infrastructure (see Clause 9,
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e range of documentation to be supplied by the installer including any requirements to link
records to each other and to other building services records,

o format of the documentation (see Clause 9),

e labelling to be undertaken by the installer (see Clause 9),

e specification of labels (as a minimum, meeting the requirements of Clause 7),
e requirements for acceptance testing (see Clause 10),

e requirements for inspection (see Clause 11),

e requirements for the treatment of parts of the installation that do not comply with the
requirements for inspection and acceptance testing,

e the format of test result and inspection documentation (see Clauseg
shall contain the pass/fail results of the acceptance tests, where regui
taken to repair or correct installation failures.

O~and 11) which
d.any actions

5.3.1.2 Recommendations
The technical specification should detail the requirements fox the

e physical and operational lifetime of the cabling instaglatio

e provision of facilities necessary to support the irstajlationnof ad nal termination points

5.3.2 Safety requirements
The technical specification shall

The technical s ifi 3 f etail measures required to prevent unauthorised access to
pathways, pa s ures, cabinets, frames, racks and cords.

The technical specific

be installed

tion shall detail the required transmission performance of the cabling to

e when subject to the defined operational environment (see 5.3.5),

e in conjunction with existing cabling.

The environmental compatibility shall be achieved by selection of appropriate components
and/or by mitigation techniques that modify the environment to which the component is
subjected including

e solation from the defined environment (by means of protection/segregation),

e separation from the defined environment.

The technical specification shall detail any mitigation products or techniques necessary to
allow the components selected to be installed and operate as specified when subjected to the
defined environmental conditions.
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The technical specification shall detail the
e pin-pair assignment for balanced cable elements at interfaces to the installed cabling,
NOTE 1 Annex A provides information about possible connections between the wires and the pins of information

technology outlets within generic cabling systems in accordance with the referenced cabling design document. The
same set of pin-pair combination should be used throughout the whole cabling installation.

e positioning of optical fibres at interfaces to the installed cabling.

NOTE 2 Annex A contains requirements and recommendations for the maintenance of polarity within cabling
terminated with connecting hardware housing multiple optical fibres.

The technical specification shall contain the requirements for

e the pathways, pathways systems, cabinets, frames, racks, closur
points and cords (see Clause 7),

e the functional earthing and equipotential bonding of cabling com
5.3.5 Environmental conditions
5.3.5.1 Requirements

The technical specification shall detail the intended j
conditions.

The MICE classification system des
intended installation and operational
defined by M3l3C3E5. In addition, the
account:

e presence, or petent]
materials);

e the movement g

NOTE A/hum S 8, exist for the classification of environments relevant to information technology
ence should be made to the IEC 60721 series of standards.

5.3.5.2 Recommendations

The technical specification should include a risk assessment including abnormal
environmental conditions (temperature changes, flooding) which should result in a risk
management plan that may have an effect on the requirements for component performance or
mitigation.

5.4 Scope of work

5.4.1 Pre-installation

5411 Requirements

The scope of work shall detail requirements for

e any building work required on each pathway,

e pathway preparation and the installation of pathway systems,
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e accommodation of the terminating devices for external (outdoor) and internal (indoor)
cables at building entrance facilities,

e the quantities of cabling components and installation accessories,
o the protective earthing, functional earthing and equipotential bonding of pathway systems,

e additional surveys to be undertaken to supplement information in the scope of work.
The scope of work shall define

e the responsibilities for the identification, design and completion of the works involved,
o the responsibilities for obtaining all necessary clearances and permits,

e requirements for site-specific safety inductions and training requireme

o the location of storage facilities for cabling components and installgtion accessqries,

e a system for the disposal of waste components and/or installati
5.4.1.2 Recommendations
The scope of work should contain

e site plans that are marked up to show the works re¢
e details of the facilities (such as telephone and

e details of the processes operating o

5.4.2 Installation

5.4.21 Requirements

e spaces,

e pathways,

warning signs and equipment to ensure safe working,
o the pathway systems to be used in each pathway,

o the cables to be installed in each pathway,

e jointing and/or termination at each termination point,

o the protective earthing, functional earthing and equipotential bonding of cabling
components,

e marking and labelling the cabling components,

e the quantity and type(s) of inspection and testing to be applied to the cabling installation.
The scope of work shall define an installation programme detailing key dates including

e requirements for progress meetings,

o attendance at contract inspection points,
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o final installation date,
o the date that the installation documentation is to be supplied,
e the date that the installation is to be brought into service,

e hand-over date(s).
The scope of work shall detail

e items to be provided by information technology cabling installer,

e items to be issued to the information technology cabling installer by, or on behalf of the
premises owner,

e other works with potential to affect the programme,

e access limitations together with restrictions on personnel movemen nd clearance
levels,

e the responsibilities for the identification, design and completign O
e the responsibilities for obtaining all necessary clearances an
e applicable fire precautions and escape routes,

e site access and security arrangements.
5.4.2.2 Recommendations
The scope of work should contain

e site plans that are marked up to show
e details of the facilities (such as telepho

e details of a system of ¢

e where applic

e where extencﬁ?
5.4.3 Post-insta
5.4.3.1

The scofe o tail requirements for reinstatement and shall define

o the responsibilities for the identification, design and completion of the works involved,

e the responsibilities for obtaining all necessary clearances and permits (where not covered
by those obtained in 5.4.2.1),

¢ a maintenance and control procedure for the final cabling documentation.
5.4.3.2 Recommendations
The scope of work should detail requirements for

e operational training including safety,

e maintenance training for the premises owner and/or the designated cabling maintainer,
o fault analysis training,

e repair and maintenance contracts,

e spares, e.g. cable, cords, closures, connecting hardware, tools, test equipment and test
leads.
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5.5 Quality assurance
The installation specification shall

e contain a list of the items to be addressed in the quality plan applicable to the installation
as defined by, or on behalf of, the premises owner,

e identify the responsibilities for any additional tasks necessary to allow agreement of the
quality plan (see Clause 6).

NOTE For installations of cabling in accordance with ISO/IEC 15018 in single homes, quality plans are not
required but may be requested.

6 Quality planning

6.1  Quality plan

by, or on behalf of, the installer in accordance with the req
quality plan shall be agreed with the premises owner pri
installation.

NOTE For installations of cabling in accordance with ISO/IE
required but may be requested.

The quality plan shall clearly state
demonstrate compliance with

e the requirements of this standard,

e the requirements of the referenced cab

a) for the tran
relevant, other€ont
bllng components and the cabling installation (including

verification o i \ i¢al, optical and/or electrical specifications based on the
manufac pecifications and relevant standards),

¥een the installer, premises owner and, where

installation,
d) to be adopted to assess compatibility with any existing installed cabling,
e) to address the impact of potential component incompatibilities,
f) to ensure the selection of appropriate cords to extend the fixed portion of the cabling to
create channels.

Where, at any point during the installation process, inspection and/or testing of cabling
components or installed cabling is specified in the installation specification, or by local
regulations, the quality plan shall detail the

e inspection and test equipment,

e the calibration status of the inspection and test equipment,

e sampling plans (see 6.2),

e measurement procedures (see Clause 10),
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e treatment of results which are non-compliant or marginal (i.e. within the specified
measurement accuracy of the test system), see 6.2.

The quality plan shall detail the competency of personnel to undertake the installation in
accordance with the installation specification.

Where sampling plans are applied, the quality plan shall detail the procedures (for example,
extension of sampling procedures) to be adopted if sample testing identifies results which are
non-compliant or marginal (i.e. within the specified measurement accuracy of the test
system), see 6.2.

6.2 Sampling
6.2.1 Balanced cabling
6.2.1.1 General

design.

Table 1 — Installed baltn%

Params(erg\gup/\ \) \T%lsmission parameter
Basjg verification \hke-\may

Continuity (d.c.)
Q Signal conductors

—  Screen conductors (if present) ?

—  Short circuits

—  Open circuits

\Wa traWon Return loss
< Insertion loss

Pair-to-pair NEXT
PS NEXT
Pair-to-pair ACR-N
PS ACR-N
Pair-to-pair ACR-F
PS ACR-F

Direct current (d.c.) loop resistance

Propagation delay

Delay skew

Alien (exogenous) crosstalk PS ANEXT

PS ANEXT,q
PS AACR-F
PS AACR-F

avg

a

It shall be ensured that continuity be provided by the cabling components and
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not by alternative connections such as protective earth conductors.

NOTE Link or channel length may also be of interest, but is not a pass/fail
criterion.

It is recommended that installation specifications require the acceptance testing of permanent
links since permanent link requirements incorporate an adequate margin to support the
expected variability of the cords used to create channels.

NOTE A conformant channel containing a permanent link does not ensure that other channels created from that
permanent link will themselves be conformant to channel requirements.

6.2.1.2 Permanent link testing

Independent of the requirements of the installation specification, basj parameters

of Table 1 shall be tested using a sample level of 100 %.

the sample level applied should be 100 %.

Where the installation specification requires acceptance esting
transmission parameters of Table 1 against the pexmanpent lj quirements of Classes E,, F
or Fp the minimum sample level appli e in e with 6.2.1.4.

ne
using a\samyle

6.2.1.3 Channel testing

In all cases, independent of the
verification parameters shg e

Channel tests may bs

requires
a) one or more@ end of a permanent link of a given Class to create
a channel of the

b) permanent li
each end to el of a lower Class,

s for which there are no permanent link limits (where standards do
not contain~requirements or where the installation specification contains channel
requirements différent from those specified in the referenced cabling design standards),

e) lengths and configurations of cabling that lie outside the reference implementations of the
referenced cabling design standards.

In cases a), b), and c), where the installation specification requires acceptance testing of
internal transmission parameters of Table 1 against the permanent link requirements of
Classes D, E, E,, F or Fp the sample level applied should be 100 %. A lower sample level
may be applied to channel testing provided that the associated risk of undiagnosed faults is
recognised in the Quality Plan.

In cases d) and e), where the installation specification requires acceptance testing of internal
transmission parameters of Table 1 against the requirements of channel Classes D, E, E,, F
or Fp the sample level applied should be 100 %.
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Where the installation specification requires acceptance testing of alien (exogenous)
transmission parameters of Table 1 against the requirements of a specific channel Class the
minimum sample level applied should be in accordance with 6.2.1.4.

6.2.1.4 Alien (exogenous) crosstalk testing

Where the installation specification requires acceptance testing of alien (exogenous) crosstalk
transmission parameters of Table 1 of installed permanent links or channels against the
requirements of permanent link or channel Classes E, or F, of ISO/IEC 11801, the minimum
sample of disturbed permanent links or channels to be tested should be in accordance with

Table 2.
Table 2 — Minimum sample sizes for alien (exogenous) cross stlng
Total no. of links/channels Sample siz
N <\
3 to 150 3or0,1xN

(whichever is the greater)

151 to 3,200 33° Q \\ \
AN

3201 to 35 000 126
35 001 to 150 000 201 (
150 001 to 500 000 15 \//

Equivalent to acceptance\gual vel QL) of 0\1-/% ormal inspection,
general inspection level | as define ISO 59 series foy populations of up to
500 000 links.

The sample quantity shalKbe subject tot e@tl n griteria as specified in IEC 61935-1.

] X This subclause specifies requirements and
the testing of these parameter groups. The test procedures and
equipment for opfisal fibre cabling links and channels are specified in Clause 10.

Table 3 — Installed optical fibre cabling test parameters

Parameter group Transmission parameter
Basic verification Polarity
Transmission Attenuation

Length (propagation delay)

6.2.2.2 Permanent link testing

Where the permanent link contains non-fixed cabling (e.g. CP cord in ISO/IEC 11801 and LDP
cord in ISO/IEC 24764) any result is only applicable to the specific configuration under test.
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Independent of the requirements of the installation specification, basic verification parameters
of Table 3 shall be tested using a sample level of 100 %.

Where the installation specification requires acceptance testing of transmission parameters of
Table 3 against the requirements of a specific permanent link Class and

e where testing of optical fibre cabling attenuation is undertaken with equipment that also
automatically tests verification parameters, a sample level of 100 % should be used,

o where testing of propagation delay/length is undertaken with equipment that also
automatically tests verification parameters, a sample level of 100 % should be used,

e provided that polarity has been confirmed, testing of length/propagation delay may be
restricted to a sample level within a given cable containing a number ofpermanent links or
within a number of cables running in common pathways.

6.2.2.3 Channel testing

Channel tests may be used to determine performance wherg cification
requires

Where channel tests &
used and installed in t

6.2.2 apply. Q

at test results of individual parameters be marked with an asterisk if
e measured result and the test limit is less than the specified

The measurement accuracy is generally dependent on the field tester test limit, the nature of
the test adapters, and actual link properties and is dependent on the frequency at which the
minimum test margin occurs.

6.3.1.2 Requirements

The quality plan shall include guidelines on how marginal test results are handled.

As examples, the quality plan may state that
e marginal pass results shall be accepted but marginal fail results shall not be accepted,
e marginal results shall not be accepted,

NOTE This implies that the performance of the installed cabling has sufficient margin to accommodate the
measurement accuracy of the tester to be used and that the tester measurement accuracy to be used Bknown.

ocuments

Document Sharing Hub

Full document details: ISO_IEC 14763-2_2012+AMD1_2015 CSV


http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv
http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv

ISO/IEC 14763-2:2012+AMD1:2015 CSV - 35 -
© ISO/IEC 2015

e marginal results shall be accepted: meaning that the fail limit is less stringent, as
compared to the required limit, by the uncertainty of the field tester.

To minimize marginal test results, the quality plan shall specify the properties of the field
tester that is used for testing. Field test equipment with better accuracy than the minimum
specified in IEC 61935-1 for a given cabling performance and frequency range should be
used.

6.3.2 Optical fibre cabling

ISO/IEC 14763-3 does not require that test results of individual parameters be marked with an
asterisk if the difference between the measured result and the test limit is less than the
specified measurement accuracy.

6.4 Treatment of non-compliant results

The quality plan shall detail the procedures to be applied where
obtain a compliant result. Examples of such procedures

installation documentation.

6.5 Change control

All modifications, changes and variations to
should be clearly documented to enah g

7 Installation planning

7.1 General

This clause details req
e pathways an@
e functional elemép

e support fg

e voice,
e data,
e video,

o fire, security and access control systems,
e other building signalling systems (e.g. HVAC, EMS),

e machine control.

7.2 Safety

7.21 General

The specification of safety requirements is beyond the scope of this International Standard. It

is referred to those safety standards and regulations applicable at the location of the
installation.
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7.2.2 Mains power cabling

The proper implementation of the requirements of this standard assume that electrical
installations, bonding networks and protective measures against overlvoltages are undertaken
in accordance with the local regulations, as appropriate.

NOTE The IEC 60364 series may contain appropriate information.

In addition, installation and mitigation guidelines for electrical installations (including earthing)
to ensure electromagnetic compatibility may be found in IEC TR 61000-5-2.

7.2.3 Optical fibre cabling

The hazard classification of areas containing optical fibre information te
and optical fibre information technology cabling shall be undertake
IEC 60825-2 to define appropriate installation and labelling practices

ogy equipment
dance with

7.3 Environment

The MICE concept according to ISO/IEC TR 29106 shall b
where the cabling or parts of the cabling will be located

& the environment

Product and/or supporting systems shall be selected ate, to provide sufficient
protection from the environment to enable t o\ eet\the required transmission
performance.

7.4 Points of electrical contact

The long term stability of electrical conne ' earth connections and connections
‘ systems depends on the galvanic coupling of the

and any measures take orfuture use.

7.5 External s@

7.5.1 Requirement

Information 8 from, and agreement reached with, the external service
provider(s) wi

a

O T

onand numbering of individual circuits at each ENI,

o

any additional options required,

)

)
)
) the identificati
)
)

the responsibility of the technical and operational maintenance of the boundary of the
external service provision,

—h
=

the liaison arrangements for the external service provider(s) and the premises owner or
an appointed representative,

g) the procedures to be followed by the premises owner or an appointed representative in
reporting and reacting to faults in the external service provision,

h) arrangements for access to the premises,
i) technical requirements for equipment supplied by the external service provider(s).

7.5.2 Recommendations

External service provider(s) should be advised of the foreseeable service requirements.
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7.6 Pathways and pathway systems
7.6.1 General
7.6.1.1 Pathway system types

Examples of pathway systems that may be used are shown in Table 4.

NOTE |If a pathway system, cable management system or a compartment of a cable management system is
selected to support a specific cabling technology, it may not be suitable for the subsequent installation of other
cabling technologies.

Table 4 - Examples of pathway systems

Pathway systems Features
Cable trunking Enclosed containment systems — consisting of a base and ac
systems enclosure for cables or insulated conductors and possible

communications accessories.
Single or multiple compartment forms.

Available in metallic or non-metallic form.

Cable tray Open containment systems, consisting of a nded to house
systems cables and to provide support for the contained ca in horizontal pathways.

(e.g. above suspended ce|I|ng base ent , telecommunications spaces etc.).

Available in metallic or on-

Wire mesh cable A form of cable tray syste t e cable tray~consigts of a mesh of wires.
y sy y

tray system

(basket) Typically available in mefallic form

Cable ladder Open con Wembers fixed to each other by means of
systems rungs, i to proyvide support for the contained cable when used

Cabl

Nall

in horizontal and vertical pathways.

llic form.

ontalmentgsystems of circular cross-section, providing an enclosure for cables
S.

Conduit systems

A on-metallic form
Cable ducting ioment systems of non-circular cross-section, providing an enclosure for
systems les\or insulajeéd conductors and possibly electrical and or communication accessories.

(\ in metallic or non-metallic form.
Interval suppoxrt \ (0) en\.sup/port system installed with appropriate spacing.
Des ned to support small to medium number of cables and normally used above

pended ceiling or below raised floors.

Available in a range of forms (e.g. hooks and fasteners) and materials (metallic or non-
metallic).

Designated routes | Pathways defined by markings or some other designation, normally used in floor spaces or
within hollow walls or other building structures.

Catenary A suspended strength member to which single or multiple cables may be attached to span
an open space.

Available in metallic or non-metallic form.

In some cases the cable is designed as a catenary cable and contains an integral catenary
strength member.

7.6.1.2 Pathway systems — Requirements

Access to pathways and pathway systems containing the cabling infrastructures serving
multiple premises (enterprises, tenants, etc.) shall be restricted as specified in Annﬁ B.
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Elements of other supply systems such as water, heating, HVAC or sprinklers shall not be
used as pathways or support for pathway systems due to the potential environmental impact
and the risk that cable support will disappear by change to the supporting system.

The inside of the pathway systems shall

e have smooth surfaces and be free of burrs, sharp edges or projections that can damage
cable insulation,

e Dbe free of localised pressure points that may degrade the transmission performance of the
installed system.

Abrasive supports (e.g. threaded rod) installed within the cable fill area shall have that portion
within the pathway system protected with a smooth, non-scratching coverj othat cable can
be pulled without physical damage.

Cable management systems of the types listed below shall
international standards

e conduit systems: IEC 61386 series,
e cable trunking systems and cable ducting systems:

e cable tray systems and cable ladder systems: |E(

cables are to be attached or supp¢
routes) then the cross-sectional area
surrounding the pathway system.

Segregation between mai
in accordance with 7.9.

g systems is required, it shall be maintained by

Where separation bet
i ange during installation or extensions to the

physical separ

installation.

7.6.1.3

7.6.1.3.1

It is recmM at the planning of pathways and the selection of pathway systems is
undertake i 3 yted approach and addressing each cabling sub-system in turn. For

accordance with ISO/IEC 11801
bone cabling sub-system,

example, for cahling iR
a) the campus back
1) between building entrance facilities (BEFs),
2) between BEFs and distributors,
b) the building backbone cabling sub-systems,
c) the horizontal cabling sub-systems.
Pathway systems should be selected to ensure that water or other contaminant liquids cannot

collect. The use of hidden pathways (such as within plastered wall surfaces) is not
recommended but, if used, cabling should have either vertical or horizontal orientation.

7.6.1.3.2 Pathway and pathway system capacity planning

It is recommended to plan the pathway systems for the maximum predicted deployment of
cabling. This can be achieved either by deploying sufficient pathway systems at the time of
installation or by planning and reserving space for sufficient additional pathway systems.
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The planning of pathway systems should provide adequate capacity to allow subsequent
installation of an additional 40 % of telecommunications cables whilst maintaining minimum
bend radii and segregation from mains power cabling (see 7.8).

7.6.2 Inside buildings
7.6.21 Requirements
7.6.21.1 Pathway systems

Pathway systems shall be installed to provide adequate protection to the installed cabling
where cabling can be damaged or have its transmission properties adversely affected.

The use of hidden pathways within plastered wall surfaces requires th
specified cables.

appropriately

following

e the mechanical characteristics of the pathway syste
o the location selected,

e the provision of additional local or g

loops) in accordance with
bend radius).

7.6.2.1.2 Minimu

The pathway s
fixed in accordanceé x

and operating — dyn

where either~quliiple cable types are involved or cables have multiple bend radius
specifications (e.g. so-called shotgun cables or cables with dedicated/catenary wires
attached), the largest minimum bend radius shall apply,

e not introduce deformation of the cable sheath,

e not apply compressive loads exceeding that specified for the cable.

Minimum bend radius is determined by manufacturers instructions. If instructions do not exist
the following shall apply
e the minimum bend radius for balanced cables containing up to 4-pairs shall be 50 mm,

o the minimum bend radius for optical fibre cables in accordance with IEC 60794-2-21 and
containing up to four optical fibres shall be 50 mm,

e the minimum bend radius for other optical fibre cables shall be 10 times the cable
diameter and shall not be less than 30 mm,

e the minimum bend radius for coaxial cables shall be 10 times the cable diameter,
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e the minimum bend radius for other metallic telecommunications cables shall be 8 times the
cable diameter.

NOTE 1 Pathway systems that do not allow such an approach may restrict the type and use of cables installed in
the pathways and cable management systems selected.

NOTE 2 Specific cable constructions, e.g. armoured cables, may require greater bend radii than those specified
above.

Figu onformant bend limiting techniques

Figure 3b — Examples of conformant bend limiting techniques
Figure 3 — Example of conformant and non-conformant bend radius management

7.6.2.1.3 Maximum stacking height

The maximum stacking height in pathway systems is determined by manufacturers'
instructions. If instructions do not exist the following shall apply

e for continuous pathway systems (e.g. cable trays), the stacking height shall not exceed
150 mm,
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e for non-continuous pathway systems (e.g. wire mesh cable tray, cable ladder) and interval
support pathway systems (e.g. hooks) the maximum stacking height shall be calculated
according to Table 5.

Table 5 — Stacking height for non-continuous and interval support pathway systems

Distance between Formula Maximum stacking height
support height 4 in mm
distance / in mm
0 150
100 140
150 136
250 , l 178
=150/(—/*0,000 7+1) N
500 /\<111 N
750
1 000
1 500

7.6.2.1.4 Conduit
Where conduits are installed without

shall be 100 m unless appropriately
used.

Where a conduit contains bends

e the conduitcontains sub-ducts to allow additional cables to be installed.

The inside radius of a bend in conduit shall be at least 6 times the internal conduit diameter.
Bends in the conduit shall not contain any kinks or other discontinuities that may have a
detrimental effect on the cable sheath during cable pulling operations.

Conduits should be considered as “full” when the cross-sectional area of the planned/installed
cables reaches 40 % of the conduit cross-sectional area.

7.6.2.1.5 Non-continuous support for cables

The maximum distance allowed between supporting elements of the pathway system is
1 500 mm.
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7.6.2.2 Recommendations
7.6.2.2.1 Pathway system capacity planning

Where bundles of cables are to be used, they should not contain more than 24 cables to
reduce risk of stress and compression at bends.

7.6.2.2.2 Cable protection

The use of curved corners (pre-fabricated or manufactured on site) should be considered to
maintain cable bend radii and avoid over-filling around bends (see Figure 4).

7.6.2.2.3 Conduit

used.

Conduits (or ductings)

the finished floor trfae.
NOTE This protrusiorn g i

protects cabling and fire:s

7.6.3

7.6.3.1

In installati de™bdildings, such as those shown in the example of Figure 5, it is
commonly req consider other factors (visible and hidden) which might have an

environmental impast’'on the information technology cabling. These include

e high voltage underground cables or overhead lines (electromagnetic impact),
e steam pipes (temperature impact),

e flooding (ingress impact),

e chemical contamination (liquid, gas),

e roads or railroad tracks (mechanical impact).

Where possible, the installation of information technology cabling in such areas affected by
these factors should be avoided. However, where national or local regulations allow,
mitigation may be applied by selecting appropriate components, pathways, and/or spaces.

Pathways between buildings may use a variety of underground and aerial pathway systems
and may use spaces and structures (e.g. hand holes, maintenance holes and
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telecommunications cabinets) that are constructed to assist cabling installation and to house
closures.

—43 —

Building A Campus (premises) boundary

________________________ Building B_ |_ i

Underground utility tunnel

_hole
f xternal network provision
Maintenance

Aerial pathway hole
Bl
Bldg \/Edg Bldg
D F

Building C

installatig

nsQJt'e buildings

Table 6 — Design and ptanning ef pathways outside buildings

[@N
Dedicated unde;ﬁ'\o{nd Wk \ \\’6edicated aerial pathways

Pathway \Cﬁli nces fr&(ﬁ\‘pﬁ/
ilities (‘\

Figure 5 — Example ofcablin

Type

Length

Sepa t|on fro
othér utiljties

/{{ept f bu aI Depth of burial
\Bo}xkcrossﬁs Guying
Réi\cr&‘m/gs Braces (stays)
Method\of exwo\ Bu\n;) Attachment
Casing Spans Pole-to-pole span
Trenching Pole-to-building span
Boring (pipe pushing) Slack
Ploughing Lashing
Landscape restoration | Backfill Cable sag
Pathway Clearance
Separation

Full document details: ISO_IEC 14763-2_2012+AM

Underground pathways and spaces may be

D1_2015 CSV

Riser protection

Earthing

Catenary wire

Type of strand

Strand tension
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e dedicated to the installation of information technology cables (e.g. direct-buried cable,
buried conduit, maintenance holes, hand-holes); Table 6 gives a non-exhaustive list of
design and planning issues,

e shared spaces such as a utility tunnel providing other services (e.g. electricity, steam,
water).

NOTE Information technology cabling pathways within utility tunnels may consist of indoor pathway systems
in accordance with 7.6.1 and 7.6.2.

Aerial pathways and spaces may comprise

e poles, catenary wire, anchoring guy wires and closures; Table 6 gives a non-exhaustive
list of design and planning issues,

e self-supporting cables, which may include a catenary wire; Table 6,4iV 3 exhaustive
list of design and planning issues,

e conduit or other pathway systems following the pathway of other v
7.6.3.2 Requirements
7.6.3.2.1 Pathway planning

The plan for routing of pathways shall take into acco

e existing buildings and structures,

o ampus,
e requirements, where appropriate, fg hoth pathways and cabling,
e requirements, where appropriate, \for ce provision between the campus

boundary and BEFs,

e risk assessment of ja

In areas accessible
protected from Oy

the installatien method,
e requirements forfuture expansion of the cabling to service additional buildings,

e need for access.
The following shall be documented

o the installation method,
e the location of access points.
Depths of lay are dependent upon the actual and potential use of land crossed by the pathway

and shall comply with national or local regulations. Requirements for marker tapes shall
comply with national or local regulations.

It shall be assumed that underground pathway systems will become at least partially water
filled due to leaking and condensation.

Documents

Document Sharing Hub

Full document details: ISO_IEC 14763-2_2012+AMD1_2015 CSV


http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv
http://avadocuments2026.com/doc/iso-iec-14763-2-2012-amd1-2015-csv

ISO/IEC 14763-2:2012+AMD1:2015 CSV - 45 -
© ISO/IEC 2015

Utility tunnels are normally dry but can have a varying environment, cables placed in tunnels
shall have the appropriate properties for the environment.

7.6.3.2.3 Aerial pathways

The route of the cable shall be designed and built in such a way that damage or unsafe
situations caused by overloading the construction are avoided. At the crossing of two or more
routes, different cables shall not touch each other in any circumstances.

Special consideration shall be given to overhead routes that run parallel to or cross railways,
tramways, trolley bus cables, cable railways, cable ways, ski and chair lifts, motor ways,
roads and navigable rivers and waterways, etc. The minimum height of cables shall comply
with national or local regulations during installation, maintenance and opeyation

The stresses on the cables and poles depend on the span length 2 ‘ e climatic
conditions that can have a major effect on tensions in poles, aerid ag are heat,
cold, wind and snow/ice load on cables and poles. Reference sk e national
regulations for routes affected by such conditions and the ap 3 j

Unless allowed by national or local
installed lower than power cables.

7.6.3.2.4 Minimum bend radii

ed or cables have multiple bend radius specifications
cables with catenary cables attached), the largest

Minimum bend>adius\is determined by manufacturers instructions. If instructions do not exist
the minimum bend>xadius shall be 20 times the cable diameter.

NOTE 1 Pathway systems that do not allow such an approach may restrict the type and use of cables installed in
the pathways and cable management systems selected.

NOTE 2 Specific cable constructions, e.g. armoured cables, may require greater bend radii than those specified
above.

7.6.3.3 Recommendations
7.6.3.3.1 General

Information technology cables should be mechanically protected from 0,5 m below the surface
to a height of at least 3 m.

Separation between information technology and mains power cables should be at least 1 m
throughout pathways and within spaces.
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Where the IT cable contains metallic cable elements, surge protection should be applied at all
building entrances.

7.6.3.3.2 Underground pathways
During any given installation phase, additional pathway systems should be installed to enable

the subsequent installation of additional cables to minimize the number of future excavations
that are both disruptive and costly.

The following examples are included as guidance

e direct burial: while the trench is open, install additional spare ducts,

e conduit without sub-conduits,
— conduits should be 100 mm minimum diameter,

— conduits should be considered as “full” when the cross-setij area »of the
planned/installed cables reaches 40 % of the conduit cro

filled ducts,
e conduit with sub-conduits,

— an alternative is to apply

overall conduit and requires
significantly more flexibility).

NOTE 1 The most flexible installatiqon w
cables and multi-cable phases)

NOTE 2 Additional condui

7.6.3.3.3 Ae :

7.7 Spaces

7.71 Requirements
7.71.1 General
Spaces shall not be located

e in emergency escape ways (where they obstruct),

e in areas that are subject to risk of flooding.

Dimensions of spaces allocated to entrance facilities and distributors shall take into account
the initial volume and future expansion of information technology cabling and associated
equipment.
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