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INFORMATION TECHNOLOGY -
SMALL COMPUTER SYSTEM INTERFACE (SCSI) -

Part 372: Enclosure Services - 2 (SES-2)

FOREWORD

1) IS0 (International Organization for Standardization) and IEC (International Electrotechnical Commission)
form the specialized system for worldwide standardization. National bodies that are members of ISO or
IEC participate in the development of International Standards. Their preparation is entrusted to technical
committees; any ISO and IEC member body interested in the subject dealt with may participate in this
preparatory work. International governmental and non-governmental organizations liaising with ISO and
IEC also participate in this preparation.

2) In the field of information technology, ISO and IEC have established a joint technical committee, ISO/IEC
JTC 1. Draft International Standards adopted by the joint technical committee are circulated to national
bodies for voting. Publication as an International Standard requires approval by at least 75 % of the
national bodies casting a vote.

3) The formal decisions or agreements of IEC and ISO on technical matters express, as nearly as possible,
an international consensus of opinion on the relevant subjects since each technical committee has
representation from all interested IEC and ISO member bodies.

4) |EC, ISO and ISO/IEC publications have the form of recommendations for international use and are
accepted by IEC and ISO member bodies in that sense. While all reasonable efforts are made to ensure
that the technical content of IEC, ISO and ISO/IEC publications is accurate, IEC or ISO cannot be held
responsible for the way in which they are used or for any misinterpretation by any end user.

5) In order to promote international uniformity, IEC and ISO member bodies undertake to apply IEC, ISO and
ISO/IEC publications transparently to the maximum extent possible in their national and regional
publications. Any divergence between any ISO/IEC publication and the corresponding national or regional
publication should be clearly indicated in the latter.

6) I1SO and IEC provide no marking procedure to indicate their approval and cannot be rendered responsible
for any equipment declared to be in conformity with an ISO/IEC publication.

7) All users should ensure that they have the latest edition of this publication.

8) No liability shall attach to IEC or ISO or its directors, employees, servants or agents including individual
experts and members of their technical committees and IEC or ISO member bodies for any personal
injury, property damage or other damage of any nature whatsoever, whether direct or indirect, or for costs
(including legal fees) and expenses arising out of the publication of, use of, or reliance upon, this ISO/IEC
publication or any other IEC, ISO or ISO/IEC publications.

9) Attention is drawn to the normative references cited in this publication. Use of the referenced publications
is indispensable for the correct application of this publication.

10) Attention is drawn to the possibility that some of the elements of this International Standard may be the

subject of patent rights. ISO and IEC shall not be held responsible for identifying any or all such patent

rights.

~

International Standard ISO/IEC 14776-372 was prepared by subcommittee 25: Interconnection of
information technology equipment, of ISO/IEC joint technical committee 1: Information technology.

The list of all currently available parts of the ISO/IEC 14776 series, under the general title
Information technology — Small computer system interface (SCSI), can be found on the IEC web
site.

This International Standard has been approved by vote of the member bodies ancbiﬁdﬂments

results may be obtained from the address given on the second title page.
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This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

IMPORTANT - The ‘colour inside’ logo on the cover page of this publication indicates that it
contains colours which are considered to be useful for the correct understanding of its
content. Users should therefore print this document using a colour printer.
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INTRODUCTION

This International Standard documents the commands and parameters necessary to manage and
sense the state of the power supplies, cooling devices, displays, indicators, individual drives, and
other non-SCSI elements installed in an enclosure. The command set uses the SCSI SEND
DIAGNOSTIC and RECEIVE DIAGNOSTIC RESULTS commands (see SPC-4) to obtain
configuration information for the enclosure and to set and sense standard bits for each type of
element that may be installed in the enclosure.

The standard is organized as follows:

Clause 1 Scope describes the relationship of this standard to the SCSI family of standards.

Clause 2 Normative references provide references to other standards and documents.

Clause 3 Definitions, symbols, abbreviations, and conventions describe terms and
conventions used throughout this standard.

Clause 4 SCSI enclosure services model describes the model for SCSI enclosure services
peripheral devices, both standalone and attached.

Clause 5 Commands for enclosure services peripheral devices define the command set for
a SCSI enclosure services peripheral device.

Clause 6 Parameters for enclosure services devices define diagnostic pages, log pages,
and mode parameters and pages specific to SCSI enclosure services peripheral
devices.

Clause 7 Element definitions define elements used by several of the diagnostic pages.

SCSI standards family

Figure 0 shows the relationship of this standard to the other standards and related projects in the SCSI
family of standards as of the publication of this standard.

Primary command set
(shared for all device types)
(SPC-3)

Device-type specific command sets
(e.g., SBC-2, SSC-2, this standard)

SCSI transport protocols
(e.g., SAS-2, FCP-4)

SCSI Architecture Model
(SAM-4)

Interconnects
(e.g., SAS-2, Fibre Channel)

Figure 0 — SCSI document structure

The SCSI document structure in figure 0 is intended to show the general applicability of the documents
to one another. Figure 0 is not intended to imply a relationship such as a hierarchy, protocol stack, or
system architecture.

SCSI Architecture Model: Defines the SCSI systems model, the functional partitioning of the SCSI
standard set and requirements applicable to all SCSI implementations and implementation standards.

Device-Type Specific Command Sets: Implementation standards that define specific device types
including a device model for each device type. These standards specify the required commands and
behaviors that are specific to a given device type and prescribe the requirements to be followed by a
SCSl initiator device when sending commands to a SCSI target device having the specific%@u’ments
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The commands and behaviors for a specific device type may include reference commands and
behaviors that are shared by all SCSI devices.

Shared Command Set: An implementation standard that defines a model for all SCSI device types.
This standard specifies the required commands and behavior that is common to all SCSI devices,
regardless of device type, and prescribes the requirements to be followed by a SCSI initiator device
when sending commands to any SCSI target device.

SCSI Transport Protocols: Implementation standards that define the requirements for exchanging
information so that different SCSI devices are capable of communicating.

Interconnects: Implementation standards that define the communications mechanism employed by
the SCSI transport protocols. These standards may describe the electrical and signalling requirements
essential for SCSI devices to interoperate over a given interconnect. Interconnect standards may allow
the interconnection of devices other than SCSI devices in ways that are outside the scope of this
standard.

The term SCSI is used to refer to the family of standards described in this subclause.
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INFORMATION TECHNOLOGY -
SMALL COMPUTER SYSTEM INTERFACE (SCSI) -

Part 372: Enclosure Services - 2 (SES-2)
1 Scope

This part of ISO/IEC 14776 documents the commands and parameters necessary to manage and
sense the state of the power supplies, cooling devices, displays, indicators, individual drives, and
other non-SCSI elements installed in an enclosure. The command set uses the SCSI SEND
DIAGNOSTIC and RECEIVE DIAGNOSTIC RESULTS commands (see SPC-4) to obtain
configuration information for the enclosure and to set and sense standard bits for each type of
element that may be installed in the enclosure.

The following concepts from SES are made obsolete by this standard:

a) Array Control and Array Status diagnostic pages (page code 06h); and
b) secondary subenclosure support in the Help Text, String Out, and String In diagnostic pages.

The set of SCSI standards specifies the interfaces, functions, and operations necessary to ensure
interoperability between conforming SCSI implementations. This standard is a functional
description. Conforming implementations may employ any design technique that does not violate
interoperability.
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2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments) applies.

The provisions of the referenced specifications other than ISO/IEC, IEC, ISO and ITU documents,
as identified in this clause, are valid within the context of this International Standard. The
reference to such a specification within this International Standard does not give it any further
status within ISO/IEC. In particular it does not give the referenced specifications the status of an
International Standard.

ISO 639-1:2002, Codes for the representation of names of languages — Part 1: Alpha-2 code

ISO/IEC 8859-1:1998, Information technology - 8-bit single-byte coded graphic character sets —
Part 1: Latin alphabet No. 1

ISO/IEC 10646:2003, Information technology — Universal Multiple-Octet Coded Character Set
(UCs)

ISO/IEC 14%165-122:2005, Information technology — Fibre channel — Part 122: Arbitrated loop - 2
(FC-AL-2)

ISO/IEC 14776-342:2000, Information technology — Small computer system interface (SCSI) — Part
342: Controller Commands - 2 (SCC-2) 2

ISO/IEC 14776-414, Information technology — Small computer system interface (SCSI) — Part 414:
Architecture Model - 4 (SAM-4) 3

T10/1760-D, Information technology — Serial Attached SCSI - 2 (SAS-2)

T10/1828-D, Information technology — Fibre Channel Protocol - 4 (FCP-4)

T10/1731-D, Information technology — SCSI Primary Commands - 4 (SPC-4)

NOTE 1 For more information on the current status of T10 documents, contact the INCITS Secretariat at 202-737-8888 (phone),
202-638-4922 (fax) or via Email at incits@itic.org. To obtain copies of this document, contact Global Engineering at 15 Inverness

Way, East Englewood, CO 80112-5704 at 303-792-2181 (phone), 800-854-7179 (phone), or 303-792-2192 (fax), or see
http://www.incits.org.

Serial ATA 2.6 (SATA-2) specification. 15 February 2007

NOTE 2 For information on the current status of Serial ATA documents, see the Serial ATA International Organization at
http://www.sata-io.org.

1. ANSI INCITS 332-1999

2. ANSI INCITS 318-1998
3. T10/1683_D Documents
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3 Terms, definitions, symbols, abbreviations, keywords and conventions

3.1 Terms and definitions

3141

application client

class whose objects are, or an object that is, the source of commands (see 3.1.6) and task
management function (see 3.1.40) request; see SAM-4

3.1.2

ASCII string

string of US-ASCII characters each encoded in 8 bits per ISO/IEC 8859-1 containing only graphic
characters (i.e., code values 20h through 7Eh); ASCII strings do not contain the NULL character (i.e.,
00h)

3.1.3

attached enclosure services process

enclosure services process (see 3.1.17) that is attached to a device server (see 3.1.11) in another SCSI
target device (see 3.1.33); see 4.1.3

31.4
byte
sequence of eight contiguous bits considered as a unit

315
class
description of a set of objects (see 3.1.26) that share the same characteristics; see SAM-4

3.1.6
command
request describing a unit of work to be performed by a device server (see 3.1.11); see SAM-4

31.7

command descriptor block

CDB

structure used to communicate a command (see 3.1.6) from an application client (see 3.1.1) to a device
server (see 3.1.11); see SAM-4

3.1.8

control element

data structure used to access an element (see 3.1.13) via the Enclosure Control diagnostic page (see
6.1.3); see clause 7

3.1.9

critical condition

enclosure condition established when one or more elements inside the enclosure have failed or are
operating outside of their specifications; the failure of the element makes continued normal operation of
at least some elements in the enclosure impossible; some elements within the enclosure may be able
to continue normal operation

3.1.10
device
mechanical, electrical, or electronic contrivance with a specific purpose

3.1.1
device server
class whose objects process, or an object that processes, commands (see 3.1.6); see SAM-4

3.1.12

device slot

position into which a SCSI device may be inserted in an enclosure; the position provides appropriate
power, signal, and control connections to the SCSI device; the position may also provide mechanical
protection, locking capability, automatic insertion, visual device status indicators, and other features to
manage the SCSI device in the enclosure
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3.1.13

element

portion of an enclosure (see 3.1.15) that is controlled, interrogated, or described by the enclosure
services process (see 3.1.17)

3.1.14
element type
type or kind of element (see 3.1.13) (e.g., Array Device Slot, Power Supply, or Cooling); see clause 7

3.1.15

enclosure

box, rack, or set of boxes providing the powering, cooling, mechanical protection, and external
electronic interfaces for one or more SCSI devices

3.1.16

enclosure services

ES

services that establish the mechanical environment, electrical environment, and external indicators and
controls for the proper operation and maintenance of devices within an enclosure

3.1.17

enclosure services process

process that manages and implements enclosure services and is either a standalone enclosure
services process (see 3.1.37) or an attached enclosure services process (see 3.1.3); see 4.1

3.1.18
field
group of one or more contiguous bits

3.1.19

hard reset

condition resulting from the events defined by SAM-4 in which the SCSI device performs the hard reset
operations described in SAM-4, this standard, and other applicable command standards (see table 3 in
clause 5)

3.1.20

I_T nexus loss

condition resulting from the events defined by SAM-4 in which the SCSI device performs the |_T nexus
loss operations described in SAM-4, this standard, and other applicable command standards (see table
3 in clause 5)

3.1.21

information condition

an enclosure condition that should be made known to the application client (see 3.1.1); the condition is
not an error and does not reduce the capabilities of the devices in the enclosure

3.1.22

logical unit

class whose objects implement, or an object that implements, a device model that manages and
processes commands (see 3.1.6) sent by an application client (see 3.1.1); see SAM-4

3.1.23

logical unit number

LUN

identifier for a logical unit; see SAM-4

3.1.24

logical unit reset

condition resulting from the events defined by SAM-4 in which the logical unit performs the logical unit
reset operations described in SAM-4, this standard, and other applicable command standards (see
table 3 in clause 5)
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3.1.25

noncritical condition

enclosure condition established when one or more elements inside the enclosure have failed or are
operating outside of their specifications; the failure of the elements does not affect continued normal
operation of the enclosure; all SCSI devices in the enclosure continue to operate according to their
specifications; the ability of the devices to operate correctly if additional failures occur may be reduced
by a noncritical condition

3.1.26
object
entity with a well-defined boundary and identity that encapsulates state and behavior; see SAM-4

3.1.27

power on

condition resulting from the events defined by SAM-4 in which the SCSI device performs the power on
operations described in SAM-4, this standard, and other applicable command standards (see table 3 in
clause 5)

3.1.28

primary subenclosure

subenclosure (see 3.1.39) whose enclosure services process (see 3.1.17) provides access to the
enclosure services information of all the subenclosures in an enclosure (see 3.1.15); see 4.3

3.1.29

redundancy

the presence in an enclosure of one or more elements capable of automatically taking over the
functions of an element that has failed

3.1.30

SCSl initiator device

class whose objects originate, or an object that originates, device service and task management
requests to be processed by a SCSI target device (see 3.1.33) and receives device service and task
management responses from SCSI target devices; see SAM-4

3.1.31

SCSl initiator port

class whose objects act, or an object that acts, as the connection between application clients (see
3.1.1) and a service delivery subsystem through which requests, indications, responses, and
confirmations are routed; see SAM-4

3.1.32

SCSI port

class whose objects connect, or an object that connects, the application client (see 3.1.1), device
server (see 3.1.11), or task manager (see 3.1.41) to a service delivery subsystem; a SCSI port is one of
a SCSl initiator port (see 3.1.31) or a SCSI target port (see 3.1.34); see SAM-4

3.1.33

SCSI target device

class whose objects receive, or an object that receives, device service and task management requests
from SCSI initiator devices (see 3.1.33) for processing and sends device service and task management
responses to SCSI initiator devices; see SAM-4

3.1.34

SCSI target port

class whose objects act, or an object that acts, as the connection between device servers (see 3.1.11)
and task managers (see 3.1.41) and a service delivery subsystem through which requests, indications,
responses, and confirmations are routed; see SAM-4

3.1.35

secondary subenclosure

subenclosure (see 3.1.39) whose enclosure services process (see 3.1.17) does not provide access to
the enclosure services information of all the subenclosures in an enclosure (see 3.1.15); see 4.3
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3.1.36

simple subenclosure

subenclosure (see 3.1.39) that does not support any SES diagnostic page (see 6.1.1) except the Short
Enclosure Status diagnostic page (see 6.1.11); see 4.3.3

3.1.37
standalone enclosure services process
enclosure services process (see 3.1.17) that is also the device server (see 3.1.11); see 4.1.2

3.1.38

status element

data structure used to access an element (see 3.1.13) via the Enclosure Status diagnostic page (see
6.1.4); see clause 7

3.1.39

subenclosure

portion of an enclosure (see 3.1.15) accessed through a primary subenclosure’s (see 3.1.28) enclosure
services process (see 3.1.17); see 4.3

3.1.40

task management function

task manager (see 3.1.41) service capable of being requested by an application client (see 3.1.1) to
affect the processing of one or more commands (see 3.1.6); see SAM-4

3.1.41

task manager

class whose objects control, or an object that controls the sequencing of commands (see 3.1.6) and
processes task management functions (see 3.1.40); see SAM-4

3.1.42

text string

string of characters using the character encoding and language indicated by the Language element
(see 7.3.18) containing only graphic characters; text strings do not contain the NULL character
(i.e., 00h or 0000h)

3.1.43

threshold control element

data structure used to access an element (see 3.1.13) via the Threshold Out diagnostic page (see
6.1.8); see clause 7

3.1.44

threshold status element

data structure used to access an element (see 3.1.13) via the Threshold In diagnostic page (see 6.1.9);
see clause 7

3.1.45

type descriptor

type descriptor header (see 3.1.46) and corresponding type descriptor text, if any, accessed via the
Configuration diagnostic page (see 6.1.2)

3.1.46

type descriptor header

data structure in the Configuration diagnostic page (see 6.1.2) defining a set of elements (see 3.1.13)
sharing the same element type (see 3.1.14) and type descriptor text (see 3.1.47)

3.1.47

type descriptor text

text string (see 3.1.42) reported in the Configuration diagnostic page (see 6.1.2) describing the
elements (see 3.1.13) defined by a type descriptor (see 3.1.45)

3.1.48

unrecoverable condition

enclosure condition established when one or more elements inside the enclosure have failed and have
disabled some functions of the enclosure; the enclosure may be incapable of recovering or bypassing

the failure and requires repairs to correct the condition Documents
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3.1.49
wrapping counter
counter that wraps back to zero after reaching its maximum value

3.2 Symbols and abbreviations

AC alternating current

CcDB command descriptor block (see 3.1.7)

DC direct current

ES enclosure services (see 3.1.16)

ESI enclosure services interface (see SFF-8067)

FCP Fibre Channel Protocol standard (any version)

FCP-4 Fibre Channel Protocol - 4 standard (see clause 2)
GPIO general purpose input/output

LED light emitting diode

LSB least significant bit

LUN logical unit number (see 3.1.23)

MSB most significant bit

ROM read only memory

RMS root mean squared

rpm revolutions per minute

SAS Serial Attached SCSI standard (any version)

SAS-2 Serial Attached SCSI - 2 standard (see clause 2)
SCA-2 Single Connector Attach connector (see SFF-8067)
SCSI Small Computer System Interface family of standards (see clause 2)
SAM-4 SCSI Architecture Model - 4 standard (see clause 2)
SCC SCSI Controller Commands standard (any version)
SCC-2 SCSI Controller Commands - 2 standard (see clause 2)
SPC-4 SCSI Primary Commands - 4 standard (see clause 2)

3.3 Keywords

3.31.

invalid

A keyword used to describe an illegal or unsupported bit, byte, word, field or code value. Receipt of an
invalid bit, byte, word, field or code value shall be reported as an error.

3.3.2

mandatory

A keyword indicating an item that is required to be implemented as defined in this standard.

3.3.3

may

A keyword that indicates flexibility of choice with no implied preference (equivalent to “may or may
not”).

3.34
may not
Keywords that indicates flexibility of choice with no implied preference (equivalent to “may or may not”).

3.3.5

obsolete

A keyword indicating that an item was defined in prior standards but has been removed from this
standard.
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3.3.6

optional

A keyword that describes features that are not required to be implemented by this standard. However, if
any optional feature defined in this standard is implemented, it shall be implemented as defined in this
standard.

3.3.7

prohibited

A keyword used to describe a feature, function, or coded value that is defined in a non-SCSI standard
(i.e., a standard that is not a member of the SCSI family of standards) to which this standard makes a
normative reference where the use of said feature, function, or coded value is not allowed for
implementations of this standard.

3.3.8

reserved

A keyword referring to bits, bytes, words, fields and code values that are set aside for future
standardization. Their use and interpretation may be specified by future extensions to this or other
standards. A reserved bit, byte, word or field shall be set to zero, or in accordance with a future
extension to this standard. Recipients are not required to check reserved bits, bytes, words or fields for
zero values. Receipt of reserved code values in defined fields shall be reported as an error.

3.3.9

shall

A keyword indicating a mandatory requirement. Designers are required to implement all such
mandatory requirements to ensure interoperability with other products that conform to this standard.

3.3.10

should

A keyword indicating flexibility of choice with a strongly preferred alternative (equivalent to "is strongly
recommended”).

3.3.11

vendor specific

Something (e.g., a bit, field, or code value) that is not defined by this standard and may be used
differently in various implementations.

34 Conventions

Certain words and terms used in this standard have a specific meaning beyond the normal English
meaning. These words and terms are defined either in clause 3 or in the text where they first
appear.

Names of SCSI commands, statuses, sense keys, and additional sense codes are in all uppercase
(e.g., SEND DIAGNOSTIC command).

Names of SCSI diagnostic pages, mode pages, log pages, and elements are in mixed case (e.g.,
Disconnect-Reconnect mode page).

Names of fields are in small uppercase (e.g., PAGE LENGTH). Normal case is used when the
contents of a field are being discussed. Fields containing only one bit are usually referred to as the
NAME bit instead of the NAME field.

Normal case is used for words having the normal English meaning.

A binary number is represented in this standard by any sequence of digits consisting of only the
Western-Arabic numerals 0 and 1 immediately followed by a lower-case b (e.g., 0101b).
Underscores or spaces may be included in binary number representations to increase readability
or delineate field boundaries (e.g., 0 0101 1010b or 0_0101_1010b).

A hexadecimal number is represented in this standard by any sequence of digits consisting of only
the Western-Arabic numerals 0 through 9 and/or the upper-case English letters A through F
immediately followed by a lower-case h (e.g., FA23h). Underscores or spaces may be included in
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hexadecimal number representations to increase readability or delineate field boundaries (e.g., B
FD8C FA23h or B_FD8C_FA23h).

A decimal number is represented in this standard by any sequence of digits consisting of only the
Western-Arabic numerals 0 through 9 not immediately followed by a lower-case b or lower-case h
(e.g., 25).

This standard uses the following conventions for representing decimal numbers:

a) the decimal separator (i.e., separating the integer and fractional portions of the number) is a
period;

b) the thousands separator (i.e., separating groups of three digits in a portion of the number) is a
space; and

c) the thousands separator is used in both the integer portion and the fraction portion of a number.

Table 1 shows some examples of decimal numbers using various numbering conventions.

Table 1 — Numbering conventions

French English This standard
0,6 0.6 0.6
3,141 592 65 3.14159265 3.141 592 65
1000 1,000 1000
1323 462,95 1,323,462.95 1323 462.95

A decimal number represented in this standard with an overline over one or more digits following
the decimal point is a number where the overlined digits are infinitely repeating (e.g., 666.6 means
666.666 666... or 666 2/3, and 12.142 857 means 12.142 857 142 857... or 12 1/7).

Lists sequenced by letters (e.g., a) red, b) blue, c) green) show no ordering relationship between
the listed items. Lists sequenced by numbers (e.g., 1) red, 2) blue, 3) green) show an ordering
relationship between the listed items. Lists are associated with an introductory paragraph or
phrase, and are numbered relative to that paragraph or phrase (i.e., all lists begin with an a) or 1)
entry).

In the event of conflicting information the precedence for requirements defined in this standard is:

1) text;
2) tables; then
3) figures.

Notes do not constitute any requirements for implementers.
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4 SCSI enclosure services model

4.1 Access to the enclosure services process
411 Access to the enclosure services process overview

Enclosures may provide power, cooling, and protection for devices. In addition, enclosures may
provide external indicators about the state of the enclosure and devices. The indicators may
identify the enclosure, identify proper operation of the devices and enclosure elements, provide
indications of the state of RAID devices in the enclosure, and provide failure and maintenance
information. Some of the individual elements of an enclosure may be removable and replaceable
while the enclosure continues to operate. An enclosure services process typically manages all
these enclosure elements and communicates with the SCSI application client. All those elements
managed by the enclosure services process are in the enclosure domain of that process. The
enclosure domain may extend outside the actual box containing the enclosure services process.
As an example, an Uninterruptible Power Supply element may be located remotely and attached to
the enclosure services process by a serial link.

The application client has two mechanisms for accessing the enclosure services process, both
using the RECEIVE DIAGNOSTIC RESULTS and SEND DIAGNOSTIC commands (see SPC-4):

a) directly to a standalone enclosure services process (see 4.1.2); or
b) indirectly through a logical unit of another peripheral device type (e.g., a block device) to an
attached enclosure services process (see 4.1.3).

4.1.2 Standalone enclosure services process

An application client may address the enclosure services process as a logical unit having the
peripheral device type of enclosure services (i.e., 0Dh) (see the INQUIRY command in SPC-4).
The commands for this peripheral device type are described in clause 5.

Standalone enclosure services processes shall set the ENCSERV (enclosure services) bit to one in
the Standard INQUIRY data (see SPC-4).

The application client uses the SEND DIAGNOSTIC command and the SES control-type diagnostic
pages (see 6.1) to set various indicators and states within the enclosure domain, allowing the
enclosure to provide the most appropriate environment for the other SCSI devices contained within
it. Similarly, the application client requests information from the enclosure services process using
the RECEIVE DIAGNOSTIC RESULTS command and the SES status-type diagnostic pages (see
6.1) to examine various status and warning information available from the enclosure. The
diagnostic pages and page formats are defined in 6.1.

The Enclosure Services Management mode page (see 6.3.2) may be implemented by a standalone
enclosure services process.
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Figure 1 shows an example of an enclosure with a standalone enclosure services process.

Enclosure
SCSI target Additional
SCS| target device SCSl target
port device(s)

: oo . Power ]
Logical unit with peripheral o
device type of ODh (SES) Allditional Supply(s)
logical unit(s)
Device server is the Cooling |
enclosure service objects (e.g., | [
process fans)
(the interfaces to the objects are
outside the scope of this standard Temperature | |
(e.g., GPIOs, serial buses)) Sensor(s)
I
I
Additional
object(s)

Figure 1 — Standalone enclosure services process

41.3 Attached enclosure services process

An application client may also be able to address the enclosure services process using a logical
unit with some other peripheral device type (e.g., a block device) as a transport for enclosure
services information. Such peripheral devices have a communications connection to the attached
enclosure services process defined outside this standard (e.g., the Enclosure Services Interface
(ESI) in SFF-8067). The attached enclosure services process is not accessible as its own logical
unit; instead, it transports the standard enclosure services information through the addressed
logical unit.

A device server with an attached enclosure services process shall set the ENCSERV (enclosure
services) bit to one in the Standard INQUIRY data (see SPC-4). The attached enclosure services
process may or may not be currently attached.

Such device servers shall use the same SEND DIAGNOSTIC and RECEIVE DIAGNOSTIC
RESULTS commands and page formats used by a standalone enclosure services process (see
4.1.2), but otherwise support the peripheral device model specified by their peripheral device type
value.

An application client determines whether an enclosure services process is attached to the device
server by using the RECEIVE DIAGNOSTIC RESULTS command to request a Configuration
diagnostic page (see 6.1.2). If the device server is not able to communicate with an enclosure
services process, the device server shall terminate the command as described in 4.8.
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The Enclosure Services Management mode page (see 6.3.2) may be implemented by a logical unit
that allows access to an attached enclosure services process.

NOTE 3 One example using an attached enclosure services process is an enclosure of Fibre Channel disk drives with SCA-2
connectors defined in SFF-8067. The SCA-2 connector include pins for an Enclosure Services Interface (ESI). The backplane
connects selected disk drives’ ESI interfaces to an enclosure management processor serving as the attached enclosure services

process.

Figure 2 shows an example of an enclosure with an attached enclosure services process.

SCSl target Additional
| | SCSl target device SCSl target
port device(s) Subenclosure
|
101
q _— ; Power [
Logical unit with peripheral -
device type other than SES | | A.dd';“o”.":‘l supply(s)
(e.g. 00h (direct-access ogical unit(s)
block device)) I—|:
Device server
(forwards diagnostic Cooling
page 01h - 2Fh device(s)
accesses) (e.g., fans)
The interface to the
attached enclosure services Temperature | |
process is outside the scope sensor(s)
of this standard (e.g., the
ESl interface in SFF-8067) |
I
Attached enclosure
Services process Additional
(the interfaces to the devices are device(s)
(e.g., a standalone microcontroller) outside the scope of this standard
{e.g., GPIOs, serial buses))

Figure 2 — Attached enclosure services process

The only SCSI device condition (see SAM-4) supported by an attached enclosure services process
is power on. The logical unit does not communicate hard reset, logical unit reset, or |_T nexus loss
to the attached enclosure services process.

4.2 Management of indicators and controls

An application client uses the SEND DIAGNOSTIC command to transmit control information to the
enclosure services process. The control information may include internal and external state
indicators as well as instructions to the enclosure to perform certain operations or to modify its
operating mode.

The internal and external state indicators may be set to one or zero by any application client. The
instructions of the application client may be ignored or overridden by the enclosure services
process to assure that the proper state information is available to any application client that wants
to sense an indicator (e.g., an application client may set the CRIT bit to zero in the_Enclosure
Control diagnostic page (see 6.1.3) to specify that it believes that a critical condition dddo@KEents
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in the enclosure. The enclosure may choose to ignore the instruction if a critical condition still
exists.

The instructions to the enclosure may be ignored by the enclosure services process if the
instructions request an operation not implemented by the enclosure. Enclosure services processes
may modify the values requested by an application client to the most appropriate value
implemented in the enclosure. Instructions may also be ignored if the enclosure services process
detects that the instructions would generate undesirable conditions within the enclosure. As an
example, an application client may choose to save energy by selecting low fan speeds, but the
enclosure services process may ignore the request because high ambient temperatures are
present, requiring high fan speeds.

An application client uses the RECEIVE DIAGNOSTIC RESULTS command with the Pcv bit set to
one to obtain many kinds of enclosure status information. The information shall indicate the actual
state of the enclosure. The actual state is a vendor specific combination of the indications set by
the instructions from application clients and the indications established by the enclosure services
process.

4.3 Subenclosures
4.3.1 Subenclosures overview

An enclosure consists of one subenclosure or multiple subenclosures.

When a single subenclosure is present, it is considered the primary subenclosure. There are no
secondary subenclosures.

When multiple subenclosures are present:

a) the primary subenclosure is the subenclosure whose enclosure services process provides
access to enclosure services information of all the subenclosures; and
b) all other subenclosures are considered secondary subenclosures.
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Figure 3 shows an example of subenclosures.

Enclosure

Primary subenclosure (subenclosure identifier 00h)
(shown with a standalone enclosure services process)

Enclosure Vendor-

SCSIOtﬁrget services process/ [ | specific

P device server interface
Element Element Element Element

Secondary subenclosure A (not 00h)

Enclosure — ‘:sgslz';
services process gt
Element | | Element | | Element Element

Secondary subenclosure N (not 00h)
Enclosure gsgs;g
services process AL
Element | | Element | | Element Element

Figure 3 — Subenclosures

Each subenclosure is identified by a one-byte subenclosure identifier. The primary subenclosure
shall have a subenclosure identifier of 00h. The primary subenclosure shall assign a non-zero
subenclosure identifier for each secondary subenclosure. The relationship between the
subenclosure identifier and the subenclosure’s location is vendor specific.

The enclosure services information from multiple subenclosures is combined together into a single
set of SES diagnostic pages by the primary subenclosure. The information from each subenclosure
is distinguished in the Configuration diagnostic page (see 6.1.2) by its subenclosure identifier.

The primary subenclosure may access enclosure service information in a subenclosure using the
SEND DIAGNOSTIC command and RECEIVE DIAGNOSTIC RESULTS commands over a SCSI
transport protocol, or may use a vendor-specific interface.

4.3.2 Generation code

The primary subenclosure’s enclosure services process shall maintain a four-byte wrapping
counter called the generation code. The generation code shall be incremented by one every time
that the Configuration diagnostic page changes (e.g., there is a change in the number or
configuration of subenclosures). The counter shall not be changed because of status element

changes. Enclosures that do not change in configuration should set the generatbnoc‘gde to
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00000000h. If the generation code is at its maximum value (i.e., FFFFFFFFh), it shall wrap to
00000000h. The generation code should be set to 00000000h on power on.

The relationship between the subenclosure identifier and the subenclosure is fixed for a particular
configuration and generation code. As subenclosures are added or removed, the configuration and
generation code shall change. The addition or removal of a subenclosure may result in a change in
the relationship between a physical subenclosure and the corresponding subenclosure identifier.

The generation code is reported in most SES status-type diagnostic pages (see 6.1). The expected
generation code is used in most SES control-type diagnostic pages (see 6.1).

Standalone enclosure services processes (see 4.1.2) shall establish a unit attention condition (see
SAM-4 and SPC-4) for all I_T nexuses when there is a change in the generation code. The
additional sense code for the unit attention condition shall be TARGET OPERATING CONDITIONS
HAVE CHANGED. The unit attention condition shall be cleared for all |_T nexuses without being
reported if a RECEIVE DIAGNOSTIC RESULTS command is processed that requests the
Configuration diagnostic page (i.e., the PCv bit is set to one and the PAGE CODE field is set to 01h).

Application clients accessing an attached enclosure services process (see 4.1.3) should verify that
the generation code has not unexpectedly changed, since no unit attention condition is established
by the device server.

4.3.3 Simple subenclosures

A simple subenclosure is a subenclosure that does not support any SES diagnostic page (see
6.1.1) except the Short Enclosure Status diagnostic page (see 6.1.11). If a simple subenclosure is
a primary subenclosure, no secondary subenclosures exist.

The enclosure services process in a simple subenclosure shall always return the Short Enclosure
Status diagnostic page, regardless of which SES diagnostic page is requested by a RECEIVE
DIAGNOSTIC RESULTS command. If a simple subenclosure is used as a secondary
subenclosure, it shall be represented by a Simple Subenclosure element (see 7.3.24).

The enclosure services process in a simple subenclosure shall terminate any SEND DIAGNOSTIC
command using an SES diagnostic page code with CHECK CONDITION status with a sense key
set to ILLEGAL REQUEST and an additional sense code set to UNSUPPORTED ENCLOSURE
FUNCTION.
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4.3.4 Multiple enclosure services processes in a subenclosure
A subenclosure may be managed by more than one enclosure services process, as shown in

figure 4.
Enclosure
Primary subenclosure (subenclosure identifier 00h)

SCSl target Enclosure services process/device server Venqor

ort — (RELATIVE ENCLOSURE SERVICES PROCESS [~  specific

P IDENTIFIER field set to 001b) interface
Element | ... | Element | | Element | ... | Element | | Element | ... | Element

SCS! target Enclosure services process/device server Venc_lor

t — (RELATIVE ENCLOSURE SERVICES PROCESS specific

po IDENTIFIER field set to 010b) interface

Note 1 - Standalone enclosure services processes are shown in this example.

Note 2 - Each enclosure services process reports the NUMBER OF ENCLOSURE
SERVICES PROCESSES field set to 010b.

Note 3 - Elements may be accessible by a single enclosure services process
or by multiple enclosure services processes.

Secondary subenclosures (if any)

Figure 4 — Multiple enclosure service processes in a subenclosure

Elements may be accessible by one or more of the enclosure services processes. Coordination of
access between multiple enclosure services processes is vendor specific.

4.4 Use of the Enclosure Busy diagnostic page

An enclosure services process may return the Enclosure Busy diagnostic page (see 6.1.12) with
the BUSY bit set to one rather than the requested diagnostic page when it is temporarily unable to
provide the requested diagnostic page.

4.5 Invalid field errors

A standalone enclosure services process (see 4.1.2) shall report errors detected while processing
the SEND DIAGNOSTIC command and the RECEIVE DIAGNOSTIC RESULTS commands as
defined in SPC-4 (e.g., if the PAGE CODE field in the parameter list for the SEND DIAGNOSTIC
command is set to an unsupported value, terminate the command with CHECK CONDITION status
with the sense key set to ILLEGAL REQUEST).

For an attached enclosure services process (see 4.1.3):

a) for the SEND DIAGNOSTIC command with the PF bit set to one and the PAGE CODE field in the
parameter list set to a value in the SES diagnostic page code range (see 6.1.1), the device
server is not capable of completely checking the fields in the CDB and parameter list. Instead,
the device server shall pass the page code and parameter list to the attached enclosure
services process and complete the command with GOOD status;

b) for the SEND DIAGNOSTIC command with PF bit set to zero or with the PF bit set to one and
the PAGE CODE field in the parameter list set to a value outside the SES diagnostic page code
range (see 6.1.1), the device server shall report errors detected while processing )@y feldiients
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the CDB and while processing parameter lists containing page codes outside the SES
diagnostic page code range as defined in SPC-4;

c) for the RECEIVE DIAGNOSTIC RESULTS command with the Pcv bit set to one and the PAGE
CODE field set to a value in the SES diagnostic page code range (see 6.1.1), the device server
is not capable of completely checking the fields in the CDB. Instead, the device server shall
pass the page code to the attached enclosure services process, retrieve the diagnostic page, if
any, from the attached enclosure services process and return it to the application client as
parameter data, and complete the command with GOOD status; and

d) for the RECEIVE DIAGNOSTIC RESULTS command with the PCV bit set to zero or with the pcv
bit set to one and the PAGE CODE field set to a value outside the SES diagnostic page code
range (see 6.1.1), the device server shall report errors detected while processing other fields in
the CDB and while processing page codes outside the SES diagnostic page code range as
defined in SPC-4.

The attached enclosure services process uses the INVOP bit in the Enclosure Status diagnostic
page (see 6.1.4) and the Threshold In diagnostic page (see 6.1.9) to report errors.

To report errors detected in the SEND DIAGNOSTIC command CDB fields or parameter list, the
attached enclosure services process shall:

a) if the PAGE CODE field is set to an unsupported value, set the INVOP bit to one in the next
Enclosure Status diagnostic page returned to any application client;

b) if the PAGE CODE field is set to 05h (i.e., Threshold Out diagnostic page) and that is a supported
value, set the INVOP bit to one in the next Threshold In diagnostic page (see 6.1.9) returned to
any application client; and

c) if the PAGE CODE field is set to a supported value other than 05h, set the INVOP bit to one in the
next Enclosure Status diagnostic page (see 6.1.4) returned to any application client.

To report errors detected in the RECEIVE DIAGNOSTIC RESULTS command CDB fields, the
attached enclosure services process shall:

a) if the PAGE CODE field is set to an unsupported value, return no data; and

b) if the PAGE CODE field is set to a supported value, set the INVOP (invalid operation requested) bit
to one in the next Enclosure Status diagnostic page (see 6.1.4) returned to any application
client. If this command is returning the Enclosure Status diagnostic page, report the error in this
command.

The attached enclosure services process may include an Invalid Operation Reason element (see
7.3.12) in the element list to indicate the reason for the error.

4.6 Thresholds

For elements that have limited sensing capability (e.g., temperature sensors, uninterruptible power
supplies, voltage sensors, and current sensors), an enclosure services process may support
reporting when the element crosses certain threshold values:

a) a high critical threshold;

b) a high warning threshold;

c) alow warning threshold; and
d) alow critical threshold.

Thresholds are supported using the Threshold Out diagnostic page (see 6.1.8), the Threshold In
diagnostic page (see 6.1.9), the threshold control element (see 7.2.4), and the threshold status
element (see 7.2.4).

When the value of a sensed parameter increases above the high critical threshold value or falls
below the low critical threshold value, the enclosure services process shall report a critical
condition to the application client by one of the mechanisms defined in 4.7. For those device
servers that use CHECK CONDITION status to indicate enclosure failures (see 4.7.4), the
command shall be terminated and the sense key shall be set to HARDWARE ERROR and the
additional sense code shall be set to ENCLOSURE FAILURE.
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When the value of a sensed parameter increases above the high warning threshold value or falls
below the low warning threshold value, the enclosure services process shall report a noncritical
condition to the application client by one of the mechanisms defined in 4.7. For those device
servers that use CHECK CONDITION status to indicate enclosure failures (see 4.7.4), the
command shall be completed and the sense key shall be set to RECOVERED ERROR and the
additional sense code shall be set to WARNING — ENCLOSURE DEGRADED.

4.7 Reporting methods
4.7.1 Reporting methods overview

Many enclosure functions are managed simply by setting controls and testing the status of the
elements within an enclosure. However, the enclosure services process also monitors a variety of
warning and error conditions. These conditions may be communicated to an application client
using any of the following methods:

a) polling (see 4.7.2);

b) polling based on the timed completion function (see 4.7.3);
c) CHECK CONDITION status (see 4.7.4); and

d) asynchronous event notification (see 4.7.5).

4.7.2 Polling

The application client may periodically poll the enclosure by sending a RECEIVE DIAGNOSTIC
RESULTS command requesting an Enclosure Status diagnostic page (see 6.1.4) with an allocation
length greater than one. The information returned in byte 1 of the Enclosure Status diagnostic page
includes bits that summarize the status of the enclosure and its elements as described in 6.1.4. If
one of these bits is set to one, detailed information may then be obtained by the application client
by sending a RECEIVE DIAGNOSTIC RESULTS command requesting a complete Enclosure
Status diagnostic page, Help Text diagnostic page (see 6.1.5), or Subenclosure Help Text
diagnostic page (see 6.1.14).

4.7.3 Timed completion function

The application client may enable the optional timed completion function using the Enclosure
Services Management mode page (see 6.3.2). The application client may then periodically poll the
enclosure by sending a RECEIVE DIAGNOSTIC RESULTS command requesting an Enclosure
Status diagnostic page (see 6.1.4) with an allocation length greater than one. The return of the
diagnostic page may be delayed until one or more of the bits in byte 1 of the diagnostic page are
set to one. The command shall be completed by the device server before the time specified in the
MAXIMUM TASK COMPLETION TIME field is exceeded whether or not one of these bits is set to one. This
polling option allows the application client to access warning and error information at a time closer
to the detection of the information by the enclosure services process.

4.7.4 CHECK CONDITION status

A standalone device server should not terminate a RECEIVE DIAGNOSTIC RESULTS command
with CHECK CONDITION status to report warning conditions and failure conditions relating to
enclosure services.

The device server may use informational exception conditions (see SPC-4) to indicate conditions
that do not require any recovery action.

For attached enclosure services processes (see 4.1.3), the device server shall not terminate
commands with CHECK CONDITION status to indicate the presence of information from the
enclosure services process. Application clients shall use polling (see 4.7.2) to access the
enclosure information through such device servers.

Documents

Document Sharing Hub

Full document details: ISO IEC 14776-372-2011


http://avadocuments2026.com/doc/iso-iec-14776-372-2011
http://avadocuments2026.com/doc/iso-iec-14776-372-2011

-32- 14776-372 © ISO/IEC:2011(E)

4.7.5 Asynchronous event notification

For standalone enclosure services processes with a SCSI target port using a SCSI transport
protocol that supports notification of SES asynchronous events (e.g., Broadcast (SES) in SAS-2),
the enclosure services process:

a) shall report an asynchronous event when the generation code changes (see 4.3.2);

b) shall report an asynchronous event when an element change results in a change to the PRDFAIL
bit or the ELEMENT STATUS CODE field in a status element (see 7.2.3) (e.g., an element exceeds
a threshold);

c) may report an asynchronous event when an element change does not result in a change to the
PRDFAIL bit or the ELEMENT STATUS CODE field in a status element (see 7.2.3);

d) should report an asynchronous event when the Element Descriptor diagnostic page (see
6.1.10) changes;

e) should report an asynchronous event when the Short Enclosure Status diagnostic page (see
6.1.11) changes;

f) should report an asynchronous event when the Additional Element Status diagnostic page (see
6.1.13) changes;

g) should report an asynchronous event when the Download Microcode Status diagnostic page
(see 6.1.19) changes to a code implementing completion; and

h) should report an asynchronous event when the Subenclosure Nickname Status diagnostic
page (see 6.1.21) changes.

4.8 Additional sense codes

The additional sense code values defined for this standard are described in table 2. The values are
assigned in SPC-4.
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Table 2 — Sense keys and additional sense codes

Sense key Additional sense code Reason
ENCLOSURE SERVICES The enclosure services process has failed in an unknown
FAILURE @ manner.
ENCLOSURE SERVICES The device server communication with the enclosure
TRANSFER FAILURE @ services process has failed.
:ésg\gARE An unrecoverable enclosure failure (e.g., from a threshold
exceeding a critical limit (see 4.6)) has been detected by
b the enclosure services process. Further information may be
ENCLOSURE FAILURE available using the RECEIVE DIAGNOSTIC RESULTS
command and requesting the Enclosure Status diagnostic
page (see 6.1.4).
HARDWARE The device server or the enclosure services process
ERROR or ENCLOSURE SERVICES - . ; . P ;
ILLEGAL TRANSFER REFUSED 2 indicated either an error or an invalid format in their
REQUEST communication.
ILLEGAL UNSUPPORTED A SEND DIAGNOSTIC command has been attempted to a

REQUEST ENCLOSURE FUNCTION 2 | simple subenclosure (see 4.3.3).

The device server communication with the enclosure
service process has encountered an error, but may become
available again.

ENCLOSURE SERVICES

NOT READY UNAVAILABLE 2

A noncritical failure (e.g., from a threshold exceeding a
warning limit (see 4.6)) has been detected by the enclosure
services process. This may be managed by the
Informational Exceptions Control mode page (see SPC-4).
Further information may be available using the RECEIVE
DIAGNOSTIC RESULTS command and requesting the
Enclosure Status diagnostic page (see 6.1.4).

RECOVERED | WARNING — ENCLOSURE
ERROR DEGRADED °

May be returned by any logical unit that provides access to enclosure services, either standalone (see 4.1.2) or attached (see
4.1.3).

Should only be returned by a standalone enclosure services process in the sense data for a CHECK CONDITION status
returned for a command other than RECEIVE DIAGNOSTIC RESULTS.
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5 Commands for enclosure services peripheral devices

The commands for standalone enclosure services processes (i.e., logical units with the peripheral
device type of enclosure services (i.e., 0Dh)) (see 4.1.2) are shown in table 3.

Table 3 — Commands for standalone enclosure services processes (part 1 of 2)

Command name °perat'2" Type b | Reference
code
ACCESS CONTROL IN 86h 0] SPC-4
ACCESS CONTROL OUT 87h 0] SPC-4
CHANGE ALIASES A4h/0Bh 0] SPC-4
INQUIRY f 12h M SPC-4
LOG SELECT 4Ch 0] SPC-4
LOG SENSE 4Dh 0] SPC-4
A3h/00h to 04h o
MAINTENANCE IN A3h/06h to 09h X SCC-2
A4h/00h to 05h e
MAINTENANCE OUT A4h/07h to 09h X SCC-2
MODE SELECT (10) 55h 0] SPC-4
MODE SELECT (6) 15h 0] SPC-4
MODE SENSE (10) 5Ah 0] SPC-4
MODE SENSE (6) 1Ah 0 SPC-4
PERSISTENT RESERVE IN 5Eh 0] SPC-4
PERSISTENT RESERVE OUT 5Fh 0] SPC-4
READ BUFFER 3Ch 0] SPC-4
RECEIVE DIAGNOSTIC RESULTS °© 1Ch M SPC-4
REDUNDANCY GROUP IN BAh X € SCC-2
REDUNDANCY GROUP OUT BBh X € SCC-2
REPORT ALIASES A3h/0Bh 0] SPC-4
REPORT IDENTIFYING INFORMATION A3h/05h 0] SPC-4
REPORT LUNS AOh M SPC-4
REPORT PRIORITY A3h/0Eh 0] SPC-4
REPORT SUPPORTED OPERATION CODES A3h/0Ch 0] SPC-4
REPORT SUPPORTED TASK MANAGEMENT FUNCTIONS A3h/0Dh 0] SPC-4
REPORT TARGET PORT GROUPS A3h/0Ah 0] SPC-4
REPORT TIMESTAMP A3h/0Fh 0] SPC-4
@ Some commands are defined by a combination of operation code and service action. The operation code value is shown
preceding the slash and the service action value is shown after the slash.
M means command implementation is mandatory. O means command implementation is optional. X means command
implementation requirements are detailed in the reference.
¢ sEs status-type diagnostic pages (see 6.1) are transferred by the RECEIVE DIAGNOSTIC RESULTS command with the
PCV bit set to one.
d SES control-type diagnostic pages (see 6.1) are transferred by the SEND DIAGNOSTIC command with the PF bit set to one.
Device servers are only required to accept a single diagnostic page in each command.
€ If the SCCS bit is set to one in the standard INQUIRY data (see SPC-4), these commands shall be supported as required by
SCC-2. If the SCCS bit is set to zero, these commands shall not be supported.
f In the standard INQUIRY data (see SPC-4), the MCHNGR bit shall be set to zero.
9 The following operation codes are obsolete: 16h, 17h, 56h, and 57h. n
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Table 3 — Commands for standalone enclosure services processes (part 2 of 2)

Command name °'°erat'2" Type b | Reference
code

REQUEST SENSE 03h M SPC-4

SEND DIAGNOSTIC ¢ 1Dh M SPC-4

SET IDENTIFYING INFORMATION A4h/06h 0] SPC-4

SET PRIORITY A4h/OEh 0] SPC-4

SET TARGET PORT GROUPS A4h/0Ah 0] SPC-4

SET TIMESTAMP A4h/OFh 0] SPC-4

SPARE IN BCh X € SCC-2

SPARE OUT BDh X € SCC-2

TEST UNIT READY 00h M SPC-4

VOLUME SET IN BEh X € SCC-2

VOLUME SET OUT BFh X € SCC-2

WRITE BUFFER 3Bh 0] SPC-4

Obsolete 9

Reserved All others

@ Some commands are defined by a combination of operation code and service action. The operation code value is shown
preceding the slash and the service action value is shown after the slash.
M means command implementation is mandatory. O means command implementation is optional. X means command
implementation requirements are detailed in the reference.

¢ sEs status-type diagnostic pages (see 6.1) are transferred by the RECEIVE DIAGNOSTIC RESULTS command with the
PCV bit set to one.

d SES control-type diagnostic pages (see 6.1) are transferred by the SEND DIAGNOSTIC command with the PF bit set to one.
Device servers are only required to accept a single diagnostic page in each command.

€ |If the SCCS bit is set to one in the standard INQUIRY data (see SPC-4), these commands shall be supported as required by
SCC-2. If the SCCS bit is set to zero, these commands shall not be supported.

f In the standard INQUIRY data (see SPC-4), the MCHNGR bit shall be set to zero.

9 The following operation codes are obsolete: 16h, 17h, 56h, and 57h.

All the commands are described in the referenced standards. The diagnostic pages accessed by
the SEND DIAGNOSTIC command and the RECEIVE DIAGNOSTIC RESULTS command are
defined in 6.1. The elements accessed by some of the diagnostic pages are defined in clause 7.
The format for the mode parameters and mode page accessed by the MODE SELECT commands
and the MODE SENSE commands are defined in 6.3.
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6 Parameters for enclosure services devices

6.1 Diagnostic parameters
6.1.1 Diagnostic parameters overview

This clause defines the diagnostic page structure and the diagnostic pages that are applicable to
enclosure services devices and other device types that provide communications access to an
enclosure services process. Control pages are accessed with the SEND DIAGNOSTIC command.
Status pages are accessed with the RECEIVE DIAGNOSTIC RESULTS command.

The diagnostic page format is specified in SPC-4. All diagnostic pages have the diagnostic page
header defined in SPC-4, including the PAGE CODE and PAGE LENGTH fields.

The PAGE CODE field identifies the diagnostic page being sent or requested. The page codes are
defined in table 4.

Table 4 — Diagnostic page codes for enclosure service devices (part 1 of 2)

Page o Control .
code Description or Type Reference
status
00h Supported Diagnostic Pages diagnostic page Status M SPC-4
SES diagnostic pages
01h Configuration diagnostic page Status A 6.1.2
02h Enclosure Control diagnostic page Control A 6.1.3
Enclosure Status diagnostic page Status A 6.1.4
03h Help Text diagnostic page Status B 6.1.5
04h String Out diagnostic page Control B 6.1.6
String In diagnostic page Status B 6.1.7
05h Threshold Out diagnostic page Control B 6.1.8
Threshold In diagnostic page Status B 6.1.9
06h Obsolete
07h Element Descriptor diagnostic page Status B 6.1.10
08h Short Enclosure Status diagnostic page Status 0] 6.1.11
09h Enclosure Busy diagnostic page Status B 6.1.12
0Ah Additional Element Status diagnostic page Status B 6.1.13
0Bh Subenclosure Help Text diagnostic page Status B 6.1.14
och Subenclosure String Out diagnostic page Control B 6.1.15
Subenclosure String In diagnostic page Status B 6.1.16
0Dh Supported SES Diagnostic Pages diagnostic page Status B 6.1.17
OEh Download Microcode Control diagnostic page Control B 6.1.18
Download Microcode Status diagnostic page Status B 6.1.19
OFh Subenclosure Nickname Control diagnostic page Control B 6.1.20
Subenclosure Nickname Status diagnostic page Status B 6.1.21
a8 A simple subenclosure responds with a Short Enclosure Status diagnostic page when any SES diagnostic page is
requested by a RECEIVE DIAGNOSTIC RESULTS command. See 4.3.3.
® M means mandatory. O means optional. A means mandatory if the Short Enclosure Status diagnostic page is nof
supported, prohibited if the Short Enclosure Status diagnostic page is supported (i.e., in a simple subenclosure). B means
optional if the Short Enclosure Status diagnostic page is not supported, prohibited if the Short Enclosure Status diagnostic
page is supported (i.e., in a simple subenclosure). _ Dﬂcum‘ tS
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