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Technologies de l'information — Techniques dg nat esC%it s avec appendice —

Partie 3: Mécanismes fondés sur certificat

RECTIFICATIF TECHNIQUE 1

andaxd” ISO/IEC 14888-3:1998 was prepared by Joint Technical

Technical Corrigendu@
Committee ISO/IEC JTC\Y, Subcommittee SC 27, IT Security techniques.

Page 2, clause 5
Replace:  |a| the greatest integer equal to or less than a

with: [a] the least integer equal to or greater than a

Page 15, subclause B.2.3.4
Replace: S = K+([(2*"H —U)/PQ|V mod P)PQ mod N
with: S = K+([(2""H —U)/PQ]V mod P)PQ mod N
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Page 30, subclause E.5.3.3
Replace: S = K+ ([(2*"H —U)/PQ]V mod P)PQ mod N
with: S = K+([(2""H —U)/PQ]V mod P)PQ mod N

Page 30, subclause E.5.3.3

Replace: S = 53491b7d 54b79d59 a%9al6251 e6192609
3336ffb6 368ae323 386360cc 4afbded3
8a86ddla 9f3061f7 b66dded43 7d4aa7al
0b533cb7 89f5c025 d74adfea 6601fb2e
00241743 £d143a85 6836ba63 d62aalfe
151636ea adb8c7c9 cafbbf78 3053227c
0e76bblb b889ba2d 73ea27d4
5502c867 7087debf 4917f5c8
5f2d0781 ad765763 b930bf8a
1b38696¢c 0b072aeb 5f9f03d1
5989bc79 9765836d
fb778b07 faeefbf
a3lccdae 497ea98e
6559069¢c a2362bfc
707ccl1l05 e0cf460f

6ac986fc
c9b9c8dc

with: 89f613fa ce3863a7
ebeef81b 45406eba
7f9bccle e9b64292
7174fef0 53c2282e
dbb5ee394 Dbbef7659 ff558850
fade7893 9b0bc89b 8745d44b
b3f68c85 401da274 9db85b3d
1be33a03 blea3ebl b495f474 affdbaeb
c03f89e0 1c86e90e ad741ebd 1306ef92
eefb0e26 001afb511 7d145498 aeab513f
0f61c563 e7f8aeac 000d9e21 78cee3f2
4cf9e89f 2c18502e 94f2e7db ffbabala
41238836 9d6eca74 £f59f7d5e 158692ed
30525203 70fc41fd 8a415b71 bOdcla72
78921250 £708b910 80eacb6b 055724df
e63fccbb 44a4a735 fd6ae%922 34997db4
44c674ec 975844de 8cecc29c 6ce31931
b3al123a2 9cdab580 b62e06b9 2cabf72b
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