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Subclause 4.5.5
In the last sentence of C473 replace “not be INTENT(OUT)” by “not have the INTENT(OUT) or
VALUE attribute”.

Subclause 7.4.1.3
Insert the following sentence at the beginning of the third paragraph of the subclause:

If variable is an unallocated allocatable array, expr shall have the same rank as
variable.

In the second sentence of the third paragraph of the subclause, change “corresponding type
parameters of expr,” to “corresponding type parameter of expr. If variable is an array and expr is
scalar it is allocated with the same bounds as before, otherwise it is allocated”.

Subclause 7.4.2.2
In the fifth paragraph of the subclause, after “the same type”, insert “or both be unlimited
polymorphic”.

Subclause 9.5.3.4
After the seventh paragraph of the subclause, “If an internal file has been specified, an input/output
list item shall not be in the file or associated with the file.”, add the following two paragraphs:

During the execution of an output statement that specifies an internal file, no part of
that internal file shall be referenced, defined, or become undefined as the result of
evaluating any output list item.

During the execution of an input statement that specifies an internal file, no part of
that internal file shall be defined or become undefined as the result of transferring a
value to any input list item.

Subclause 9.9.1.8
Add to the end of the last sentence of the subclause: “or if the unit specified by UNIT= is not
connected to a file”.
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