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Subclause 4.4.1 
In the third line of the first paragraph of the subclause, before the sentence beginning "The kind type 
parameter..." insert the following sentence. 

The kind type parameter is of type default integer. 
 
Subclause 4.4.2 
In the fourth line of the first paragraph of the subclause, before the sentence beginning "The kind type 
parameter..." insert the following sentence. 

The kind type parameter is of type default integer. 
 
In the second line of the second paragraph of the subclause, insert "mathematically" before "equivalent". 
 
Subclause 4.4.3 
In the fourth line of the second paragraph of the subclause, before the sentence beginning "The kind type 
parameter..." insert the following sentence. 

The kind type parameter is of type default integer. 
 
Subclause 4.4.4 
In the third line of the first paragraph of the subclause, insert "its kind is processor-dependent and" before "its 
value". 
 
In the third line of the second paragraph of the subclause, before the sentence beginning "The kind type 
parameter..." insert the following sentence. 

The kind type parameter is of type default integer. 
 
Subclause 4.4.4.1 
In constraint C416, in the second line of list item (3), delete "or". 
 
In constraint C416, add the following new list item immediately after item (3). 

(3.5)   in the type-spec or derived-type-spec of a type guard statement (8.1.5), or 
  
In the final paragraph of the subclause, add the following new list item immediately after item (3). 

(3.5)   If used in the type-spec of a type guard statement, the associating entity assumes 
           its length from the selector. 
 

Subclause 4.4.5 
In the second line of the second paragraph of the subclause, before the sentence beginning "The kind type 
parameter..." insert the following sentence. 

The kind type parameter is of type default integer. 
 
Subclause 4.5.3 
Following constraint C447, add the following new constraint. 

C447a  (R440) If component-initialization appears, every type parameter and array bound of the 
component shall be an initialization expression. 

 
Subclause 4.5.5.2 
In the first line of the fourth paragraph of the subclause, after the first occurrence of "structure constructor", 
insert "or array constructor".  On the same line, delete the second occurrence of "structure". 
 
In the new sixth paragraph introduced in Technical Corrigendum 1, after the first occurrence of "structure 
constructor", insert "or array constructor".  In the same sentence, delete the second occurrence of "structure". 
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