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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical Commission)
form the specialized system for worldwide standardization. National bodies that are members of ISO or IEC
participate in the development of International Standards through technical committees established by the
respective organization to deal with particular fields of technical activity. ISO and IEC technical committees
collaborate in fields of mutual interest. Other international organizations, governmental and non-governmental, in
liaison with ISO and IEC, also take part in the work.

The procedures used to develop this document and those intended for its further maintenance are described in the
ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types of document
should be noted.

ISO and IEC draw attention to the possibility that the implementation of this document may involve the use of (a)
patent(s).ISO and IEC take no position concerning the evidence, validity or applicability of any claimed patent rights
in respect thereof. As of the date of publication of this document, ISO and IEC had not received notice of (a) patent(s)
which may be required to implement this document. However, implementers are cautioned that this may not
represent the latest information, which may be obtained from the patent database available at www.iso.org/patents
and https://patents.iec.ch. ISO and IEC shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not constitute an
endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions related
to conformity assessment, as well as information about ISO's adherence to the World Trade Organization (WTO)
principles in the Technical Barriers to Trade (TBT) see www.iso.org/iso/foreword.html. In the IEC, see
www.iec.ch/understanding-standards.

This document was prepared by ITU-T (as ITU-T T.800) and drafted in accordance with its editorial rules, in
collaboration with Joint Technical Committee ISO/IEC JTC 1, Information technology, Subcommittee SC 29, Coding
of audio, picture, multimedia and hypermedia information.

This fifth edition cancels and replaces the fourth edition (ISO/IEC 15444-1:2019), which has been technically
revised.

The main changes are as follows:
— addition of Annex N, which lists a registration request for media type image/j2c

— specify that the Mastering Display Metadata Box of Annex M is optional and has no defaults, reflecting industry
practice

— remove obsolete and erroneous reference to IETF RFC 2279

— clarify semantics of CEpoct

— update reference to ISO/CIE 11664-1, Rec. ITU-R BT.601 and Rec. ITU-R BT.709

— remove unused JPEG Utilities Registration Authority (JURA) term

— specify the value of Rsiz when extended capabilities are present but no profile is signalled.

A list of all parts in the ISO/IEC 15444 series can be found on the ISO and IEC websites.
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Any feedback or questions on this document should be directed to the user’s national standards body. A complete

listing of these bodies can be found at www.iso.org/members.html and www.iec.ch/national-committees.
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INTERNATIONAL STANDARD ISO/IEC 15444-1
RECOMMENDATION ITU-T T.800

Information technology — JPEG 2000 image coding system: Core coding system

Summary

This Recommendation | International Standard defines a set of lossless (bit-preserving) and lossy compression methods
for coding bi-level, continuous-tone grey-scale, palletized colour, or continuous-tone colour digital still images.

This Recommendation | International Standard:
—  specifies decoding processes for converting compressed image data to reconstructed image data;
—  specifies a codestream syntax containing information for interpreting the compressed image data;
—  specifies a file format;
—  provides guidance on encoding processes for converting source image data to compressed image data;

—  provides guidance on how to implement these processes in practice.

This edition includes the following changes relative to the previous edition:
— addition of Annex N, which lists a registration request for media type image/j2c

—  specify that the Mastering Display Metadata Box of Annex M is optional and has no defaults, reflecting
industry practice

—  remove obsolete and erroneous reference to IETF RFC 2279

- clarify semantics of CEpoc!

—  update reference to ISO/CIE 11664-1, Rec. ITU-R BT.601 and Rec. ITU-R BT.709
— remove unused JPEG Ultilities Registration Authority (JURA) term

—  specify the value of Rsiz when extended capabilities are present but no profile is signalled

NOTE - As this specification was first published as common text only after ISO/IEC JTC1 had approved the first edition in 2000,
edition numbers in the ITU and ISO/IEC versions are offset by one. This is the fourth edition of ITU-T T.800 and the fifth edition
of ISO/IEC 15444-1.

History *

Edition Recommendation Approval Study Group Unique ID
1.0 ITU-T T.800 2002-08-29 16 11.1002/1000/5281
1.1 ITU-T T.800 (2002) Amd. 1 2005-09-13 16 11.1002/1000/8576
1.2 ITU-T T.800 (2002) Cor. 1 2007-01-13 16 11.1002/1000/9048
1.3 ITU-T T.800 (2002) Cor. 2 2007-08-29 16 11.1002/1000/9231
1.4 ITU-T T.800 (2002) Amd. 2 2009-03-16 16 11.1002/1000/9719
1.5 ITU-T T.800 (2002) Amd. 3 2010-06-22 16 11.1002/1000/11002
1.6 ITU-T T.800 (2002) Amd. 4 2011-05-14 16 11.1002/1000/11313
1.7 ITU-T T.800 (2002) Amd. 5 2012-01-13 16 11.1002/1000/11469
1.8 ITU-T T.800 (2002) Amd. 6 2013-03-16 16 11.1002/1000/11882
1.9 ITU-T T.800 (2002) Cor. 3 2014-10-14 16 11.1002/1000/12301
1.10 ITU-T T.800 (2002) Cor. 4 2014-10-14 16 11.1002/1000/12302
1.11 ITU-T T.800 (2002) Amd. 7 2014-10-14 16 11.1002/1000/12300
2.0 ITU-T T.800 2015-11-29 16 11.1002/1000/12682
3.0 ITU-T T.800 (V3) 2019-06-13 16 11.1002/1000/13911
4.0 ITU-T T.800 (V4) 2024-07-14 16 11.1002/1000/15939

To access the Recommendation, type the URL https://handle.itu.int/ in the address field of your web
browser, followed by the Recommendation's unique ID. Doc u ments
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FOREWORD

The International Telecommunication Union (ITU) is the United Nations specialized agency in the field of
telecommunications, and information and communication technologies (ICTs). The ITU Telecommunication
Standardization Sector (ITU-T) is a permanent organ of ITU. ITU-T is responsible for studying technical,
operating and tariff questions and issuing Recommendations on them with a view to standardizing
telecommunications on a worldwide basis.

The World Telecommunication Standardization Assembly (WTSA), which meets every four years, establishes
the topics for study by the ITU-T study groups which, in turn, produce Recommendations on these topics.

The approval of ITU-T Recommendations is covered by the procedure laid down in WTSA Resolution 1.

In some areas of information technology which fall within ITU-T's purview, the necessary standards are
prepared on a collaborative basis with ISO and IEC.

NOTE

In this Recommendation, the expression "Administration" is used for conciseness to indicate both a
telecommunication administration and a recognized operating agency.

Compliance with this Recommendation is voluntary. However, the Recommendation may contain certain
mandatory provisions (to ensure, e.g., interoperability or applicability) and compliance with the
Recommendation is achieved when all of these mandatory provisions are met. The words "shall" or some other
obligatory language such as "must" and the negative equivalents are used to express requirements. The use of
such words does not suggest that compliance with the Recommendation is required of any party.

INTELLECTUAL PROPERTY RIGHTS

ITU draws attention to the possibility that the practice or implementation of this Recommendation may involve
the use of a claimed Intellectual Property Right. ITU takes no position concerning the evidence, validity or
applicability of claimed Intellectual Property Rights, whether asserted by ITU members or others outside of
the Recommendation development process.

As of the date of approval of this Recommendation, ITU had received notice of intellectual property, protected
by patents/software copyrights, which may be required to implement this Recommendation. However,
implementers are cautioned that this may not represent the latest information and are therefore strongly urged
to consult the appropriate ITU-T databases available via the ITU-T website at http:/www.itu.int/ITU-T/ipr/.

© ITU 2024

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without the prior
written permission of ITU.
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INTERNATIONAL STANDARD
ITU-T RECOMMENDATION

Information technology — JPEG 2000 image coding system: Core coding system

1 Scope

This Recommendation | International Standard defines a set of lossless (bit-preserving) and lossy compression methods
for coding bi-level, continuous-tone grey-scale, palletized colour, or continuous-tone colour digital still images.

This Recommendation | International Standard:

specifies decoding processes for converting compressed image data to reconstructed image data;
specifies a codestream syntax containing information for interpreting the compressed image data;
specifies a file format;

provides guidance on encoding processes for converting source image data to compressed image data;

provides guidance on how to implement these processes in practice.

NOTE — As this specification was first published as common text only after ISO/IEC JTC1 had approved the first edition in 2000,
edition numbers in the ITU and ISO/IEC versions are offset by one. This is the fourth edition of ITU-T T.800 and the fifth edition
of ISO/IEC 15444-1.

2 References

The following Recommendations and International Standards contain provisions which, through reference in this text,
constitute provisions of this Recommendation | International Standard. At the time of publication, the editions indicated
were valid. All Recommendations and Standards are subject to revision, and parties to agreements based on this
Recommendation | International Standard are encouraged to investigate the possibility of applying the most recent edition
of the Recommendations and Standards listed below. Members of IEC and ISO maintain registers of currently valid
International Standards. The Telecommunication Standardization Bureau of the ITU maintains a list of currently valid
ITU-T Recommendations.

2.1 Identical Recommendations | International Standards

Recommendation ITU-T T.81 (1992) | ISO/IEC 10918-1:1994, Information technology — Digital
compression and coding of continuous-tone still images: Requirements and guidelines.

Recommendation ITU-T T.84 (1996) | ISO/IEC 10918-3:1997, Information technology — Digital
compression and coding of continuous-tone still images. Extensions.

Recommendation ITU-T T.84 (1996)/Amd.1 (1999) | ISO/IEC 10918-3:1997/Amd.1:1999, Information
technology — Digital compression and coding of continuous-tone still images: Extensions — Amendment 1:
Provisions to allow registration of new compression types and versions in the SPIFF header.

Recommendation ITU-T T.86 (1998) | ISO/IEC 10918-4:1999, Information technology — Digital
compression and coding of continuous-tone still images: Registration of JPEG Profiles, SPIFF Profiles,
SPIFF Tags, SPIFF colour Spaces, APPn Markers, SPIFF Compression types and Registration
Authorities (REGAUT).

Recommendation ITU-T T.87 (1998) | ISO/IEC 14495-1:2000, Lossless and near-lossless compression of
continuous-tone still images — Baseline.

Recommendation ITU-T T.88 (2000) | ISO/IEC 14492:2001, Information technology — Lossy/lossless
coding of bi-level images.

Recommendation ITU-T T.810 (2006) | ISO/IEC 15444-11:2007, Information technology — JPEG 2000
image coding system: Wireless.

ISO/TEC 646:1991, Information technology — ISO 7-bit coded character set for information interchange.

ISO 8859-15:1999, Information technology — 8-bit single-byte coded graphic character sets — Part 15:
Latin alphabet No. 9.

2.2 Additional references

Recommendation ITU-R BT.601 (latest), Studio encoding parameters of digital television for
standard 4:3 and wide screen 16:9 aspect ratios.
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—  Recommendation ITU-R BT.709 (latest), Parameter values for the HDTV standards for production and
international programme exchange.

— 1EC 61966-2-1:1999, Multimedia systems and equipment — Colour measurement and management —
Part 2-1: Colour management — Default RGB colour space — sRGB.

— IEC 61966-2-1:1999/Amd.1:2003, Multimedia systems and equipment — Colour measurement and
management — Part 2-1: Colour management — Default RGB colour space — sSRGB.

— ISO/CIE 11664-1: (latest), Colorimetry — Part 1: CIE standard colorimetric observers.

— ISO 15076-1: (latest), Image technology colour management — Architecture, profile format and data
structure — Part 1: Based on ICC.1:2010.

— IS0 26428-1:2008, Digital cinema (D-cinema) distribution master — Part 1: Image characteristics.

— ISO/IEC 11578:1996, Information technology — Open Systems Interconnection — Remote Procedure Call
(RPC).

3 Definitions

For the purposes of this Recommendation | International Standard, the following definitions apply:

3.1 LxJ, floor function: This indicates the largest integer not exceeding x.
3.2 [x], ceiling function: This indicates the smallest integer not exceeded by x.
33 5-3 reversible filter: A particular filter pair used in the wavelet transformation. This reversible filter pair

has 5 taps in the low-pass and 3 taps in the high-pass.

34 9-7 irreversible filter: A particular filter pair used in the wavelet transformation. This irreversible filter pair
has 9 taps in the low-pass and 7 taps in the high-pass.

35 access unit: A coded representation of one video frame.
3.6 AND: Bit wise AND logical operator.
3.7 arithmetic coder: An entropy coder that converts variable length strings to variable length codes (encoding)

and vice versa (decoding).

3.8 auxiliary channel: A channel that is used by the application outside the scope of colourspace conversion. For
example, an opacity channel or a depth channel would be an auxiliary channel.

3.9 bit: A contraction of the term "binary digit"; a unit of information represented by a zero or a one.

3.10 bit-plane: A two-dimensional array of bits. In this Recommendation | International Standard a bit-plane refers
to all the bits of the same magnitude in all coefficients or samples. This could refer to a bit-plane in a component,
tile-component, code-block, region of interest, or other.

3.11 bit stream: The actual sequence of bits resulting from the coding of a sequence of symbols. It does not include
the markers or marker segments in the main and tile-part headers or the EOC marker. It does include any packet headers
and in-stream markers and marker segments not found within the main or tile-part headers.

3.12 big-endian: The bits of a value representation occur in order from the most significant to the least significant.

3.13 box: A portion of the file format defined by a length and unique box type. Boxes of some types may contain
other boxes.

3.14 box contents: Refers to the data wrapped within the box structure. The contents of a particular box are stored
within the DBox field within the box data structure.

3.15 box type: Specifies the kind of information that shall be stored with the box. The type of a particular box is
stored within the TBox field within the box data structure.

3.16 byte: Eight bits.

3.17 channel: One logical component of the image. A channel may be a direct representation of one component from
the codestream, or may be generated by the application of a palette to a component from the codestream.

3.18 cleanup pass: A coding pass performed on a single bit-plane of a code-block of coefficients. The first pass and
only coding pass for the first significant bit-plane is a cleanup pass; the third and the last pass of every remaining bit-plane
is a cleanup pass.
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3.19 codestream: A collection of one or more bit streams and the main header, tile-part headers, and the EOC
required for their decoding and expansion into image data. This is the image data in a compressed form with all of the
signalling needed to decode.

3.20 code-block: A rectangular grouping of coefficients from the same sub-band of a tile-component.

3.21 code-block scan: The order in which the coefficients within a code-block are visited during a coding pass. The
code-block is processed in stripes, each consisting of four rows (or all remaining rows if less than four) and spanning the
width of the code-block. Each stripe is processed column by column from top to bottom and from left to right.

3.22 coder: An embodiment of either an encoding or decoding process.

3.23 coding pass: A complete pass through a code-block where the appropriate coefficient values and context are
applied. There are three types of coding passes: significance propagation pass, magnitude refinement pass and cleanup
pass. The result of each pass (after arithmetic coding, if selective arithmetic coding bypass is not used) is a stream of
compressed image data.

3.24 coefficient: The values that are the result of a transformation.

3.25 colour channel: A channel that functions as an input to a colour transformation system. For example, a red
channel or a greyscale channel would be a colour channel.

3.26 component: A two-dimensional array of samples. An image typically consists of several components, for
instance, representing red, green and blue.

3.27 compressed image data: Part or all of a bit stream. It can also refer to a collection of bit streams in part or all
of a codestream.

3.28 conforming reader: An application that reads and interprets a JP2 file correctly.

3.29 context: Function of coefficients previously decoded and used to condition the decoding of the present
coefficient.

3.30 context label: The arbitrary index used to distinguish different context values. The labels are used as a

convenience of notation rather than being normative.

3.31 context vector: The binary vector consisting of the significance states of the coefficients included in a context.
3.32 decoder: An embodiment of a decoding process, and optionally a colour transformation process.
3.33 decoding process: A process which takes as its input all or part of a codestream and outputs all or part of a

reconstructed image.

3.34 decomposition level: A collection of wavelet sub-bands where each coefficient has the same spatial impact or
span with respect to the source component samples. These include the HL, LH and HH sub-bands of the same two-
dimensional sub-band decomposition. For the last decomposition level, the LL sub-band is also included.

3.35 delimiting markers and marker segments: Markers and marker segments that give information about
beginning and ending points of structures in the codestream.

3.36 discrete wavelet transformation (DWT): A transformation that iteratively transforms one signal into two or
more filtered and decimated signals corresponding to different frequency bands. This transformation operates on spatially
discrete samples.

3.37 encoder: An embodiment of an encoding process.
3.38 encoding process: A process that takes as its input all or part of the source image data and outputs a codestream.
3.39 file format: A codestream and additional support data and information not explicitly required for the decoding

of codestream. Examples of such support data include text fields providing titling, security and historical information,
data to support placement of multiple codestreams within a given data file, and data to support exchange between
platforms or conversion to other file formats.

3.40 fixed information markers and fixed information marker segments: Markers and marker segments that
offer information about the original image.

3.41 functional markers and functional marker segments: Markers and marker segments that offer information
about coding procedures.

3.42 grid resolution: The spatial resolution of the reference grid, specifying the distance between neighbouring
points on the reference grid.

3.43 guard bits: Additional most significant bits that have been added to sample data.
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3.44 header: Either a part of the codestream that contains only markers and marker segments (main header and
tile-part header) or the signalling part of a packet (packet header).

3.45 HH sub-band: The sub-band obtained by forward horizontal high-pass filtering and vertical high-pass filtering.
This sub-band contributes to reconstruction with inverse vertical high-pass filtering and horizontal high-pass filtering.

3.46 HL sub-band: The sub-band obtained by forward horizontal high-pass filtering and vertical low-pass filtering.
This sub-band contributes to reconstruction with inverse vertical low-pass filtering and horizontal high-pass filtering.

3.47 image: The set of all components.

3.48 image area: A rectangular part of the reference grid, registered by offsets from the origin and the extent of the
reference grid.

3.49 image area offset: The number of reference grid points down and to the right of the reference grid origin where
the origin of the image area can be found.

3.50 image data: The components and component samples making up an image. Image data can refer to either the
source image data or the reconstructed image data.

3.51 in-bit-stream markers and in-bit-stream marker segments: Markers and marker segments that provide error
resilience functionality.

3.52 informational markers and informational marker segments: Markers and marker segments that offer
ancillary information.

3.53 instantaneous bit rate: For each frame, this corresponds to the size of the contiguous codestream for the frame
in bits multiplied by the frame rate.

3.54 irreversible: A transformation, progression, system, quantization, or other process that, due to a systemic or
quantization error, disallows lossless recovery. An irreversible process can only lead to lossy compression.

3.55 JP2 file: The name of a file in the file format described in this Recommendation | International Standard.
Structurally, a JP2 file is a contiguous sequence of boxes.

3.56 JPEG: Used to refer globally to the encoding and decoding process of the following Recommendations |
International Standards:

—  Rec. ITU-T T.81 | ISO/IEC 10918-1;
—  Rec. ITU-T T.83 | ISO/IEC 10918-2;
—  Rec. ITU-T T.84 | ISO/IEC 10918-3;
—  Rec. ITU-T T.86 | ISO/IEC 10918-4.

3.57 JPEG 2000: Used to refer globally to the encoding and decoding processes in this Recommendation |
International Standard and their embodiment in applications.

3.58 LH sub-band: The sub-band obtained by forward horizontal low-pass filtering and vertical high-pass filtering.
This sub-band contributes to reconstruction with inverse vertical high-pass filtering and horizontal low-pass filtering.

3.59 LL sub-band: The sub-band obtained by forward horizontal low-pass filtering and vertical low-pass filtering.
This sub-band contributes to reconstruction with inverse vertical low-pass filtering and horizontal low-pass filtering.

3.60 layer: A collection of compressed image data from coding passes of one or more code-blocks of a
tile-component. Layers have an order for encoding and decoding that must be preserved.

3.61 lossless: A descriptive term for the effect of the overall encoding and decoding processes in which the output
of the decoding process is identical to the input to the encoding process. Distortion-free restoration can be assured. All of
the coding processes or steps used for encoding and decoding are reversible.

3.62 lossy: A descriptive term for the effect of the overall encoding and decoding processes in which the output of
the decoding process is not identical to the input to the encoding process. There is distortion (measured mathematically).
At least one of the coding processes or steps used for encoding and decoding is irreversible.

3.63 magnitude refinement pass: A type of coding pass.

3.64 main header: A group of markers and marker segments at the beginning of the codestream that describe the
image parameters and coding parameters that can apply to every tile and tile-component.

3.65 marker: A two-byte code in which the first byte is hexadecimal FF (0xFF) and the second byte is a value
between 1 (0x01) and hexadecimal FE (0xFE).
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3.66 marker segment: A marker and associated (not empty) set of parameters.
3.67 mod: mod(y,x) = z, where z is such that 0 < z < x, and such that y — z is a multiple of x.
3.68 packet: A part of the bit stream comprising a packet header and the compressed image data from one layer of

one precinct of one resolution level of one tile-component.
3.69 packet header: Portion of the packet that contains the signalling necessary for decoding that packet.

3.70 pointer markers and pointer marker segments: Markers and marker segments that offer information about
the location of structures in the codestream.

3.71 precinct: A one rectangular region of a transformed tile-component, within each resolution level, used for
limiting the size of packets.

3.72 precision: Number of bits allocated to a particular sample, coefficient or other binary numerical representation.

3.73 progression: The order of a codestream where the decoding of each successive bit contributes to a "better"
reconstruction of the image. What metrics make the reconstruction "better" is a function of the application. Some
examples of progression are increasing resolution or improved sample fidelity.

3.74 quantization: A method of reducing the precision of the individual coefficients to reduce the number of bits
used to entropy-code them. This is equivalent to division while compressing and multiplying while decompressing.
Quantization can be achieved by an explicit operation with a given quantization value or by dropping (truncating) coding
passes from the codestream.

3.75 raster order: A particular sequential order of data of any type within an array. The raster order starts with the
top left data point and moves to the immediate right data point, and so on, to the end of the row. After the end of the row
is reached the next data point in the sequence is the left-most data point immediately below the current row. This order is
continued to the end of the array.

3.76 reconstructed image: An image that is the output of a decoder.

3.77 reconstructed sample: A sample reconstructed by the decoder. This always equals the original sample value
in lossless coding but may differ from the original sample value in lossy coding.

3.78 reference grid: A regular rectangular array of points used as a reference for other rectangular arrays of data.
Examples include components and tiles.

3.79 reference tile: A rectangular sub-grid of any size associated with the reference grid.

3.80 region of interest (ROI): A collections of coefficients that are considered of particular relevance by some user-
defined measure.

3.81 resolution level: Equivalent to the decomposition level with one exception: the LL sub-band is also a separate
resolution level.

3.82 reversible: A transformation, progression, system or other process that does not suffer a systemic or
quantization error and therefore, allows lossless signal recovery.

3.83 sample: One element in the two-dimensional array that comprises a component.

3.84 segmentation symbol: A special symbol coded with a uniform context at the end of each coding pass for error
resilience.

3.85 selective arithmetic coding bypass: A coding style where some of the code-block passes are not coded by the
arithmetic coder. Instead, the bits to be coded are appended directly to the bit stream without coding.

3.86 shift: Multiplication or division of a number by powers of two.

3.87 sign bit: A bit that indicates whether a number is positive (zero value) or negative (one value).

3.88 sign-magnitude notation: A binary representation of an integer where the distance from the origin is expressed

with a positive number and the direction from the origin (positive or negative) is expressed with a separate single sign bit.

3.89 significance propagation pass: A coding pass performed on a single bit-plane of a code-block of coefficients.

3.90 significance state: State of a coefficient at a particular bit-plane. If a coefficient, in sign-magnitude notation,

has the first magnitude 1 bit at or before the given bit-plane, it is considered "significant". If not, it is considered
"insignificant".

391 source image: An image used as input to an encoder.
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sub-band: A group of transform coefficients resulting from the same sequence of low-pass and high-pass

filtering operations, both vertically and horizontally.

3.93
3.94
3.95

sub-band coefficient: A transform coefficient within a given sub-band.
sub-band decomposition: A transformation of an image tile-component into sub-bands.

superbox: A box that itself contains a contiguous sequence of boxes (and only a contiguous sequence of boxes).

As the JP2 file contains only a contiguous sequence of boxes, the JP2 file is itself considered a superbox. When used as
part of a relationship between two boxes, the term "superbox" refers to the box which directly contains the other box.

3.96

tile: A rectangular array of points on the reference grid, registered with and offset from the reference grid origin

and defined by a width and height. The tiles which overlap are used to define tile-components.

3.97
3.98
3.99

tile-component: All the samples of a given component in a tile.
tile index: The index of the current tile ranging from zero to the number of tiles minus one.

tile-part: A portion of the codestream with compressed image data for some, or all of a tile. The tile-part

includes at least one, and up to all of the packets that make up the coded tile.

3.100

tile-part header: A group of markers and marker segments at the beginning of each tile-part in the codestream

that describe the tile-part coding parameters.

3.101

given tile.

3.102
3.103
3.104

4

4.1

tile-part index: The index of the current tile-part ranging from zero to the number of tile-parts minus one in a

transformation: A mathematical mapping from one signal space to another.
transform coefficient: A value that is the result of a transformation.

XOR: Exclusive OR logical operator.

Abbreviations and symbols

Abbreviations

For the purposes of this Recommendation | International Standard, the following abbreviations apply:

1D-DWT One-dimensional Discrete Wavelet Transformation

CCITT International Telegraph and Telephone Consultative Committee, now ITU-T

CPRL Component, Position, Resolution and Layer data packet progression order within a tile

CSF Contrast Sensitivity Function

DCP Digital Cinema Package

FDWT Forward Discrete Wavelet Transformation

FEC Forward Error Correction

ICC International Color Consortium

ICT Irreversible Component Transform

IDWT Inverse Discrete Wavelet Transformation

IEC International Electrotechnical Commission

ISO International Organization for Standardization

ITTF Information Technology Task Force

ITU International Telecommunication Union

ITU-T International Telecommunication Union — Telecommunication Standardization Sector (formerly
the CCITT)

JPEG Joint Photographic Experts Group — The joint ISO/ITU committee responsible for developing

standards for continuous-tone still picture coding. It also refers to the standards produced by this
committee: Rec. ITU-T T.81 | ISO/IEC 10918-1, Rec. ITU-T T.83 | ISO/IEC 10918-2,
Rec. ITU-T T.84 | ISO/IEC 10918-3 and Rec. ITU-T T.87 | ISO/IEC 14495.

LRCP Layer, Resolution, Component and Position data packet progression order within a tile
LSB Least Significant Bit
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MSB
MSE
PCRL
PCS
RCT
RLCP
ROI
RPCL
SNR
TCP
ucCs
URI
URL
UUID
XML
W3C

4.2 Symbols

ISO/IEC 15444-1:2024(en)

Most Significant Bit

Mean Squared Error

Position, Component, Resolution and Layer data packet progression order within a tile

Profile Connection Space

Reversible Component Transform

Resolution, Layer, Component and Position data packet progression order within a tile

Region Of Interest

Resolution, Position, Component and Layer data packet progression order within a tile

Signal-to-Noise Ratio
Transmission Control Protocol
Universal Character Set
Uniform Resource Identifier
Uniform Resource Locator
Universal Unique Identifier
Extensible Markup Language

Worldwide web Consortium

For the purposes of this Recommendation | International Standard, the following symbols apply:

X~

\nnn

€p

Wp
My,
N
Ry
CAP
COC
COD
COM
CRG
EPH
EOC
PLM
PLT
POC
PPM
PPT
PRF
PRFnum
QCC
QCD
RGN
SI1Z
SOC

Denotes a hexadecimal number

A three-digit number preceded by a backslash indicates the value of a single byte within a
character string, where the three digits specify the octal value of that byte

Exponent of the quantization value for a sub-band defined in QCD and QCC

Mantissa of the quantization value for a sub-band defined in QCD and QCC

Maximum number of bit-planes coded in a given code-block
Number of decomposition levels as defined in COD and COC
Dynamic range of a component sample as defined in SIZ
Extended Capabilities marker

Coding style component marker

Coding style default marker

Comment marker

Component registration marker

End of packet header marker

End of codestream marker

Packet length, main header marker

Packet length, tile-part header marker

Progression order change marker

Packed packet headers, main header marker

Packed packet headers, tile-part header marker

Profile marker

Profile number as defined in PRF

Quantization component marker

Quantization default marker

Region-of-interest marker

Image and tile size marker

Start of codestream marker
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SOP Start of packet marker

SOD Start of data marker

SOT Start of tile-part marker

TLM Tile-part lengths marker
5 General description

This Recommendation | International Standard describes an image compression system that allows great flexibility, not
only for the compression of images, but also for the access into the codestream. The codestream provides a number of
mechanisms for locating and extracting portions of the compressed image data for the purpose of retransmission, storage,
display or editing. This access allows storage and retrieval of compressed image data appropriate for a given application,
without decoding.

The division of both the original image data and the compressed image data in a number of ways leads to the ability to
extract image data from the compressed image data to form a reconstructed image with a lower resolution or lower
precision, or regions of the original image. This allows the matching of a codestream to the transmission channel, storage
device or display device, regardless of the size, number of components and sample precision of the original image. The
codestream can be manipulated without decoding to achieve a more efficient arrangement for a given application.

Thus, the sophisticated features of this Recommendation | International Standard allow a single codestream to be used
efficiently by a number of applications. The largest image source devices can provide a codestream that is easily processed
for the smallest image display device, for example.

In general, this Recommendation | International Standard deals with three domains: spatial (samples), transformed
(coefficients) and compressed image data. Some entities (e.g., tile-component) have meaning in all three domains. Other
entities (e.g., code-block or packet) have meaning in only one domain (e.g., transformed or compressed image data,
respectively). The splitting of an entity into other entities in the same domain (e.g., component to tile-components) is
described separately for each of the domains.

5.1 Purpose

There are four main elements described in this Recommendation | International Standard:

—  Encoder: An embodiment of an encoding process. An encoder takes as input digital source image data and
parameter specifications, and by means of a set of procedures generates as output a codestream.

—  Decoder: An embodiment of a decoding process. A decoder takes as input compressed image data and
parameter specifications, and by means of a specified set of procedures generates as output digital
reconstructed image data.

—  Codestream syntax: A representation of the compressed image data that includes all parameter
specifications required by the decoding process.

—  Optional file format: The optional file format is for exchange between application environments. The
codestream can be used by other file formats or stand-alone without this file format.

5.2 Codestream

The codestream is a linear stream of bits from the first bit to the last bit. For convenience, it can be divided into (8-bit)
bytes, starting with the first bit of the codestream, with the "earlier" bit in a byte viewed as the most significant bit of the
byte when given e.g., a hexadecimal representation. This byte stream may be divided into groups of consecutive bytes.
The hexadecimal value representation is sometimes implicitly assumed in the text when describing bytes or a group of
bytes that do not have a "natural" numeric value representation.

5.3 Coding principles

The main procedures for this Recommendation | International Standard are shown in Figure 5-1. This shows the decoding
order only. The compressed image data is already conceptually assigned to portions of the image data. Procedures are
presented in the annexes in the order of the decoding process. The coding process is summarized below.

NOTE 1 — Annexes A to I are considered normative to this Recommendation | International Standard. However, certain denoted
subclauses and notes and all examples are informative.

Many images have multiple components. This Recommendation | International Standard has a multiple component
transformation to decorrelate three components. This is the only function in this Recommendation | International Standard
that relates components to each other (see Annex G).
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The image components may be divided into tiles. These tile-components are rectangular arrays that relate to the same
portion of each of the components that make up the image. Thus, tiling of the image actually creates tile-components that
can be extracted or decoded independently of each other. This tile independence provides one of the methods for
extracting a region of the image (see Annex B).

The tile-components are decomposed into different decomposition levels using a wavelet transformation. These
decomposition levels contain a number of sub-bands populated with coefficients that describe the horizontal and vertical
spatial frequency characteristics of the original tile-components. The coefficients provide frequency information about a
local area, rather than across the entire image like the Fourier transformation. That is, a small number of coefficients
completely describe a single sample. A decomposition level is related to the next decomposition level by a spatial factor
of two. That is, each successive decomposition level of the sub-bands has approximately half the horizontal and half the
vertical resolution of the previous one. Images of lower resolution than the original are generated by decoding a selected
subset of these sub-bands (see Annex F).

Although there are as many coefficients as there are samples, the information content tends to be concentrated in just a
few coefficients. Through quantization, the information content of a large number of small-magnitude coefficients is
further reduced (Annex E). Additional processing by the entropy coder reduces the number of bits required to represent
these quantized coefficients, sometimes significantly compared to the original image (see Annexes C, D and B).

—> Codestream syntax (Annex A) —»
v o
=
ROI g
(Annex H) 2
3
g E
2 A 4 A 4 v v v =
7 =
Q =
= <
S . Arithmeti Ci o . . T
© Data ordering rrimetic Coefﬁue.m Quantization Transformation DC, comp =
— (Annex B) — coding —» bit modelling (Annex E) — (Annex F) — transformation — E
(Annex C) (Annex D) (Annex G) z
S
&
—> File format (optional, Annex I) —»
T.800(19)_F5-1

Figure 5-1 — Specification block diagram

The individual sub-bands of a tile-component are further divided into code-blocks. These rectangular arrays of
coefficients can be extracted independently. The individual bit-planes of the coefficients in a code-block are coded with
three coding passes. Each of these coding passes collects contextual information about the bit-plane compressed image
data (see Annex D). An arithmetic coder uses this contextual information, and its internal state, to decode a compressed
bit stream (see Annex C.) Different termination mechanisms allow different levels of independent extraction of this coding
pass compressed image data.

The bit stream compressed image data created from these coding passes is grouped in layers. Layers are arbitrary
groupings of coding passes from code-blocks (see Annex B).
NOTE 2 — Although there is great flexibility in layering, the premise is that each successive layer contributes to a higher quality
image.
Sub-band coefficients at each resolution level are partitioned into rectangular areas called precincts (see Annex B).

Packets are a fundamental unit of the compressed codestream. A packet contains compressed image data from one layer
of a precinct of one resolution level of one tile-component. Packets provide another method for extracting a spatial region
independently from the codestream. These packets are interleaved in the codestream using a few different methods
(see Annex B).

A mechanism is provided that allows the compressed image data corresponding to regions of interest in the original tile-
components to be coded and placed earlier in the bit stream (see Annex H).

Several mechanisms are provided to allow the detection and concealment of bit errors that might occur over a noisy
transmission channel (see D.5 and J.7).

The codestream relating to a tile organized in packets, are arranged in one or more tile-parts. A tile-part header, comprised
of a series of markers and marker segments, contains information about the various mechanisms and Bdm%sltjrles that
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are needed to locate, extract, decode and reconstruct every tile-component. At the beginning of the entire codestream is a
main header, comprised of markers and marker segments that offers similar information, as well as information about the
original image (see Annex A).

The codestream is optionally wrapped in a file format that allows applications to interpret the meaning of, and other
information about the image. The file format may contain data besides the codestream (see Annex I).

In review, procedures that divide the original image are the following:

—  The components of the image are divided into rectangular tiles. The tile-component is the basic unit of the
original or reconstructed image.

—  Performing the wavelet transformation on a tile-component creates decomposition levels.

—  These decomposition levels are made up of sub-bands of coefficients that describe the frequency
characteristics of local areas (rather than across the entire tile-component) of the tile-component.

—  The sub-bands of coefficients are quantized and collected into rectangular arrays of code-blocks.
—  Each bit-plane of the coefficients in a code-block is entropy coded in three types of coding passes.

—  Some of the coefficients can be coded first to provide a region of interest.

At this point the image data is fully converted to compressed image data. The procedures that reassemble these bit stream
units into the codestream are the following:

—  The compressed image data from the coding passes are collected in layers.

—  Packets are composed compressed image data from one precinct of a single layer of a single resolution
level of a single tile-component. The packets are the basic unit of the compressed image data.

—  All the packets from a tile are interleaved in one of several orders and placed in one or more tile-parts.
—  The tile-parts have a descriptive tile-part header and can be interleaved in some orders.

—  The codestream has a main header at the beginning that describes the original image and the various
decomposition and coding styles.

—  The optional file format describes the meaning of the image and its components in the context of the
application.

6 Encoder requirements

An encoding process converts source image data to compressed image data. Annexes A, B, C, D, E, F, G and H describe
the encoding process. All encoding processes are specified informatively.

An encoder is an embodiment of the encoding process. In order to conform to this Recommendation | International
Standard, an encoder shall convert source image data to compressed image data that conform to the codestream syntax
specified in Annex A.

7 Decoder requirements

A decoding process converts compressed image data to reconstructed image data. Annexes A to H describe and specify
the decoding process. All decoding processes are normative.

A decoder is an embodiment of the decoding process. In order to conform to this Recommendation | International
Standard, a decoder shall convert all, or specific parts of, any compressed image data that conform to the codestream
syntax specified in Annex A to a reconstructed image.

There is no normative or required implementation for the encoder or decoder. In some cases, the descriptions use particular
implementation techniques for illustrative purposes only.

7.1 Codestream syntax requirements

Annex A describes the codestream syntax that defines the coded representation of compressed image data for exchange
between application environments. Any compressed image data shall comply with the syntax and code assignments
appropriate for the coding processes defined in this Recommendation | International Standard.

This Recommendation | International Standard does not include a definition of compliance or conformance. The parameter
values of the syntax described in Annex A are not intended to portray the capabilities required to be compliant.
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7.2 Optional file format requirements

Annex I describes the optional file format containing metadata about the image in addition to the codestream. This data
allows, for example, screen display or printing at a specific resolution. The optional file format, when used, shall comply
with the file format syntax and code assignments appropriate for the coding processes defined in this Recommendation |
International Standard.

8 Implementation requirements

There is no normative or required implementation for this Recommendation | International Standard. In some cases, the
descriptions use particular implementation techniques for illustrative purposes only.
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Annex A

Codestream syntax

(This annex forms an integral part of this Recommendation | International Standard.)

In this annex and all its subclauses, the flow charts and tables are normative only in the sense that they are defining an
output that alternative implementations shall duplicate.

This annex specifies the marker and marker segment syntax and semantics defined by this Recommendation | International
Standard. These markers and marker segments provide codestream information for this Recommendation | International
Standard. Furthermore, this annex provides a marker and marker segment syntax that is designed to be used in future
specifications that include this Recommendation | International Standard as a normative reference.

This Recommendation | International Standard does not include a definition of compliance or conformance. The parameter
values of the syntax described in this annex are not intended to portray the capabilities required to be compliant.

Al Markers, marker segments and headers

This Recommendation | International Standard uses markers and marker segments to delimit and signal the characteristics
of the source image and codestream. This set of markers and marker segments is the minimal information needed to
achieve the features of this Recommendation | International Standard and is not a file format. A minimal file format is
offered in Annex .

Main and tile-part headers are collections of markers and marker segments. The main header is found at the beginning of
the codestream. The tile-part headers are found at the beginning of each tile-part (see below). Some markers and marker
segments are restricted to only one of the two types of headers while others can be found in either.

Every marker is two bytes long. The first byte consists of a single 0xFF byte. The second byte denotes the specific marker
and can have any value in the range 0x01 to OXxFE. Many of these markers are already used in Rec. ITU-T T.81 |
ISO/IEC 10918-1 and Rec. ITU-T T.84 | ISO/IEC 10918-3 and shall be regarded as reserved unless specifically used.

A marker segment includes a marker and associated parameters, called marker segment parameters. In every marker
segment the first two bytes after the marker shall be an unsigned value that denotes the length in bytes of the marker
segment parameters (including the two bytes of this length parameter but not the two bytes of the marker itself). When a
marker segment that is not specified in this Recommendation | International Standard appears in a codestream, the decoder
shall use the length parameter to discard the marker segment.

Al Types of markers and marker segments

Six types of markers and marker segments are used: delimiting, fixed information, functional, in-bit stream, pointer and
informational. Delimiting markers and marker segments are used to frame the main and tile-part headers and the
bit-stream data. Fixed information marker segments give required information about the image. The location of these
marker segments, like delimiting marker and marker segments, is specified. Functional marker segments are used to
describe the coding functions used. In-bit-stream markers and marker segments are used for error resilience. Pointer
marker segments provide specific offsets in the bit stream. Informational marker segments provide ancillary information.

A.1.2 Syntax similarity with Ree. ITU-T T.81 | ISO/IEC 10918-1
The marker and marker segment syntax uses the same construction as defined in Rec. ITU-T T.81 | ISO/IEC 10918-1.

The marker range 0xFF30 to OXFF3F is reserved by this Recommendation | International Standard for markers without
marker segment parameters. Table A.1 shows in which specification these markers and marker segments are defined.
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Table A.1 — Marker definitions

Marker code range Standard definition
0xFF00, 0xFF01, OXxFFFE, 0xFFCO to OxFFDF Defined in Rec. ITU-T T.81 | ISO/IEC 10918-1
0xFFFO0 to 0xFFF6 Defined in Rec. ITU-T T.84 | ISO/IEC 10918-3
O0xFFF7 to 0xFFF8 Defined in Rec. ITU-T T.87 | ISO/IEC 14495-1
0xFF4F to OxFF6F, 0xFF90 to 0xFF93 Defined in this Recommendation | International Standard
0xFF30 to 0xFF3F Reserved for definition as markers only (no marker segments)
All other values reserved

A.l13 Marker and marker segment and codestream rules

—  Marker segments, and therefore the main and tile-part headers, are a multiple of 8 bits (one byte).
Furthermore, the bit stream data between the headers and before the EOC marker (see A.4.4) are padded
to also be aligned to a multiple of 8 bits.

—  All marker segments in a tile-part header apply only to the tile to which they belong.

—  All marker segments in the main header apply to the whole image unless specifically overridden by
markers or marker segments in a tile-part header.

—  Delimiting and fixed information marker and marker segments must appear at specific points in the
codestream.

—  The marker segments shall correctly describe the image as represented by the codestream. If truncation,
alteration or editing of the codestream has been performed, the marker segments shall be updated, if
necessary.

—  All parameter values in marker segments are big-endian.

—  Marker segments can appear in any order in a given header. Exceptions are the delimiting markers and
marker segments and the fixed information marker segments.

—  All markers with the marker code between 0xFF30 and OxFF3F have no marker segment parameters. They
shall be skipped by the decoder.

—  Some marker segments have values assigned to groups of bits within a parameter. In some cases there are
bits, denoted by "x", that are not assigned a value for any field within a parameter. The codestream shall
contain a value of zero for all such bits. The decoder shall ignore these bits.

NOTE — The markers in the range 0xFF30 to OxFF3F may be used by future extensions. They may or may not be skipped by a
decoder without ramification.

A.l4 Key to graphical descriptions (informative)

Each marker segment is described in terms of its function, usage and length. The function describes the information
contained in the marker segment. The usage describes the logical location and frequency of this marker segment in the
codestream. The length describes which parameters determine the length of the marker segment.

These descriptions are followed by a figure that shows the order and relationship of the parameters in the marker segment.
Figure A.1 shows an example of this type of figure. The marker segments are designated by the three-letter code of the
marker associated with the marker segment. The parameter symbols have capital letter designations followed by the
marker's symbol in lower-case letters. A rectangle is used to indicate a parameter's location in the marker segment. The
width of the rectangle is proportional to the number of bytes of the parameter. A shaded rectangle (diagonal stripes)
indicates that the parameter is of varying size. Two parameters with superscripts and a grey area between them indicate a
run of several of these parameters.

8-bit parameter

16-bit marker 32-bit parameter Run of n parameters
l i Dmar /\
- | v ///
MAR | Lmar E Bmar Cmar g Emarl Emar.
s

T.800(19)_FA.1

Variable-size parameter

Figure A.1 — Example of the marker segment description figures
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The figure is followed by a list that describes the meaning of each parameter in the marker segment. If parameters are
repeated, the length and nature of the run of parameters is defined. As an example, in Figure A.1, the first rectangle
represents the marker with the symbol MAR. The second rectangle represents the length parameter. Parameters Amar,
Bmar, Cmar and Dmar are 8-, 16-, 32-bit and variable length respectively. The notation Emar' implies that there are n
different parameters, Emar', in a row.

After the list is a table that either describes the allowed parameter values or provides references to other tables that describe
these values. Tables for individual parameters are provided to describe any parameter without a simple numerical value.
In some cases these parameters are described by a bit value in a bit field. In this case, an "x" is used to denote bits that are
not included in the specification of the parameter or sub-parameter in the corresponding row of the table.

Some marker segment parameters are described using the notation "Sxxx" and "SPxxx" (for a marker symbol, XXX). The
Sxxx parameter selects between many possible states of the SPxxx parameter. According to this selection, the SPxxx
parameter or parameter list is modified.

A2 Information in the marker segments

Table A.2 lists the markers specified in this Recommendation | International Standard. Table A.3 shows a list of which
information is provided by which marker and marker segments.

Table A.2 — List of markers and marker segments

Symbol Code Main header Tile-part header
Delimiting markers and marker segments
Start of codestream SOC OxFF4F required? not allowed
Start of tile-part SOT 0xFF90 not allowed required
Start of data SOD 0xFF93 not allowed last marker
End of codestream EOC 0xFFD9 not allowed not allowed
Fixed information marker segments
Image and tile size Siz 0xFF51 required not allowed
Profile PRF 0xFF56 optional not allowed
Extended capabilities CAP 0xFF50 optional not allowed
Functional marker segments
Coding style default COD O0xFF52 required optional
Coding style component CcocC 0xFF53 optional optional
Region-of-interest RGN O0xFF5E optional optional
Quantization default QCD 0xFF5C required optional
Quantization component QCC 0xFF5D optional optional
Progression order change POC OxFFSF optional optional
Pointer marker segments
Tile-part lengths TLM O0xFF55 optional not allowed
Packet length, main header PLM O0xFF57 optional not allowed
Packet length, tile-part header PLT O0xFF58 not allowed optional
Packed packet headers, main header® PPM 0xFF60 optional not allowed
Packed packet headers, tile-part header® PPT 0xFF61 not allowed optional
In-bit-stream markers and marker segments
Start of packet SOP 0xFF91 not allowed not allowed in
tile-part header,
optional in-bit stream
End of packet header EPH 0xFF92 optional inside optional inside PPT
PPM marker marker segment or

segment in-bit stream
Informational marker segments
Component registration CRG 0xFF63 optional not allowed
Comment COM 0xFF64 optional optional
a) "required" means the marker or marker segment shall be in this header; "optional" means it may be used.
b) The POC marker segment is required if there are progression order changes.
c) Either the PPM or PPT marker segment is required if the packet headers are not distributed in the bit stream. If the PPM

marker segment is used then PPT marker segments shall not be used, and vice versa.
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Table A.3 — Information in the marker segments

Information Marker segment

Capabilities
Image area size or reference grid size (height and width)
Tile size (height and width)

S1Z
Number of components
Component precision
Component mapping to the reference grid (sub-sampling)
Capabilities and Profiles CAP, PRF
Tile index
Tile-part data length SOT, TLM
Progression order
Number of layers COD
Multiple component transformation used
Coding style
Number of decomposition levels
Code-block size

D
Code-block style cob, coc
Wavelet transformation
Precinct size
Region-of-interest shift RGN
No quantization
Quantization derived QCD, QCC
Quantization expounded
Progression starting point
Progression ending point POC
Progression order default
Error resilience SOP
End of packet header EPH
Packet headers PPM, PPT
Packet lengths PLM, PLT
Component registration CRG
Optional information COM

Construction of the codestream

Figure A.2 shows the construction of the codestream. Figure A.3 shows the main header construction. All of the solid
lines show required marker segments. The following markers and marker segments are required to be in a specific
location: SOC, SIZ, SOT, SOD and EOC. The dashed lines show optional or possibly not required marker segments.
Figure A.4 shows the construction of the first tile-part header in a given tile. Figure A.5 shows the construction of a
tile-part header other than the first in a tile.
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SOC Required as the first marker
Main header
main Main header marker segments

Tile-part header (

Tile-part header T1, TPO

Required at the beginning of each tile-part header
Tile 0, tile-part 0 header marker segments
Required at the end of each tile-part header

Tile-part bit stream. Might include SOP and EPH

SOT

bit stream

Required as the last marker in the codestream

T.800(19)_FA.2

Figure A.2 — Construction of the codestream
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SOC Required as the first marker
SIZ Required as the second marker segment
P — CAP Optional
oo
COD Required
R coC Optional; no more than one COC per component
QCD Required
5}
=
E P — QcCcC Optional; no more than one QCC per component
.é
S RGN Optional; no more than one RGN per component
R POC Required in main or tile for any progression order changes
LR PPM Optional; either PPM or PPT or codestream packet headers required
P — TLM Optional
PR PLM Optional
P CRG Optional
- --------- COM Optional
v T.800(19)_FA.3

Figure A.3 — Construction of the main header
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SOT Required as the first marker segment of every tile-part header
e LR COD Optional; no more than one COD per tile
- COoC Optional; no more than one COC per component
% - - - QCD Optional; no more than one QCD per tile
5
B
oy - QCC Optional; no more than one QCC per component
5]
5
b= - RGN Optional; no more than one RGN per component
]
=
B
E— - POC Required if any progression order changes different from main POC
E - - PPT Optional; either PPM or PPT or codestream packet headers required
LEEEEEEEEEE PLT Optional
- - COM Optional
SOD Required as the last marker segment of every tile-part header
T.800(19)_FA.4

Figure A.4 — Construction of the first tile-part header of a given tile

SOT Required as the first marker segment of every tile-part header
=
= ¢ - - - POC Required if any progression order changes different from main POC
L% L PPT Optional; either PPM or PPT or codestream packet headers required
=
5]
'§ PR, PLT Optional
=
g _
& - COM Optional
=

SOD Required as the last marker of every tile-part header

T.800(19) FA.5

Figure A.5 — Construction of a non-first tile-part header

The COD and COC marker segments and the QCD and QCC marker segments have a hierarchy of usage. This is designed
to allow tile-components to have dissimilar coding and quantization characteristics with a minimum of signalling.

For example, the COD marker segment is required in the main header. If all components in all the tiles are coded the same
way, this is all that is required. If there is one component that is coded differently than the others (for example, the
luminance component of an image composed of luminance and chrominance components), then the COC can denote that
in the main header. If one or more components are coded differently in different tiles, then the COD and COC are used
in a similar manner to denote this in the tile-part headers.

The POC marker segment appearing in the main header is used for all tiles unless a different POC appears in the tile-part
header.

With the exceptions of the SOC, SOT, SOD, EOC and SIZ markers and marker segments, the marker segments can appear
in any order within the respective headers.
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A4 Delimiting markers and marker segments

The delimiting marker and marker segments shall be present in all codestreams conforming to this Recommendation |
International Standard. Each codestream has only one SOC marker, one EOC marker and at least one tile-part. Each
tile-part has one SOT and one SOD marker. The SOC, SOD and EOC are delimiting markers not marker segments, and
have no explicit length information or other parameters.

Ad4.1 Start of codestream (SOC)
Function: Marks the beginning of a codestream specified in this Recommendation | International Standard.
Usage: Main header. This is the first marker in the codestream. There shall be only one SOC per codestream.

Length: Fixed.
SOC: Marker code.

Table A.4 — Start of codestream parameter values

Parameter Size (bits) Values

SOC 16 0xFF4F

A4.2 Start of tile-part (SOT)

Function: Marks the beginning of a tile-part, the index of its tile and the index of its tile-part. The tile-parts of a given
tile shall appear in order (see TPsot) in the codestream. However, tile-parts from other tiles may be interleaved in the
codestream. Therefore, the tile-parts from a given tile may not appear contiguously in the codestream.

Usage: Every tile-part header. It shall be the first marker segment in a tile-part header. There shall be at least one SOT in
a codestream. There shall be only one SOT per tile-part.

Length: Fixed.
Figure A.6 depicts the syntax of the SOT marker segment.

SOT | Lsot Isot

TPsot
TNsot

Psot

T.800(15)_FA.6

Figure A.6 — Start of tile-part syntax

SOT:  Marker code. Table A.5 shows the sizes and values of the symbol and parameters for a start of tile-part
marker segment.

Lsot: Length of marker segment in bytes (not including the marker).

Isot: Tile index. This number refers to the tiles in raster order starting at the number 0.

Psot: Length, in bytes, from the beginning of the first byte of this SOT marker segment of the tile-part to
the end of the data of that tile-part. Figure A.16 shows this alignment. Only the last tile-part in the
codestream may contain a 0 for Psot. If the Psot is 0, this tile-part is assumed to contain all data until
the EOC marker.

TPsot:  Tile-part index. There is a specific order required for decoding tile-parts; this index denotes the order
from 0. If there is only one tile-part for a tile, then this value is zero. The tile-parts of this tile shall
appear in the codestream in this order, although not necessarily consecutively.

TNsot: Number of tile-parts of a tile in the codestream. Two values are allowed: the correct number of tile-
parts for that tile and zero. A zero value indicates that the number of tile-parts of this tile is not
specified in this tile-part.
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Table A.S — Start of tile-part parameter values

Parameter Size (bits) Values
SOT 16 0xFF90
Lsot 16 10
Isot 16 0 to 65 534
Psot 32 0,or 14to (2*2-1)
TPsot 8 0to 254
TNsot 8 Table A.6

Table A.6 — Number of tile-parts, TNsot, parameter value

Value Number of tile-parts
0 Number of tile-parts of this tile in the codestream is not defined in this header
1 to 255 Number of tile-parts of this tile in the codestream

A4.3 Start of data (SOD)

Function: Indicates the beginning of bit stream data for the current tile-part. The SOD also indicates the end of a tile-part
header.

Usage: Every tile-part header. It shall be the last marker in a tile-part header. Bit-stream data between an SOD and the
next SOT or EOC (end of image) shall be a multiple of 8 bits — the codestream is padded with bits as needed. There shall
be at least one SOD in a codestream. There shall be one SOD per tile-part.

Length: Fixed.
SOD: Marker code

Table A.7 — Start of data parameter values

Parameter Size (bits) Values

SOD 16 0xFF93

A4.4 End of codestream (EQC)

Function: Indicates the end of the codestream.
NOTE 1 — This marker shares the same code as the EOI marker in Rec. ITU-T T.81 | ISO/IEC 10918-1.

Usage: Shall be the last marker in a codestream. There shall be one EOC per codestream.

NOTE 2 — In the case where a file has been corrupted, it is possible that a decoder could extract much useful compressed image
data without encountering an EOC marker.

Length: Fixed.
EOC: Marker code

Table A.8 — End of codestream parameter values

Parameter Size (bits) Values
EOC 16 0xFFD9
A5 Fixed information marker segment

The SIZ marker segment describes required information about the image. The SIZ marker segment is required in the main
header immediately after the SOC marker segment. The CAP marker segment may optionally be present in the main
header after the SIZ marker segment and before any other marker segments defined in this Recommendation |
International Standard. The PRF marker segment may optionally be present in the main header after the SIZ marker
segment and the CAP marker segment if present and before any other marker segments defined in this Recommendation
| International Standard.
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A5 Image and tile size (SIZ)

Function: Provides information about the uncompressed image such as the width and height of the reference grid, the
width and height of the tiles, the number of components, component bit depth and the separation of component samples
with respect to the reference grid (see B.2).

Usage: Main header. There shall be one and only one in the main header immediately after the SOC marker segment.
There shall be only one SIZ per codestream.

Length: Variable depending on the number of components.

Figure A.7 depicts the syntax of the SIZ marker segment.

SIZ | Lsiz | Rsiz Xsiz Ysiz XOsiz YOsiz XTsiz YTsiz
| ‘ N NS
Csiz | 'Z| | & B 2| 2
XTOsiz YTOsiz RN EE
T.800(19)_FA.7
Figure A.7 — Image and tile size syntax

SIZ.: Marker code. Table A.9 shows the size and parameter values of the symbol and parameters for image
and tile size marker segment.

Lsiz: Length of marker segment in bytes (not including the marker). The value of this parameter is
determined by the following equation:

Lsiz = 38 + 3 - Csiz (A-1)

Rsiz: Denotes capabilities, defined in Table A.10, that a decoder needs to properly decode the codestream.

Xsiz: Width of the reference grid.

Ysiz: Height of the reference grid.

XOsiz: Horizontal offset from the origin of the reference grid to the left side of the image area.

YOsiz: Vertical offset from the origin of the reference grid to the top side of the image area.

XTsiz:  Width of one reference tile with respect to the reference grid.

YTsiz: Height of one reference tile with respect to the reference grid.

XTOsiz: Horizontal offset from the origin of the reference grid to the left side of the first tile.

YTOsiz: Vertical offset from the origin of the reference grid to the top side of the first tile.

Csiz: Number of components in the image.

Ssiz': Precision (depth) in bits and sign of the ith component samples. The precision is the precision of the
component samples before DC level shifting is performed (i.e., the precision of the original
component samples before any processing is performed). If the component sample values are signed,
then the range of component sample values is —28s#1 ANDOXTR-1 < component sample value
< 2Esiz+ I ANDOXTR-1 _ 1 There is one occurrence of this parameter for each component. The order
corresponds to the component's index, starting with zero.

XRsiz': Horizontal separation of a sample of ith component with respect to the reference grid. There is one
occurrence of this parameter for each component.

YRsizi:  Vertical separation of a sample of ith component with respect to the reference grid. There is one

occurrence of this parameter for each component.
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Table A.9 — Image and tile size parameter values

Parameter Size (bits) Values
NIVA 16 0xFF51
Lsiz 16 41 to0 49 190
Rsiz 16 Table A.10
Xsiz 32 1to(22-1)
Ysiz 32 1to(22-1)
XOsiz 32 0 to (23— 2)
YOsiz 32 0to (232-2)
XTsiz 32 1to(22-1)
YTsiz 32 1to (22-1)
XTOsiz 32 0to (22— 2)
YTOsiz 32 0to (22— 2)
Csiz 16 1to 16384
Ssiz! 8 Table A.11
XRsiz! 8 1 to 255
YRsiz! 8 1 to 255
Documents
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Table A.10 — Capability Rsiz parameter

Val it
alue (bits) Capability
MSB LSB
0000 xXXX XXXX XXXX Codestream conforms to this Recommendation | International Standard
0000 0000 0000 0000 Unrestricted use of capabilities specified in this Recommendation | International Standard
0000 0000 0000 0001 Codestream restricted as described for Profile 0 from Table A.45
0000 0000 0000 0010 Codestream restricted as described for Profile 1 from Table A.45
0000 0000 0000 0011 2k Digital Cinema Profile as specified in Table A.46
0000 0000 0000 0100 4k Digital Cinema Profile as specified in Table A.46
0000 0000 0000 0101 Scalable 2k Digital Cinema Profile as specified in Table A.46
0000 0000 0000 0110 Scalable 4k Digital Cinema Profile as specified in Table A.46
0000 0000 0000 0111 Long-term storage Profile as specified in Table A.46
0000 0001 0000 wwww Broadcast Contribution Single Tile Profile as specified in Table A.48, lower 4 Bits
identify Mainlevel as described in Table A.49
0000 0010 0000 wwww Broadcast Contribution Multi-tile Profile as specified in Table A.48, lower 4 Bits identify
Mainlevel as described in Table A.49
0000 0011 0000 0110 Broadcast Contribution Multi-tile Reversible Profile as specified in Table A.438,
Mainlevel 6 as described in Table A.50
0000 0011 0000 0111 Broadcast Contribution Multi-tile Reversible Profile as specified in Table A.438,
Mainlevel 7 as described in Table A.50
0000 0100 yyyy wwww 2k IMF Single Tile Lossy Profile as specified in Table A.51, lower 8 Bits identify
Sublevel and Mainlevel as specified in Tables A.53 and A.54
0000 0101 yyyy wwww 4k IMF Single Tile Lossy Profile as specified in Table A.51, lower 8 Bits identify
Sublevel and Mainlevel as specified in Tables A.53 and A.54
0000 0110 yyyy wwww 8k IMF Single Tile Lossy Profile as specified in Table A.51, lower 8 Bits identify
Sublevel and Mainlevel as specified in Tables A.53 and A.54
0000 0111 yyyy wwww 2k IMF Single/Multi Tile Reversible Profile as specified in Table A.52, lower 8 Bits
identify Sublevel and Mainlevel as specified in Tables A.53 and A.54
0000 1000 yyyy wwww 4k IMF Single/Multi Tile Reversible Profile as specified in Table A.52, lower 8 Bits
identify Sublevel and Mainlevel as specified in Tables A.53 and A.54
0000 1001 yyyy wwww 8k IMF Single/Multi Tile Reversible Profile as specified in Table A.52, lower 8 Bits
identify Sublevel and Mainlevel as specified in Tables A.53 and A.54
0000 1111 1111 1111 The profile to which the codestream conforms is signalled in the Profile Marker segment
and is not one of the ones listed in this table. The codestream requires only capabilities
specified in this Recommendation | International Standard.
0100 0000 0000 0000 Extended capabilities, as identified by a CAP marker segment, are required
All other values reserved for future use by ITU-T | ISO/IEC
NOTE 1 — The two MSBs of Rsiz are used as follows:
e 10—Rec. ITU-T T.801 | ISO/IEC 15444-2 capabilities
* 01 — Extended capabilities, as identified by a CAP marker segment, not including capabilities specified in Rec. ITU-T T.801 |
ISO/IEC 15444-2
* 11 -—Rec. ITU-T T.801 | ISO/IEC 15444-2 capabilities extended via a CAP marker segment
NOTE 2 — The bits identified as wwww in this table describe Mainlevel. The bits identified as yyyy in Table A.10 describe Sublevel.
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Table A.11 — Component Ssiz parameter

Value (bits)

MSB

LSB

Component sample precision

x000 0000

tox010 0101

Component sample bit depth = value + 1. From 1 bit deep to 38 bits deep respectively (counting the
sign bit, if appropriate)?, R;

0xxx XXXX

Component sample values are unsigned values

1xXXX XXXX

Component sample values are signed values

All other values reserved

3 The component sample precision is limited by the number of guard bits, quantization, growth of coefficients at each
decomposition level and the number of coding passes that can be signalled. Not all combinations of coding styles will allow the
coding of 38-bit samples.

AS5.2 Extended Capabilities (CAP)

Function: Signals that extended capabilities were used to create (and are recommended or required to decode) a

codestream.

Usage: Optional. If present, it must be included in the main header after the SIZ marker segment and before any other
marker segment defined in this Recommendation | International Standard. The second-most-significant bit in Rsiz may
optionally be set to 1 to indicate the presence of the CAP marker segment.

Length: Variable.

Figure A.7bis depicts the syntax of the extended capabilities marker segment.

CAP

Lcap Pcap C{ca’p,l, 4Cc'.ap32

n
T.800(19)_FA.7bis

Figure A.7bis — Extended capabilities syntax

CAP:  Marker code. Table A.11bis shows the size and values of the symbol and parameters for the extended
capabilities marker segment.
Lecap:  Length of the CAP marker segment (not including the marker). Length is given by the following
formula:
Lcap = 6 + 2n bytes
where # is the number of 1-bits occurring in Pcap.
Pcap:  32-bit field with bit fields Pcap!' as indicated in Table A.11zer.
Ccap’:  16-bit field whose value and meaning are described in extensions of this Recommendation |
International Standard. Ccap' exists if and only if the value of Pcap' is 1.
Table A.11bis — Extended capabilities parameter values
Parameter Size (bits) Value
CAP 16 0xFF50
Lcap 16 8-70
Pcap 32 See Table A.11zer
Ccap' 16 Value and meaning described in extensions of this Recommendation |
International Standard.
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Table A.11fer— Definition of the value of Pcap' parameters

Values (bits)

i
MSB LSB Value of Pcap

DXXX XXXX XXXX XXXX XXXX XXXX XXXX XXXX Pcaplib

XPXKX XXXX XKXXX XXXX XKXXX XXXX XXXX XXXX Pcap2=b

KXXX XXXX XKXXX XXXX XKXXX XXXX XXXX XXXD Pcap32:b

Guidance on usage (informative): If a codestream is created for a use case in which it is desired to induce Rec. ITU-T
T.800 | ISO/IEC 15444-1 decoders to attempt best-effort decoding of a codestream containing features defined outside
Rec. ITU-T T.800 | ISO/IEC 15444-1, the codestream should be created such that the second-most-significant bit in Rsiz
is set to 0 in order to avoid signalling the presence of the CAP marker segment. According to clause A.l, decoder
implementations are expected to deal with unrecognized marker segments by using the length parameter to discard the
marker segment.

Because of this possibility, decoders that recognize any of the capabilities that would be indicated in a CAP marker
segment may choose to parse for the CAP marker segment in all codestreams, regardless of the value of the second-most-
significant bit in Rsiz. The CAP marker segment always appears before any other marker segments that support extended
capabilities indicated in the CAP marker segment, so that such capabilities will have been indicated to the decoder prior
to encountering any related marker segments.

If a codestream is created for a use case in which it is desired to deter Rec. ITU-T T.800 | ISO/IEC 15444-1 decoders
from attempting to decode a codestream that truly requires capabilities indicated in the CAP marker segment, the
codestream would ordinarily be constructed such that the second-most-significant bit in Rsiz is set to 1.

A.53  Profile (PRF)

Function: Signals the profile to which the codestream conforms. Profiles provide limits on the codestream syntax
parameters.

To avoid the possibility of multiple profiles simultaneously being signalled, the profile marker shall not appear in the
codestream if the Rsiz value is in the range 0000 0000 0000 0000 to 0000 1111 1111 1110.

To avoid possible confusion about the uniqueness of Profile Number (PRFnum) indicated within the PRF marker segment
compared with Rsiz values that can be used to indicate a Profile, PRFnum shall not be equal to 0-4095.

Usage: Optional. If present the PRF marker segment shall appear after the SIZ marker segment and, if present, the CAP
marker segment, but before all other marker segments defined in this Recommendation | International Standard.

Length: Variable

Figure A.7ter depicts the syntax of the PRF marker segment.

PRF Lprf Pprf] P’prfN

T.800(19)_FA Tter

Figure A.7fer — Profile syntax

PRF: Marker Code. Table A.11quater shows the size and values of the symbol and parameters for the
Profile marker segment.

Lprf:  Length of the PRF marker segment (not including the marker). Length is given by the following
formula:

Lprf=2 + 2N bytes
where N is the number of 16 bit words used to express PRFnum (Profile Number) minus 4095.

log, (PRFnum — 4095
N = 8a( T ) +1

Pprfi: Pprfiare 16 bit integers that are used to communicate PRFnum (Profile Number). The last 16 bit word
Pprf N shall not be zero.
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PRFnum (Profile Number) is a number between 4096 and 4095 + (2!°N—1), used to indicate the Profile.

Table A.55 lists the allowed PRFnum values.
PRFnum is computed from the N Pprf 16 bit integers as follows:

N
PRFnum = 4095 + Z Pprft.216G-1

=1

Table A.11quater — Profile parameter values

Parameter Size (bits) Value
PRF 16 0xFF56
Lprf 16 4-65534
Pprf! 16 Pprf i are 16 bit integers that are used to communicate PRFnum.
A.6 Functional marker segments

These marker segments describe the functions used to code the entire tile, if found in the tile-part header, or image, if
found in the main header.

A.6.1 Coding style default (COD)

Function: Describes the coding style, number of decomposition levels and layering that is the default used for
compressing all components of an image (if in the main header) or a tile (if in the tile-part header). The parameter values
can be overridden for an individual component by a COC marker segment in either the main or tile-part header.

Usage: Main and first tile-part header of a given tile. It shall be one and only one in the main header. Additionally, there
may be at most one for each tile. If there are multiple tile-parts in a tile and this marker segment is present, it shall be
found only in the first tile-part (TPsot = 0).

When used in the main header, the COD marker segment parameter values are used for all tile-components that do not
have a corresponding COC marker segment in either the main or tile-part header. When used in the tile-part header it
overrides the main header COD and COCs and is used for all components in that tile without a corresponding COC marker
segment in the tile-part. Thus, the order of precedence is the following:

Tile-part COC > Tile-part COD > Main COC > Main COD
where the "greater than" sign > means that the greater overrides the lesser marker segment.
Length: Variable depending on the value of Scod.
Figure A.8 depicts the syntax of the COD marker segment.

COD | Lcod SGeod SPcod

Scod

T.EUéUé);FA:.E
Figure A.8 — Coding style default syntax

COD: Marker code. Table A.12 shows the size and values of the symbol and parameters for the coding style
default marker segment.

Leod:  Length of marker segment in bytes (not including the marker). The value of this parameter is
determined by the following equation:

Lcod = {12 maximum_precincts (A2)

13 + number_decomposition_levels user-defined precincts

where maximum_precincts and user-defined precincts are indicated in the Scod parameter and
number_decomposition_levels are indicated in the SPcod parameter.

Scod:  Coding style for all components. Table A.13 shows the value for the Scod parameter.
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SGeod: Parameters for coding style designated in Scod. The parameters are independent of components and
are designated in order from top to bottom, in Table A.14. The coding style parameters within the
SGeod field appear in the sequence shown in Figure A.9.

SPcod: Parameters for coding style designated in Scod. The parameters relate to all components and are
designated in order from top to bottom, in Table A.15. The coding style parameters within the SPcod
field appear in the sequence shown in Figure A.9.

Table A.12 — Coding style default parameter values

Parameter Size (bits) Values
COD 16 0xFF52
Lcod 16 12 to 45
Scod 8 Table A.13

SGceod 32 Table A.14
SPcod variable Table A.15

Table A.13 — Coding style parameter values for the Scod parameter

Value (bits)
Coding style
MSB LSB
0000 0xx0 Entropy coder, precincts with PPx = 15 and PPy = 15
0000 0Oxx1 Entropy coder with precincts defined below
0000 0x0x No SOP marker segments used
0000 Ox1lx SOP marker segments may be used
0000 00xx No EPH marker used
0000 01xx EPH marker shall be used
All other values reserved

Decoders may ignore the first, second, third, fourth and fifth most significant bits of Scod, except where extended
capabilities are signalled via a CAP marker segment and the second most significant bit of Rsiz is set. Accordingly,
encoders that conform to this Recommendation | International Standard shall set these bits to 0.

NOTE 1 — The first, second, third, fourth and fifth most significant bits could have a value other than 0 due to uses specified in
other Recommendations | International Standards to signal alternate coding methods and configurations.

Table A.14 — Coding style parameter values of the SGcod parameter

Parameters (in order) Size (bits) Values Meaning of SGceod values

Progression order 8 Table A.16 Progression order

Number of layers 16 1to 65 535 Number of layers

Multiple component 8 Table A.17 Multiple component transformation usage

transformation

Documents
© ISO/IEC 2024 - All rights reserved Rec. ITU-T T.$00 ¢4y o202 1ng Hub
27

Full document details: ISO IEC 15444-1-2024


http://www.avadocuments.com/doc/iso-iec-15444-1-2024
http://www.avadocuments.com/doc/iso-iec-15444-1-2024

ISO/IEC 15444-1:2024(en)

Al B |c|plE|F|G|H|T

SGeod SPcod

»
»

T.800(19)_FA.9

A\ 4
A

A Progression order
Number of layers

Multiple component transformation

B

C

D Number of decomposition levels
E Code-block width

F Code-block height

G Code-block style

H Transformation

I' through 1" Precinct size

Figure A.9 — Coding style parameter diagram of the SGeod and SPcod parameters

Table A.15 — Coding style parameter values of the SPcod and SPcoc parameters

Parameters (in order) Size (bits) Values Meaning of SPcod values

Number Of . 8 0to32 Number of decomposition levels, N., Zero implies no transformation.

decomposition levels

Code-block width 8 Table A.18 | Code-block width exponent offset value, xcb

Code-block height 8 Table A.18 | Code-block height exponent offset value, ycb

Code-block style 8 Table A.19 | Style of the code-block coding passes

Transformation 8 Table A.20 | Wavelet transformation used

Precinct size variable Table A.21 | If Scod or Scoc = xxxx xxx0, this parameter is not present; otherwise
this indicates precinct width and height. The first parameter (8 bits)
corresponds to the N.LL sub-band. Each successive parameter
corresponds to each successive resolution level in order.

Table A.16 — Progression order for the SGcod, SPcoc and Ppoc parameters

Value (bits)
Progression order
MSB LSB
0000 0000 Layer-resolution level-component-position progression
0000 0001 Resolution level-layer-component-position progression
0000 0010 Resolution level-position-component-layer progression
0000 0011 Position-component-resolution level-layer progression
0000 0100 Component-position-resolution level-layer progression
All other values reserved

Table A.17 — Multiple component transformation for the SGceod parameters

Value (bits)
Multiple component transformation type
MSB LSB
0000 0000 No multiple component transformation specified
0000 0001 Component transformation used on components 0, 1, 2 for coding efficiency (see G.2). Irreversible

component transformation used with the 9-7 irreversible filter. Reversible component transformation
used with the 5-3 reversible filter.

All other values reserved
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Table A.18 — Width or height exponent of the code-blocks for the SPcod and SPcoc parameters

Value (bits)
Code-block width and height
MSB LSB
xxxx 0000 Code-block width and height exponent offset value xcb = value + 2 or ycb = value + 2. The code-
to block width and height are limited to powers of two with the minimum size being 22 and the maximum
xxxx 1000 being 2'°. Furthermore, the code-block size is restricted so that xcb + ycb < 12.
All other values reserved
Table A.19 — Code-block style for the SPcod and SPcoc parameters
Value (bits)
Code-block style
MSB LSB
00xx xxx0 No selective arithmetic coding bypass
00xx xxx1 Selective arithmetic coding bypass
00xx xx0x No reset of context probabilities on coding pass boundaries
00xx xx1x Reset context probabilities on coding pass boundaries
00xx x0xx No termination on each coding pass
00xx x1xx Termination on each coding pass
00xx 0xxx No vertically causal context
00xx 1xxx Vertically causal context
00x0 xxxx No predictable termination
00x1 xxxx Predictable termination
000x xxxx No segmentation symbols are used
001x xxXx Segmentation symbols are used
All other values reserved

Decoders may ignore the first and second most significant bits of SPcod/SPcoc, except where extended capabilities are
signalled via a CAP marker segment and the second most significant bit of Rsiz is set. Accordingly, encoders that conform
to this Recommendation | International Standard shall set these bits to 0.

NOTE 2 — The first and second most significant bits could have a value other than 0 due to uses specified in other Recommendations
| International Standards to signal alternate coding methods.

Table A.20 — Transformation for the SPcod and SPcoc parameters

Value (bits)
Transformation type
MSB LSB
0000 0000 9-7 irreversible filter
0000 0001 5-3 reversible filter
All other values reserved

Table A.21 — Precinct width and height for the SPcod and SPcoc parameters

Value (bits)
Precinct size
MSB LSB

xxxx 0000 4 LSBs are the precinct width exponent, PPx = value. This value may only equal zero at the
to resolution level corresponding to the N LL band.

xxxx 1111

0000 xxxx 4 MSBs are the precinct height exponent PPy = value. This value may only equal zero at the
to resolution level corresponding to the NLL band.

1111 xxxx

A.6.2 Coding style component (COC)

Function: Describes the coding style and number of decomposition levels used for compressing a particular component.
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Usage: Main and first tile-part header of a given tile. Optional in both the main and tile-part headers. No more than one
per any given component may be present in either the main or tile-part headers. If there are multiple tile-parts in a tile,
and this marker segment is present, it shall be found only in the first tile-part (TPsot = 0).

When used in the main header, it overrides the main COD marker segment for the specific component. When used in the
tile-part header, it overrides the main COD, main COC and tile COD for the specific component. Thus, the order of
precedence is the following:

Tile-part COC > Tile-part COD > Main COC > Main COD
where the "greater than" sign > means that the greater overrides the lesser marker segment.
Length: Variable depending on the value of Scoc.
Figure A.10 depicts the syntax of the COC marker segment.

COC | Lcoc

Q v
S | SPeoc’
wl S

T.800(15)_FA.10

Ccoc

Figure A.10 — Coding style component syntax

COC: Marker code. Table A.22 shows the size and values of the symbol and parameters for coding style
component marker segment.

Leoc:  Length of marker segment in bytes (not including the marker). The value of this parameter is
determined by the following equation:

9 maximum precincts AND Csiz < 257
10 maximum precincts AND Csiz > 257
Lcoc = N . . (A-3)
10 + number_decomposition_levels user—defined precincts AND Csiz < 257
11+ number decomposition_levels user—defined precincts AND Csiz > 257

where maximum_precincts and user-defined precincts are indicated in the Scoc parameter and
number_decomposition_levels is indicated in the SPcoc parameter.

Ccoc:  The index of the component to which this marker segment relates. The components are indexed 0, 1,
2, etc.

Scoc: Coding style for this component. Table A.23 shows the value for each Scoc parameter.

SPcoc: Parameters for coding style designated in Scoc. The parameters are designated, in order from top to
bottom, in Table A.15. The coding style parameters within the SPcoc field appear in the sequence
shown in Figure A.11.

ABCDEFI

T.800(15)_FA.11

A Number of decomposition levels
B Code-block width

C Code-block height

D Code-block style

E . Transformation

F through F Precinct size

Figure A.11 — Coding style parameter diagram of the SPcoc parameters
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