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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are members of
ISO or IEC participate in the development of International Standards through technical committees
established by the respective organization to deal with particular fields of technical activity. ISO and IEC
technical committees collaborate in fields of mutual interest. Other international organizations, governmental
and non-governmental, in liaison with 1ISO and IEC, also take part in the work. In the field of information
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of the joint technical committee is to prepare International Standards. Draft International
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as
an International Standard requires approval by at least 75 % of the national bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights.

ISO/IEC 15444-12 was prepared by Joint Technical Committee ISO/IEC JTC 1, Information Technology,
Subcommittee SC 29, Coding of Audio, Picture, Multimedia and Hypermedia Information.

This second edition cancels and replaces the first edition (ISO/IEC 15444-12:2004) which has been
technically revised.

ISO/IEC 15444 consists of the following parts, under the general title Information technology — JPEG 2000
image coding system:

— Part 1: Core coding system

— Part 2: Extensions

— Part 3: Motion JPEG 2000

— Part 4: Conformance testing

— Part 5: Reference software

— Part 6: Compound image file format

— Part 8: Secure JPEG 2000

— Part 9: Interactivity tools, APIs and protocols

— Part 11: Wireless JEP 2000

— Part 12: ISO base media file format

The following parts are under preparation:

— Part 10: Extensions for 3-D and floating point data

This corrected version of ISO/IEC 15444-12:2005 (E) incorporates the following corrections:
— the Foreword has been altered to reflect that ISO/IEC 15444-11 is now published;

— in8.16.2,8.17.2.1,8.17.3.1, 8.18.2 and 8.19.2, “*” has been replaced with “<”.
Documents

. Document Sharing Hub
Vi © ISO/IEC 2005 — All rights reserved

Full document details: ISO_IEC 15444-12_2005


http://avadocuments2026.com/doc/iso-iec-15444-12-2005
http://avadocuments2026.com/doc/iso-iec-15444-12-2005

ISO/IEC 15444-12:2005(E)

Introduction

The ISO Base Media File Format is designed to contain timed media information for a presentation in a
flexible, extensible format that facilitates interchange, management, editing, and presentation of the media.
This presentation may be ‘local’ to the system containing the presentation, or may be via a network or other
stream delivery mechanism.

The file structure is object-oriented; a file can be decomposed into constituent objects very simply, and the
structure of the objects inferred directly from their type.

The file format is designed to be independent of any particular network protocol while enabling efficient
support for them in general.

The ISO Base Media File Format is a base format for media file formats.

It is intended that the ISO Base Media File Format shall be jointly maintained by WG1 and WG11.
Consequently, a subdivision of work created 15444-12 and 14496-12 in order to document the ISO Base
Media File Format and to facilitate the joint maintenance.

This technically identical text is published as ISO/IEC 14496-12 for MPEG-4, and as ISO/IEC 15444-12 for
JPEG 2000, and reference to this specification should be made accordingly. The recommendation is to
reference one, for example ISO/IEC 14496-12, and append to the reference a parenthetical comment
identifying the other, for example “(technically identical to ISO/IEC 15444-12)".
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INTERNATIONAL STANDARD ISO/IEC 15444-12:2005(E)

Information technology — JPEG 2000 image coding system —

Part 12:
ISO base media file format

1 Scope

This International Standard specifies the ISO base media file format, which is a general format forming the
basis for a number of other more specific file formats. This format contains the timing, structure, and media
information for timed sequences of media data, such as audio/visual presentations.

This part of ISO/IEC 14496 is applicable to MPEG-4, but its technical content is identical to that of
ISO/IEC 15444-12, which is applicable to JPEG 2000.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 639-2:1998: Codes for the representation of names of languages — Part 2: Alpha-3 code

ISO/IEC 11578:1996: Information technology — Open Systems Interconnection — Remote Procedure Call
(RPC)

ISO/IEC 14496-1:2004: Information technology — Coding of audio-visual objects — Part 1: Systems

ISO/IEC 14496-10, Information technology — Coding of audio-visual objects — Part 10: Advanced Video
Coding

ISO/IEC 14496-14, Information technology — Coding of audio-visual objects — Part 14: MP4 file format

ITU-T Rec.T.800 | ISO/IEC 15444-1: Information technology — JPEG 2000 image coding system: Core
coding system

ISO/IEC 15444-3, Information technology — JPEG 2000 image coding system: Motion JPEG 2000
IETF RFC 3711, "The Secure Real-time Transport Protocol", Baugher M. et al., March 2004.

SMIL 1.0 “Synchronized  Multimedia  Integration = Language  (SMIL) 1.0  Specification”,
<http://www.w3.org/TR/REC-smil/>

Documents

Document Sharing1Hub
© ISO/IEC 2005 — All rights reserved

Full document details: ISO_IEC 15444-12_2005


http://avadocuments2026.com/doc/iso-iec-15444-12-2005
http://avadocuments2026.com/doc/iso-iec-15444-12-2005

ISO/IEC 15444-12:2005(E)

3 Definitions

For the purposes of this International Standard, the following terms and definitions apply.

3.1
Box:

An object-oriented building block defined by a unique type identifier and length (called ‘atom’ in some
specifications, including the first definition of MP4).

3.2

Chunk:

A contiguous set of samples for one track.

3.3

Container Box:

A box whose sole purpose is to contain and group a set of related boxes.
3.4

Hint Track:

A special track which does not contain media data. Instead it contains instructions for packaging one or more
tracks into a streaming channel.

3.5
Hinter:

A tool that is run on a file containing only media, to add one or more hint tracks to the file and so facilitate
streaming.

3.6
Movie Box:

A container box whose sub-boxes define the metadata for a presentation (‘moov’).

3.7
Media Data Box:

A container box which can hold the actual media data for a presentation (‘mdat’).

3.8
ISO Base Media File:

The name of the file format described in this specification.

3.9
Presentation:

One or more motion sequences (q.v.), possibly combined with audio.

3.10
Sample:

In non-hint tracks, a sample is an individual frame of video, a time-contiguous series of video frames, or a
time-contiguous compressed section of audio. In hint tracks, a sample defines the formation of one or more
streaming packets. No two samples within a track may share the same time-stamp.

3.1
Sample Description:

A structure which defines and describes the format of some number of samples in a track.
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3.12

Sample Table:

A packed directory for the timing and physical layout of the samples in a track.
3.13

Track:

A collection of related samples (q.v.) in an ISO base media file. For media data, a track corresponds to a
sequence of images or sampled audio. For hint tracks, a track corresponds to a streaming channel.

4 Object-structured File Organization

4.1 File Structure

Files are formed as a series of objects, called boxes in this specification. All data is contained in boxes; there
is no other data within the file. This includes any initial signature required by the specific file format.

All object-structured files conformant to this section of this specification (all Object-Structured files) shall
contain a File Type Box.

4.2 Object Structure
An object in this terminology is a box.

Boxes start with a header which gives both size and type. The header permits compact or extended size (32
or 64 bits) and compact or extended types (32 bits or full UUIDs). The standard boxes all use compact types
(32-bit) and most boxes will use the compact (32-bit) size. Typically only the Media Data Box(es) need the 64-
bit size.

The size is the entire size of the box, including the size and type header, fields, and all contained boxes. This
facilitates general parsing of the file.

The definitions of boxes are given in the syntax description language (SDL) defined in MPEG-4 (see reference
in clause 2). Comments in the code fragments in this specification indicate informative material.

The fields in the objects are stored with the most significant byte first, commonly known as network byte order
or big-endian format.

al i gned(8) class Box (unsigned int(32) boxtype,
optional unsigned int(8)[16] extended_type) {
unsi gned int(32) size;
unsi gned int(32) type = boxtype;
if (size==1)
unsi gned int(64) |argesize;
} else if (size==0) {
/'l box extends to end of file

}
if (boxtype=="uuid ) {

unsigned int(8)[16] usertype = extended_type;
}

}

The semantics of these two fields are:

si ze is an integer that specifies the number of bytes in this box, including all its fields and contained
boxes; if size is 1 then the actual size is in the field | ar gesi ze; if size is 0, then this box is the last
one in the file, and its contents extend to the end of the file (nhormally only used for a Media Data Box)
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t ype identifies the box type; standard boxes use a compact type, which is normally four printable
characters, to permit ease of identification, and is shown so in the boxes below. User extensions use
an extended type; in this case, the type field is set to ‘uuid’.

Boxes with an unrecognized type shall be ignored and skipped.

Many objects also contain a version number and flags field:

al i gned(8) class Full Box(unsigned int(32) boxtype, unsigned int(8) v, bit(24) f)
ext ends Box(boxtype) {
unsi gned int(8) version = v;
bit (24) flags = f;

The semantics of these two fields are:

ver si on is an integer that specifies the version of this format of the box.
f | ags is a map of flags

Boxes with an unrecognized version shall be ignored and skipped.

4.3 File Type Box

4.3.1 Definition

Box Type: ‘ftyp’
Container: File
Mandatory: Yes
Quantity: Exactly one

A media-file structured to this part of this specification may be compatible with more than one detailed
specification, and it is therefore not always possible to speak of a single ‘type’ or ‘brand’ for the file. This
means that the utility of the file name extension and mime type are somewhat reduced.

This box must be placed as early as possible in the file (e.g. after any obligatory signature, but before any
significant variable-size boxes such as a Movie Box, Media Data Box, or Free Space). It identifies which
specification is the ‘best use’ of the file, and a minor version of that specification; and also a set of other
specifications to which the file complies. Readers implementing this format should attempt to read files that
are marked as compatible with any of the specifications that the reader implements. Any incompatible change
in a specification should therefore register a new ‘brand’ identifier to identify files conformant to the new
specification.

The minor version is informative only. It does not appear for compatible-brands, and must not be used to
determine the conformance of a file to a standard. It may allow more precise identification of the major
specification, for inspection, debugging, or improved decoding.

The type ‘isom’ (ISO Base Media file) is defined in this section of this specification, as identifying files that
conform to the first version of ISO Base Media File Format.

More specific identifiers can be used to identify precise versions of specifications providing more detail. This
brand should not be used as the major brand; this base file format should be derived into another
specification to be used. There is therefore no defined normal file extension, or mime type assigned to this
brand, nor definition of the minor version when ‘isom’ is the major brand.

Files would normally be externally identified (e.g. with a file extension or mime type) that identifies the ‘best
use’ (major brand), or the brand that the author believes will provide the greatest compatibility.

The brand ‘iso2’ shall be used to indicate compatibility with this amended version of the ISO Base Media File
Format; it may be used in addition to or instead of the ‘isom’ brand and the same usage rules apply. If used
without the brand 'isom’ identifying the first version of this specification, it indicates that support for some or all
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of the technology introduced by this amendment is required, such as the functionality in sub-clauses [8.40]
through [8.45], or the SRTP support in sub-clause [10], is required.

The brand ‘avc1’ shall be used to indicate that the file is conformant with the ‘AVC Extensions’ in sub-clause
[8.40]. If used without other brands, this implies that support for those extensions is required. The use of ‘avc1’
as a major-brand may be permitted by specifications; in that case, that specification defines the file extension
and required behavior.

If a Meta-box with an MPEG-7 handler type is used at the file level, then the brand ‘mp71’ should be a
member of the compatible-brands list in the file-type box.

4.3.2 Syntax

al i gned(8) class Fil eTypeBox

extends Box(‘ftyp') {

unsi gned int(32) nmjor_brand;

unsi gned int(32) minor_version;

unsi gned int(32) conpatible_brands[]; /1 to end of the box
}

4.3.3 Semantics

This box identifies the specifications to which this file complies.

Each brand is a printable four-character code, registered with ISO, that identifies a precise specification.
maj or _brand -is a brand identifier

m nor _ver si on —is an informative integer for the minor version of the major brand
conpati bl e_brands —is alist, to the end of the box, of brands

5 Design Considerations

5.1 Usage

5.1.1 Introduction

The file format is intended to serve as a basis for a number of operations. In these various roles, it may be
used in different ways, and different aspects of the overall design exercised.

5.1.2 Interchange

When used as an interchange format, the files would normally be self-contained (not referencing media in
other files), contain only the media data actually used in the presentation, and not contain any information
related to streaming. This will result in a small, protocol-independent, self-contained file, which contains the
core media data and the information needed to operate on it.

The following diagram gives an example of a simple interchange file, containing two streams.
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ISO file

moov
...other boxes

trak (video)

trak (audio)

mdat

Interleaved, time-ordered, video
and audio frames

5.1.3 Content Creation

Figure 1 — Simple interchange file

During content creation, a number of areas of the format can be exercised to useful effect, particularly:

e the ability to store each elementary stream separately (not interleaved), possibly in separate files.

e the ability to work in a single presentation that contains media data and other streams (e.g. editing
the audio track in the uncompressed format, to align with an already-prepared video track).

These characteristics mean that presentations may be prepared, edits applied, and content developed and
integrated without either iteratively re-writing the presentation on disc — which would be necessary if interleave
was required and unused data had to be deleted; and also without iteratively decoding and re-encoding the
data — which would be necessary if the data must be stored in an encoded state.

In the following diagram, a set of files being used in the process of content creation is shown.

ISO file

moov

N\

...other boxes | trak (video) <\

trak (audio) ~0|

mediafile
video frames, possibly
un-ordered with other
unused data

[/

5.1.4 Preparation for streaming

ISO File

mdat
Video and Audio frames
possibly
un-ordered with other
unused data

...other boxes (inc. moov)

Figure 2 — Content Creation File

When prepared for streaming, the file must contain information to direct the streaming server in the process of
sending the information. In addition, it is helpful if these instructions and the media data are interleaved so that
excessive seeking can be avoided when serving the presentation. It is also important that the original media
data be retained unscathed, so that the files may be verified, or re-edited or otherwise re-used. Finally, it is
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helpful if a single file can be prepared for more than one protocol, so differing servers may use it over
disparate protocols.

5.1.5 Local presentation

‘Locally’ viewing a presentation (i.e. directly from the file, not over a streamed interconnect) is an important
application; it is used when a presentation is distributed (e.g. on CD or DVD ROM), during the process of
development, and when verifying the content on streaming servers. Such local viewing must be supported,
with full random access. If the presentation is on CD or DVD ROM, interleave is important as seeking may be
slow.

5.1.6 Streamed presentation

When a server operates from the file to make a stream, the resulting stream must be conformant with the
specifications for the protocol(s) used, and should contain no trace of the file-format information in the file itself.
The server needs to be able to random access the presentation. It can be useful to re-use server content (e.g.
to make excerpts) by referencing the same media data from multiple presentations; it can also assist
streaming if the media data can be on read-only media (e.g. CD) and not copied, merely augmented, when
prepared for streaming.

The following diagram shows a presentation prepared for streaming over a multiplexing protocol, only one hint
track is required.

SO file

moov . mdat
...other boxes¥| trak (video)

Interleaved, time-ordered, video
trak (audio) and audio frames, and hint
instructions

trak (hint)

Figure 3 — Hinted Presentation for Streaming
5.2 Design principles

The file structure is object-oriented; a file can be decomposed into constituent objects very simply, and the
structure of the objects inferred directly from their type.

Media-data is not ‘framed’ by the file format; the file format declarations that give the size, type and position of
media data units are not physically contiguous with the media data. This makes it possible to subset the
media-data, and to use it in its natural state, without requiring it to be copied to make space for framing. The
metadata is used to describe the media data by reference, not by inclusion.

Similarly the protocol information for a particular streaming protocol does not frame the media data; the
protocol headers are not physically contiguous with the media data. Instead, the media data can be included
by reference. This makes it possible to represent media data in its natural state, not favoring any protocol. It
also makes it possible for the same set of media data to serve for local presentation, and for multiple protocols.

The protocol information is built in such a way that the streaming servers need to know only about the protocol
and the way it should be sent; the protocol information abstracts knowledge of the media so that the servers
are, to a large extent, media-type agnostic. Similarly the media-data, stored as it is in a protocol-unaware
fashion, enables the media tools to be protocol-agnostic.
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The file format does not require that a single presentation be in a single file. This enables both sub-setting and
re-use of content. When combined with the non-framing approach, it also makes it possible to include media
data in files not formatted to this specification (e.g. ‘raw’ files containing only media data and no declarative
information, or file formats already in use in the media or computer industries).

The file format is based on a common set of designs and a rich set of possible structures and usages. The
same format serves all usages; translation is not required. However, when used in a particular way (e.g. for
local presentation), the file may need structuring in certain ways for optimal behavior (e.g. time-ordering of the
data). No normative structuring rules are defined by this specification, unless a restricted profile is used.

6 ISO Base Media File organization
6.1 Presentation structure

6.1.1 File Structure

A presentation may be contained in several files. One file contains the metadata for the whole presentation,
and is formatted to this specification. This file may also contain all the media data, whereupon the
presentation is self-contained. The other files, if used, are not required to be formatted to this specification;
they are used to contain media data, and may also contain unused media data, or other information. This
specification concerns the structure of the presentation file only. The format of the media-data files is
constrained by this specification only in that the media-data in the media files must be capable of description
by the metadata defined here.

These other files may be ISO files, image files, or other formats. Only the media data itself, such as JPEG
2000 images, is stored in these other files; all timing and framing (position and size) information is in the ISO
base media file, so the ancillary files are essentially free-format.

If an ISO file contains hint tracks, the media tracks that reference the media data from which the hints were
built shall remain in the file, even if the data within them is not directly referenced by the hint tracks; after
deleting all hint tracks, the entire un-hinted presentation shall remain. Note that the media tracks may,
however, refer to external files for their media data.

Annex A provides an informative introduction, which may be of assistance to first-time readers.

6.1.2 Object Structure

The file is structured as a sequence of objects; some of these objects may contain other objects. The
sequence of objects in the file shall contain exactly one presentation metadata wrapper (the Movie Box). It is
usually close to the beginning or end of the file, to permit its easy location. The other objects found at this level
may be a File-Type box, Free Space Boxes, Movie Fragments, Meta-data, or Media Data Boxes.

6.1.3 Meta Data and Media Data

The metadata is contained within the metadata wrapper (the Movie Box); the media data is contained either in
the same file, within Media Data Box(es), or in other files. The media data is composed of images or audio
data; the media data objects, or media data files, may contain other un-referenced information.

6.1.4 Track Identifiers
The track identifiers used in an ISO file are unique within that file; no two tracks shall use the same identifier.

The next track identifier value stored in next _t rack_| Din the Movie Header Box generally contains a value
one greater than the largest track identifier value found in the file. This enables easy generation of a track
identifier under most circumstances. However, if this value is equal to ones (32-bit unsigned maxint), then a
search for an unused track identifier is needed for all additions.
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6.2 Metadata Structure (Objects)

6.2.1 Box

Type fields not defined here are reserved. Private extensions shall be achieved through the ‘uuid’ type. In
addition, the following types are not and will not be used, or used only in their existing sense, in future
versions of this specification, to avoid conflict with existing content using earlier pre-standard versions of this
format:

clip, crgn, matt, kmat, pnot, ctab, |oad, inap;
these track reference types (as found in the reference_type of a Track Reference Box): t ncd, chap,
sync, scpt, ssrc.

A number of boxes contain index values into sequences in other boxes. These indexes start with the value 1
(1 is the first entry in the sequence).

6.2.2 Data Types and fields

In a number of boxes in this specification, there are two variant forms: version 0 using 32-bit fields, and
version 1 using 64-bit sizes for those same fields. In general, if a version 0 box (32-bit field sizes) can be
used, it should be; version 1 boxes should be used only when the 64-bit field sizes they permit, are required.

For convenience during content creation there are creation and modification times stored in the file. These can
be 32-bit or 64-bit numbers, counting seconds since midnight, Jan. 1, 1904, which is a convenient date for
leap-year calculations. 32 bits are sufficient until approximately year 2040. These times shall be expressed in
UTC, and therefore may need adjustment to local time if displayed.

Fixed-point numbers are signed or unsigned values resulting from dividing an integer by an appropriate power
of 2. For example, a 30.2 fixed-point number is formed by dividing a 32-bit integer by 4.

Fields shown as “t enpl ate” in the box descriptions are optional in the specifications that use this
specification. If the field is used in another specification, that use must be conformant with its definition here,
and the specification must define whether the use is optional or mandatory. Similarly, fields marked “pre-
defined” were used in an earlier version of this specification. For both kinds of fields, if a field of that kind is
not used in a specification, then it should be set to the indicated default value. If the field is not used it must
be copied un-inspected when boxes are copied, and ignored on reading.

Matrix values which occur in the headers specify a transformation of video images for presentation. Not all

derived specifications use matrices; if they are not used, they shall be set to the identity matrix, If a matrix is
used, the point (p,q) is transformed into (p', g') using the matrix as follows:

(pal) -~ I | =(mn 2)
| |

m=ap +cq+Xx; n=bp+dgq+y; z=up +vqg +w

a
C
X

< QT

u
\'
w

p =mz;, q =nlz
The coordinates {p,q} are on the decompressed frame, and {p’, q’} are at the rendering output. Therefore, for
example, the matrix {2,0,0, 0,2,0, 0,0,1} exactly doubles the pixel dimension of an image. The co-ordinates
transformed by the matrix are not normalized in any way, and represent actual sample locations. Therefore
{x,y} can, for example, be considered a translation vector for the image.

The co-ordinate origin is located at the upper left corner, and X values increase to the right, and Y values
increase downwards. {p,q} and {p’,q’} are to be taken as absolute pixel locations relative to the upper left
hand corner of the original image (after scaling to the size determined by the track header's width and height)
and the transformed (rendering) surface, respectively.
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Each track is composed using its matrix as specified into an overall image; this is then transformed and
composed according to the matrix at the movie level in the MovieHeaderBox. It is application-dependent
whether the resulting image is ‘clipped’ to eliminate pixels, which have no display, to a vertical rectangular
region within a window, for example. So for example, if only one video track is displayed and it has a
translation to {20,30}, and a unity matrix is in the MovieHeaderBox, an application may choose not to display
the empty “L” shaped region between the image and the origin.

All the values in a matrix are stored as 16.16 fixed-point values, except for u, v and w, which are stored as
2.30 fixed-point values.

The values in the matrix are stored in the order {a,b,u, c,d,v, x,y,w}.

6.2.3 Box Order
An overall view of the normal encapsulation structure is provided in the following table.

The table shows those boxes that may occur at the top-level in the left-most column; indentation is used to
show possible containment. Thus, for example, a Track Header Box (tkhd) is found in a Track Box (trak),
which is found in a Movie Box (moov). Not all boxes need be used in all files; the mandatory boxes are
marked with an asterisk (*). See the description of the individual boxes for a discussion of what must be
assumed if the optional boxes are not present.

User data objects shall be placed only in Movie or Track Boxes, and objects using an extended type may be
placed in a wide variety of containers, not just the top level.

In order to improve interoperability and utility of the files, the following rules and guidelines shall be followed
for the order of boxes:

1) The file type box ‘ftyp’ shall occur before any variable-length box (e.g. movie, free space, media data).
Only a fixed-size box such as a file signature, if required, may precede it.

2) It is strongly recommended that all header boxes be placed first in their container: these boxes are
the Movie Header, Track Header, Media Header, and the specific media headers inside the Media
Information Box (e.g. the Video Media Header).

3) Any Movie Fragment Boxes shall be in sequence order (see subclause 8.33).

4) It is recommended that the boxes within the Sample Table Box be in the following order: Sample
Description, Time to Sample, Sample to Chunk, Sample Size, Chunk Offset.

5) It is strongly recommended that the Track Reference Box and Edit List (if any) should precede the
Media Box, and the Handler Reference Box should precede the Media Information Box, and the Data
Information Box should precede the Sample Table Box.

6) It is recommended that user Data Boxes be placed last in their container, which is either the Movie
Box or Track Box.

7) ltis recommended that the Movie Fragment Random Access Box, if present, be last in the file.

8) It is recommended that the progressive download information box be placed as early as possible in
files, for maximum utility.
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Table 1 — Box types, structure, and cross-reference

ftyp * 4.3 file type and compatibility
pdin 8.43 progressive download information
moov 181 container for all the metadata
mvhd * 8.3 movie header, overall declarations
trak 184 container for an individual track or stream
tkhd * 8.5 track header, overall information about the track
tref 8.6 track reference container
edts 8.25 edit list container
elst 8.26 an edit list
mdia 8.7 container for the media information in a track
mdhd * 8.8 media header, overall information about the media
hdlir 8.9 handler, declares the media (handler) type
minf * 18.10 media information container
vmhd 8.11.2 |video media header, overall information (video|
track only)
smhd 8.11.3 |sound media header, overall information (sound|
track only)
hmhd 8.11.4  |hint media header, overall information (hint track
only)
nmhd 8.11.5 |Null media header, overall information (some
tracks only)
dinf * 8.12 data information box, container
dref | |(8.13 data reference box, declares source(s) of media
data in track
stbl * 18.14 sample table box, container for the time/space
map
stsd [|* |8.16 sample descriptions (codec types, initialization
etc.)
stts [ [8.15.2 |(decoding) time-to-sample
ctts 8.15.3  |(composition) time to sample
stsc | 18.18 sample-to-chunk, partial data-offset information
stsz 8.17.2 |sample sizes (framing)
stz2 8.17.3 |compact sample sizes (framing)
stco | 18.19 chunk offset, partial data-offset information
co64 8.19 64-bit chunk offset
stss 8.20 sync sample table (random access points)
stsh 8.21 shadow sync sample table
padb 8.23 sample padding bits
stdp 8.22 sample degradation priority
sdtp 8.40.2 |independent and disposable samples
sbgp 8.40.3.2 |sample-to-group
sgpd 8.40.3.3 |sample group description
subs 8.42 sub-sample information
mvex 8.29 movie extends box
mehd 8.30 movie extends header box
trex * 18.31 track extends defaults
ipmc 8.45.4 |IPMP Control Box
moof 8.32 movie fragment
mfhd *  18.33 movie fragment header
traf 8.34 track fragment
tthd *  18.35 track fragment header
trun 8.36 track fragment run
sdtp 8.40.2 |independent and disposable samples
sbgp 8.40.3.2 |sample-to-group
subs 8.42 sub-sample information
mfra 8.37 movie fragment random access
tfra 8.38 track fragment random access
mfro * 18.39 movie fragment random access offset
mdat 8.2 media data container
free 8.24 free space
skip 8.24 free space
udta 8.27 user-data
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Table 1 (continued)

cprt 8.28 copyright etc.
meta 8.44.1  |metadata
hdir 8.9 handler, declares the metadata (handler) type
dinf 8.12 data information box, container
dref 8.13 data reference box, declares source(s) of
metadata items
ipmc 8.45.4 |IPMP Control Box
iloc 8.44.3 |item location
ipro 8.44.5 |item protection
sinf 8.45.1  |protection scheme information box
frma 8.45.2 |original format box
imif 8.45.3  |IPMP Information box
schm 8.45.5 |scheme type box
schi 8.45.6  |scheme information box
iinf 8.44.6 |item information
xml 8.44.2 XML container
bxml 8.44.2  |binary XML container
pitm 8.44.4  |primary item reference
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7 Streaming Support

7.1 Handling of Streaming Protocols

The file format supports streaming of media data over a network as well as local playback. The process of
sending protocol data units is time-based, just like the display of time-based data, and is therefore suitably
described by a time-based format. A file or ‘movie’ that supports streaming includes information about the data
units to stream. This information is included in additional tracks of the file called “hint” tracks.

Hint tracks contain instructions to assist a streaming server in the formation of packets for transmission. These
instructions may contain immediate data for the server to send (e.g. header information) or reference
segments of the media data. These instructions are encoded in the file in the same way that editing or
presentation information is encoded in a file for local playback. Instead of editing or presentation information,
information is provided which allows a server to packetize the media data in a manner suitable for streaming
using a specific network transport.

The same media data is used in a file that contains hints, whether it is for local playback, or streaming over a
number of different protocols. Separate ‘hint’ tracks for different protocols may be included within the same
file and the media will play over all such protocols without making any additional copies of the media itself. In
addition, existing media can be easily made streamable by the addition of appropriate hint tracks for specific
protocols. The media data itself need not be recast or reformatted in any way.

This approach to streaming is more space efficient than an approach that requires that the media information
be partitioned into the actual data units that will be transmitted for a given transport and media format. Under
such an approach, local playback requires either re-assembling the media from the packets, or having two
copies of the media—one for local playback and one for streaming. Similarly, streaming such media over
multiple protocols using this approach requires multiple copies of the media data for each transport. This is
inefficient with space, unless the media data has been heavily transformed for streaming (e.g., by the
application of error-correcting coding techniques, or by encryption).

7.2 Protocol ‘hint’ tracks
Support for streaming is based upon the following three design parameters:

e The media data is represented as a set of network-independent standard tracks, which may be
played, edited, and so on, as normal;

e There is a common declaration and base structure for server hint tracks; this common format is
protocol independent, but contains the declarations of which protocol(s) are described in the server
track(s);

e There is a specific design of the server hint tracks for each protocol that may be transmitted; all
these designs use the same basic structure. For example, there may be designs for RTP (for the
Internet) and MPEG-2 transport (for broadcast), or for new standard or vendor-specific protocols.

The resulting streams, sent by the servers under the direction of the hint tracks, need contain no trace of file-
specific information. This design does not require that the file structures or declaration style, be used either in
the data on the wire or in the decoding station. For example, a file using H.261 video and DVI audio, streamed
under RTP, results in a packet stream that is fully compliant with the IETF specifications for packing those
codings into RTP.

The hint tracks are built and flagged so that when the presentation is played back locally (not streamed), they
may be ignored.
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7.3 Hint Track Format

Hint tracks are used to describe to a server how to serve the elementary stream data in the file over streaming
protocols. Each protocol has its own hint track format. The format of the hints is described by the sample
description for the hint track. Most protocols will need only one sample description format for each track.

Servers find their hint tracks by first finding all hint tracks, and then looking within that set for hint tracks using
their protocol (sample description format). If there are choices at this point, then the server chooses on the
basis of preferred protocol or by comparing features in the hint track header or other protocol-specific
information in the sample descriptions.

Hint tracks construct streams by pulling data out of other tracks by reference. These other tracks may be hint
tracks or elementary stream tracks. The exact form of these pointers is defined by the sample format for the
protocol, but in general they consist of four pieces of information: a track reference index, a sample number,
an offset, and a length. Some of these may be implicit for a particular protocol. These ‘pointers’ always point
to the actual source of the data. If a hint track is built ‘on top’ of another hint track, then the second hint track
must have direct references to the media track(s) used by the first where data from those media tracks is
placed in the stream.

All hint tracks use a common set of declarations and structures.
e Hint tracks are linked to the elementary stream tracks they carry, by track references of type ‘hint’
e They use a handler-type of ‘hint’ in the Handler Reference Box
e They use a Hint Media Header Box

e They use a hint sample entry in the sample description, with a name and format unique to the
protocol they represent.

e They are usually marked as disabled for local playback, with their track header flags set to 0.
Hint tracks may be created by an authoring tool, or may be added to an existing presentation by a hinting tool.
Such a tool serves as a ‘bridge’ between the media and the protocol, since it intimately understands both.
This permits authoring tools to understand the media format, but not protocols, and for servers to understand
protocols (and their hint tracks) but not the details of media data.

Hint tracks do not use separate composition times; the ‘ctts’ table is not present in hint tracks. The process of
hinting computes transmission times correctly as the decoding time.

8 Box Definitions
8.1 Movie Box

8.1.1 Definition

Box Type: ‘moov’
Container: File
Mandatory: Yes
Quantity: Exactly one

The metadata for a presentation is stored in the single Movie Box which occurs at the top-level of a file.
Normally this box is close to the beginning or end of the file, though this is not required.
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8.1.2 Syntax

al i gned(8) class MyvieBox extends Box(‘nmoov’){

8.2 Media Data Box

8.2.1 Definition

Box Type: ‘mdat’
Container: File
Mandatory: No
Quantity: Any number

This box contains the media data. In video tracks, this box would contain video frames. A presentation may
contain zero or more Media Data Boxes. The actual media data follows the type field; its structure is described
by the metadata (see particularly the sample table, subclause 8.14, and the item location box, subclause
8.44.3).

In large presentations, it may be desirable to have more data in this box than a 32-bit size would permit. In this
case, the large variant of the size field, above in subclause 6.2, is used.

There may be any number of these boxes in the file (including zero, if all the media data is in other files). The
metadata refers to media data by its absolute offset within the file (see subclause 8.19, the Chunk Offset Box);

so Media Data Box headers and free space may easily be skipped, and files without any box structure may
also be referenced and used.

8.2.2 Syntax

al i gned(8) class Medi aDat aBox extends Box('ndat’) {
bit(8) data[];
8.2.3 Semantics

dat a is the contained media data
8.3 Movie Header Box

8.3.1 Definition

Box Type: ‘mvhd’

Container: Movie Box (‘moov’)
Mandatory: Yes

Quantity: Exactly one

This box defines overall information which is media-independent, and relevant to the entire presentation
considered as a whole.
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8.3.2 Syntax

al i gned(8) class Mvi eHeader Box extends Full Box('mvhd’, version, 0) {

if (version==1) {
unsigned int(64) creation_tineg;
unsigned int(64) nodification_tine;
unsigned int(32) tinescale;
unsi gned int(64) duration;

} else { // version==0
unsigned int(32) creation_tinmne;
unsigned int(32) nodification_tinmne;
unsigned int(32) timnmescale;
unsigned int(32) duration

}

tenplate int(32) rate = 0x00010000; // typically 1.0

tenplate int(16) volunme = 0x0100; [l typically, full volune

const bit(16) reserved = 0;

const unsigned int(32)[2] reserved = 0;

tenplate int(32)[9] mtrix =
{ 0x00010000, 0, 0, 0, 0x00010000, 0, 0, 0, 0x40000000 };
/1 Unity matrix

bit(32)[6] pre_defined = 0;

unsigned int(32) next_track_ |ID;

}

8.3.3 Semantics

ver si on is an integer that specifies the version of this box (0 or 1 in this specification)

creation_tinme isan integer that declares the creation time of the presentation (in seconds since
midnight, Jan. 1, 1904, in UTC time)

nmodi fi cation_tine isan integer that declares the most recent time the presentation was modified (in
seconds since midnight, Jan. 1, 1904, in UTC time)

ti mescal e is an integer that specifies the time-scale for the entire presentation; this is the number of
time units that pass in one second. For example, a time coordinate system that measures time in
sixtieths of a second has a time scale of 60.

dur ati on is an integer that declares length of the presentation (in the indicated timescale). This
property is derived from the presentation’s tracks: the value of this field corresponds to the duration of
the longest track in the presentation.

r at e is a fixed point 16.16 number that indicates the preferred rate to play the presentation; 1.0
(0x00010000) is normal forward playback

vol unme is a fixed point 8.8 number that indicates the preferred playback volume. 1.0 (0x0100) is full
volume.

mat ri X provides a transformation matrix for the video; (u,v,w) are restricted here to (0,0,1), hex values
(0,0,0x40000000).

next track_| D is a non-zero integer that indicates a value to use for the track ID of the next track to be
added to this presentation. Zero is not a valid track ID value. The value of next _track_I D shall be
larger than the largest track-ID in use. If this value is equal to or larger than all 1s (32-bit maxint), and
a new media track is to be added, then a search must be made in the file for a unused track identifier.

8.4 Track Box

8.4.1 Definition

Box Type: ‘trak’

Container: Movie Box (‘moov’)
Mandatory: Yes

Quantity: One or more

This is a container box for a single track of a presentation. A presentation consists of one or more tracks.
Each track is independent of the other tracks in the presentation and carries its own temporal and spatial
information. Each track will contain its associated Media Box.
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Tracks are used for two purposes: (a) to contain media data (media tracks) and (b) to contain packetization
information for streaming protocols (hint tracks).

There shall be at least one media track within an ISO file, and all the media tracks that contributed to the hint
tracks shall remain in the file, even if the media data within them is not referenced by the hint tracks; after
deleting all hint tracks, the entire un-hinted presentation shall remain.

8.4.2 Syntax

al i gned(8) class TrackBox extends Box(‘trak’) {

8.5 Track Header Box

8.5.1 Definition

Box Type: ‘tkhd’

Container: Track Box (‘trak’)
Mandatory: Yes

Quantity: Exactly one

This box specifies the characteristics of a single track. Exactly one Track Header Box is contained in a track.

In the absence of an edit list, the presentation of a track starts at the beginning of the overall presentation. An
empty edit is used to offset the start time of a track.

The default value of the track header flags for media tracks is 7 (track_enabled, track_in_movie,
track_in_preview). If in a presentation all tracks have neither track_in_movie nor track_in_preview set, then all
tracks shall be treated as if both flags were set on all tracks. Hint tracks should have the track header flags
set to 0, so that they are ignored for local playback and preview.

8.5.2 Syntax

al i gned(8) class TrackHeader Box

extends Ful I Box('tkhd' , version, flags){

if (version==1) {
unsigned int(64) creation_tine;
unsigned int(64) nodification_tinmne;
unsigned int(32) track_ID;
const unsigned int(32) reserved
unsi gned int(64) duration;

} else { // version==0
unsigned int(32) creation_tine;
unsigned int(32) nodification_tine;
unsigned int(32) track_ID

I
L

const unsigned int(32) reserved = O;
unsigned int(32) duration;

}

const unsigned int(32)[2] reserved = 0;

tenplate int(16) layer = 0;
tenplate int(16) alternate_group = 0;
tenplate int(16) volume = {if track_is_audi o 0x0100 el se 0};
const unsigned int(16) reserved = O;
tenplate int(32)[9] matrix=
{ 0x00010000, 0, 0, 0, 0x00010000, 0, 0, 0, 0x40000000 };
/] unity matrix
unsi gned int(32) w dth;
unsi gned int(32) height;
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8.5.3 Semantics

ver si on is an integer that specifies the version of this box (0 or 1 in this specification)

fl ags is a 24-bit integer with flags; the following values are defined:
Track_enabled: Indicates that the track is enabled. Flag value is 0x000001. A disabled track (the low

bit is zero) is treated as if it were not present.
Track_in_movie: Indicates that the track is used in the presentation. Flag value is 0x000002.
Track_in_preview: Indicates that the track is used when previewing the presentation. Flag value is
0x000004.

creation_tinme isan integer that declares the creation time of this track (in seconds since midnight,
Jan. 1, 1904, in UTC time)

nodi fication_tine is an integer that declares the most recent time the track was modified (in
seconds since midnight, Jan. 1, 1904, in UTC time)

track_I D is an integer that uniquely identifies this track over the entire life-time of this presentation.
Track IDs are never re-used and cannot be zero.

dur ati on is an integer that indicates the duration of this track (in the timescale indicated in the Movie
Header Box). The value of this field is equal to the sum of the durations of all of the track’s edits. If
there is no edit list, then the duration is the sum of the sample durations, converted into the timescale
in the Movie Header Box. If the duration of this track cannot be determined then duration is set to all
1s (32-bit maxint).

| ayer specifies the front-to-back ordering of video tracks; tracks with lower numbers are closer to the
viewer. 0 is the normal value, and -1 would be in front of track 0, and so on.

al t er nat e_group is an integer that specifies a group or collection of tracks. If this field is O there is no
information on possible relations to other tracks. If this field is not 0, it should be the same for tracks
that contain alternate data for one another and different for tracks belonging to different such groups.
Only one track within an alternate group should be played or streamed at any one time, and must be
distinguishable from other tracks in the group via attributes such as bitrate, codec, language, packet
size etc. A group may have only one member.

vol ume is a fixed 8.8 value specifying the track's relative audio volume. Full volume is 1.0 (0x0100) and
is the normal value. lIts value is irrelevant for a purely visual track. Tracks may be composed by
combining them according to their volume, and then using the overall Movie Header Box volume
setting; or more complex audio composition (e.g. MPEG-4 BIFS) may be used.

mat ri X provides a transformation matrix for the video; (u,v,w) are restricted here to (0,0,1), hex
(0,0,0x40000000).

wi dt h and hei ght specify the track's visual presentation size as fixed-point 16.16 values. These
need not be the same as the pixel dimensions of the images, which is documented in the sample
description(s); all images in the sequence are scaled to this size, before any overall transformation of
the track represented by the matrix. The pixel dimensions of the images are the default values.

8.6 Track Reference Box

8.6.1 Definition

Box Type: ‘tref’

Container: Track Box (‘trak’)
Mandatory: No

Quantity: Zero or one

This box provides a reference from the containing track to another track in the presentation. These references
are typed. A ‘hint’ reference links from the containing hint track to the media data that it hints. A content
description reference ‘cdsc’ links a descriptive or metadata track to the content which it describes.

Exactly one Track Reference Box can be contained within the Track Box.

If this box is not present, the track is not referencing any other track in any way. The reference array is sized
to fill the reference type box.
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8.6.2 Syntax

al i gned(8) class TrackReferenceBox extends Box(‘tref’) {

al i gned(8) class TrackReferenceTypeBox (unsigned int(32) reference_type) extends
Box(reference_type)

unsigned int(32) track _IDs[];
}

8.6.3 Semantics
The Track Reference Box contains track reference type boxes.

track ID is an integer that provides a reference from the containing track to another track in the
presentation. track |IDs are never re-used and cannot be equal to zero.

Theref erence_t ype shall be set to one of the following values:
e ‘hint the referenced track(s) contain the original media for this hint track
e ‘cdsc’ this track describes the referenced track.

8.7 Media Box

8.7.1 Definition

Box Type: ‘mdia’

Container: Track Box (‘trak’)
Mandatory: Yes

Quantity: Exactly one

The media declaration container contains all the objects that declare information about the media data within a
track.

8.7.2 Syntax

al i gned(8) class Medi aBox extends Box(‘'mdia’) {
}

8.8 Media Header Box

8.8.1 Definition

Box Type: ‘mdhd’

Container: Media Box (‘mdia’)
Mandatory: Yes

Quantity: Exactly one

The media header declares overall information that is media-independent, and relevant to characteristics of
the media in a track.
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8.8.2 Syntax

al i gned(8) class Medi aHeader Box extends Ful | Box(' mdhd’, version, 0) {

if (version==1) {
unsigned int(64) creation_tineg;
unsigned int(64) nodification_tine;
unsigned int(32) tinescale;
unsi gned int(64) duration;

} else { // version==0
unsigned int(32) creation_tinmne;
unsigned int(32) nodification_tinmne;
unsigned int(32) timnmescale;
unsigned int(32) duration

}
bit(1) pad = 0;
unsi gned int(5)[ 3] | anguage; /1 1S0O639-2/T | anguage code
unsigned int(16) pre_defined = 0;
}

8.8.3 Semantics

ver si on is an integer that specifies the version of this box (0 or 1)

creation_time isan integer that declares the creation time of the media in this track (in seconds since
midnight, Jan. 1, 1904, in UTC time)

nmodi fi cation_tinme is an integer that declares the most recent time the media in this track was
modified (in seconds since midnight, Jan. 1, 1904, in UTC time)

ti mescal e is an integer that specifies the time-scale for this media; this is the number of time units that
pass in one second. For example, a time coordinate system that measures time in sixtieths of a
second has a time scale of 60.

dur ati on is an integer that declares the duration of this media (in the scale of the timescale).

| anguage declares the language code for this media. See ISO 639-2/T for the set of three character
codes. Each character is packed as the difference between its ASCII value and 0x60. Since the code
is confined to being three lower-case letters, these values are strictly positive.

8.9 Handler Reference Box

8.9.1 Definition

Box Type: ‘hdIr’

Container: Media Box (‘mdia’) or Meta Box (‘meta’)
Mandatory: Yes

Quantity: Exactly one

This box within a Media Box declares the process by which the media-data in the track is presented, and thus,
the nature of the media in a track. For example, a video track would be handled by a video handler.

This box when present within a Meta Box, declares the structure or format of the 'meta’ box contents.
8.9.2 Syntax

al i gned(8) class Handl erBox extends Full Box(‘hdlr’, version = 0, 0) {
unsigned int(32) pre_defined = 0;
unsi gned int(32) handler_type;
const unsigned int(32)[3] reserved = 0;
string nane;

}

8.9.3 Semantics
ver si on is an integer that specifies the version of this box
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handl er _t ype when present in a media box, is an integer containing one of the following values, or a
value from a derived specification:

‘vi de’ Video track
‘soun’ Audio track
“hint’ Hint track

handl er _t ype when present in a meta box, contains an appropriate value to indicate the format of the
meta box contents

nane is a null-terminated string in UTF-8 characters which gives a human-readable name for the track
type (for debugging and inspection purposes).

8.10 Media Information Box

8.10.1 Definition

Box Type: ‘minf’

Container: Media Box (‘mdia’)
Mandatory: Yes

Quantity: Exactly one

This box contains all the objects that declare characteristic information of the media in the track.

8.10.2 Syntax

al i gned(8) class Medial nformationBox extends Box(‘mnf’) {

8.11 Media Information Header Boxes

8.11.1 Definition

Box Types: ‘vmhd’, ‘smhd’, ’hmhd’, ‘nmhd’

Container: Media Information Box (‘minf’)

Mandatory: Yes

Quantity: = Exactly one specific media header shall be present

There is a different media information header for each track type (corresponding to the media handler-type);
the matching header shall be present, which may be one of those defined here, or one defined in a derived
specification.

8.11.2 Video Media Header Box

The video media header contains general presentation information, independent of the coding, for video
media. Note that the flags field has the value 1.

8.11.2.1 Syntax

al i gned(8) class Vi deoMedi aHeader Box
extends Full Box('vnhd’, version = 0, 1)
tenpl ate unsigned int(16) graphicsnode = O; /'l copy, see bel ow
tenpl ate unsigned int(16)[3] opcolor = {0, 0, 0};

}

8.11.2.2 Semantics

ver si on is an integer that specifies the version of this box

gr aphi csnode specifies a composition mode for this video track, from the following enumerated set,
which may be extended by derived specifications:
copy = 0 copy over the existing image

opcol or is a set of 3 colour values (red, green, blue) available for use by graphics modes
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