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Abstract: Services and protocol elements that permit the downloading of memory images to data 
processing equipment attached to IEEE 802 Local and Metropolitan Area Networks are defined. 
The protocol makes use of the group addressing capabilities inherent in LAN/MAN technologies to 
permit simultaneous loading of the same memory image to multiple destination systems. The stan- 
dard includes the specification of managed objects that permit the operation of the load protocol to 
be remotely managed. 
Keywords: local area networks, management; metropolitan area networks, management; system 
load protocol 
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International Standard ISO/IEC 15802-4: 1994 

IS0 (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members 
of IS0 or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. IS0 and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with IS0 and IEC, also take part in the work. 

In the field of information technology, IS0 and IEC have established a joint technical committee, ISOLEC 
JTC 1. Draft International Standards adopted by the joint technical committee are circulated to national 
bodies for voting. Publication as an International Standard requires approval by at least 75 % of the national 
bodies casting a vote. 

In 1993, ANSI/IEEE Std 802.1E-1990 was adopted by ISO/IEC JTC 1, as draft International Standard 
ISO/IEC DIS 15802-3 (renumbered as ISO/IEC 15802-4). A further revision was subsequently approved by 
ISO/IEC JTC 1 in the form of this new edition, which is published as International Standard ISO/IEC 
15802-4:1994. 

International Organization for Standardization/International Electrotechnical Commission 
Case postale 56 l CH-1211 Genbve 20 l Switzerland 
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Foreword to International Standard ISO/IEC 15802-4 : 1994 

This standard is part of a family of standards for Local and Metropolitan Area Networks. The relationship 
between this standard and the other members of the family is shown below. (The numbers in the figure refer 
to IS0 standard numbers.) 

8802-2 Logical Link 

Data 

8802-3 
Medium 
Access 

_--___--__-_-_ 

8802-3 
Physical 

8802-4 
Medium 
Access 

8802-4 
Physical 

-1 . _ 
-1 

8802-5 
Medium 
Access 

____________ 

8802-5 
Physical 

8802-6 
Medium 
Access 

-----------_ 

8802-6 
Physical 

8802-7 
Medium 
Access 

8802-7 
Physical 

Link 
Layer 

Physical 
Layer 

This family of standards deals with the Physical and Data Link layers as defined by the IS0 Open Systems 
Interconnection Basic Reference Model (IS0 7498 : 1984). The access standards define five types of 
medium access technologies and associated physical media, each appropriate for particular applications or 
system objectives. Other types are under investigation. 

The standards defining the access technologies are as follows: 

a> ISO/IEC 8802-3 [ANSI/IEEE Std 802.3, 1993 Edition], a bus utilizing CSMA/CD as the access 
method. 

b) ISO/IEC 8802-4 [ANSI/IEEE Std 802.4-19901, a bus utilizing token passing as the access method. 
cl ISO/IEC 8802-5 [ANSI/IEEE Std 802.5-19921, a ring utilizing token passing as the access method. 
d) ISO/IEC 8802-6 [ANSI/IEEE Std 802.6, 1994 Edition], a dual bus utilizing distributed queuing as 

the access method. DQDB subnetworks provide a range of telecommunications services within a 
metropolitan area. 

e> IS0 8802-7, a ring utilizing slotted ring as the access method. 

IS0 8802-2 [ANSI/IEEE Std 802.2-19891, Logical Link Control protocol, provides for data transfer between 
medium access standards and network layer protocol. 

ISO/IEC 10038 [ANSI/IEEE Std 802.1D, 1993 Edition], Media access control (MAC) bridges, specifies an 
architecture and protocol for the interconnection of IEEE 802 LANs below the level of the logical link con- 
trol protocol. 

ISO/IEC DIS 15802-2 [IEEE Std 802.1B], LAN/MAN Management, defines an Open Systems Interconnec- 
tion (OSI) management-compatible architecture, and service and protocol elements for use in a LAN/MAN 
environment for performing remote management. 

ISO/IEC 15802-4 [ANSI/IEEE Std 802.1E, 1994 Edition], System load protocol, specifies a set of services 
and protocol for those aspects of management concerned with the loading of systems on IEEE 802 LANs. 

The reader of this document is urged to become familiar with the complete family of standards, 
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ANSI/IEEE Std 802.1 E, 1994 Edition 

IEEE Standards documents are developed within the Technical Committees of the 
IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Board. Members of the committees serve voluntarily and without compensation. 
They are not necessarily members of the Institute. The standards developed within 
IEEE represent a consensus of the broad expertise on the subject within the Institute 
as well as those activities outside of IEEE which have expressed an interest in partic- 
ipating in the development of the standard. 

Use of an IEEE Standard is wholly voluntary. The existence of an IEEE Standard 
does not imply that there are no other ways to produce, test, measure, purchase, mar- 
ket, or provide other goods and services related to the scope of the IEEE Standard. 
Furthermore, the viewpoint expressed at the time a standard is approved and issued is 
subject to change brought about through developments in the state of the art and 
comments received from users of the standard. Every IEEE Standard is subjected to 
review at least once every five years for revision or reaffirmation. When a document 
is more than five years old, and has not been reaffirmed, it is reasonable to conclude 
that its contents, although still of some value, do not wholly reflect the present state 
of the art. Users are cautioned to check to determine that they have the latest edition 
of any IEEE Standard. 

Comments for revision of IEEE Standards are welcome from any interested party, 
regardless of membership affiliation with IEEE. Suggestions for changes in docu- 
ments should be in the form of a proposed change of text, together with appropriate 
supporting comments. 

Interpretations: Occasionally questions may arise regarding the meaning of portions 
of standards as they relate to specific applications. When the need for interpretations 
is brought to the attention of IEEE, the Institute will initiate action to prepare appro- 
priate responses. Since IEEE Standards represent a consensus of all concerned inter- 
ests, it is important to ensure that any interpretation has also received the concurrence 
of a balance of interests. For this reason IEEE and the members of its technical com- 
mittees are not able to provide an instant response to interpretation requests except in 
those cases where the matter has previously received formal consideration. 

Comments on standards and requests for interpretations should be addressed to: 

Secretary, IEEE Standards Board 
445 Hoes Lane 
P.O. Box 1331 
Piscataway, NJ 08855-1331 
USA 

IEEE standards documents may involve the use of patented technology. Their 
approval by the Institute of Electrical and Electronics Engineers does not mean that 
using such technology for the purpose of conforming to such standards is authorized 
by the patent owner. It is the obligation of the user of such technology to obtain all 
necessary permissions. 

Full document details: ISO IEC 15802-4-1994

http://www.avadocuments.com/doc/iso-iec-15802-4-1994
http://www.avadocuments.com/doc/iso-iec-15802-4-1994


Introduction 

(This introduction is not a part of ANSI/IEEE Std 802.1 E, 1994 Edition or of ISO/IEC 15802-4 : 1994.) 

This standard is part of a family of standards for local and metropolitan area networks. The relationship 
between the standard and other members of the family is shown below. (The numbers in the figure refer to 
IEEE standard numbers.) 

I- 

I 

I 802.2 LOGICAL LINK 
I 

DATA 
802.1 BRIDGING LINK 

LAYER 

PHYSICAL 
LAYER 

l Formerly IEEE Std 802.1A. 

This family of standards deals with the Physical and Data Link layers as defined by the International Organi- 
zation for Standardization (ISO) Open Systems Interconnection Basic Reference Model (IS0 7498 : 1984). 
The access standards define several types of medium access technologies and associated physical media, 
each appropriate for particular applications or system objectives. Other types are under investigation. 

The standards defining these technologies are as follows: 

l IEEE Std 802+: 

l ISO/IEC DIS 15802-2 

Overview and Architecture. This standard provides an overview to the 
family of IEEE 802 Standards. This document forms part of the 802.1 
scope of work. 

[IEEE Stds 802.1B and 802.1 k]: LAN/MAN Management. Defines an Open Systems Interconnection 
(OSI) management-compatible architecture, and services and protocol 
elements for use in a LAN/MAN environment for performing remote 

management. 
l ISO/IEC 10038 

[ANSI/IEEE Std 802.1D]: MAC Bridging. Specifies an architecture and protocol for the inter- 
connection of IEEE 802 LANs below the MAC service boundary. 

l ISO/IEC 15802-4 
[IEEE Std 802. lE]: System Load Protocol. Specifies a set of services and protocol for those 

aspects of management concerned with the loading of systems on IEEE 
802 LANs. 

l IS0 8802-2 
[ANSI/IEEE Std 802.21: Logical Link Control 

‘The 802 Architecture and Overview Specification, originally known as IEEE Std 802.1 A, has been renumbered as IEEE Std 802. This 
has been done to accommodate recognition of the base standard in a family of standards. References to IEEE Std 802.1A should be con- 
sidered as references to IEEE Std 802. 

V 
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l ISO/IEC 8802-3 
[ANSI/IEEE Std 802.31: CSMA/CD Access Method and Physical Layer Specifications 

l ISO/IEC 8802-4 
[ANSI/IEEE Std 802.41: Token Bus Access Method and Physical Layer Specifications 

l ISO/IEC 8802-5 
[ANSI/IEEE Std 802.51: Token Ring Access Method and Physical Layer Specifications 

l ISO/IEC 8802-6 
[ANSI/IEEE Std 802.61: Distributed Queue Dual Bus Access Method/Physical Layer Specifications 

l IEEE Std 802.10: Interoperable LAN/MAN Security, Currently Contains Secure Data Exchange 

In addition to the family of standards, the following is a recommended practice for a common technology: 

l IEEE Std 802.7: IEEE Recommended Practice for Broadband Local Area Networks 

The following additional working groups have authorized standards projects under development: 

l IEEE 802.9 

l IEEE 802.11 

l IEEE 802.12 

Integrated Services (IS) LAN Interface at the Medium Access Control (MAC) 
and Physical Layers 

Wireless LAN Medium Access Control (MAC)/Physical Layer Specifications 

Demand Priority Access Method and Physical Layer Specifications 

The reader of this standard is urged to become familiar with the complete family of standards. 

Conformance test methodology 

An additional standards series, identified by the number 1802, has been established to identify the conform- 
ance test methodology documents for the 802 family of standards. This makes the correspondence between 
the various 802 standards and their applicable conformance test requirements readily apparent. Thus the 
conformance test documents for 802.3 are numbered 1802.3, the conformance test documents for 802.5 will 
be 1802.5, and so on. Similarly, IS0 will use 18802 to number conformance test standards for 8802 
standards. 

IEEE Std 802.1 E, 1994 Edition 

This standard defines services and protocol elements that permit the downloading of memory images to data 
processing equipment attached to IEEE 802 Local and Metropolitan Area Networks. The protocol makes use 
of the group addressing capabilities inherent in LAN/MAN technologies to permit simultaneous loading of 
the same memory image to multiple destination systems. The standard includes the specification of managed 
objects that permit the operation of the load protocol to be remotely managed; these specifications, along 
with the Protocol Implementation Conformance Statement (PICS) profonna in annex A, were developed as 
P802.lm/D4, a supplement to IEEE Std 802.1E. 

This standard contains state-of-the-art material. The area covered by this standard is undergoing evolution. 
Revisions are anticipated within the next few years to clarify existing material, to correct possible errors, and 
to incorporate new related material. 

Information on the current revision state of this and 
other IEEE 802 standards may be obtained from: 

Secretary, IEEE Standards Board 
P.O. Box 1331 
445 Hoes Lane 
Piscataway, NJ 08855- 133 1, USA 

IEEE 802 committee working documents are available 
from: 

IEEE Document Distribution Service 
AlphaGraphics #35 Attn: P. Thrush 
10201 N. 35th Avenue 
Phoenix, AZ 8505 1, USA 
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Information technology- 
Telecommunications and information exchange between 

systems- 

Local and metropolitan area networks- 
Common specifications- 

Part 4: System load protocol 

1. Overview 

Stations in a network may, from time to time, require a portion of their local addressable memory space to be 
loaded using information held on a remote station. In multivendor networks, the provision of standardized 
mechanisms to achieve this functionality is desirable. 

In order to accommodate efficient loading of multiple stations with the same information at the same time, it 
is desirable to provide facilities for performing the load process on a multicast basis as well as on a point-to- 
point basis. The System Load Protocol provides both capabilities. 

The protocol assumes two types of device in any load operation: 

a> Loadable Device (LD), which is capable of accepting a load from a Load Server. 
b) Load Server (LS), which is capable of providing a load for a Loadable Device. 

A load operation can be initiated by 

a> An LD requesting data from an LS. 
b) A third party requesting an LD to accept data by means of a management request, using the Load 

operation specified in clause 9, and specifically in 9.2.1.3, in the description of the Load operation. 
When an LD accepts such a request, it will then request data from an LS in the normal manner. 

The loadable data is termed an image. An image is broken down into Groups that, in turn, consist of blocks. 
The protocol allows flexibility in the choice of image and block size. It does not state the number of Groups 
in an image or the number of octets in a block. 

The System Load Protocol relies on IEEE 802.2 Logical Link Control (LLC) Type 1 services (see IS0 8802- 
2’) operating over any compatible MAC and Physical Layer. 

The System Load Protocol allows the use of IEEE 802.1B LAN/MAN Management [ISO/IEC DIS 15802-21 
to manage aspects of its operation. This use is described in 9.3. In addition, the managed objects have been 
defined in such a way that it is also possible to use CMIP (ISO/IEC 9596) as the management protocol, as 
described in 9.4. 

‘Information on references can be found in clause 3. 
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The System Load Protocol may be used in conjunction with other management protocols. It provides a load 
capability not provided by general-purpose management protocols. The general-purpose management proto- 
cols provide the capabilities of parameter manipulation, event reporting, and action invocation that support 
and enhance the load facility. For example, a load of one system might be invoked from another system by 
means of management intervention. 

The following clauses describe 

a> The System Load architecture. 
b) The services provided by System Load. 
c> The semantics and syntax of the System Load Protocol, including the state machines that describe 

the operation of the System Load Protocol machine. 
d) The semantics of the load-related management objects. 

Annex C provides further information regarding the application of the protocol. 

To evaluate conformance of a particular implementation, it is necessary to have a statement of which capa- 
bilities and options have been implemented for a given protocol. Such a statement is called a Protocol Imple- 
mentation Conformance Statement (PICS). Annex A to this International Standard contains the PICS 
proforma for the System Load Protocol. 

2. Scope 

The System Load Protocol specification defines a protocol to load the memory of data processing equipment 
installed on IEEE 802 networks. To this end the specification 

a> Defines the protocol data unit (PDU) formats for loading an end system. 
b) Defines the protocol for loading an end system. 
c> Describes the services required of the end system being loaded (Loadable Device or LD) to success- 

fully complete a load operation. 
d) Describes the services required of the end system providing the load (Load Server or LS) to success- 

fully complete a load operation. 
e) Defines the semantic aspects of managed objects of the LD and LS that permit the manipulation of 

the operational parameters of the LD and LS state machines, announcement of load servers, and the 
third-party initiation of a load. 

f) Defines the syntax used when performing management operations via the IEEE 802.1B LAN/MAN 
Management Protocol (ISO/IEC DIS 15802-2). 

s) Defines the syntax used when performing management operations via the CMIP Systems Manage- 
ment Protocol (ISOAEC 9596- 1). 

The specification discusses the LS in only as much detail as is necessary to define the loading protocol. Man- 
agement and LS decisions, such as what to do as a result of LS or LD events or when an LS or Manager 
fails, are LS and Manager implementation issues and are beyond the scope of this document. 

The protocol is specified to convey images consisting of data (in blocks) of unspecified format. The content 
and format of data blocks are application-specific; this standard does not place any constraints on 

a> The form, content, or meaning of the images that may be conveyed by means of the protocol; 
b) The manner in which data blocks are processed subsequent to their being received by a loadable 

device. 

This International Standard provides the PICS proforma for the System Load Protocol in compliance with 
the relevant requirements, and in accordance with the relevant guidance, given in ISO/IEC 9646-2. 
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3. References 

The following standards contain provisions which, through references in this text, constitute provisions of 
this International Standard. At the time of publication, the editions indicated were valid. All standards are 
subject to revision, and parties to agreements based on this International Standard are encouraged to investi- 
gate the possibility of applying the most recent editions of the standards listed below. 

IEEE Std 802- 1990, IEEE Standards for Local and Metropolitan Area Networks: Overview and Architecture 
(ANSI).2 

IEEE Std 802.1F-1993, IEEE Standards for Local and Metropolitan Area Networks: Common Definitions 
and Procedures for IEEE 802 Management Information. 

IS0 7498-4 : 1989, Information technology-Open Systems Interconnection-Basic Reference Model- 
Part 4: Management framework.3 

IS0 8802-2 : 1989 [ANSI/IEEE Std 802.2-19891, Information processing systems-Local area networks- 
Part 2: Logical link control. 

ISO/IEC 8824 : 1990, Information technology-Open Systems Interconnection-Specification of Abstract 
Syntax Notation One (ASN. 1). 

ISO/IEC 8825 : 1990, Information technology-Open Systems Interconnection-Specification of Basic 
Encoding Rules for Abstract Syntax Notation One (ASN. 1). 

ISO/IEC 9595 : 1991, Information technology-Open Systems Interconnection-Common management 
information service definition. 

ISO/IEC 9596-l : 1991, Information technology-Open Systems Interconnection-Common management 
information protocol-Part 1: Specification. 

ISO/lEC 9646-l : 1991, Information technology-Open Systems Interconnection-Conformance testing 
methodology and framework-Part 1: General concepts. 

ISO/IEC 9646-2 : 199 1, Information technology-Open Systems Interconnection-Conformance testing 
methodology and framework-Part 2: Abstract test suite specification. 

ISO/IEC 10165-4 : 1992, Information technology-Open Systems Interconnection-Management informa- 
tion services-structure of management information-Part 4: Guidelines for the definition of managed 
objects. 

ISO/IEC TR 10178, Information technology-Telecommunications and information exchange between sys- 
tems-The structure and coding of Logical Link Control addresses in Local Area Networks. 

ISO/IEC TR 10735, Information technology-Telecommunications and information exchange between sys- 
tems-standard Group MAC Addresses. 

21EEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331, Piscataway, 
NJ 08855-1331, USA. 
31S0 and ISOlIEC publications are available from the IS0 Central Secretariat, 1 rue de Varembt, Case Postale 56, CH-1211, Geneve 
20, Switzerland/Suisse. In the US, they are available from the Sales Department, American National Standards Institute, 11 West 42nd 
Street, 13th Floor, New York, NY 10036, USA. 

3 

Full document details: ISO IEC 15802-4-1994

http://www.avadocuments.com/doc/iso-iec-15802-4-1994
http://www.avadocuments.com/doc/iso-iec-15802-4-1994


ISO/IEC 15802-4 : 1994 
[ANSI/IEEE Std 802.1 E, 1994 Edition] LOCAL AND METROPOLITAN AREA NETWORKS: 

ISO/IEC DIS 15802-2...4 [ANSI/IEEE Std 802.1B-1992 and IEEE Std 802.1k-19931, Draft Standard for 
Local and Metropolitan Area Networks: LAN/MAN Management. 

4. Definitions 

The following terms are used throughout this International Standard in a specialized manner: 

4.1 Image: The data structure contained in the Load Server that the Loadable Device wishes to load. 

4.2 Loadable Device (LD): A station on the network that is capable of accepting a load from a Load Server. 

4.3 Load Server (LS): A station on the network that is capable of providing a load for a Loadable Device. 

This International Standard uses the following terms defined in ISO/IEC 9646- 1: 

a> PICS proforma 
b) protocol implementation conformance statement (PICS) 

c> static conformance review 

Other management-specific terms are defined in IEEE 802.1B LAN/MAN Management (ISO/lEC DIS 
15802-2). 

5. Authority 

In cases where there are discrepancies between the text descriptions, state diagrams, and the state tables, the 
state tables are to be considered as the authority. 

6. Architecture 

This clause contains an overview of the System Load architecture. Figure 1 depicts the architectural compo- 
nents and interfaces. There are three major architectural components involved in System Load: 

a> System Load User (SLU) 
b) System Load Entity (SLE) 

c> System Load Layer Management Entity (SL-LME) 

A brief description of each of these components follows: 

The SLU is a user of System Load Services. The user of these services may be a provider of load images 
(LS) or a requester of load images (LD) or both. 

In order to perform its function, the SLU may be required to communicate with an SLU in another station. 
The SLUs intercommunicate in a peer-to-peer manner, using the communication services provided by the 
SLE. This communication is described in terms of the roles that each SLU and associated SLE plays in a 
particular instance of communication, either the role of an LD or an LS. These terms are used for descriptive 
purposes only and do not imply system capabilities in any other context. An LD requests to be loaded with 
an image. An LS acts on behalf of the requesting LD to provide an image. 

4Currently at state of Draft International Standard. 
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The System Load Service is provided by means of the System Load Protocol. Two architectural components 
are associated with the operation of the protocol. These are the SLE and the SL-MIB. 

The SLE performs System Load communication functions on behalf of its SLU. 

The SL-MIB is a set of managed objects associated with the SLE. It provides the management functions and 
management information specific to the management of the SLE, allowing it to be managed in a manner 
analogous to managing a layer. The managed object class definitions for the SL-MB3 are contained in 
clause 9. IEEE 802.1B [ISO/IEC DIS 15802-21 describes how the functionality of these managed objects 
may be accessed by means of management protocol. 

The SLE makes use of the underlying services of IEEE 802 LLC Type 1 (IS0 8802-2) in order to convey 
SL-PDUs. The use of other services is not precluded; however, this standard does not specify any conform- 
ance-related aspects of the use of any other services. 

The load-specific services of the SLE are described in clause 7. 

System Load 
Protocol 

LLC 

Figure l-System Load architecture 

7. Service definition 

This clause defines the services provided by the System Load Entity (SLE) to the System Load User (SLU) 
at the System Load Service Boundary. 

The following primitives are defined for the SLU to request service from the SLE: 

a> SYSTEM-LOADrequest, by which the SLU requests that a load operation be performed. 
b) SYSTEM-LOAD.confirm, by which the SLE confirms the success or failure of the corresponding 

request. 

c> SYSTEM-LOAD.indication, by which the SLE informs the SLU that an image is required in order 
to perform a requested load operation. 

d) SYSTEM-LOAD.response, by which the SLU returns the required image or reason for not provid- 
ing the image. 

The time sequence of these service primitives is shown in figure 2. 

In addition, general-purpose management services provided by IEEE 802.1B LAN/MAN Management 
(ISO/IBC DIS 15802-2) and the CMISKMIP standards (ISO/IEC 9595 and 9596) support the load facility: 
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LD 

SYSTEM-LOAD.req 

SYSTEM-LOADxnf 

LOCAL AND METROPOLITAN AREA NETWORKS: 

System Load 
Service 

SYSTEM-LOAD.ind 

SYSTEM-LOAD.rsp 

Figure 2-Sequence of SYSTEM-LOAD primitives 

NOTE-The definition of the System Load Service in terms of these primitives and their associated parameters is for 
clarity only, and should not be construed as placing constraints on the nature of real implementations. 

7.1 SYSTEM-LOAD.request 

This primitive is the service request primitive for the System Load Service. 

7.1 .I Semantics of the service primitive 

SYSTEM-LOAD.request ( 
load-info, 
load-reason 

- load-info specifies information that may be used to determine the image to be loaded. 
- load-reason specifies the reason that the load is desired. The load reason parameter shall have one ot 

the following values: 

Unspecified: No reason is specified. 
PowerUp: The system or some part of it has had power restored. 
ForcedLoad: The load has been forced remotely via a systems management action. 
OperationalFailure: An operational failure has occurred resulting in the necessity for a load. 
LoadFailure: A previous load attempt has failed. 
Reconfiguration: A configuration change requiring load has occurred. 
Private Reason: An implementation-specific reason. 

7.1.2 When generated 

This primitive is used by the SLU whenever it needs to have part or all of its system loaded. 

7.1.3 Effect of receipt 

The effect of this primitive is that the SLE shall request the load from one or more load servers. 

7.2 SYSTEM-LOAD.indication 

This primitive is the service indication primitive for the System Load Service. 
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7.2 SYSTEM-LOAD.indication 

This primitive is the service indication primitive for the System Load Service. 

7.2.1 Semantics of the service primitive 

SYSTEM-LOAD.indication ( 
load-info, 
load-reason 

> 

- load-info specifies information that may be used to determine the image to be loaded. The load-info 
parameter shall take the value provided in the corresponding SYSTEM-LOAD.request primitive. 

- load-reason specifies the reason that the load is desired. The load-reason parameter shall take the 
value provided in the corresponding SYSTEM-LOAD.request primitive. 

7.2.2 When generated 

This primitive is generated upon receipt of a LoadRequestPDU by the SLE. 

7.2.3 Effect of receipt 

The effect of this primitive is that the SLU shall return the required image or reason for not returning the 
image in a SYSTEM-LOADresponse primitive. 

7.3 SYSTEM-LOAD.response 

This primitive is the service response primitive for the System Load Service. 

7.3.1 Semantics of the service primitive 

SYSTEM-LOAD.response ( 
status, 
image 
1 

- status specifies the success or failure of the load request. The status parameter shall take one of the 
following values: 

success: The image is available and supplied. 
not-available: The image is not available for the indicated load. 

- image is the image to be provided by the load; it is not provided if status is not success. 

7.3.2 When generated 

This primitive is used by the SLU to return the image indicated in the corresponding SYSTEM-LOAD.indi- 
cation primitive. 

7.3.3 Effect of receipt 

The effect of this primitive is that the SLE shall attempt to perform the load. 
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7.4 SYSTEM-LOAD.confirm 

This primitive is the service confirmation primitive for the System Load Service. 

7.4.1 Semantics of the service primitive 

SYSTEM-L0AD.confit-m ( 
status, 
image 
) 

- status specifies the success or failure of the load request. The status parameter shall take one of the 
following values: 

success: 

no-response: 
incomplete: 
invalid-response: 

The load was correctly performed. 
No server responded to the request. 
A load was attempted but never successfully completed. 
An invalid load response(s) was (were) received with parameters inconsistent 
with the corresponding load request. 

- image is the image provided by the load; it is not provided if status is not success. 

7.4.2 When generated 

This primitive shall be generated by the SLE upon completion of performing or attempting to perform the 
load requested; it returns the success or failure of the request and the image requested (if successful). 

7.4.3 Effect of receipt 

Unspecified. 

8. Protocol specification 

8.1 Summary of Protocol Data Units (PDUs) 

The protocol is described in terms of Load PDUs exchanged between an LD and an LS. 

- 
- 

- 
- 

- 

A LoadRequestPDU is sent from an LD to an LS or an LS group address to request a load image. 
A LoadResponsePDU is sent from an LS to an LD or an LD group address to inform the LD(s) that 
the LS is willing to send a load image. 
A GroupStatusPDU is sent from an LD to an LS in order to request portions of a load image. 
A GroupStatusRequestPDU is sent from an LS to an LD or an LD group address in order to ask an 
LD or LDs if portions of a load image are needed. 
A LoadDataPDU is sent from the LS to an LD or an LD group address. It contains a portion of a load 
image. 

The process of loading an image is performed by transmitting the image as a number of Blocks, each of 
which is of a fixed size for a particular load operation, except, possibly, for the last Block of the load. Each 
set of 256 consecutive Blocks is defined to be a Group. The last Group of the image may contain less than 
256 Blocks, and the last Block of the image may be only partially full. The number of Groups and Blocks in 
a given image is therefore calculated as follows: 
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Number of Blocks = 
Image size + Block size - 1 

Block size 

Number of Groups = 
Number of Blocks + 255 

256 

NOT&The equations for Number of Blocks and Number of Groups assume integer arithmetic; integer division will 
discard any remainder. 

The following subclauses describe the content and semantics associated with each PDU. 

8.2 LoadRequestPDU 

8.2.1 Function 

The function of the LoadRequestPDU is to request a system load from an LS or a set of LS’s. It is issued by 
the LD. 

8.2.2 Semantics 

The following describes the fields of the LoadRequestPDU and the associated semantics: 

ExchangeID 

This field is an identifier that the LD may use to uniquely identify a load request. The value is determined by 
the LD. This field is optional and need only be used if the LD has multiple simultaneous outstanding 
requests. 

LoadAddress 

This field specifies the MAC address to which the LD requires the LS to send the load data. If present, the 
address shall be either the station’s own individual MAC address or a group MAC address. If not present, 
the LS shall choose either the individual MAC address of the LD, or a group MAC address. 

NOTE--The LD has the following options with respect to the choice of address on which it is prepared to accept PDUs 
from the LS. They are as follows: 

a) If LoadAddress specifies the specific MAC address, then the LD is only prepared to accept PDUs on this address. 
b) If LoadAddress specifies a group MAC address, the LD will not recognize any other group MAC address; how- 

ever, the LS may choose to use the LD’s individual MAC address or the indicated group MAC address at its own 
discretion. 

c) If LoadAddress is not present, the LD is prepared to accept PDUs addressed to its individual MAC address or 
any group MAC address of the LS’s choosing. If the LS chooses to use the individual MAC address of the LD, 
this is derived from the addressing information provided by the underlying service. 

BlockSize 

This field specifies the maximum data block size in octets which the station can accept for loading. It is the 
number of octets in the LoadData field of the LoadDataPDU. It ranges from 1 to 32 767. 

MinBlockDelay 

This field specifies the minimum delay in milliseconds required between transmission of data blocks in order 
to minimize errors due to depletion of resources at the LD. It ranges from 0 to 32 767. The consequences, if 
data blocks are received with less than MinBlockDelay separation between them, are unspecified. 
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MaxBlockDelay 

This optional field specifies the maximum amount of delay in milliseconds which the LD will tolerate 
between transmission of individual data blocks. It shall be larger than MinBlockDelay but less than or equal 
to 32 767. If not provided, the maximum value shall be assumed. This value should generally be specified as 
large as possible, providing the LS with the maximum flexibility in “merging” load requests. The conse- 
quences, if MaxBlockDelay is exceeded, are unspecified. 

LoadReason 

This optional field contains the reason for sending the LoadRequestPDU. The value of this field shall be the 
same as that supplied in the load-reason parameter of the associated SYSTEM-LOAD.request primitive. If 
not provided, a value of Unspecified shall be assumed. 

LoadInfo 

LoadInfo is an optional field of the LoadRequestPDU. It may be used to describe the equipment that is 
requesting the load and the image requested. 

LoadInfo is subdivided into PrivateID, StationID, and ImageID. All three fields are optional. 

PrivateID is unadministered and is available for implementation-specific use. 

StationID is a substructured field that contains information describing the device that is requesting the load. 
It contains an administered field, ManufacturerID, and two unadministered fields, DeviceTypeID and Revi- 
sionNumber. Each of the three fields are optional. The ManufacturerID is an Organizationally Unique Iden- 
tifier (OUI) administered by the IEEE, as described in 5.2 of IEEE Std 802-1990. When present, the 
ManufacturerID provides the context within which the unadministered fields of LoadInfo may be 
interpreted. 

ImageID is an unadministered field that contains information describing a requested load image. ImageID 
may be an explicit image name, a symbolic reference to one or more images, or some other implementation- 
specific form. 

The LS may use the information provided in LoadInfo in order to determine the image to send to the 
requesting device. The LS may return some or all LoadInfo fields to the requesting LD as well as additional 
implementation-specific information. 

8.2.2.1 When generated 

The LoadRequestPDU is generated by an LD upon determining that it needs to obtain a load. An LD may 
make this determination itself (by unspecified means) or be instructed to do so by a general network man- 
ager (via the action service of the general-purpose systems facility). 

8.2.2.2 Effect of receipt 

On receipt of a LoadRequestPDU, an LS determines whether it can provide the load of the requesting LD. If 
so, the LS sends a LoadResponsePDU, then waits for the LD to send a GroupStatusPDU. If the LS cannot 
load the requesting LD, it does not send a LoadResponsePDU. 
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