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Replace subclause 5.7.2 with:
5.7.2 DDL representation syntax

SR 8 0 i i A
<!-- Definition of MPEG-7 GofGopFeatureType ==
St 8 0 i i i A
<complexType name="GofGopFeatureType”>

<sequence>
<element name="Descriptor” xsi:type="mpeg7:VisualDType” />
<sequence>
<attribute name="aggregation” use="optional”>
<simpleType>

<restriction base="string”>
<enumeration value="Average”/>
<enumeration value="Median”/>
<enumeration value="SplitMerge”/>
</restriction>
</simpleType>
</attribute>
</complexType>

Replace subclause 12.1.2 with:
12.1.2 DDL representation syntax

<V—— HHHHHHEHFF SRS >
<!-- Definition of media-centric wvisual DSs -->
<V—— HHHHHHEHFF SRS >

<U—— HH#H4HHHAH AR A A AR AR A AR A AR AR AR A A A >
<!-- Definition of MPEG-7 Still Region Feature Type -—>
<U—— H##H4HHHHH AR A AE AR AS A SRS A AR E AR AR >

<complexType name="StillRegionFeatureType”>
<complexContent>
<extension base="mpeg7:VisualDSType”>

<sequence>

<!-- List of features available -->

<!-- Color Distribution -->

<choice minOccurs="0">
<!-- for the region with limited number of colors -->
<element name="DominantColor” type="mpeg7:DominantColorType”>
<!-- for generic applications -->
<element name=”ScalableColor” type="mpeg7:ScalableColorType”>
<!-- for high-level applications requesting precise retrieval -->
<element name="ColorStructure” type="mpeg7:ColorStructureType”>

</choice>

<!-- Spatial Distribution of Color -->

<element name="ColorLayout” type="mpeg7:ColorLayoutType” minOccurs="0">

<!-- Color Temperature -->
<element name="ColorTemperature” type="mpeg7:ColorTemperatureType”
minOccurs="0">
<!—=Illumination Independent Color -->
<element name="IlluminationCompensatedColor”
type="mpeg7: IlluminationInvariantColorType” minOccurs="0">

<!-- Spatial Distribution of edges -->

<element name="Edge” type="mpeg7:EdgeHistogramType” minOccurs="0">
<!-- Homogeneous Patterns -->

<!-- Tt is applicable only to the picture with homogeneous pattern -->

<choice minOccurs="0">
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