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RECTIFICATIF TECHNIQUE 1

Technical Corrigendum 1 to ISO/IEC 15938-3:2002 was prepared by Joint Technical Committee ISO/IEC
JTC 1, Information technology, Subcommittee SC 29, Coding of audio, picture, multimedia and hypermedia
information.

In 4.1, add the following subclause at the end:
4.1.1 Wrapper of the schema

The syntax of the description tools specified in this document assumes that a schema wrapper is provided,
which identifies the XML Schema namespace (XML Schema) and MPEG-7 namespace:

<schema xmins=http://www.w3.0rg/2001/XMLSchema xmIns:mpeg7="urn:mpeg:mpeg7:schema:2001”
targetNamespace="urn:mpeg:mpeg7:schema:2001” elementFormDefault="qualified”
attributeFormDefault="unqualified”>

The following tag is used to close the schema:

</schema>
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In 5.2.4, section "DescriptorID", replace:

The assignment of IDs to the descriptors is specified in Table 1.

with:

The assignment of IDs to the descriptor is specified in Table 1. The possible value of DescriptorlD for
GridLayout is one of 2, 4, 6, 7, 8, 12, 19, 21, and 26.

In 5.2.4, replace:

numOfPartX
This attribute specifies the number of horizontal partitions in the grid over the image.

numOfPartY
This attribute specifies the number of vertical partitions in the grid over the image.

with:

numOfPartX

This attribute specifies the number of horizontal partitions in the grid over the image. The value of “0” is
forbidden for this attribute.

numOfPartY

This attribute specifies the number of vertical partitions in the grid over the image. The value of “0” is forbidden
for this attribute.

In 5.3.3.4 and 5.3.4.4, add the following sentence at the end of "DescriptorID" semantics:

The following values of DescriptorID are allowed: 2, 4, 6, 7, 8, 9, 12, 19, 21, and 26.

In 5.3.3.4 and 5.3.4.4, add the following sentence at the end of "Descriptor" semantics:

The descriptor specified in this field is extracted from the frame corresponding to the start of the corresponding

time interval.

In 6.2.3, replace:

ColorTransMat[j][k] 16 uimsbf
with:
ColorTransMat[j][k] 16 simsbf

» &

In 6.5, replace all instances of “histogram”, “color histogram” and “HSV color histogram” with “normalized

y

histogram”, “normalized color histogram” and “normalized HSV color histogram” respectively.

In 6.5.4, add the following sentence at the end of first paragraph of section “Bit representation of Coefficients”:

If, in the encoding process, the absolute value of the difference between amplitude and offset exceeds the
maximum that can be represented using the assigned number of bits BN, the value is clipped to the maximum
representable value.
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